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Executive Summary

This report provides a study of the anticipated traffic impacts that are associated with the construction of a mix-use development that envelops the recently approved “Gwinnett Minor League Baseball Stadium, DRI #1725, in Gwinnett County, Georgia.  The proposed project is located just south of Interstate 85 (I-85) along State Route 20 (SR 20) between Rock Springs Road and Old Peachtree Road.  This project will likely include a mixture of uses consisting of attraction, retail, office and residential land uses.  The proposed development has been estimated to be completed in a single construction phase by the year 2012.

The applicant’s proposal is for a mixture of uses that encompass the Gwinnett County Minor League Baseball Stadium.  Access for the development has been proposed at nine locations.   There are three access locations along SR 20, one serving as full access, while the remaining two will be constructed as right-in/right-out driveways.  The full access location along SR 20 will be directly aligned with an existing median opening.  The remaining access locations associated with this proposed development will be constructed along Rock Springs Road, Tech Center Parkway, Tech Center Drive and Old Peachtree Road.  Each of the access locations will be shared among each use and will work to disperse the project generated traffic within the proposed development, as well as, throughout the established study area.  This proposed development will supplement the minor league baseball stadium that is currently under construction providing additional employment, housing and recreational opportunities to Gwinnett County.  There are 617,000 square feet of office space, 351,000 square feet of retail space, 300 hotel rooms and 610 residential units planned to be constructed on approximately 73.50 acres.

Pursuant to GRTA’s request, the traffic study for this project entailed a detailed intersection analysis for the following intersections:


1. SR 20 @ Russell/Ridge Rd
2. SR 20 @ Azalea Dr (south of Bentbrooke Trl)
3. SR 20 @ Bentbrooke Trl
4. SR 20 @ Azalea Dr (north of Bentbrooke Trl)
5. SR 20 @ Old Peachtree Rd
6. SR 20 @ Tech Center Pkwy
7. SR 20 @ Rock Springs Rd
8. signalized intersection between I-85 and Rock Springs Rd
9. SR 20 @ Mall of Georgia Blvd
10. SR 20 @ Plains Court Wy
11. SR 20 @ Mall Grand Ln
12. SR 20 @ Woodward Crossing Blvd
13. SR 20 @ Gravel Springs Rd
14. Old Peachtree Rd @ Horizon Drive
15. Old Peachtree Rd @ Collins Hill Rd.
16. Old Peachtree Rd @ Rock Springs Rd (west of SR 20)
17. Old Peachtree Rd @ Tech Center Pkwy
18. Old Peachtree Rd @ Rock Springs Rd (east of SR 20)
19. Old Peachtree Rd @ Braselton Highway (SR 124)
20. Braselton Highway (SR 124) @ Gravel Springs Rd (SR 324)
21. Tech Center Pkwy @ Tech Center Dr
22. Rock Springs Rd @ Tech Center Dr
23. All proposed access locations

For the purposes of this analysis, the proposed development was found to produce 18,280 vehicles trip ends per weekday and 16,894 vehicle trip ends on Saturday.  The total gross trips generated by the proposed development were adjusted to account for the mixture of uses.  Additional adjustments were made to account for trip reductions that result from alternative modes of travel and for any pass-by trips associated with the commercial component of this development.  These trips were then distributed and assigned to the study area.  Detailed capacity analyses of the intersections studied in this report were performed using the modeling software CORSIM, version 5.1 utilizing peak hour traffic volumes for the weekday AM and PM peak hours and for the Saturday peak hour.
The results from the detailed intersection analysis for the future (2012) No-Build Condition, which does not include the traffic generated by the proposed development, and the future (2012) Build Condition indicate that roadway improvements will be required to serve both the general growth in background traffic and the traffic associated with the proposed development.  These improvements are necessary in order for all of the intersections, identified previously, to operate at an acceptable level of service (LOS).
The improvements recommended for the future (2012) No-Build Conditions are as follows:
· Widen SR 20 from four (4) to six (6) lanes from Tech Center Pkwy to I-85
· SR 20 @ signalized intersection between Rock Springs Rd and I-85
· Provide a southbound right-turn bay along SR 20
· SR 20 @ Rock Springs Rd
· Provide a westbound, right-turn bay along Rock Springs Rd
· SR 20 @ Azalea Dr (north of Bentbrooke Trl)
· Signalize intersection
· Provide an eastbound, right-turn bay along Azaela Dr
· SR 20  @ Azalea Dr (south of Bentbrooke Trl)
· Provide eastbound, right and left-turn bays along Azalea Dr
· Provide westbound, right and left-turn bays along Azalea Dr
· SR 20 @ Russell/Ridge Rd
· Provide an eastbound, left-turn bay along Russell Rd
· Provide a westbound, left-turn bay along Ridge Rd
· Old Peachtree Rd @ Rock Springs Rd (east of SR 20)
· Signalize intersection
· Provide a southbound, right-turn bay along Rock Springs Rd
· Provide and eastbound, left-turn bay along Old Peachtree Rd
    The improvements recommended for the future (2012) Build Conditions are as follows:
· Widen SR 20 from four (4) to six (6) lanes from Azalea Dr (north of Bentbrooke Trl) to Tech Center Pkwy
· SR 20 @ Tech Center Pkwy
· Provide a southbound right-turn bay along SR 20
· SR 20 @ Old Peachtree Rd
· Extend the eastbound, left-turn bay along Old Peachtree Rd
· Convert existing southbound right-turn bay to a through movement and provide a southbound right-turn bay along SR 20
· SR 20 @ Azalea Dr (south of Bentbrooke Trl)
· Signalize intersection
· Old Peachtree Rd @ Collins Hill Rd
· Extend eastbound right-turn bay

The following table provides a general summary for the DRI Non-Expedited Review:
	Name and Number of DRI
	Gwinnett Stadium Mixed-Use DRI #1950

	Jurisdiction
	Gwinnett County

	Local Development Approval Sought
	Rezoning

	Location
	West of State Route 20 (Buford Drive) between Old Peachtree Road and Rock Springs Road

	Uses and Intensities
	617,000 sq ft of office, 351,000 sq ft of retail, 300 hotel rooms and 610 multi-family residential units  

	Project Phasing and Build Out Schedule
	Single Phase for the year 2012

	Gross Trip Generation (ADT/AM Peak/PM Peak)
	26,115 /1,515 /2,646

	Saturday Trip Generation
	25,905/2,405
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1.0 Project Description

1.1 Introduction

The following analysis reports the anticipated traffic impacts that are associated with the construction of a mix-use development that envelops the recently approved “Gwinnett Minor League Baseball Stadium, DRI #1725.  The applicant’s intent is to construct a well balanced mixed-use community that offers additional opportunities for employment, housing and recreation.  This document addresses another phase of construction that will supplement the Gwinnett County Minor League Baseball Stadium that is currently under construction.  The proposed development has been estimated to be completed by the year 2012.
 
This proposed development has been classified as a Development of Regional Impact (DRI).  A DRI can be defined as a large scale development that is likely to have effects outside of the local government jurisdiction in which they are located.  The Department of Community Affairs (DCA) has established tiers and thresholds for developments based upon which county they are located in.  A county can be classified either as an Atlanta Region, Metropolitan Region or Non-metropolitan Region County.  An exceeded threshold is subject to regional review prior to any local government action as required by state law and DCA rules.

The proposed mixed-use development is located in Gwinnett County, which is classified as an Atlanta Region County; therefore, regional review is required if this development constructs more than 500,000 gross square feet.  Based upon the site plan that is provided in Figure 1, this development requires regional review.  Coordination shall be conducted between the host local government and the appropriate review agencies, which consist of the ARC and the GRTA.  This analysis has been prepared as part of a non-expedited review submittal as a result of submitting a re-zoning application to Gwinnett County, Georgia.

The site for the proposed development is located in the northern portion of Gwinnett County, west of State Route 20 (SR 20) and just south of Interstate 85 (I-85).  The proposed site along SR 20 is situated between Rock Springs Road, to the north, and Old Peachtree Road, to the south.  The location of the subject property has been further illustrated in Figure 2.

1.2 Site Plan Review

As stated previously, the site is located along SR 20 between Rock Springs Road and Old Peachtree Road.  The site plan is unique to the area in that the mixture of additional land uses, which work to provide places of employment, residence and recreation, surround the site’s principle attraction, a minor league baseball stadium that is affiliated with the Atlanta Braves major league baseball team.  All parking associated with the proposed uses will be constructed as both surface and structured parking.
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The proposed development has been scheduled to be completed in one construction phase that has been estimated to be completed by the year 2012.  The site for the subject property is currently zoned with multiple zoning classifications, consisting of M1, OI, C2 and R100, in Gwinnett County, and will require a rezoning process to accommodate the proposed mixture of uses.  The applicant will be seeking a MUO (Mixed-Use Overlay District) zoning classification.  Adjacent properties west of the subject property are zoned as R-140 and M-1.  The R-140 zoning classification consists of a church facility.  Properties north of the subject property are zoned as C2 and R100, while properties south of the subject property are zoned as R100, C1 and C2.  SR 20 is adjacent to the subject property’s eastern property line.  Zoning classifications east of SR 20 include OI and R-100.  These zoning classifications within the vicinity of the subject property have been displayed in Figure 3.

The proposed development anticipates constructing retail, office, multi-family residential and hotel uses on approximately 73.50 acres.  A summary of these land uses and densities are provided in Table 1, below.

	Table 1

	Proposed Land Uses

	Use
	Density

	Multi-Family Residential
	610 units

	Office
	617,000 sq ft

	Commercial/Retail
	351,000 sq ft

	Hotel
	300 rooms



Currently, with the exception of residences that have been acquired, the subject property is mostly undeveloped.  There is a multi-family development under construction adjacent to the subject property’s western boundary.  A church facility and light industrial properties adjoin the subject property’s western property line, while retail properties are adjacent to both the northeast and southeast corners of the property.  These existing land uses have been illustrated in Figure 4.

Off-street parking will be provided in accordance with the Gwinnett County zoning ordinances, development guidelines, and tree protection and replacement ordinances. Specifically, the following parking ratios are proposed for the subject property:

· Residential (multi-family):
1.5 parking space per dwelling unit (min)/3.0 parking space per dwelling unit (max)
· Office:
1 parking space per 300 square feet

· Retail:
4.0 parking space per 1,000 square feet

· Hotel:
1.0 parking space per guest room
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Parking will be provided in a manner that is conveniently located to the proposed use that it is to serve. All parking spaces will be landscaped to meet the tree replacement and protection standards for Gwinnett County.

1.3 Site Access

Vehicular access for the proposed development has been proposed at nine locations.  Five of these locations are in addition to the access locations provided by the minor league baseball stadium.  Each location will serve as shared access to surface parking areas and deck parking structures as all uses have been inter-connected with pedestrian facilities.  The locations for these proposed access locations are illustrated in Figure 5.  For the purposes of this analysis the proposed driveways have been identified as Access A through J.  Access D was omitted from this analysis as a recommended condition for DRI #1725, the Gwinnett County Minor League Baseball Stadium.

As one can see in Figure 5, Access locations A and C, along SR 20, will be constructed as right-in/right-out movements, while Access B will be constructed as full-movement location that is directly aligned with an existing median opening.  Access E has been directly aligned with Tech Center Drive and the remaining access locations do not have any opposing driveways. 

· Access A serves SR 20 southbound traffic with a single ingress lane to surface area parking and parking deck structures.  Egress traffic from Driveway A will be constructed as a single outbound lane to SR 20 southbound.

· Access B serves both northbound and southbound vehicular traffic along SR 20 and will be constructed as a four-lane driveway accessing the surface parking areas and parking deck structures for the proposed development.  There will be two (2) ingress lanes accommodating a left-turn movement from SR 20 northbound along with the SR 20 southbound right-turn movement.  There will also be two egress lanes; each of these lanes shall be designated as “left-only” turn movements along with a right-turn bay.  

· Access C serves SR 20 southbound traffic with a single ingress lane to surface area parking and parking deck structures.  Egress traffic from Driveway C will be constructed as a single outbound lane to SR 20 southbound.

· Access D was omitted from this analysis as a recommended condition for DRI #1725, the Gwinnett County Minor League Baseball Stadium.

· Access E serves as an alternate access to both the surface area parking and the parking deck structures for the proposed development from Tech Center Parkway.  This driveway will be constructed as a four-lane driveway with two (2) ingress lanes and two (2) egress lanes.  The egress lanes for this driveway will consist of a right-only lane and a through lane and will be further supplemented with a left-turn bay.  As stated previously, this driveway has been proposed to be directly aligned with Tech Center Drive. 
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· Access F serves as access to residential and office uses from Tech Center Drive.  This access location will be constructed with a single ingress lane to surface area and parking deck structures and will contain one egress lane.

· Access G also serves as access to residential and office uses from Rock Springs Road.  This access location will be constructed with a single ingress lane to surface area and parking deck structures and will contain one egress lane.

· Access H serves as access to residential uses from Rock Springs Road.  This access location will be constructed with one ingress lane to surface area parking and will be constructed with one egress lane.

· Access I serves as access to residential and office uses from Tech Center Parkway.  This access location will be constructed with a single ingress lane to surface area and parking deck structures and will contain one egress lane, supplemented with a left-turn bay.

· Access J serves as an alternate access to both the surface area parking and the parking deck structures for the proposed development from Old Peachtree Road.  This driveway will be constructed as a two-lane driveway with one (1) ingress lane and one (1) egress lane.

1.4 Bicycle and Pedestrian Facilities

Currently, there are no bicycle or pedestrian facilities that exist along SR 20, for the portion of the roadway facility that adjoins the subject property.  There are however, bicycle and pedestrian facilities located along Rock Springs Road, Tech Center Drive, Tech Center Parkway and Old Peachtree Road within close proximity to the subject property.  An eight-foot multi-use path currently exists adjacent to the eastbound travel lane along Tech Center Parkway.

The proposed development that is situated between Old Peachtree Road and Rock Springs Road will work to maintain and enhance the existing system of bicycle and pedestrian facilities by connecting to any existing sidewalks adjacent to the site.  Specifically, access locations G and I provide pedestrian amenities internal to the proposed site that connect Rock Springs Road and Tech Center Parkway.  Access locations B, E and J provide pedestrian amenities that allow pedestrian ingress/egress from Tech Center Parkway, SR 20 and Old Peachtree Road.   The proposed development will be providing newly constructed bicycle and pedestrian facilities within the development for enhanced pedestrian connectivity.

1.5 Transit Facilities

There are not any rail transit opportunities within close proximity to the proposed development.  There are, however, bus transit operations offered by both Gwinnett County Transit and the Georgia Regional Transportation Authority that operate during the week and on Saturdays.  Facilities for these transit opportunities are located within close proximity to the proposed project.  There is a local bus route that operates during the week and on Saturdays, while Gwinnett County Express Routes and GRTA Xpress Routes are available for weekday commuter trip options.  None of the routes stop within one quarter mile of the proposed development; however, there is a potential for route adjustments once the proposed development is constructed.

The local bus route within the immediate vicinity of the proposed project is “Route 50”.  This local bus service connects the City of Buford to the Gwinnett Transit Center, which is located near the Gwinnett Place Mall.  The transfer points along this route are located at the Gwinnett Place Mall, Discover Mills, the Mall of Georgia and the park and ride lot at the intersection of I-985 and SR 20.  Gwinnett County Transit’s Express Routes 101 and 101A provide commuter options for those within close proximity to the proposed project during the week.  The park and ride lot at the intersection of I-985 and SR 20 serves as the transfer point for Route 101 and this route’s destination is Capital Square in the City of Atlanta.  Express Route 101A utilizes a transfer point located within the Mall of Georgia and has a destination point at MARTA Five Points in the City of Atlanta.  Lastly, there are two GRTA Xpress Routes within close vicinity to the proposed project with separate destinations.  Each GRTA Xpress Route has a transfer point at Discover Mills in the northern portion of Gwinnett County.  Route 410 travels to the MARTA Lindbergh Station, while Route 412 provides a connection to Midtown Atlanta at the Civic Center MARTA Station and the Arts Center MARTA Station.  The proposed development will be providing amenities to encourage transit ridership, such as a bus shelter, potential shuttle service, sidewalks and bicycle racks.
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2.0 Traffic Analysis Methodology and Assumptions

2.1 Growth Rate

Future background traffic for the proposed development was based upon assumptions provided by GRTA.  For the purposes of this analysis, a four percent (4%) annual growth rate was assumed for the roadways within the study area, with the exception of the following intersections, where a two and one-half percent (2.5%) annual growth rate was assumed:

· Old Peachtree Rd @ Collins Hill Rd
· Old Peachtree Rd @ Rock Springs Rd (east of SR 20)
· Old Peachtree Rd @ Braselton Hwy
· Old Peachtree Rd @ Horizon Dr
· Gravel Springs Rd @ Braselton Hwy


2.2 Traffic Data Collection

Traffic count data for the proposed project has been obtained from All Traffic Data Services, Inc.  Peak-hour intersection turning movement counts were collected at each intersection identified during the pre-methodology meeting.  These count locations are within the immediate vicinity of the proposed project and were taken for both the AM and PM weekday peak periods and for the Saturday peak periods.  When applicable, those traffic count data that were utilized for DRI #1725 (Gwinnett County Minor League Baseball Stadium) were incorporated into this analysis and adjusted to reflect current conditions.  Peak hour traffic count worksheets are provided in Appendix A.

The traffic count data that was incorporated into this analysis was collected in the year 2008.  Traffic counts that have been utilized from DRI #1725 were collected on February 5th and February 9th, 2008.  The remaining traffic count locations that were not included in the analyses for DRI #1725 were collected on September 3rd and September 6th, 2008.  Both signalized and un-signalized intersections within the study area, along with peak hours of traffic, include:

· SR 20 @ Russell/Ridge Rd (signalized)
· 8:00 am to 9:00 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 11:30 am to 12:30 pm			Saturday Peak Hour
· SR 20 @ Azalea Dr (south of Bentbrooke Trl – un-signalized)
· 7:45 am to 8:45 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:15 pm to 1:15 pm				Saturday Peak Hour

· SR 20 @ Bentbrooke Trl (un-signalized)
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:00 pm to 1:00 pm				Saturday Peak Hour
· SR 20 @ Azalea Dr (north of Bentbrooke Trl – un-signalized)
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:00 pm to 1:00 pm				Saturday Peak Hour
· SR 20 @ Old Peachtree Rd (signalized)
· 8:00 am to 9:00 am					AM Peak Hour
· 4:30 pm to 5:30 pm				PM Peak Hour
· 12:30 pm to 1:30 pm				Saturday Peak Hour
· SR 20 @ Tech Center Pkwy (signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 11:45 am to 12:45 pm			Saturday Peak Hour
· SR 20 @ Rock Springs Rd (signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 11:45 am to 12:45 pm			Saturday Peak Hour
· signalized intersection between I-85 and Rock Springs Rd (signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:30 pm to 1:30 pm				Saturday Peak Hour
· SR 20 @ Mall of Georgia Blvd (signalized)
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:15 pm to 1:15 pm				Saturday Peak Hour
· SR 20 @ Plains Court Wy (signalized)
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:15 pm to 1:15 pm				Saturday Peak Hour

· SR 20 @ Mall Grand Ln (signalized_
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:15 pm to 1:15 pm				Saturday Peak Hour
· SR 20 @ Woodward Crossing Blvd (signalized)
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:15 pm to 1:15 pm				Saturday Peak Hour
· SR 20 @ Gravel Springs Rd (SR 324 – signalized)
· 7:45 am to 8:45 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:15 pm to 1:15 pm				Saturday Peak Hour
· Old Peachtree Rd. @ Horizon Drive (signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 4:45 pm to 5:45 pm				PM Peak Hour
· 12:30 pm to 1:30 pm				Saturday Peak Hour
· Old Peachtree Rd. @ Collins Hill Rd (signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:30 pm to 1:30 pm				Saturday Peak Hour
· Old Peachtree Rd @ Rock Springs Rd (west of SR 20 – un-signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 4:45 pm to 5:45 pm				PM Peak Hour
· 12:00 pm to 1:00 pm				Saturday Peak Hour
· Old Peachtree Rd. @ Tech Center Pkwy (un-signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 4:30 pm to 5:30 pm				PM Peak Hour
· 12:30 pm to 1:30 pm				Saturday Peak Hour
· Old Peachtree Rd. @ Rock Springs Rd. (east of SR 20 – un-signalized)
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 11:45 am to 12:45 pm			Saturday Peak Hour
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· Old Peachtree Rd. @ Braselton Highway (SR 124 - signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:30 pm to 1:30 pm				Saturday Peak Hour
· Braselton Highway (SR 124) @ Gravel Springs Rd (SR 324 - signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:30 pm to 1:30 pm				Saturday Peak Hour
· Tech Center Pkwy @ Tech Center Dr (un-signalized)
· 7:30 am to 8:30 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:00 pm to 1:00 pm				Saturday Peak Hour
· Rock Springs Rd. @ Tech Center Dr (un-signalized)
· 7:15 am to 8:15 am					AM Peak Hour
· 5:00 pm to 6:00 pm				PM Peak Hour
· 12:00 pm to 1:00 pm				Saturday Peak Hour

2.3 Detailed Intersection Analysis

Capacity analysis procedures for this project involved a detailed intersection analysis.  The capacity analysis procedures for the detailed intersection analysis were performed using the software CORSIM, version 5.1.  CORSIM is a computer model developed by the Federal Highway Administration (FHWA) that simulates a whole hour of traffic and monitors the status of each vehicle as it travels through the network.  CORSIM tabulates the average delay per vehicle at each intersection within the study area that will be used to provide a level of service (LOS) for each approach and intersection.  Levels of service worksheets for this analysis are provided in Appendix B.  

The capacity analysis for this project has assumed that LOS D or better will be considered adequate (or acceptable) for the roadways within the study area.   It should be noted that when completing traffic analysis for a project within an urban area, a level of service D or better is considered adequate or acceptable.   Anything worse than a level of service D would indicate that an intersection or approach is approaching capacity and cannot accommodate substantial increases in traffic.  Therefore, if an intersection is found to operate at level of service D, this does not mean that there is a lack of congestion: rather, it would indicate that, as a whole, the intersection could still accommodate additional traffic without breaking down in the peak hours of operation.

LOS is a measure used to describe traffic operations that translates conditions into a letter grade ranging from A to F.  Figure 6, which is based on the Highway Capacity Manual, illustrates and describes each LOS and lists the criteria used in their determination.  

 (
Figure 
6
)


3.0 Study Network

3.1 Gross Trip Generation

As discussed previously, the proposed development anticipates constructing 610 multi-family residential units, 617,000 square feet of office space, 351,000 square feet of retail space and 300 hotel rooms.  The Institute of Transportation Engineers (ITE) Trip Generation Manual, 7th edition, was utilized to generate project trips for both the weekday AM and PM peak periods and for the Saturday peak period.  The gross trip generation analysis for the proposed development has been illustrated in Table 2 and the trip generation worksheets are provided in the Appendix C.

	Table 2

	Gross Trip Generation Analysis

	Weekday

	Land Use
	Density
	ITE Code
	Daily Trip Ends
	AM Peak
	PM Peak

	
	
	
	
	In
	Out
	In
	Out

	Residential
	610 units
	230
	3,027
	37
	182
	178
	87

	Office
	617,000 sq ft
	710
	5,416
	708
	96
	131
	639

	Commercial/Retail
	351,000 sq ft
	820
	15,360
	203
	129
	688
	746

	Hotel
	300 rooms
	310
	2,312
	98
	62
	94
	83

	Total:
	26,115
	1,046
	469
	1,091
	1,555

	Saturday

	Land Use
	Density
	ITE Code
	Daily Trip Ends
	Peak

	
	
	
	
	In
	Out

	Residential
	610 units
	230
	2,633
	117
	100

	Office
	617,000 sq ft
	710
	-
	-
	-

	Commercial/Retail
	351,000 sq ft
	820
	20,122
	1,027
	948

	Hotel
	300 rooms
	310
	3,150
	119
	94

	Total:
	25,905
	1,263
	1,142




3.2 Trip Distribution

Trip distribution and assignment for the proposed project has been based upon an evaluation of population and employment estimates from the latest ARC Travel Demand Model.  The trips associated with the proposed development were categorized for both residential and non-residential trip purposes.  Non-residential trips were based upon population densities, as these types of trips are generated by commercial uses.  The residential trips were based upon employment densities, assuming that residences will travel to places of employment.  The directional distribution and assignment for project generated traffic was agreed upon during methodology discussions with GRTA, ARC and Gwinnett County staff.

3.3 Level of Service Standards

For the purposes of this analysis, LOS D was used for impact assessment and mitigation analysis.  If, however, an intersection currently operates at LOS E or LOS F during an existing peak period, the LOS standard for that peak period becomes LOS E, consistent with GRTA’s Letter of Understanding.

3.4 Study Network Determination

A general study area was determined using GRTA’s seven percent (7%) rule.  This method of evaluation identifies roadway segments where the trips generated by the proposed DRI exceed 7% of the two-way, daily service volumes at the appropriate level of service standard.  For this proposed development, the appropriate level of service standard was LOS D.  Roadway facilities that are anticipated to receive an impact greater than 7% include SR 20, Old Peachtree Road, Collins Hill Road, Interstate 85, Rock Springs Road, Tech Center Parkway, Tech Center Drive and a portion of Lawrenceville Suwanee Road.  Table 3 reveals the “Presumptive Impact/Significance Threshold” analysis for the proposed project.  A study area was agreed upon during the methodology meeting with GRTA, ARC, GDOT and Gwinnett County staff and pursuant to GRTA’s recommendations the following intersections are included in this analysis:

1. SR 20 @ Russell/Ridge Rd
2. SR 20 @ Azalea Dr (south of Bentbrooke Trl)
3. SR 20 @ Bentbrooke Trl
4. SR 20 @ Azalea Dr (north of Bentbrooke Trl)
5. SR 20 @ Old Peachtree Rd
6. SR 20 @ Tech Center Pkwy
7. SR 20 @ Rock Springs Rd
8. signalized intersection between I-85 and Rock Springs Rd
9. SR 20 @ Mall of Georgia Blvd
10. SR 20 @ Plains Court Wy
11. SR 20 @ Mall Grand Ln
12. SR 20 @ Woodward Crossing Blvd
13. SR 20 @ Gravel Springs Rd
14. Old Peachtree Rd @ Horizon Drive
15. Old Peachtree Rd @ Collins Hill Rd.
16. Old Peachtree Rd @ Rock Springs Rd (west of SR 20)
17. Old Peachtree Rd @ Tech Center Pkwy
18. Old Peachtree Rd @ Rock Springs Rd (east of SR 20)
19. Old Peachtree Rd @ Braselton Highway (SR 124)
20. Braselton Highway (SR 124) @ Gravel Springs Rd (SR 324)
21. Tech Center Pkwy @ Tech Center Dr
22. Rock Springs Rd @ Tech Center Dr
23. All proposed access locations
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Each of the intersections listed previously were analyzed for the Existing 2008 Conditions, the 2012 No-Build Conditions, and the 2012 Build Conditions.  The time periods analyzed were for the weekday AM and PM peak hours and for the Saturday peak hour.

3.5 Existing Facilities

Data for the study area roadways was gathered from a Roadway Characteristics Inventory Database (RCI) file obtained from GDOT.  The functional classifications for the roadways within the immediate vicinity of the subject property consist of an interstate principal arterial, minor arterial, major/minor collector and local roadway facilities.  These roadway facilities are illustrated in Figure 7, along with the remaining roadways within the study area.  Table 4 summarizes the description of the major roadways within the vicinity of the project and more detailed descriptions follow.

	Table 4

	Functional Classifications

	Roadway
	Rural/Urban Designation
	Functional Classification
	LOS Standard

	Interstate 85
	Urban
	Principal Arterial
	D

	State Route 20 (Buford Dr)
	Urban
	Minor Arterial
	D

	State Route 324 (Gravel Springs Rd)
	Urban
	Major Collector
	D

	State Route 124 (Braselton Hwy)
	Urban
	Major Collector
	D

	Old Peachtree Rd
	Urban
	Minor Collector
	D

	Rock Springs Rd
	Urban
	Local Road
	D

	Tech Center Parkway
	Urban
	Local Road
	D

	Tech Center Dr
	Urban
	Local Road
	D

	Azalea Dr
	Urban
	Local Road
	D

	Brentbrooke Trl
	Urban
	Local Road
	D

	Russell/Ridge Rd
	Urban
	Local Road
	D

	Horizon Dr
	Urban
	Minor Collector
	D

	Collins Hill Rd
	Urban
	Minor Collector
	D
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Figure
 7
)
Interstate 85

· Interstate 85 at this location is a four-lane divided principal interstate arterial with a posted speed limit of 65 mph.  Access to SR 20 is provided at exits 115 A and B.  The entrance and exit ramps at SR 20 are directional flow ramps without any traffic control devices.  Interstate 85 is a north/south route across the State of Georgia.

SR 20

· SR 20 is a four-lane divided roadway facility (vegetated median) with turn lanes and a posted speed limit of 50 mph.  SR 20 is classified as a minor arterial that provides connections to multiple cities within Gwinnett County.  In particular, SR 20 provides a connection for the cities of Loganville, Grayson, Lawrenceville and Buford.  SR 20 also serves as a connector to Interstates 85 and 985.  Interstate 85 is located approximately one mile north of the subject property.  There are not any bicycle or pedestrian facilities along this roadway facility adjacent to the subject property.

SR 324 (Gravel Springs Road)

· SR 324 has recently been improved to be a four-lane divided roadway facility, from Braselton Highway to SR 20, with turn lanes and a posted speed limit of 45 mph.  SR 324 is classified as a major collector that provides a connection between the cities of Auburn and Buford.  This facility is not within a walkable distance to the proposed development.

SR 124 (Braselton Highway)

· SR 124 is an un-divided two-lane roadway facility with turn lanes and a posted speed limit of 45 mph.  SR 124 is classified as a major collector that travels in a north/south direction connecting Interstates 20 and 85.  This facility is not within a walkable distance to the proposed development.

Old Peachtree Road

· Old Peachtree Road is a two-lane undivided roadway facility with a posted speed limit of 45 mph.  This facility has been classified as a minor collector that travels in an east/west direction, just south of the subject property.  Old Peachtree Road primarily serves residential uses and the roadway has been improved with turn-lanes to improve traffic flow.  Bicycle and pedestrian facilities have been constructed in stages as new development occurs; therefore, gaps in these types of amenities exist.
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Rock Springs Road

· Rock Springs Road is a two-lane undivided local roadway facility with a posted speed limit of 35 mph.  This roadway primarily serves residential uses between SR 20 and Old Peachtree Road.  The facility is located just north of the subject property and travels in an east/west direction.  Termini for this facility begin and end at Old Peachtree Road, as the roadway loops north, traversing SR 20.  Once again, bicycle and pedestrian facilities have been constructed in stages as new development occurs; therefore, gaps in these types of amenities exist.

Tech Center Parkway

· Tech Center Parkway is a two-lane local roadway constructed with a continuous center left-turn lane and a posted speed limit of 35 mph.  This facility serves both residential and non-residential land uses and is located just north of the subject property.  Bicycle and pedestrian facilities do exist along Tech Center Parkway, as development along this facility has been recently constructed.  There are sidewalks located north of the roadway and an eight-foot, multi-use path located south of the roadway.

Tech Center Drive

· Tech Center Drive is a two-lane undivided local roadway with a posted speed limit of 25 mph.  This facility serves as a connection between Rock Springs Road and Tech Center Parkway.  There are sidewalks and curbs located on both sides of the roadway.

Collins Hill Road

· Collins Hill Road is a two-lane undivided roadway facility with a posted speed limit of 40 mph.  This facility terminates at Old Peachtree Road and travels south, providing a connection to State Route 316.  Collins Hill Road mainly serves as access to numerous residential properties and school facilities within Gwinnett County.

The remaining roadways within the study area are two-lane, un-divided local roadway facilities with the exception of Horizon Drive.  Horizon Drive is classified as a minor collector and has been constructed as a four lane roadway facility with a two-way continuous left-turn lane and a posted speed limit of 45 mph.  This facility provides access to numerous office/distribution centers and provides a connection to Lawrenceville Suwanee Road, just south of Interstate 85.
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4.0 Trip Generation

As stated earlier, the trips associated with the proposed development were estimated using the ITE Trip Generation manual (7th Edition).  In order to account for the mixture of uses anticipated for this development, ITE Trip Generation codes 230, 710, 820 and 310 were utilized.

Mixed-use reductions were calculated based upon the procedures outlined in the ITE Trip Generation Handbook, Chapter 7: Multi-Use Development.  The worksheets used in calculating these reductions for the multi-use generated trips are provided in Appendix C.  The complementary land uses within the proposed development have been inter-connected through the use of site design features that promote pedestrian accessibility and connectivity.  The daily internal capture rate and vehicle trip reductions between residential, office and retail land uses is expected to be 14%.  The internal capture rates and vehicle trip reductions for the AM and PM peak hours is expected to be 5% and 11%, respectively.

The mode split assumptions for the proposed project will be primarily the use of the single-occupant vehicle and multiple occupancy vehicles.  However, Gwinnett County does operate a local bus service, connecting neighborhoods and businesses to various cultural, shopping and educational opportunities.  It has been assumed that transit operations will take advantage of the proposed bus stops and sidewalks within the proposed development; therefore, for the purposes of this analysis approximately one percent (1%) in off-site vehicular trips was recognized for trip reduction purposes for the proposed development.

The final adjustment in trip generation was made in order to account for “pass-by” trips associated with the retail portion of the proposed development.  The pass-by trip reduction rate was calculated using the ITE Trip Generation Handbook, 5th edition.  Based upon the formula given on page I-23, a trip reduction rate of thirty-three (33) percent for the year 2012 may be assumed.  A limits test reveals that the daily volume on SR 20 within close vicinity of the Subject Property is approximately 33,060 vehicles per day.  This volume was gathered from the GDOT traffic count database.  Using the fifteen percent limits test, the total number of pass-by trips that can be realized can not exceed 5,801 vehicles for the year 2012 using a four percent (4%) average annual growth rate.

The total (net) trips generated and analyzed in this report are listed in Table 5.  

	Table 5

	Net Trip Generation Analysis

	Reduction Factors
	Daily Traffic
Enter
	AM Peak
	PM Peak
	Saturday

	
	
	Enter
	Exit
	Enter
	Exit
	Enter
	Exit

	Gross Project Trips
	26,115
	1,046
	469
	1,091
	1,555
	1,263
	1,142

	Mixed-Use Reduction
	-3,332
	-47
	-20
	-110
	-162
	-57
	-52

	Alternative Mode Reduction
	-205
	-9
	-4
	-9
	-13
	-11
	-10

	Pass-by Reduction
	-4,298
	-63
	-40
	-199
	-216
	-317
	-293

	Net New Trips
	18,280
	927
	405
	773
	1,164
	878
	787



5.0 Trip Distribution and Assignment

Vehicular trips generated by the proposed development were distributed onto the study area network using the percentages agreed upon during the methodology discussions with GRTA, ARC and Gwinnett County staff on September 22nd, 2008.  Figure 8 illustrates the anticipated residential and non-residential trip assignment percentages for the proposed development within the study area network.  These percentages were applied to the trips generated by the proposed development and the resulting volumes were assigned to the study area network.  The peak hour turning movement volumes generated by the proposed development for each peak period that was analyzed are displayed on Figures 9 through 18.
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6.0 Traffic Analysis

6.1 Existing Traffic

The observed existing peak hour traffic volumes for the weekday AM and PM peak hours and the Saturday peak hour were input into CORSIM, version 5.1, along with optimized traffic signal cycle lengths, splits and offsets.  The existing traffic conditions, which reveal traffic control and lane configurations, have been illustrated in Figure 19.  An existing conditions analysis for the year 2008 was performed for the intersections within the study area.  It should be noted that there is not any delay associated with the entry/exit ramps to I-85 along SR 20, as these facilities are constructed as directional flow ramps.  The results from these analyses have been summarized in Table 6 and more detailed results are provided in Appendix B.  The existing peak hour traffic volumes have been illustrated in Figures 20 through 25, for each of the periods that were analyzed.

	Table 6

	Existing (2008) Intersection Level of Service Summary

	Intersection
	Control
	LOS Standard
	AM Peak
(sec/veh)
	PM Peak
(sec/veh)
	Sat Peak
(sec/veh)

	SR 20 @ Russell/Ridge Rd
	Signalized
	D
	D (40.5)
	D (44.9)
	C (23.9)

	SR 20 @ Azalea Dr (south)
	Un-signalized
	D
	NB – B
SB – A
EB – B
WB – B
	NB – A
SB – A
EB – C
WB – C
	NB – A
SB – B
EB – B
WB – B

	SR 20 @ Bentbrooke Trl
	Un-signalized
	D
	SB – A
WB - A
	SB – A
WB – A
	SB – A
WB – A

	SR 20 @ Azalea Dr (north)
	Un-signalized
	D
	NB – A
EB – D
	NB – A
EB – C
	NB – A
EB – D

	SR 20 @ Old Peachtree Rd
	Signalized
	D
	C (32.3)
	D (45.2)
	D (45.7)

	SR 20 @ Tech Center Pkwy
	Signalized
	D
	C (21.7)
	B (12.1)
	B (16.7)

	SR 20 @ Rock Springs Rd
	Signalized
	D
	D (37.9)
	D (41.1)
	D (36.7)

	SR 20 @ signalized intersection south of I-85
	Signalized
	D
	A (9.7)
	B (18.2)
	B (13.8)

	SR 20 @ Mall of Georgia Blvd
	Signalized
	D
	D (35.3)
	D (38.6)
	D (42.6)

	SR 20 @ Plains Court Wy
	Signalized
	D
	A (9.7)
	C (24.8)
	C (28.4)

	SR 20 @ Mall Grand Ln
	Signalized
	D
	C (23.0)
	D (35.4)
	C (30.7)

	SR 20 @ Woodward Crossing Blvd
	Signalized
	D
	D (35.6)
	C (33.9)
	D (40.8)

	SR 20 @ Gravel Springs Rd
	Signalized
	D
	C (31.1)
	C (22.1)
	C (21.1)

	Old Peachtree Rd @ Horizon Dr
	Signalized
	D
	C (23.9)
	C (22.9)
	A (9.9)

	Old Peachtree Rd @ Collins Hill Rd
	Signalized
	D
	B (12.3)
	B (16.2)
	B (11.2)

	Old Peachtree Rd @ Rock Springs Rd (west)
	Un-signalized
	D
	SB – F
EB - A
	SB – B
EB – A
	SB – B
EB – A

	Old Peachtree Rd @ Tech Center Pkwy
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB – A
	SB – A
EB – A

	Old Peachtree Rd @ Rock Springs Rd (east)
	Un-signalized
	D
	SB – A
EB - B
	SB – C
EB – A
	SB – A
EB – A

	Old Peachtree Rd @ Braselton Hwy
	Signalized
	D
	C (22.2)
	C (27.6)
	C (20.4)

	Gravel Springs Rd @ Braselton Hwy
	Signalized
	D
	D (35.7)
	D (37.2)
	C (26.8)

	Tech Center Pkwy @ Tech Center Dr
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB – A
	SB – A
EB - A

	Rock Springs Rd @ Tech Center Dr
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A
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All of the intersections within the study area network currently operate at an acceptable LOS during both the weekday AM and PM peak hours and the Saturday peak hour, with the exception of the intersection located along Old Peachtree Road at Rock Springs Road (west of SR 20).  The southbound approach at this intersection currently operates at LOS F during the weekday AM peak hour.  A programmed transportation improvement that provides a traffic signal at this location has been scheduled to be completed by the year 2009.  It is not anticipated that this intersection will remain deficient for the future condition analyses.  Therefore, the No-Build and Build weekday AM and PM peak hours and the Saturday peak hour LOS standard will remain as LOS D, pursuant to GRTA’s guidelines in the Letter of Understanding.

6.2 2012 No-Build Condition Traffic

No-Build traffic can be defined as future background traffic on the study area roadways not including the trips generated by the proposed DRI.  As discussed previously, the growth rates utilized for this portion of the analyses were established by GRTA.  A four percent (4%) annual growth rate was assumed for the roadways within the study area, with the exception of the following intersections, where a two and one-half percent (2.5%) annual growth rate was assumed:

· Old Peachtree Rd @ Collins Hill Rd
· Old Peachtree Rd @ Rock Springs Rd (east of SR 20)
· Old Peachtree Rd @ Braselton Hwy
· Old Peachtree Rd @ Horizon Dr
· Gravel Springs Rd @ Braselton Hwy

In addition to the general growth in background traffic, the traffic generated by the Gwinnett County Minor League Baseball Stadium was included within the 2012 No-Build traffic volumes.

The previously approved DRI for the Gwinnett County Minor League Baseball Stadium, which is under construction, will consist of a 10,000 seat stadium, along with 73,000 square feet of retail space.  Access locations for the stadium have been identified as access locations A thru E.  Access location D was omitted from this analysis as a recommended condition imposed by GRTA.  The actual design of the stadium has accounted for 2,500 off-street parking spaces.  There are a remaining 1,500 off-street parking spaces that will be obtained through parking easements upon properties within walking distance to the stadium.  There are 1,000 off-street parking spaces located at the adjacent church facility and 500 off-street parking spaces located in an office complex on Tech Center Parkway.  These access locations for additional parking opportunities were included in the future (2012) No-Build traffic conditions.  

The resulting future traffic volumes that have been projected for a four year period, and the optimized signal cycle lengths, splits and offsets were input into CORSIM, version 5.1 and an analysis of the projected No-Build Conditions was performed.  The future (2012) No-Build study area network incorporated the access improvements required to serve the traffic generated by the Gwinnett County Minor League Baseball Stadium along with two programmed transportation improvements that are anticipated to be complete by the year 2012.  Each of these improvements includes:

· Intersection Improvement at SR 20 and Old Peachtree Road (Gwinnett County Project)
· Signalization of Rock Springs Road and Old Peachtree Road (west of SR 20 – Gwinnett County Project)
· Intersection Improvement at SR 20 and Tech Center Parkway (DRI #1725 Condition)
· Signalize Access B @ SR 20 (DRI #1725 Condition)

The results from this analysis have been summarized in Table 7 and more detailed results are provided in Appendix B.  These results indicate that as traffic conditions worsen, further improvements will be necessary within the study area in order for all of the intersections to operate at an acceptable LOS.  The future (2012) No-Build traffic conditions, which indicate the required traffic controls and lane configurations, have been illustrated in Figure 26, while the future (2012) No-Build traffic volumes are summarized in Figures 27 through 33.

Table 7 reveals that Azalea Drive, located south of Bentbrooke Trail, is anticipated to experience excessive delay during both the weekday peak periods that were analyzed.  Azalea Drive, north of Bentbrooke Trail is also expected to become deficient during the Saturday peak hour.  The signalized intersection along SR 20 at Russell/Ridge Road can be expected to operate at an unacceptable LOS during the weekday PM peak hour and the signalized intersection along SR 20 at Rock Springs Road is expected to become deficient during the weekday PM peak hour and during the Saturday peak hour.  A more detailed review of the results reveals that while the remaining intersections along SR 20, south of I-85, appear to operate at an acceptable LOS, upstream traffic congestion restricts traffic flows south of I-85 accounting for the acceptable LOS south of I-85. The analysis indicates that the peak flows north of I-85 will extend the peak periods beyond one hour.  In order to improve the operation of each intersection within the study area the following No-Build Condition improvements are required:

· Widen SR 20 from four (4) to six (6) lanes from Tech Center Pkwy to I-85
· SR 20 @ signalized intersection between Rock Springs Rd and I-85
· Provide a southbound right-turn bay along SR 20
· SR 20 @ Rock Springs Rd
· Provide a westbound, right-turn bay along Rock Springs Rd
· SR 20 @ Azalea Dr (north of Bentbrooke Trl)
· Signalize intersection
· Provide an eastbound, right-turn bay along Azalea Dr
· SR 20  @ Azalea Dr (south of Bentbrooke Trl)
· Provide eastbound, right and left-turn bays along Azalea Dr
· Provide westbound, right and left-turn bays along Azalea Dr
· SR 20 @ Russell/Ridge Rd
· Provide an eastbound, left-turn bay along Russell Rd
· Provide a westbound, left-turn bay along Ridge Rd
· Old Peachtree Rd @ Rock Springs Rd (east of SR 20)
· Signalize intersection
· Provide a southbound, right-turn bay along Rock Springs Rd
· Provide and eastbound, left-turn bay along Old Peachtree Rd
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	Table 7

	Future (2012) No-Build Condition Intersection Level of Service Summary

	Without Required Improvements

	
	Control
	LOS Standard
	AM Peak
(sec/veh)
	PM Peak
(sec/veh)
	Sat Peak
(sec/veh)

	SR 20 @ Russell/Ridge Rd
	Signalized
	D
	C (21.5)
	E (57.0)
	C (24.7)

	SR 20 @ Azalea Dr (south)
	Un-signalized
	D
	NB – B
SB – A
EB – F
WB - C
	NB – B
SB – C
EB – F
WB - C
	NB – B
SB – A
EB – C
WB - C

	SR 20 @ Bentbrooke Trl
	Un-signalized
	D
	SB – A
WB - B
	SB – B
WB - B
	SB – A
WB - A

	SR 20 @ Azalea Dr (north)
	Un-signalized
	D
	NB – C
EB - F
	NB – B
EB - F
	NB – A
EB - F

	SR 20 @ Old Peachtree Rd
	Signalized
	D
	B (17.7)
	D (42.3)
	C (31.3)

	SR 20 @ Access A
	Un-signalized
	D
	EB - A
	EB  - C
	EB - A

	SR 20 @ Access B
	Signalized
	D
	A (4.0)
	A (9.1)
	B (15.2)

	SR 20 @ Access C
	Un-signalized
	D
	EB – A
	EB - B
	EB – B

	SR 20 @ Tech Center Pkwy
	Signalized
	D
	A – (4.2)
	C (22.3)
	A (6.9)

	SR 20 @ Rock Springs Rd
	Signalized
	D
	C (27.1)
	F (84.6)
	E (65.1)

	SR 20 @ signalized intersection south of I-85
	Signalized
	D
	B (10.9)
	C (34.9)
	B (14.9)

	SR 20 @ Mall of Georgia Blvd
	Signalized
	D
	C (29.5)
	D (47.9)
	C (31.6)

	SR 20 @ Plains Court Wy
	Signalized
	D
	A (5.3)
	B (11.6)
	B (11.1)

	SR 20 @ Mall Grand Ln
	Signalized
	D
	A (8.8)
	B (16.2)
	C (27.3)

	SR 20 @ Woodward Crossing Blvd
	Signalized
	D
	B (17.2)
	B (20.1)
	C (20.8)

	SR 20 @ Gravel Springs Rd
	Signalized
	D
	D (36.0)
	C (29.7)
	C (26.8)

	Old Peachtree Rd @ Horizon Dr
	Signalized
	D
	B (14.0)
	C (34.8)
	B (14.2)

	Old Peachtree Rd @ Collins Hill Rd
	Signalized
	D
	B (12.7)
	C (21.0)
	B (13.3)

	Old Peachtree Rd @ Rock Springs Rd (west)
	Signalized
	D
	C (24.5)
	A (6.7)
	B (13.9)

	Old Peachtree Rd @ Tech Center Pkwy
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB - A
	SB – A
EB - A

	Old Peachtree Rd @ Rock Springs Rd (east)
	Un-signalized
	D
	SB – B
EB - B
	SB – C
EB - A
	SB – A
EB - A

	Old Peachtree Rd @ Braselton Hwy
	Signalized
	D
	B (14.6)
	C (25.7)
	B (14.4)

	Gravel Springs Rd @ Braselton Hwy
	Signalized
	D
	C (25.3)
	C (26.0)
	C (28.6)

	Tech Center Pkwy @ Tech Center Dr/Access E
	Un-signalized
	D
	NB – A
SB – A
EB – A
WB - A
	NB – A
SB – A
EB – A
WB - A
	NB – A
SB – A
EB – A
WB - A

	Rock Springs Rd @ Tech Center Dr
	Un-signalized
	D
	NB – A
WB – A
	NB – A
WB - A
	NB – A
WB - A

	Tech Center Parkway Stadium Parking
	Un-signalized
	D
	-
	WB - A
	WB - A

	Old Peachtree Rd Stadium Parking
	Un-signalized
	D
	-
	EB - A
	EB - A
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	Table 7, cont’d

	Future (2012) No-Build Condition Intersection Level of Service Summary

	With Required Improvements

	
	Control
	LOS Standard
	AM Peak
(sec/veh)
	PM Peak
(sec/veh)
	Sat Peak
(sec/veh)

	SR 20 @ Russell/Ridge Rd
	Signalized
	D
	C (20.5)
	C (29.3)
	C (22.7)

	SR 20 @ Azaeala Dr (south)
	Un-signalized
	D
	NB – B
SB – A
EB – C
WB - B
	NB – A
SB – B
EB – D
WB - C
	NB – A
SB – B
EB – B
WB - B

	SR 20 @ Bentbrooke Trl
	Un-signalized
	D
	SB – A
WB - A 
	SB – B
WB - B
	SB – B
WB - A

	SR 20 @ Azalea Dr (north)
	Signalized
	D
	A (4.8)
	A (5.8)
	A (2.4)

	SR 20 @ Old Peachtree Rd
	Signalized
	D
	B (18.9)
	C (30.1)
	C (26.61)

	SR 20 @ Access A
	Un-signalized
	D
	EB – A
	EB – B
	EB – B

	SR 20 @ Access B
	Signalized
	D
	A (3.6)
	A (9.5)
	B (10.9)

	SR 20 @ Access C
	Un-signalized
	D
	EB – A
	EB – C
	EB – A

	SR 20 @ Tech Center Pkwy
	Signalized
	D
	A (5.7)
	B (10.9)
	A (4.3)

	SR 20 @ Rock Springs Rd
	Signalized
	D
	B (18.5)
	C (25.5)
	B (19.5)

	SR 20 @ signalized intersection south of I-85
	Signalized
	D
	A (8.9)
	B (10.6)
	A (7.6)

	SR 20 @ Mall of Georgia Blvd
	Signalized
	D
	C (29.2)
	D (37.3)
	C (28.3)

	SR 20 @ Plains Court Wy
	Signalized
	D
	A (5.5)
	C (27.1)
	B (11.3)

	SR 20 @ Mall Grand Ln
	Signalized
	D
	A (8.3)
	B (18.6)
	C (27.5)

	SR 20 @ Woodward Crossing Blvd
	Signalized
	D
	B (16.4)
	B (10.3)
	C (20.7)

	SR 20 @ Gravel Springs Rd
	Signalized
	D
	D (36.0)
	C (35.0)
	C (27.2)

	Old Peachtree Rd @ Horizon Dr
	Signalized
	D
	B (13.8)
	D (38.1)
	B (13.8)

	Old Peachtree Rd @ Collins Hill Rd
	Signalized
	D
	B (13.1)
	D (37.1)
	B (12.9)

	Old Peachtree Rd @ Rock Springs Rd (west)
	Signalized
	D
	C (26.8)
	A (5.3)
	B (12.9)

	Old Peachtree Rd @ Tech Center Pkwy
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB - A
	SB – A
EB - A

	Old Peachtree Rd @ Rock Springs Rd (east)
	Signalized
	D
	A (7.9)
	A (9.2)
	A (5.6)

	Old Peachtree Rd @ Braselton Hwy
	Signalized
	D
	B (16.4)
	C (24.9)
	B (14.6)

	Gravel Springs Rd @ Braselton Hwy
	Signalized
	D
	C (25.3)
	C (26.7)
	C (28.8)

	Tech Center Pkwy @ Tech Center Dr/Access E
	Un-signalized
	D
	NB – A
SB – A
EB – A
WB - A
	NB – A
SB – A
EB – A
WB - A
	NB – A
SB – A
EB – A
WB - A

	Rock Springs Rd @ Tech Center Dr
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Tech Center Parkway Stadium Parking
	Un-signalized
	D
	-
	WB - A
	WB - A

	Old Peachtree Rd Stadium Parking
	Un-signalized
	D
	-
	EB - A
	EB - A
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Subsequent to the transportation improvements that have been previously listed, all of the intersections within the study area network operate at a LOS D or better for both the weekday AM and PM peak hours, along with the Saturday peak hour.  Additionally, all of the traffic volumes within the study area network are expected to occur within the hour that was analyzed.  

Prior to any recommended transportation improvements, the eastbound approach along Azalea Drive (south of Bentbrooke Trail) along SR 20 operated at LOS F during both of the weekday peak hours.  The provision of left and right-turn bays for each of the minor approaches at this intersection improves the minor, eastbound approach during the weekday AM and PM peak hours to LOS C and D, respectively.  Providing a traffic signal at Azalea Drive (north of Bentbrooke Trail) improves the minor, eastbound approach which operated at LOS F for each period analyzed to LOS A for the same peak periods.  SR 20 at Russell/Ridge Roads operated at LOS E during the PM peak hour; however, as a result of providing eastbound and westbound left-turn bays the operation of this intersection improves to LOS C during the same peak hour.  Lastly, the intersection along SR 20 at Rock Springs Road operates at LOS F during the PM peak hour and LOS E during the Saturday peak hour without any improvements.  A westbound, right-turn bay along Rock Springs Road improves the operation of this intersection to LOS C during the weekday PM peak hour and LOS B during the Saturday peak hour.  There were no further improvements required to serve the general growth in background traffic, which includes the traffic generated by the Gwinnett County Minor League Baseball Stadium.


6.3 2012 Build Condition Traffic

Lastly, the traffic generated by the proposed development was added to the future (2012) No-Build traffic volumes.  These volumes were then input into CORSIM, version 5.1 utilizing the required 2012 No-Build roadway conditions.  For the purposes of this analysis, both the weekday AM and PM peak hours, along with the Saturday peak hour conditions were analyzed.  The resulting Build Condition traffic volumes for the weekday AM and PM peak hours are displayed on Figures 35 through 39, while the Saturday Build Condition traffic volumes are displayed on Figures 40 through 44.

 (
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) (
Figure 
19
)The results of the intersection analysis for the future (2012) Build Condition revealed that additional roadway improvements will be needed by the year 2012, in order to accommodate the proposed development’s traffic and to acquire a LOS D at each intersection within the study area.  The results of this analysis are summarized in Table 8, and more detailed results are provided in Appendix B.  The future (2012) Build traffic conditions, which indicate the required traffic controls and lane configurations have been illustrated on Figure 45.  
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	Table 8

	Future (2012) Build Condition Intersection Level of Service Summary

	Without Required Improvements

	
	Control
	LOS Standard
	AM Peak
(sec/veh)
	PM Peak
(sec/veh)
	Sat Peak
(sec/veh)

	SR 20 @ Russell/Ridge Rd
	Signalized
	D
	C (21.5)
	C (34.0)
	C (24.2)

	SR 20 @ Azalea Dr (south)
	Un-signalized
	D
	NB – B
SB – B
EB – C
WB – C
	NB – A
SB – B
EB – F
WB – E
	NB – A
SB – B
EB – B
WB – C

	SR 20 @ Bentbrooke Trl
	Un-signalized
	D
	SB – B
WB - C
	SB – B
WB – C
	SB – B
WB - C

	SR 20 @ Azalea Dr (north)
	Signalized
	D
	A (4.2)
	A (6.4)
	A (2.7)

	SR 20 @ Old Peachtree Rd
	Signalized
	D
	C (21.9)
	E (62.6)
	D (38.4)

	SR 20 @ Access A
	Un-signalized
	D
	EB - A
	EB - F
	EB - C

	SR 20 @ Access B
	Signalized
	D
	A (5.7)
	C (28.5)
	B (19.6)

	SR 20 @ Access C
	Un-signalized
	D
	EB - A
	EB - F
	EB - C

	SR 20 @ Tech Center Pkwy
	Signalized
	D
	A (6.3)
	B (15.4)
	A (8.2)

	SR 20 @ Rock Springs Rd
	Signalized
	D
	C (21.7)
	C (27.5)
	C (20.2)

	SR 20 @ signalized intersection south of I-85
	Signalized
	D
	A (9.7)
	B (10.5)
	A (8.1)

	SR 20 @ Mall of Georgia Blvd
	Signalized
	D
	C (29.5)
	C (27.6)
	D (41.8)

	SR 20 @ Plains Court Wy
	Signalized
	D
	A (5.4)
	A (9.9)
	C (25.4)

	SR 20 @ Mall Grand Ln
	Signalized
	D
	A (9.0)
	B (19.6)
	C (27.7)

	SR 20 @ Woodward Crossing Blvd
	Signalized
	D
	B (15.5)
	B (10.3)
	B (20.0)

	SR 20 @ Gravel Springs Rd
	Signalized
	D
	D (35.6)
	C (34.9)
	C (28.6)

	Old Peachtree Rd @ Horizon Dr
	Signalized
	D
	B (14.8)
	F (93.8)
	C (29.1)

	Old Peachtree Rd @ Collins Hill Rd
	Signalized
	D
	B (13.8)
	D (40.9)
	B (13.5)

	Old Peachtree Rd @ Rock Springs Rd (west)
	Signalized
	D
	C (21.5)
	A (6.7)
	B (18.2)

	Old Peachtree Rd @ Tech Center Pkwy
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB – A
	SB – A
EB - A

	Old Peachtree Rd @ Rock Springs Rd (east)
	Signalized
	D
	A (7.6)
	B (11.5)
	A (6.8)

	Old Peachtree Rd @ Braselton Hwy
	Signalized
	D
	C (20.8)
	C (34.5)
	B (17.9)

	Gravel Springs Rd @ Braselton Hwy
	Signalized
	D
	C (25.1)
	C (27.4)
	C (26.2)

	Tech Center Pkwy @ Tech Center Dr/Access E
	Un-signalized
	D
	NB – A
SB – A
EB – A
WB - A
	NB – B
SB – A
EB – A
WB - A
	NB – B
SB – B
EB – A
WB - A

	Rock Springs Rd @ Tech Center Dr
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Tech Center Parkway Stadium Parking/Access I
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB – A
WB - A
	SB – A
EB – A
WB - A

	Old Peachtree Rd Stadium Parking
	Un-signalized
	D
	-
	EB - B
	EB - A

	Tech Center Dr @ Access F
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Rock Springs Rd @ Access G
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Rock Springs Rd @ Access H
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Old Peachtree Rd @ Access J
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB - A
	SB – A
EB - B
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	Table 8, cont’d

	Future (2012) Build Condition Intersection Level of Service Summary

	With Required Improvements

	
	Control
	LOS Standard
	AM Peak
(sec/veh)
	PM Peak
(sec/veh)
	Sat Peak
(sec/veh)

	SR 20 @ Russell/Ridge Rd
	Signalized
	D
	C (22.0)
	D (36.3)
	C (24.6)

	SR 20 @ Azalea Dr (south)
	Signalized
	D
	A (6.7)
	B (15.4)
	A (4.5)

	SR 20 @ Bentbrooke Trl
	Un-signalized
	D
	SB – B
WB – C
	SB – C
WB – C
	SB – B
WB – C

	SR 20 @ Azalea Dr (north)
	Signalized
	D
	A (5.9)
	B (19.0)
	A (2.9)

	SR 20 @ Old Peachtree Rd
	Signalized
	D
	B (17.7)
	C (35.0)
	C (25.9)

	SR 20 @ Access A
	Un-signalized
	D
	EB - A
	EB – B
	EB - A

	SR 20 @ Access B
	Signalized
	D
	A (4.9)
	B (15.6)
	C (22.1)

	SR 20 @ Access C
	Un-signalized
	D
	EB - A
	EB – B
	EB – A

	SR 20 @ Tech Center Pkwy
	Signalized
	D
	A (4.3)
	B (14.6)
	B (14.6)

	SR 20 @ Rock Springs Rd
	Signalized
	D
	C (21.2)
	C (27.3)
	C (22.2)

	SR 20 @ signalized intersection south of I-85
	Signalized
	D
	A (9.5)
	B (12.3)
	A (8.4)

	SR 20 @ Mall of Georgia Blvd
	Signalized
	D
	C (29.8)
	D (37.5)
	D  (45.7)

	SR 20 @ Plains Court Wy
	Signalized
	D
	A (5.9)
	C (25.8)
	C (34.8)

	SR 20 @ Mall Grand Ln
	Signalized
	D
	A (9.3)
	C (20.5)
	B (17.6)

	SR 20 @ Woodward Crossing Blvd
	Signalized
	D
	B (15.6)
	B (11.5)
	C (21.9)

	SR 20 @ Gravel Springs Rd
	Signalized
	D
	D (37.0)
	C (31.0)
	C (28.2)

	Old Peachtree Rd @ Horizon Dr
	Signalized
	D
	B (13.7)
	C (27.3)
	C (21.8)

	Old Peachtree Rd @ Collins Hill Rd
	Signalized
	D
	B (13.3)
	C (20.5)
	B (13.7)

	Old Peachtree Rd @ Rock Springs Rd (west)
	Signalized
	D
	C (25.2)
	A (4.7)
	C (20.8)

	Old Peachtree Rd @ Tech Center Pkwy
	Un-signalized
	D
	SB – A
EB – A
	SB – A
EB – A
	SB – A
EB – A

	Old Peachtree Rd @ Rock Springs Rd (east)
	Signalized
	D
	A (6.7)
	B (14.2)
	A (6.2)

	Old Peachtree Rd @ Braselton Hwy
	Signalized
	D
	C (21.1)
	C (29.9)
	B (17.8)

	Gravel Springs Rd @ Braselton Hwy
	Signalized
	D
	C (25.4)
	C (27.5)
	C (25.3)

	Tech Center Pkwy @ Tech Center Dr/Access E
	Un-signalized
	D
	NB – A
SB – A
EB – A
WB - A
	NB – B
SB – A
EB – A
WB - A
	NB – A
SB – B
EB – A
WB - A

	Rock Springs Rd @ Tech Center Dr
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Tech Center Parkway Stadium Parking/Access I
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB – A
WB – A
	SB – A
EB – A
WB – A

	Old Peachtree Rd Stadium Parking
	Un-signalized
	D
	-
	EB - A
	EB - A

	Tech Center Dr @ Access F
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Rock Springs Rd @ Access G
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Rock Springs Rd @ Access H
	Un-signalized
	D
	NB – A
WB - A
	NB – A
WB - A
	NB – A
WB - A

	Old Peachtree Rd @ Access J
	Un-signalized
	D
	SB – A
EB - A
	SB – A
EB - A
	SB – A
EB - A
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Table 8 indicates that the following intersections are anticipated to become deficient by the Build year (2012) during the weekday PM peak hour:

· SR 20 @ Azalea Dr (south of Bentbrooke Trl)
· SR 20 @ Old Peachtree Rd
· SR 20 @ Access A
· SR 20 @ Access C
· Old Peachtree Rd @ Horizon Dr

Once again, a more detailed review of the results indicate that all of the traffic volumes within the study area network are not served within the peak hour that was analyzed; therefore, the peak period can be expected to be extended beyond one hour.  In order for all of the intersections within the study area top operate at an acceptable LOS (LOS D or better) the following improvements are required for the Build Condition:

· Widen SR 20 from four (4) to six (6) lanes from Azalea Dr (north of Bentbrooke Trl) to Tech Center Pkwy
· SR 20 @ Tech Center Pkwy
· Provide a southbound right-turn bay along SR 20
· SR 20 @ Old Peachtree Rd
· Extend the eastbound, left-turn bay along Old Peachtree Rd
· Convert existing southbound right-turn bay to a through movement and provide a southbound right-turn bay along SR 20
· SR 20 @ Azalea Dr (south of Bentbrooke Trl)
· Signalize intersection
· Old Peachtree Rd @ Collins Hill Rd
· Extend eastbound right-turn bay

As a result of these improvements, all of the intersections within the study area operate at an acceptable LOS for each of the peak periods that were analyzed.  Additionally, the traffic volumes that are projected for the year 2012, with the construction of the proposed development, are served within the one hour time periods that were analyzed.  The intersection located along SR 20 at Azalea Drive, south of Bentbrooke Trail, is anticipated to operate at LOS B during the PM peak hour with the required improvements.  This improves the operation of the minor street approaches along Azalea Drive, which operated at LOS F traveling eastbound during the weekday PM peak hour and LOS E traveling westbound during the same peak hour without the recommended transportation improvements.  The additional capacity provided along SR 20 from Azalea Drive, north of Bentbrooke Trail, to Tech Center Parkway works to improve the operation of the intersections along SR 20 at Old Peachtree Road, Access A and Access C.  SR 20 and Old Peachtree Road was improved from LOS E during the weekday PM peak hour to LOS C during the same peak hour.  The access locations along SR 20 at Access A and Access C were each improved from LOS F during the weekday PM peak hour to LOS A during the same peak hour.  Lastly, the intersection along Old Peachtree Road at Horizon Drive was improved from LOS F to LOS C during the weekday PM peak hour by improving the operation of an adjacent intersection.  There was no further transportation improvements required to serve the traffic generated by the proposed development.
6.4 Queue Analysis

Pursuant to GRTA’s recommendation, a queue analysis was performed for the intersection along SR 20 at Tech Center Parkway.  The results of this analysis are provided below in Table 9.  Subsequent to the provision of the required transportation improvements for the Build Condition, the lengths of each approach queue do not exceed the recommended turn-bay lengths.  The recommended northbound left-turn bay length for the Build Condition is 250 feet.  The recommended southbound right-turn bay length is 200 feet for the Build Condition.  Lastly, the eastbound approach consists of two lanes supplemented with a 150-foot left-turn bay.  One lane is channelized for right-only turn movements while another is channelized for left-only turn movements, thereby providing for a dual left-turn movement to SR 20 northbound.


	Table 9

	Queue Analysis

	Existing (2008) Weekday AM Peak Hour

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	0’
	75’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	0’

	
	Eastbound
	Left
	25’
	75’

	
	
	Right
	0’
	25’

	Existing (2008) Weekday PM Peak Hour

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	0’
	50’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	25’

	
	Eastbound
	Left
	25’
	125’

	
	
	Right
	0’
	75’

	Existing (2008) Saturday Peak Hour

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	0’
	25’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	25’

	
	Eastbound
	Left
	25’
	100’

	
	
	Right
	0’
	25’
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	Table 9, cont’d

	Queue Analysis

	Future (2012) No-Build Weekday AM Peak Hour (without required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	0’
	50’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	25’

	
	Eastbound
	Left
	25’
	100’

	
	
	Right
	0’
	75’

	Future (2012) No-Build Weekday PM Peak Hour (without required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	25’
	200’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	75’

	
	Eastbound
	Left
	50’
	150’

	
	
	Right
	0’
	75’

	Future (2012) No-Build Saturday Peak Hour (without required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	25’
	175’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	25’

	
	Eastbound
	Left
	25’
	125’

	
	
	Right
	0’
	50’





	Table 9, cont’d

	Queue Analysis

	Future (2012) No-Build Weekday AM Peak Hour (with required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	0’
	50’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	175’

	
	Eastbound
	Left
	25’
	75’

	
	
	Right
	0’
	75’

	Future (2012) No-Build Weekday PM Peak Hour (with required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	50’
	150’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	25’
	250’

	
	Eastbound
	Left
	25’
	150’

	
	
	Right
	0’
	50’

	Future (2012) No-Build Saturday Peak Hour (with required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	25’
	200’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	200’

	
	Eastbound
	Left
	25’
	125’

	
	
	Right
	0’
	50’





	Table 9, cont’d

	Queue Analysis

	Future (2012) Build Weekday AM Peak Hour (without required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	25’
	100’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	175’

	
	Eastbound
	Left
	25’
	100’

	
	
	Right
	0’
	50’

	Future (2012) Build Weekday PM Peak Hour (without required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	75’
	300’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	75’
	350’

	
	Eastbound
	Left
	75’
	225’

	
	
	Right
	25’
	150’

	Future (2012) Build Saturday Peak Hour (without required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	75’
	325’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	250’

	
	Eastbound
	Left
	50’
	175’

	
	
	Right
	0’
	50’





	Table 9, cont’d

	Queue Analysis

	Future (2012) Build Weekday AM Peak Hour (with required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	0’
	100’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	50’

	
	Eastbound
	Left
	25’
	100’

	
	
	Right
	0’
	50’

	Future (2012) Build Weekday PM Peak Hour (with required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	50’
	200’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	75’

	
	Eastbound
	Left
	50’
	225’

	
	
	Right
	0’
	125’

	Future (2012) Build Saturday Peak Hour (with required improvements)

	Intersection
	Approach
	Movement
	Average Queue
	Maximum Queue

	SR 20 @ Tech Center Pkwy
	Northbound
	Left
	25’
	200’

	
	
	Thru
	-
	-

	
	Southbound
	Thru
	-
	-

	
	
	Right
	0’
	150’

	
	Eastbound
	Left
	50’
	225’

	
	
	Right
	0’
	75’





7.0 Identification of Programmed Projects

Based on information received from Gwinnett County, the Atlanta Regional Commission and GDOT, there are three roadway enhancement projects within vicinity of the proposed project that are planned for construction by the build year, 2012.  These programmed transportation improvement projects have been incorporated into the future (2012) analyses and correspondence verifying completion dates and costs are provided in Appendix D.  These projects include two (2) intersection improvements and one (1) corridor improvement along SR 20.  These projects are summarized in Table 10 and a project description for each follows.  The locations of these projects are displayed on Figure 46.

	Table 10

	Programmed Transportation Improvements

	Project No.
	Source
	Sponsor
	Description
	Location
	Build Year
	Cost

	
	
	
	
	from
	to
	
	

	M-0533
	SPLOST
	Gwinnett
	Intersection Improvement
	Old Peachtree Rd @ SR 20
	2009
	$1,600,000

	M-0642
	SPLOST
	Gwinnett
	Intersection Improvement
	Old Peachtree Rd @
Rock Springs Rd
	2009
	$120,000

	M-0036-5
	Gwinnett 
	Gwinnett
	ATMS
	Lawrenceville
	I-985
	2009
	unknown



Gwinnett County Project #M-0533

· Intersection improvement at the intersection of SR 20 and Old Peachtree Road - This project will include dual left-turn lanes from SR 20 southbound onto Old Peachtree Road and additional lanes on Old Peachtree Road, improving the overall efficiency of the intersection.  Land acquisition for this project began in February 2008 and the project construction will be complete prior to the opening of the proposed development.

Gwinnett County Project #M-0642

· Intersection improvement at the intersection of Old Peachtree Road and Rock Springs Road – Gwinnett County has identified the need for a traffic signal at this location and construction will be complete prior to the opening of the proposed development.

Gwinnett County Project #M-0036-5

· The County is currently constructing a project to install fiber optic communications cable from the Gwinnett Traffic Control Center in Lawrenceville along the SR 20 Corridor to the I-985 interchange.  This project will provide enhanced signal timing within the study area utilizing traffic monitoring devices between Old Peachtree Road and I-85.  These devices will allow Gwinnett County to make any necessary adjustments during events at the proposed minor league baseball stadium.



 (
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8.0 Ingress/Egress Analysis

Vehicular access to the proposed development has been proposed at nine (9) locations.  All of these access locations operate as full-movement ingress/egress with the exception to two (2) access locations that are located along SR 20.  These two access locations were previously approved in DRI # 1725, as right-in/right-out access points.  The locations for each of these access driveways were previously illustrated on Figure 5.

Access locations A and C are planned to be constructed as right-in/right-out driveways with single lanes both entering and exiting.  Driveway B, which requires signalization, shall consist of two eastbound egress lanes designated as left-turn only and shall be further supplemented with a right-turn bay.  Westbound ingress at Driveway B shall consist of two lanes to accommodate inbound traffic from SR 20.  Driveway E does not require signalization; however, the northbound egress approach at this location shall be constructed with two approach lanes.  The first lane shall be designated as a right-turn only movement, while the second lane shall be designated as a through only movement.  This egress approach shall be further supplemented with a left-turn bay.  Southbound ingress at Driveway E shall consist of two approach lanes for both surface area and structured parking.

The remaining access locations for the proposed development have not been previously reviewed by GRTA.  Each of these remaining access locations, with the exception of Access I, have been proposed to be constructed with one ingress lane and one egress lane.  Access I has been proposed to include a left-turn bay for traffic exiting the proposed development.  In order to avoid conflicting left-turn movements, Access I should be relocated to be directly aligned with an access location that serves office uses south of Tech Center Parkway.  The remaining access locations work to disperse and mitigate any traffic impacts within the study area as stop-sign controlled intersections, serving both the residential and non-residential components for the entire development. 
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9.0 Internal Circulation Analysis

The proposed development has been designed to enhance internal circulation.  Specific design features that promote efficient on-site pedestrian movements include sidewalks and parking inter-connectivity.  There are not any features that result in inefficient on-site pedestrian movements.  The site plan provided, in this document, includes sidewalks within the proposed site and along adjacent roadways.  Pedestrian path distances have been minimized within the parking areas and all future complimentary land uses will be accessible by pedestrians.  The transportation analyses have revealed that all entrances to the parking facilities operate at an acceptable LOS, with the recommended Build Condition improvements.  Any conflicting vehicle-pedestrian movements within the proposed development should be addressed through appropriate signage and striping.  Efficient vehicle movements have been promoted through inter-connectivity and appropriate driveway alignments. 


10.0 Compliance with Comprehensive Plan Analysis

The “Future Land Use Plan” for Gwinnett County printed on March 7, 2006 by the Gwinnett County Department of Planning and Development designates the majority of the subject property as a commercial land use.  The proposed development provides a mixture of uses.  Compliance with the Gwinnett County 2020 Land Use Plan will require an amendment to the Future Land Use Plan.  As indicated previously, the applicant intends to obtain a “MUO” zoning classification that allows for the construction of each use within a mixed-use overlay district.  The future land use classifications for the subject property and for the adjoining properties are illustrated on Figure 47.  




 (
Figure 
47
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11.0 DRI Review Checklist (Non-Expedited Review Criteria)
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5. Environmental Protection

GRTA Criteria

ARC Score

Comments

A. Does the development use "green-building" design
techniques for site selection, construction and operation
practices, energy and water use efficiency, and providing
healthy building spaces?

« 3 points: Yes, the development uses four or more 'green
building' design techniques.

« 2 points: Yes, the development uses three 'green building'
design techniques.

« 1 points: Yes, the development uses two 'green building'
design techniques.

N/A

N/A

The extent of "green" building on the site is to be
determined

B. The development includes the following 'green-building’
design techniques:

N/A

N/A

C. Is the development seeking a LEED certification?

« 3 points: The development is seeking LEED-ND certification
or all buildings are seeking LEED certification for non
residential developments.

« 2 points: At least half of the non-residential buildings are
seeking LEED certification.

« 1 point: One non residential buildings is seeking LEED
certification.

N/A

N/A

LEED certification has not been determined.

D. Is the development seeking a Earthcraft certification?

< 3 points: The development is seeking Earthcraft
Communities certification.

« 2 points: At least half the residential homes will be certified
an Earthcraft Home.

N/A

N/A

Earthcraft certification has not been determined.

Section Score| N/A |
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GRTA Criteria

ARC Score

Comments

1. Mixture of Uses

/A. Does the development incorporate a mixture of
complementary land uses?

« 3 points: There are 3 or more complementary uses within
the development.

« 2 points: There are 2 complementary uses within the

Multi-Family Residential = 610 units/617,000 sq ft
office space/351,000 sq ft of commercial/retail
space/300 room hotel

new jobs created by the development?
« 3 points: Yes

development and is located within a short walking distance N/A |3

(less than 1/2 mile) to external complimentary land uses.

« 1 points: The development is located within a short walking

distance (less than 1/2 mile) to external complementary land

uses.

B. Does the development have vertically mixed uses? Site Plan indicates four (4) vertically mixed

« 3 points: The development contains three or more vertically structures

mixed uses. NA| 3

« 2 point: The development contains two or more vertically

mixed uses.

C. The development contains or is in close proximity to Yes. Pockets of passive greenspace are located

active or passive greenspace? within tpe site. In addition, the nearby eleme_ntary_

« 3 points: The development contains both an active and school includes greenspace, as w.e" as Collins Hil
N Golf Course and Gwinnett County's Collins Hill

passive greenspace. . _ . . N/A | 3 |Community Park/Aquatic Center.

« 2 points: The development is adjacent to active or passive

greenspace with connections.

« 1 point: The development is within 1/2 mile of an active or

passive greenspace.

2. Jobs to Housing Balance

A. For developments with residential components, is the With 610 units, 305 jobs would be required. Itis

development located within 1/2 mile of a number of existing not clear whether that many jobs currently exist

N N within 1/2 mile; however, there are developments

jobs equal to or greater than 50% of the number of dwelling N/A under construction that will result in many

units in the development? lemployment opportunities adjacent to the site, and

« 3 points: Yes. over 3,070 new jobs being created onsite.

B. For developments without a residential component, is the N/A

development located within 1/2 mile of a number of existing

dwelling units equal to or greater than 50% of the number of | N/A
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GRTA Criteria

ARC Score

Comments

3. Housing Diversity and Choice

|A. Does the development meet an affordable housing goal?
+ 3 points: At least 20% of the residential units provided are
affordable to those making less than the area median
income.

+ 2 points: At least 10% of the residential units provided are
affordable to those making less than the area median
income.

+ 1 points: The development meets an explicitly stated
housing goal of the local government.

N/A

Yes. More than 20% of the residential units
provided are affordable to those making less than
the are median income. Housing analysis will be
provided upon request.

B. Does the development increase the diversity of housing
type in the immediate (1/4 mile radius) neighborhood?
+ 3 points: Yes

N/A

Yes. Currently, the predominate residential
properties along State Route 20 are low-density,
single-family detached housing units. The multi-
family units proposed increase the diversity of
housing options in the immediate nighborhood
vicinity.

4. Accessibility - Non-motorized

|A. Are there sidewalks within the development?

+ 3 points: There are sidewalks on both sides of all streets.
+ 2 points: There are sidewalks on both sides of all internal
collector streets and one side on all other streets streets.

+ 1 point: There are sidewalks on one side of all streets.

Yes

Most streets will have sidewalks on both sides, but
some road sections will have sidewalks on one
side.

B. Are there existing or proposed sidewalks along all
adjacent external street frontages that connect to the interna
sidewalk network?

+ 3 points: Yes

No

C. Is bicycle parking provided at all non-residential, multi-
family buildings and other key destinations?

+ 3 points:Yes and includes 'end of trip' facilities such as
covered shelters, secure parking, shower facilities, etc.

+ 2 points:Yes.

Yes

The proposed development will provide bicycle
racks.

D. Does the development include construction of multi-use
trails?

+ 3 points: Trails will be constructed at least 10 feet wide
[within the development that will shorten walking distances
between complimentary uses and/or the external
sidewalk/trail network.

+ 2 points: Trails at least 10 feet wide are constructed within
the DRI boundary only.

No
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GRTA Criteria

ARC Score

Comments

E. Are intersections designed for pedestrian safety, including
marked crossing, curb extensions, median refuges, raised
crosswalks, and pedestrian actuation devices?

- 3 points: Yes, all intersections are designed for pedestrian
safety and include all of the above listed.

- 2 points: Yes, all intersections are designed for pedestrian
safety and include 3 of the above listed.

- 1 point: Yes, all intersections are designed for pedestrian
safety and include 2 of the above listed.

Yes

Intersections will be designed for pedestrian safety,
icluding marked crossings.

F. Are pedestrian connections between building entrances
land the internal and external sidewalk network provided?

- 3 points: All building entrances are connected to the
sidewalk network and pedestrian entrances are provided at
street level along abutting public roads.

- 2 points: All building entrances are connected to the
sidewalk network.

Yes

All buildings will be connected to the network

G. Do the provided non-motorized facilities shorten the
distance between land uses that are on and off-site?

- 3 points: Yes, both on and off site.

- 2 points: Yes, for on site land uses only.

Yes

Direct Pedestrian connections are provided to
'some adjacent sites.

H. Does the development contribute to public streetscapes
[with pedestrian-friendly amenities, such as benches, lighting,
street trees, trash cans, pedestrian entrance on street level,
land windows at street level?

- 3 points: Yes.

Yes

|A majority of the project will be lined with
commercial streetscape frontages to enhance the
pedestrian experience.

1. Is the development's parking located where it does not
visually dominate the development from the street and
allows for easy and safe pedestrian access to buildings?

- 3 points: Parking associated with the development is
located in the rear and or includes structured parking.

- 2 points: Parking associated with the development is
located to the side of the buildings and/or includes on-street
parking.

- 1 points: If industrial, all trailer parking is screened from the
view of the adjacent roadways.

Yes

Parking is located within structured parking decks
and surface parking is located in the rear of
buildings and lined with landscape/streetscape
frontages.

J. Are buildings oriented to existing or proposed public roads
with minimum setbacks?

- 3 points: Yes, buildings are oriented to the public roads
with minimum setbacks.

- 2 points: Yes, buildings are oriented to the public roads.

Yes

Buildings are oriented toward street frontages and
utilize minimum setbacks.

K. Where there are sidewalks, is the width adequate?
- 3 points: All sidewalks meet regional Pedestrian LOS
goals.

- 2 points: All sidewalks meet the local government's
minimum width requirement.

Yes

All sidewalks meet the local government's minimum
| width requirement.
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GRTA Criteria

ARC Score

Comments

5. Accessibility - Transit

A. Is there a fixed guideway transit station available ?

+ 3 points: Currently available within 1/4 mile of the DRI
boundary.

+ 2 points: Currently available within 1/2 mile of the DRI
boundary.

+ 1 point: There is a transit station planned near the DRI and
the DRI is compatible with that plan.

No

There are not any fixed guideway transit stations
available.

B. Is local bus service currently available?

- 3 points: Available on/adjacent to the site.

+ 2 points: Available within 1/4 mile of the DRI boundary.
+ 1 point: Available within 1/2 mile of the DRI boundary.

Yes

Gwinnett County Local Bus Routes, both local and
express are within close vicinity to the site. A bus
shelter and/or other transit amenities may be
provided subject to route changes.

C. Is the applicant providing transit facilities- dedicated park
and ride facility, shuttle service (for at least 2 years)?

- 3 points: Providing three or more facilities.

+ 2 points: Providing two or more facilities.

+ 1 point: Providing one facility.

Yes

Shuttle service will be provided on-site for stadium
traffic.

D. Is the applicant providing amenities at existing or
proposed transit facilities, such as covered bus shelters,
trash receptacles, benches, landing pads, lighting, or bicycle
parking?

+ 3 points: Providing three or more amenities.

+ 2 points: Providing two or more amenities.

+ 1 point: Providing one facility.

Yes

The applicant will be providing bus shelters, trash
receptacles, benches, lighting and bicycle parking.

E. Is the development proposed at "transit ready" densities,
based on potential future service?
- 3 points: Yes

Yes

F. Is transit available beyond peak-hours of travel?

Yes

N/A

The proposed development may be serviced
by the Gwinnett County Transit.

G. Is the proposed development consistent with other transit
related issues not fully addressed above?

N/A

N/A
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GRTA Criteria

ARC Score

Comments

6. Access Management

A. Is access provided from internal roadways, access road,
or shared driveways only?

+ 3 points: Access is provided from internal roadways or
access road connecting to side streets with minimum curb

Shared driveways are proposed with an internal
roadway circulation system.

functional area of any adjacent intersections.
+ 2 points: Access points within the functional area of any
adjacent intersections are right in/right out.

cuts along the arterial road and share driveways are Yes| 2

proposed.

« 2 points: Shared driveways are proposed with an internal

roadway.

B. If the development is adjacent to more than one roadway, There are access locations provided along State

is access provided via the lowest functionally classified Route 20.

roadway?

+ 3 points: The development proposes all access via the No | o

lowest functionally classified roadway.

+ 2 points: The development proposes primary access from

the lowest functionally classified roadway.

C. Do access points align with opposing access points or There is one median break along SR 20 at Access

with existing median, planned, or likely location of future location B. This access point has been aligned with
" the break in the median. The remaining access

mEdIa_n breaks? . N B e N locations do not have opposing entry/exit locations.

+ 3 points: All access points align with existing median

breaks. If no median exists, all access points align with

existing opposing access points. Yes| 3

+ 2 points: All full access points align with existing median

breaks. If no median breaks exists, all full access points

align with existing opposing access points.

+ 1 point: Access points align with likely locations of future

median breaks.

D. Are proposed traffic signals located at the intersection of |A traffic signal has been anticipated at Access B,

public roadways that provide access to the entire site and |which serves the entire site.

serve as many properties and interests as possible? Yes| 3

+ 3 points: Yes.

E. Does the proposed development provide an adequate, (Minimum 200 feet on state routes and major

uninterrupted driveway throat length for the corridor? Yes | 3 |erterials. Minimum of 100 feet on all other roadway

« 3 points: Yes. corridors.)

F. Are all proposed access points outside of the functional |All access locations appear to be located outside of

area of any adjacent intersections? :z'vi"‘zn°‘_i°':“a_'n7'r_e:t‘°' 7“ i“‘e’sel‘m;]s- Thle’e aéeR

+ 3 points: All proposed access points are outside of the NAl 3 o ﬂsaz zge nl)( Zﬁgn:; v:f: :; :5:“':;::;:‘%“

breaks.
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GRTA Criteria

ARC Score

Comments

G. If the development is adjacent to a designated scenic
byway, the development maintains the natural vegetative
character of the scenic byway.

- 3 points: The development is not proposing any access
lonto the scenic byway and is preserving the natural
vegetation for at least 200 feet from the right-of-way.

- 2 points: The development is proposing no more than one

There is no scenic by-way adjacent to the proposed
development.

are connected via the internal street network.
- 2 points: Most of the proposed land uses within the
[development are connected via the internal street network.

laccess point onto the scenic byway and is preserving the NA| 0

natural vegetation for at least 200 feet from the right-of-way.

- 1 point: The development is proposing no more than one

laccess point onto the scenic byway and is preserving the

natural vegetation for at least 100 feet from the right-of-way.

H. Do the proposed access points meet minimum spacing Street jogs are required to align or have offsets of

requirements established by GDOT or other permitting 200 feet. Driveways must be spaced 100 feet.
Yes | N/A |Access locations have been designed with 350-foot

agency? and 450-foot spacing.

1. Is the development consistent with other access (List of other access management related issues

management related issues not fully addressed above? N/A | N/A |and describe developments consistency)

7. Connectivity

|A. Does the development provide multiple ingress/egress [Access for the proposed development has been

points and have access to multiple roadways? provided along Old Peachtree Road, Rock Springs

- 3 points: There are separate ingress/egress points in 3 or aR:: :’;;cgizt;{farmy' Tech Center Drive

more cardinal directions. Yes | 3

- 2 points: There are separate ingress/egress points in 2

cardinal directions.

- 1 point: There are separate ingress/egress points.

B. Do internal streets within the development connect to Stub outs are provided to adjacent properties,

adjacent parcels at stub outs or dead end streets? specifically west of the site to a church facility and

- 3 points: There are connections to all adjacent stub outs or mult-family development.

dead ends.

« 2 points: There are stub outs to adjacent developable land | yes | 2

(either undeveloped or underdeveloped) and cross access

leasements are provided.

- 1 point: There are stub outs to adjacent developable land

(either undeveloped or underdeveloped).

C. Does the internal street network minimize traveling |All surface and structure parking provisions on-site

distance by providing relatively direct circulation throughout are connected via the internal street network.

the site?

+ 3 points: All proposed land uses within the development Yes | 3
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GRTA Criteria

ARC Score

Comments

D. Can the internal street network be reasonably anticipated
to add to the public roadway?

Where applicable access to State Route 20 is
limited to right-in/right-out access only for
vehicles traveling southbound along State

listed and other alternative design principles.

- 2 points: Yes, the development includes 3 of the above
listed.

- 1 point: Yes, the development includes 2 of the above
listed.

- 3 points: No restricted access No 0 J
- 2 points: Internal restricted access with multiple access Route 20. There sre no ?ther restricted
: movements associated with the proposed
points site.
E. Is the development consistent with other connectivity (List of other connectivity related issues and
related issues not fully addressed above? N/A  NJ/A |describe developments consistency)
- 3 points: Yes
8. Project Character and Design
A. Is the development a redevelopment site? No. The site is currently undeveloped.
- 3 points: The development is a redevelopment site that
requires environmental remediation.
+ 2 points: The development is located in a tax abatement NA| 0
zone, enterprise zone, or other governmentally supported
redevelopment zones.
- 1 point: The development is a redevelopment site.
B. Does the development re-use or rehabilitates existing Not Applicable
land/or historic structures, not including sheds?
- 3 points: Yes, a majority of the existing and/or historic
structures will remain on the site and incorporated into the
[development. N/A | 0
- 2 points: Yes, some of the existing and/or historic
structures will remain on the site and incorporated into the
[development.
C. Does the development create or enhance community The development will create public spaces as
spaces such as public plazas, squares, parks, etc? centerpieces.
- 3 points: Yes and on-site community spaces are open to NA| 3
the general public.
- 2 points: Yes.
D. Does the development provide no more parking than the There are shared parking opportunities on-site.
minimum required by the local jurisdiction?
- 3 points: A parking variance is being requested to provide NA| 2
less than the minimum required.
- 2 points: Yes.
E. Does the site design incorporate alternative design The site design incorporates alternate design
principles, including but not limited to reduced lot sizes, rear :::‘:l‘;':ss;’:;:f;ma‘:’c:ﬁ:li::;‘ic":r: “:;b:_““di"gs-
access via alleyway network, shared driveway, reduced throughout the sité, pedesirian level ‘;mhi‘:zmml
building setbacks, architectural compatibility, screening of detailing, streetscape amenities, orientation of
lequipment? buildings on public spaces, and equipment
- 3 points: Yes, the development includes a 4 of the above N/A | 3 |[screening.
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GRTA Criteria

ARC Score

Comments

F. If the development includes a senior housing component,
does the development include accessibility features and
location to services and transportation alternatives?

« 3 points: Yes, the development includes accessibility
measures and is located within 1/4 mile of basic services
and transportation alternatives.

[Though senior housing is not called for explicitly,
the residential component will incorporate
accessibility measures including wide doorways,
hallways, bathroom and bedroom on the 1st floor,
zero step entrance, blocking on bathrooms,
electrical plugs at mid wall, maneuverability in all
room of first floor, and a parking pad level enough

+ 2 points: A rail transfer, airport transfer or intermodal
transfer station is located within 2 miles.
+ 1 point: A rail transfer, airport transfer or intermodal transfer

station is located within 3 miles.

« 2 points: Yes, the development includes accessibility NA| 3 ‘s"efw“i';g:’;‘li;]sinp?z‘:;;::zisﬁpifc’;g:g';erbggs“’smre
measures and is located within 1/2 mile of basic services bank, post office, pharmaci dry clean%r, an’z

and transportation alternatives. medical supplies, for example.

+ 1 point: Yes, the development includes accessibility

measures.

9. Community Facilities

|A. Does the development require new and/or additional No. New facilities are not needed. Fire, police.
services and/or facilities (fire, police, school)? library and public schools in the immediate area arq
+ 3 points: No, new facilities are not needed. NA | 3 2dequate and able to service this project.

« 2 points: New facilities are needed and are being provided

for within the development or by the applicant.

10. Infrastructure Adequacy

A. Is the development located in an area where adequate Yes, the development is located in an area where
infrastructure is in place? |water, was_te\f/ater, electricity, solid o )

+ 3 points: Yes, the development is located in an area where :’:;}:ﬁ:"'It:g‘:";’iﬁa;]dﬁg‘:";z:::“'gﬁ iI:flrr::..lrigll?ltree'y
there is existing infrastructure in place to meet the service improvements will be constructed incrementally as
needs of residents, employees, and visitors of the N/A | 2 |development densities increase. There are long-
development. range transportation improvement plans to increas:
« 2 points: There will be infrastructure in place by capacity on SR 20 from Rock Springs Road to 1-98
development build-out to meet the service needs of

residents, employees, and visitors of the development.

B. If the development is predominately industrial, what is the

proximity to the nearest intermodal station or other freight

transfer location?

+ 3 points: Rail is on site and the development is connecting

to the rail. N/A | N/A
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C. If the development is predominately industrial, what is the
proximity to interstate access?
* 3 points: The development has interstate access within 1

mile.
* 2 points: The development has interstate access within 2 N/A | NIA

miles.
* 1 points: The development has interstate access within 3

miles.
D. Does the development propose clean-fueled vehicles?
* 3 points: Development is proposing 5% per each 10% of

fleet.

* 2 points: Development is proposing 3% per each 10% of N/A | N/A

fleet.

* 1 point: Development is proposing 2% per each 10% of

fleet.

E. Is the development consistent with other infrastructure (List of other infrastructure related issues and
related issues not fully addressed above? N/A |describe developments consistency)

* 3 points: Yes

Section Score| N/A | |
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1. Vehicle Miles Traveled

ARC Score

Comments

A. Is off-site trip generation to/from the development reduced

Density (-4%) Mix of Uses (-9%) Pedestrian

operate in a safe and efficient manner while adequately
serving new trips generated by the development?

by at least 15%? Yes | NIA (¢ nneciivity (-5%) Total (-18%)
B. For developments W!th.reSIden.tlal components, is ﬂ_]e_ [ There are 610 units proposed, and while there are
fievelopment located within 1/2 mile of a number of eX|st!ng some jobs in the immediate area, it is unlikely there
jobs equal to or greater than 50% of the number of dwelling are 305 jobs within 1/2 mile. The DRI includes
units in the development? N/A both housing and employment opportunities and
the neighboring Stadium and other nearby planned
[developments (elementary school, multi-family)
surrounding the site are sure to create a balanced
liobs-housing ratio.
C. For developments without a residential component, is the
development located within 1/2 mile of a number of existing
" . o N/A | N/A
[dwelling units equal to or greater than 50% of the number of
new jobs created by the development?
D. Is the development designed to encourage the use of The proposed development will encourage use of
alternative transportation modes both on-site and off-site? Yes | Nya [poth transit and pedestrian facilities by making
them convenient and efficient.
E. Does the development consist of a mixture of [ The proposed development contains a mixture of
complimentary land uses or is located within a short walking Ves | NIA ct{:nl:l"?:ma[y 'afl‘d usesba"dl': I'I"Cg:_d within 1/2
H H H es mile to the minor league baseball s lum an
2
distance (less than 1/2 mile) to external complimentary uses? adjacent retail facility and an adjacent church
facilitiy.
F. Does the traffic analysis utilize all available and practical Mixed-use reductions/alternative modes of travel
trip reduction techniques? and pass-by trip reductions were applied to the
) traffic analysis based upon procedures outlined in
Yes | N/A |ITE Trip Generation, 5th edition.
G. What conditions beyond the control of the developer and |Abscence of fixed guideway transit.
local government impact the ability of the development to N/A
reduce vehicle miles of travel? (please specify)
2. Transportation and Traffic Analysis
Regional mobility has been impacted along State
B . e Route 20; however, mitigation measures were
2 g .
A. Does the development impact regional mobility? Yes | N/A dentified. Specificaly, the need for additional
capacity along SR 20.
; With the required improvements all of the identified
_B. Does the develo;;ment affect the safety or operations of No | N/A [intersections operate at LOS D or better with the
impacted roadways? proposed mitigation measures.
L . L Not without mitigation measures.
C. Do existing and proposed (in a transportation improvement
program) infrastructure of impacted roadways continue to No | N/A
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D. Are proposed mitigation measures (from DRI traffic
analysis) feasible and within the control of the applicant or

I GRTA Criteria

ARC Score

Comments

clarification or explanation?

! 3 . . Yes | N/A
appropriate agencies to implement as a means of addressing
negative impacts to the transportation system?
State Route 20 will require additional capacity.
E. Can the proposed mitigation measures be implemented
. " . No | N/A
within the time frame proposed for development build-out?
F. Other issues not fully addressed here which require N/A
clarification or explanation?
3. Relationship to Existing Development and Infrastructure
Yes, the development is located in an area where
\water, wastewater, electricity, solid
'waste/sanitation, and phone service is immediately]
available. In addition, transportation infrastructure
improvements will be constructed incrementally as
development densities increase. There are long-
A. Is the development located within an area where existing range transportation improvement plans to
or planned infrastructure will be in place by project build-out increase capacity on SR 20 from Rock Springs
p ) i 3 Y proj No | N/A [Road to I-985. A major improvement for the study
to meet the service needs of residents, employees, and area requires additional capacity along State Routq
visitors of the project? 20, which is not feasible to complete by the year
2012. However, during an event at the minor
league baseball stadium, the Gwinnett County
Police Department will control traffic entering and
exiting the site with a traffic circulation plan.
B. If the development is predominantly industrial, what is the
proximity to the nearest intermodal station or other freight N/A [ N/A
transfer location?
C. If the development is predominantly industrial, what is the
proximity to interstate access? N/A | N/A
D. Are there other utility/local authorities, other than
transportation related, the development team is having No |N/A
discussions with concerning future infrastructure needs?
E. Other issues not fully addressed here which require N/A
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ARC Score Sheet

Enter the values for the appropriate numbered section. |

A. Regional Development Plans and Policies

1. Unified Growth Policy Map Section Score:

2. Metro North Georgia Water Planning District Section Score:
(MNGWPD) Plan Compliance

3. Regional Transportation Plan (RTP) Transportation Section

Goals and Objectives Score:

4.RTP and Transportation Improvement Program (TIP) Section Score:
5. Livable Centers Initiative (LCI) Section Score:
6. Regionally Adopted Plans Section Score:
7. Locally Adopted Plans Section Score:

| 42 Possible Points|/A Overall Section:

B. Project

1. Mixture of Uses Section Score:
2. Jobs to Housing Balance Section Score:
3. Housing Diversity and Choice Section Score:
4. Accessibility- Transit Section Score:
5. Non- motorized Accessibility Section Score:
6. Access Management Section Score:
7. Connectivity Section Score:
8. Project Character and Design Section Score:
9. Community Facilities Section Score:
10. Infrastructure Adequacy Section Score:

[ 135 Possible Points|B Overall Section:

C. Open Space and Preservation/Environmental Qualit

1. Protection of Critical Environmental Areas Section Score:
2. Conservation Section Score:
3. Stormwater Management Section Score:
4. Buffers Section Score:
5. Environmental Protection Section Score:

[ 48 Possible Points|C Overall Section:

| 225 Possible Pointsl Total Overall Score (add A,B,C Scores)

Additional Comments





image70.emf

image71.emf

image72.emf
PBS&J

INTERSECTION : SR 20 @ Russell/Ridge Rd PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Russell/Ridge Rd SR 20 Russell/Ridge Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 11 193 7 211 15 34 17 66 13 167 5 185 19 8 14 41 503

7:15 - 7:30 21 206 5 232 16 28 12 56 9 190 11 210 18 14 7 39 537

7:30 - 7:45 11 227 15 253 18 50 17 85 26 185 13 224 20 10 10 40 602

7:45 - 8:00 11 280 3 294 12 47 11 70 13 169 13 195 25 13 9 47 606

8:00 - 8:15 17 212 12 241 16 43 12 71 21 172 6 199 32 19 9 60 571

8:15 - 8:30 11 214 14 239 12 52 14 78 17 213 5 235 50 15 5 70 622

8:30 - 8:45 28 233 15 276 13 35 16 64 25 227 7 259 61 20 14 95 694

8:45 - 9:00 19 227 20 266 25 34 9 68 18 190 6 214 39 12 15 66 614

TOTAL 129 1792 91 2012 127 323 108 558 142 1513 66 1721 264 111 83 458 4749

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 50 217 9 276 12 33 19 64 16 255 19 290 42 44 14 100 730

4:15 - 4:30 55 206 17 278 15 34 25 74 6 322 21 349 53 44 16 113 814

4:30 - 4:45 69 195 2 266 24 19 26 69 9 300 18 327 59 52 3 114 776

4:45 - 5:00 55 196 5 256 18 21 20 59 14 246 27 287 35 38 23 96 698

5:00 - 5:15 47 173 2 222 21 24 25 70 3 339 14 356 30 62 13 105 753

5:15 - 5:30 49 227 5 281 17 34 21 72 14 302 28 344 41 55 15 111 808

5:30 - 5:45 66 221 1 288 17 24 6 47 23 316 14 353 48 48 11 107 795

5:45 - 6:00 48 195 5 248 16 33 17 66 30 277 19 326 32 58 16 106 746

TOTAL 439 1630 46 2115 140 222 159 521 115 2357 160 2632 340 401 111 852 6120

GRAND TOTAL

568 3422 137 4127 267 545 267 1079 257 3870 226 4353 604 512 194 1310 10869

AM PEAK HOUR   8:00 TO 9:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

75 886 61 66 164 51 81 802 24 182 66 43

APPROACH TOTAL

1022 281 907 291

PEAK HOUR FAC.

0.93 0.9 0.88 0.77

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

210 816 13 71 115 69 70 1234 75 151 223 55

APPROACH TOTAL

1039 255 1379 429

PEAK HOUR FAC.

0.9 0.89 0.97 0.97

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Azaela Dr (south) PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Azaela Dr SR 20 Azaela Dr

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 6 211 5 222 2 6 34 42 10 141 0 151 4 4 12 20 435

7:15 - 7:30 8 235 5 248 0 10 43 53 8 180 2 190 5 10 19 34 525

7:30 - 7:45 14 222 4 240 1 13 28 42 9 230 0 239 4 9 19 32 553

7:45 - 8:00 9 241 3 253 4 16 33 53 13 266 0 279 3 4 19 26 611

8:00 - 8:15 13 226 3 242 1 7 41 49 12 251 2 265 4 2 21 27 583

8:15 - 8:30 12 250 3 265 1 8 43 52 16 200 0 216 3 1 20 24 557

8:30 - 8:45 7 287 1 295 2 10 36 48 19 165 0 184 4 2 22 28 555

8:45 - 9:00 8 266 1 275 1 5 26 32 17 178 3 198 5 6 17 28 533

TOTAL 77 1938 25 2040 12 75 284 371 104 1611 7 1722 32 38 149 219 4352

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 17 240 2 259 1 3 17 21 25 250 0 275 9 5 23 37 592

4:15 - 4:30 30 259 3 292 0 3 16 19 40 272 2 314 1 5 22 28 653

4:30 - 4:45 23 240 1 264 0 5 23 28 21 250 5 276 9 8 11 28 596

4:45 - 5:00 31 234 6 271 0 3 20 23 24 251 1 276 5 4 19 28 598

5:00 - 5:15 46 238 1 285 2 3 17 22 20 260 4 284 6 6 19 31 622

5:15 - 5:30 53 200 5 258 1 2 28 31 28 273 4 305 6 15 13 34 628

5:30 - 5:45 36 267 4 307 0 6 35 41 24 358 2 384 3 9 25 37 769

5:45 - 6:00 55 211 8 274 1 4 21 26 20 310 1 331 3 7 27 37 668

TOTAL 291 1889 30 2210 5 29 177 211 202 2224 19 2445 42 59 159 260 5126

GRAND TOTAL

368 3827 55 4250 17 104 461 582 306 3835 26 4167 74 97 308 479 9478

AM PEAK HOUR   7:45 TO 8:45

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

41 1004 10 8 41 153 60 882 2 14 9 82

APPROACH TOTAL

1055 202 944 105

PEAK HOUR FAC.

0.89 0.95 0.85 0.94

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

190 916 18 4 15 101 92 1201 11 18 37 84

APPROACH TOTAL

1124 120 1304 139

PEAK HOUR FAC.

0.92 0.73 0.85 0.94

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Brentbrooke Trl @ SR 20 PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Brentbrooke Trl SR 20  

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 2 224 0 226 3 0 14 17 0 175 2 177 0 0 0 0 420

7:15 - 7:30 4 235 0 239 14 0 28 42 0 224 3 227 0 0 0 0 508

7:30 - 7:45 4 224 0 228 12 0 17 29 0 258 3 261 0 0 0 0 518

7:45 - 8:00 5 245 0 250 11 0 12 23 0 290 1 291 0 0 0 0 564

8:00 - 8:15 6 224 0 230 11 0 20 31 0 284 7 291 0 0 0 0 552

8:15 - 8:30 4 253 0 257 10 0 23 33 0 236 6 242 0 0 0 0 532

8:30 - 8:45 3 290 0 293 11 0 10 21 0 200 4 204 0 0 0 0 518

8:45 - 9:00 1 264 0 265 4 0 7 11 0 205 3 208 0 0 0 0 484

TOTAL 29 1959 0 1988 76 0 131 207 0 1872 29 1901 0 0 0 0 4096

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 16 260 0 276 6 0 7 13 0 264 5 269 0 0 0 0 558

4:15 - 4:30 12 300 0 312 5 0 4 9 0 280 4 284 0 0 0 0 605

4:30 - 4:45 12 284 0 296 3 0 5 8 0 266 4 270 0 0 0 0 574

4:45 - 5:00 15 254 0 269 7 0 14 21 0 272 7 279 0 0 0 0 569

5:00 - 5:15 9 282 0 291 3 0 9 12 0 278 8 286 0 0 0 0 589

5:15 - 5:30 8 250 0 258 7 0 4 11 0 390 10 400 0 0 0 0 669

5:30 - 5:45 15 302 0 317 9 0 14 23 0 388 5 393 0 0 0 0 733

5:45 - 6:00 26 267 0 293 4 0 5 9 0 320 14 334 0 0 0 0 636

TOTAL 113 2199 0 2312 44 0 62 106 0 2458 57 2515 0 0 0 0 4933

GRAND TOTAL

142 4158 0 4300 120 0 193 313 0 4330 86 4416 0 0 0 0 9029

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

19 946 0 44 0 72 0 1068 17 0 0 0

APPROACH TOTAL

965 116 1085 0

PEAK HOUR FAC.

0.94 0.88 0.93 0

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

58 1101 0 23 0 32 0 1376 37 0 0 0

APPROACH TOTAL

1159 55 1413 0

PEAK HOUR FAC.

0.91 0.6 0.88 0

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Azaela Dr (north) PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20   SR 20 Azaela Dr

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 172 19 191 0 0 0 0 0 240 0 240 16 0 1 17 448

7:15 - 7:30 0 228 16 244 0 0 0 0 2 264 0 266 16 0 0 16 526

7:30 - 7:45 0 265 10 275 0 0 0 0 4 236 0 240 20 0 0 20 535

7:45 - 8:00 0 289 15 304 0 0 0 0 1 264 0 265 12 0 0 12 581

8:00 - 8:15 0 288 17 305 0 0 0 0 1 243 0 244 16 0 0 16 565

8:15 - 8:30 0 238 13 251 0 0 0 0 3 294 0 297 20 0 2 22 570

8:30 - 8:45 0 207 9 216 0 0 0 0 2 299 0 301 14 0 0 14 531

8:45 - 9:00 0 201 8 209 0 0 0 0 1 273 0 274 9 0 1 10 493

TOTAL 0 1888 107 1995 0 0 0 0 14 2113 0 2127 123 0 4 127 4249

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 0 277 25 302 0 0 0 0 4 270 0 274 10 0 1 11 587

4:15 - 4:30 0 316 12 328 0 0 0 0 1 283 0 284 16 0 0 16 628

4:30 - 4:45 0 296 20 316 0 0 0 0 3 269 0 272 16 0 1 17 605

4:45 - 5:00 0 269 15 284 0 0 0 0 2 297 0 299 22 0 2 24 607

5:00 - 5:15 0 294 21 315 0 0 0 0 1 284 0 285 18 0 2 20 620

5:15 - 5:30 0 256 14 270 0 0 0 0 2 399 0 401 21 0 2 23 694

5:30 - 5:45 0 313 22 335 0 0 0 0 2 292 0 294 20 0 1 21 650

5:45 - 6:00 0 293 32 325 0 0 0 0 5 328 0 333 16 0 0 16 674

TOTAL 0 2314 161 2475 0 0 0 0 20 2422 0 2442 139 0 9 148 5065

GRAND TOTAL

0 4202 268 4470 0 0 0 0 34 4535 0 4569 262 0 13 275 9314

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 1080 55 0 0 0 9 1037 0 68 0 2

APPROACH TOTAL

1135 0 1046 70

PEAK HOUR FAC.

0.93 0 0.88 0.8

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

0 1156 89 0 0 0 10 1303 0 75 0 5

APPROACH TOTAL

1245 0 1313 80

PEAK HOUR FAC.

0.93 0 0.82 0.87

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Old Peachtree Rd @ SR 20 PROJECT : Gwinnett Stadium

DATE COUNT    : February 5, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

SR 20 Old Peachtree Rd SR 20 Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 17 134 15 166 8 76 48 132 35 207 22 264 14 11 14 39 601

7:15 - 7:30 19 152 22 193 7 80 67 154 39 294 23 356 17 36 18 71 774

7:30 - 7:45 22 211 12 245 10 79 51 140 31 300 22 353 19 32 21 72 810

7:45 - 8:00 29 194 16 239 9 82 57 148 40 264 20 324 30 27 22 79 790

8:00 - 8:15 30 224 18 272 13 75 63 151 37 245 21 303 21 19 26 66 792

8:15 - 8:30 29 241 17 287 14 66 46 126 45 274 23 342 20 27 18 65 820

8:30 - 8:45 28 289 24 341 9 79 59 147 44 266 24 334 23 16 25 64 886

8:45 - 9:00 25 300 12 337 15 80 47 142 43 250 20 313 36 38 17 91 883

TOTAL 199 1745 136 2080 85 617 438 1140 314 2100 175 2589 180 206 161 547 6356

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 83 289 8 380 13 50 32 95 35 300 10 345 24 105 28 157 977

4:15 - 4:30 74 259 7 340 9 43 38 90 40 294 5 339 35 96 43 174 943

4:30 - 4:45 97 274 7 378 8 38 27 73 47 312 10 369 35 106 28 169 989

4:45 - 5:00 86 255 2 343 10 43 36 89 32 298 10 340 30 115 39 184 956

5:00 - 5:15 81 254 5 340 11 44 50 105 36 341 10 387 44 108 26 178 1010

5:15 - 5:30 89 254 1 344 10 42 41 93 47 333 17 397 36 98 27 161 995

5:30 - 5:45 78 245 3 326 12 52 32 96 54 281 19 354 22 105 21 148 924

5:45 - 6:00 97 286 5 388 12 53 36 101 33 274 14 321 29 102 23 154 964

TOTAL 685 2116 38 2839 85 365 292 742 324 2433 95 2852 255 835 235 1325 7758

GRAND TOTAL

884 3861 174 4919 170 982 730 1882 638 4533 270 5441 435 1041 396 1872 14114

AM PEAK HOUR   8:00 TO 9:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

112 1054 71 51 300 215 169 1035 88 100 100 86

APPROACH TOTAL

1237 566 1292 286

PEAK HOUR FAC.

0.91 0.94 0.94 0.79

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

353 1037 15 39 167 154 162 1284 47 145 427 120

APPROACH TOTAL

1405 360 1493 692

PEAK HOUR FAC.

0.93 0.86 0.94 0.94

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Tech Center Pkwy PROJECT : Gwinnett Stadium

DATE COUNT    : February 5, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

SR 20   SR 20 Tech Center Pkwy

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 264 9 273 0 0 0 0 3 342 0 345 20 0 4 24 642

7:15 - 7:30 0 335 8 343 0 0 0 0 4 374 0 378 19 0 10 29 750

7:30 - 7:45 0 375 20 395 0 0 0 0 3 332 0 335 18 0 6 24 754

7:45 - 8:00 0 387 36 423 0 0 0 0 4 412 0 416 11 0 6 17 856

8:00 - 8:15 0 310 21 331 0 0 0 0 8 320 0 328 15 0 3 18 677

8:15 - 8:30 0 257 19 276 0 0 0 0 4 336 0 340 15 0 7 22 638

8:30 - 8:45 0 241 9 250 0 0 0 0 3 357 0 360 12 0 6 18 628

8:45 - 9:00 0 260 6 266 0 0 0 0 3 315 0 318 20 0 5 25 609

TOTAL 0 2429 128 2557 0 0 0 0 32 2788 0 2820 130 0 47 177 5554

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 0 384 18 402 0 0 0 0 3 279 0 282 21 0 9 30 714

4:15 - 4:30 0 334 16 350 0 0 0 0 3 341 0 344 37 0 8 45 739

4:30 - 4:45 0 378 12 390 0 0 0 0 2 352 0 354 23 0 11 34 778

4:45 - 5:00 0 352 13 365 0 0 0 0 3 331 0 334 35 0 13 48 747

5:00 - 5:15 0 394 14 408 0 0 0 0 5 342 0 347 38 0 13 51 806

5:15 - 5:30 0 407 15 422 0 0 0 0 5 340 0 345 52 0 7 59 826

5:30 - 5:45 0 425 23 448 0 0 0 0 4 385 0 389 35 0 12 47 884

5:45 - 6:00 0 411 20 431 0 0 0 0 7 324 0 331 40 0 10 50 812

TOTAL 0 3085 131 3216 0 0 0 0 32 2694 0 2726 281 0 83 364 6306

GRAND TOTAL

0 5514 259 5773 0 0 0 0 64 5482 0 5546 411 0 130 541 11860

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 1407 85 0 0 0 19 1438 0 63 0 25

APPROACH TOTAL

1492 0 1457 88

PEAK HOUR FAC.

0.88 0 0.88 0.76

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

0 1637 72 0 0 0 21 1391 0 165 0 42

APPROACH TOTAL

1709 0 1412 207

PEAK HOUR FAC.

0.95 0 0.91 0.88

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Rock Springs Rd @ SR 20 PROJECT : Gwinnett Stadium

DATE COUNT    : February 5, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

SR 20 Rock Springs Rd SR 20 Rock Springs Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 7 234 26 267 9 6 75 90 10 356 8 374 29 5 12 46 777

7:15 - 7:30 9 289 27 325 15 17 103 135 22 361 2 385 37 4 13 54 899

7:30 - 7:45 13 341 27 381 23 22 88 133 10 339 1 350 51 2 22 75 939

7:45 - 8:00 13 374 27 414 12 11 82 105 20 422 0 442 49 1 25 75 1036

8:00 - 8:15 19 300 18 337 11 12 104 127 15 300 0 315 57 4 19 80 859

8:15 - 8:30 9 264 22 295 6 10 95 111 15 326 2 343 59 3 10 72 821

8:30 - 8:45 11 238 21 270 16 8 55 79 13 368 0 381 32 5 12 49 779

8:45 - 9:00 11 241 13 265 9 11 62 82 10 311 2 323 37 5 11 53 723

TOTAL 92 2281 181 2554 101 97 664 862 115 2783 15 2913 351 29 124 504 6833

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 34 388 22 444 11 7 25 43 19 256 5 280 63 7 9 79 846

4:15 - 4:30 66 325 42 433 9 3 26 38 13 324 11 348 51 11 11 73 892

4:30 - 4:45 50 374 28 452 7 6 20 33 17 341 10 368 62 8 7 77 930

4:45 - 5:00 56 356 43 455 13 5 31 49 14 315 8 337 78 11 13 102 943

5:00 - 5:15 46 388 23 457 8 9 39 56 19 336 9 364 73 12 15 100 977

5:15 - 5:30 63 421 29 513 10 5 37 52 18 361 2 381 85 7 8 100 1046

5:30 - 5:45 76 431 24 531 9 5 32 46 13 374 7 394 54 18 11 83 1054

5:45 - 6:00 82 428 12 522 4 5 45 54 14 315 18 347 66 9 9 84 1007

TOTAL 473 3111 223 3807 71 45 255 371 127 2622 70 2819 532 83 83 698 7695

GRAND TOTAL

565 5392 404 6361 172 142 919 1233 242 5405 85 5732 883 112 207 1202 14528

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

54 1304 99 61 62 377 67 1422 3 194 11 79

APPROACH TOTAL

1457 500 1492 284

PEAK HOUR FAC.

0.88 0.93 0.84 0.89

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

267 1668 88 31 24 153 64 1386 36 278 46 43

APPROACH TOTAL

2023 208 1486 367

PEAK HOUR FAC.

0.95 0.93 0.94 0.92

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL


image79.emf
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INTERSECTION : SR 20 @ Signalized Intersection between I-85 and Rock Springs Rd PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20   SR 20 Townhomes

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 224 39 263 0 0 0 0 29 376 0 405 56 0 9 65 733

7:15 - 7:30 0 310 25 335 0 0 0 0 25 394 0 419 53 0 7 60 814

7:30 - 7:45 0 326 16 342 0 0 0 0 35 435 0 470 40 0 19 59 871

7:45 - 8:00 0 360 36 396 0 0 0 0 47 376 0 423 62 0 13 75 894

8:00 - 8:15 0 305 28 333 0 0 0 0 42 345 0 387 50 0 11 61 781

8:15 - 8:30 0 264 22 286 0 0 0 0 25 376 0 401 42 0 13 55 742

8:30 - 8:45 0 272 16 288 0 0 0 0 27 346 0 373 37 0 8 45 706

8:45 - 9:00 0 360 30 390 0 0 0 0 23 367 0 390 55 0 5 60 840

TOTAL 0 2421 212 2633 0 0 0 0 253 3015 0 3268 395 0 85 480 6381

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 0 381 31 412 0 0 0 0 27 285 0 312 24 0 4 28 752

4:15 - 4:30 0 452 31 483 0 0 0 0 25 269 0 294 26 0 14 40 817

4:30 - 4:45 0 410 33 443 0 0 0 0 28 313 0 341 39 0 8 47 831

4:45 - 5:00 0 393 32 425 0 0 0 0 20 316 0 336 41 0 11 52 813

5:00 - 5:15 0 473 51 524 0 0 0 0 34 297 0 331 25 0 5 30 885

5:15 - 5:30 0 416 30 446 0 0 0 0 20 359 0 379 46 0 10 56 881

5:30 - 5:45 0 525 32 557 0 0 0 0 34 315 0 349 31 0 10 41 947

5:45 - 6:00 0 496 39 535 0 0 0 0 37 325 0 362 40 0 5 45 942

TOTAL 0 3546 279 3825 0 0 0 0 225 2479 0 2704 272 0 67 339 6868

GRAND TOTAL

0 5967 491 6458 0 0 0 0 478 5494 0 5972 667 0 152 819 13249

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 1301 105 0 0 0 149 1550 0 205 0 50

APPROACH TOTAL

1406 0 1699 255

PEAK HOUR FAC.

0.89 0 0.9 0.85

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

0 1910 152 0 0 0 125 1296 0 142 0 30

APPROACH TOTAL

2062 0 1421 172

PEAK HOUR FAC.

0.93 0 0.94 0.77

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Mall of Georgia Blvd @ SR 20 PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Mall of Georgia Blvd SR 20 Mall of Georgia Blvd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 2 218 2 222 151 8 6 165 41 333 21 395 5 3 19 27 809

7:15 - 7:30 1 264 5 270 119 2 5 126 27 337 18 382 6 4 36 46 824

7:30 - 7:45 2 286 7 295 138 5 2 145 53 383 36 472 9 1 36 46 958

7:45 - 8:00 3 318 8 329 143 9 4 156 29 360 34 423 8 4 38 50 958

8:00 - 8:15 5 262 6 273 143 6 5 154 31 330 27 388 3 10 19 32 847

8:15 - 8:30 4 260 8 272 131 9 5 145 45 372 39 456 6 3 29 38 911

8:30 - 8:45 4 257 4 265 111 7 4 122 18 359 45 422 5 2 27 34 843

8:45 - 9:00 7 231 8 246 74 8 2 84 53 402 48 503 7 4 28 39 872

TOTAL 28 2096 48 2172 1010 54 33 1097 297 2876 268 3441 49 31 232 312 7022

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 8 401 32 441 122 28 12 162 76 336 62 474 17 23 84 124 1201

4:15 - 4:30 13 456 33 502 116 29 3 148 71 316 116 503 31 27 79 137 1290

4:30 - 4:45 17 470 46 533 108 24 14 146 96 400 94 590 19 22 63 104 1373

4:45 - 5:00 11 344 34 389 132 25 4 161 131 429 93 653 28 28 78 134 1337

5:00 - 5:15 15 434 29 478 155 29 7 191 84 317 93 494 24 20 104 148 1311

5:15 - 5:30 13 500 35 548 119 28 5 152 118 427 108 653 15 25 102 142 1495

5:30 - 5:45 24 440 20 484 142 25 1 168 109 377 96 582 35 28 95 158 1392

5:45 - 6:00 19 508 40 567 122 30 6 158 110 351 113 574 28 20 80 128 1427

TOTAL 120 3553 269 3942 1016 218 52 1286 795 2953 775 4523 197 193 685 1075 10826

GRAND TOTAL

148 5649 317 6114 2026 272 85 2383 1092 5829 1043 7964 246 224 917 1387 17848

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

14 1126 29 555 29 16 158 1445 136 26 18 122

APPROACH TOTAL

1169 600 1739 166

PEAK HOUR FAC.

0.89 0.96 0.92 0.83

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

71 1882 124 538 112 19 421 1472 410 102 93 381

APPROACH TOTAL

2077 669 2303 576

PEAK HOUR FAC.

0.92 0.88 0.88 0.91

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Plains Court Way @ SR 20 PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Plains Court Way SR 20 Plains Court Way

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 2 218 12 232 4 0 1 5 12 335 13 360 8 0 1 9 606

7:15 - 7:30 4 263 12 279 9 2 3 14 14 324 10 348 8 1 4 13 654

7:30 - 7:45 2 278 20 300 6 0 2 8 13 380 6 399 0 1 4 5 712

7:45 - 8:00 5 320 21 346 6 1 2 9 15 352 4 371 4 0 4 8 734

8:00 - 8:15 1 269 11 281 1 0 1 2 11 326 11 348 6 0 2 8 639

8:15 - 8:30 3 264 13 280 9 0 2 11 12 374 8 394 2 1 2 5 690

8:30 - 8:45 8 253 18 279 15 1 2 18 12 359 7 378 10 1 4 15 690

8:45 - 9:00 8 238 11 257 3 0 2 5 15 397 10 422 3 0 1 4 688

TOTAL 33 2103 118 2254 53 4 15 72 104 2847 69 3020 41 4 22 67 5413

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 14 420 8 442 19 0 13 32 5 332 30 367 6 5 5 16 857

4:15 - 4:30 11 471 12 494 30 5 7 42 14 326 26 366 11 6 11 28 930

4:30 - 4:45 10 512 10 532 20 3 5 28 16 384 18 418 5 3 6 14 992

4:45 - 5:00 15 366 4 385 25 3 9 37 22 375 24 421 8 5 8 21 864

5:00 - 5:15 20 436 8 464 31 2 11 44 11 307 27 345 5 1 7 13 866

5:15 - 5:30 12 521 15 548 17 5 12 34 16 370 28 414 9 1 7 17 1013

5:30 - 5:45 11 454 17 482 26 5 8 39 11 380 20 411 3 3 13 19 951

5:45 - 6:00 36 532 10 578 38 4 7 49 24 326 22 372 11 1 6 18 1017

TOTAL 129 3712 84 3925 206 27 72 305 119 2800 195 3114 58 25 63 146 7490

GRAND TOTAL

162 5815 202 6179 259 31 87 377 223 5647 264 6134 99 29 85 213 12903

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

11 1131 65 22 1 7 51 1432 29 12 2 12

APPROACH TOTAL

1207 30 1512 26

PEAK HOUR FAC.

0.87 0.68 0.95 0.81

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

79 1943 50 112 16 38 62 1383 97 28 6 33

APPROACH TOTAL

2072 166 1542 67

PEAK HOUR FAC.

0.9 0.85 0.93 0.88

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Mall Grand Lane @ SR 20 PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Mall Grand Lane SR 20 Mall Grand Lane

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 5 236 1 242 4 0 2 6 2 335 4 341 0 0 2 2 591

7:15 - 7:30 4 278 0 282 2 0 4 6 3 321 2 326 0 0 1 1 615

7:30 - 7:45 6 302 1 309 6 0 5 11 2 378 5 385 2 1 2 5 710

7:45 - 8:00 4 345 5 354 5 0 5 10 1 345 4 350 0 1 1 2 716

8:00 - 8:15 5 285 1 291 2 1 2 5 1 330 5 336 1 0 4 5 637

8:15 - 8:30 2 278 2 282 1 0 5 6 0 367 6 373 2 1 2 5 666

8:30 - 8:45 6 277 2 285 5 0 2 7 4 352 3 359 1 0 1 2 653

8:45 - 9:00 12 253 1 266 2 1 1 4 2 389 5 396 0 0 0 0 666

TOTAL 44 2254 13 2311 27 2 26 55 15 2817 34 2866 6 3 13 22 5254

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 24 408 2 434 34 2 19 55 12 336 12 360 11 3 7 21 870

4:15 - 4:30 19 460 4 483 28 2 24 54 18 320 15 353 10 5 7 22 912

4:30 - 4:45 22 497 6 525 35 1 22 58 13 367 13 393 11 6 8 25 1001

4:45 - 5:00 21 350 5 376 26 0 28 54 15 368 15 398 13 2 5 20 848

5:00 - 5:15 20 424 2 446 30 0 24 54 20 292 24 336 15 5 8 28 864

5:15 - 5:30 23 500 4 527 37 2 23 62 22 360 22 404 14 4 5 23 1016

5:30 - 5:45 25 450 2 477 22 1 22 45 15 358 28 401 10 2 7 19 942

5:45 - 6:00 22 548 1 571 26 2 26 54 17 300 20 337 12 3 8 23 985

TOTAL 176 3637 26 3839 238 10 188 436 132 2701 149 2982 96 30 55 181 7438

GRAND TOTAL

220 5891 39 6150 265 12 214 491 147 5518 183 5848 102 33 68 203 12692

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

17 1210 9 14 1 17 4 1420 20 5 3 9

APPROACH TOTAL

1236 32 1444 17

PEAK HOUR FAC.

0.87 0.73 0.94 0.85

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

90 1922 9 115 5 95 74 1310 94 51 14 28

APPROACH TOTAL

2021 215 1478 93

PEAK HOUR FAC.

0.88 0.87 0.91 0.83

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Woodward Crossing Blvd PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Woodward Crossing Blvd SR 20 Woodward Crossing Blvd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 66 205 10 281 35 3 47 85 9 271 30 310 9 3 5 17 693

7:15 - 7:30 60 241 10 311 38 2 30 70 6 302 67 375 8 4 4 16 772

7:30 - 7:45 88 259 10 357 39 3 31 73 4 314 40 358 8 5 2 15 803

7:45 - 8:00 81 294 7 382 46 2 32 80 11 283 30 324 16 6 0 22 808

8:00 - 8:15 53 245 13 311 42 5 45 92 9 341 34 384 14 4 3 21 808

8:15 - 8:30 84 244 6 334 47 6 39 92 5 359 24 388 6 8 1 15 829

8:30 - 8:45 63 239 6 308 45 5 34 84 12 335 35 382 4 5 7 16 790

8:45 - 9:00 65 224 7 296 37 2 45 84 8 332 24 364 8 4 5 17 761

TOTAL 560 1951 69 2580 329 28 303 660 64 2537 284 2885 73 39 27 139 6264

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 7 432 3 442 5 0 6 11 2 363 2 367 2 0 0 2 822

4:15 - 4:30 9 482 2 493 5 1 10 16 0 356 5 361 0 0 0 0 870

4:30 - 4:45 7 520 3 530 6 1 12 19 1 400 5 406 3 0 0 3 958

4:45 - 5:00 21 374 2 397 7 0 10 17 0 405 4 409 4 0 0 4 827

5:00 - 5:15 21 442 3 466 6 3 9 18 3 339 15 357 1 0 0 1 842

5:15 - 5:30 23 523 5 551 5 3 11 19 3 394 12 409 0 1 0 1 980

5:30 - 5:45 25 474 1 500 12 0 9 21 3 385 12 400 2 2 0 4 925

5:45 - 6:00 33 562 4 599 10 0 17 27 1 332 15 348 4 2 0 6 980

TOTAL 146 3809 23 3978 56 8 84 148 13 2974 70 3057 16 5 0 21 7204

GRAND TOTAL

706 5760 92 6558 385 36 387 808 77 5511 354 5942 89 44 27 160 13468

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

306 1042 36 174 16 147 29 1297 128 44 23 6

APPROACH TOTAL

1384 337 1454 73

PEAK HOUR FAC.

0.91 0.92 0.94 0.83

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

102 2001 13 33 6 46 10 1450 54 7 5 0

APPROACH TOTAL

2116 85 1514 12

PEAK HOUR FAC.

0.88 0.79 0.93 0.5

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Gravel Springs Rd @ SR 20 PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Gravel Springs Rd SR 20 Financial Center Way

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 35 274 8 317 12 9 112 133 8 311 9 328 20 5 3 28 806

7:15 - 7:30 65 300 3 368 18 8 135 161 6 321 7 334 22 6 4 32 895

7:30 - 7:45 69 242 8 319 22 6 157 185 8 333 8 349 27 2 2 31 884

7:45 - 8:00 71 368 9 448 18 7 147 172 5 315 5 325 34 4 1 39 984

8:00 - 8:15 59 289 5 353 21 8 161 190 9 389 6 404 34 2 0 36 983

8:15 - 8:30 54 304 8 366 25 9 152 186 8 378 8 394 30 2 5 37 983

8:30 - 8:45 63 294 8 365 29 8 147 184 9 355 4 368 28 2 2 32 949

8:45 - 9:00 78 288 4 370 22 6 139 167 9 369 5 383 22 2 1 25 945

TOTAL 494 2359 53 2906 167 61 1150 1378 62 2771 52 2885 217 25 18 260 7429

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 94 422 13 529 21 12 75 108 12 354 4 370 37 13 7 57 1064

4:15 - 4:30 86 468 15 569 22 8 69 99 14 342 2 358 40 15 5 60 1086

4:30 - 4:45 88 491 14 593 36 9 81 126 11 386 5 402 36 24 7 67 1188

4:45 - 5:00 121 372 20 513 24 5 80 109 13 395 3 411 42 20 8 70 1103

5:00 - 5:15 115 433 13 561 21 6 88 115 15 339 7 361 33 15 6 54 1091

5:15 - 5:30 142 520 17 679 23 8 98 129 11 378 5 394 75 13 8 96 1298

5:30 - 5:45 110 475 22 607 22 7 86 115 12 380 4 396 59 12 5 76 1194

5:45 - 6:00 120 560 20 700 30 5 80 115 10 323 2 335 66 10 4 80 1230

TOTAL 876 3741 134 4751 199 60 657 916 98 2897 32 3027 388 122 50 560 9254

GRAND TOTAL

1370 6100 187 7657 366 121 1807 2294 160 5668 84 5912 605 147 68 820 16683

AM PEAK HOUR   7:45 TO 8:45

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

247 1255 30 93 32 607 31 1437 23 126 10 8

APPROACH TOTAL

1532 732 1491 144

PEAK HOUR FAC.

0.85 0.96 0.92 0.92

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

487 1988 72 96 26 352 48 1420 18 233 50 23

APPROACH TOTAL

2547 474 1486 306

PEAK HOUR FAC.

0.91 0.92 0.94 0.8

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Horizon Dr @ Old Peachtree Rd PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

Horizon Dr Old Peachtree Rd Horizon Dr Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 1 3 0 4 267 25 10 302 1 12 60 73 0 3 0 3 382

7:15 - 7:30 0 5 0 5 244 25 8 277 0 10 68 78 2 7 0 9 369

7:30 - 7:45 3 1 2 6 259 35 19 313 0 23 51 74 3 3 0 6 399

7:45 - 8:00 3 1 0 4 269 24 16 309 0 21 58 79 3 3 1 7 399

8:00 - 8:15 2 4 0 6 245 21 12 278 0 24 65 89 6 6 0 12 385

8:15 - 8:30 0 2 0 2 240 27 7 274 0 3 60 63 1 4 0 5 344

8:30 - 8:45 1 1 0 2 233 17 4 254 0 7 63 70 0 4 0 4 330

8:45 - 9:00 0 5 1 6 208 14 3 225 0 8 58 66 0 2 0 2 299

TOTAL 10 22 3 35 1965 188 79 2232 1 108 483 592 15 32 1 48 2907

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 4 6 1 11 87 11 2 100 0 6 193 199 3 12 1 16 326

4:15 - 4:30 10 15 3 28 104 9 0 113 1 3 203 207 0 15 1 16 364

4:30 - 4:45 2 3 0 5 115 17 1 133 3 1 225 229 0 15 2 17 384

4:45 - 5:00 26 38 1 65 114 18 1 133 0 5 225 230 0 20 1 21 449

5:00 - 5:15 14 6 2 22 111 9 0 120 1 12 263 276 1 20 0 21 439

5:15 - 5:30 6 15 2 23 107 20 0 127 0 3 273 276 0 15 0 15 441

5:30 - 5:45 3 9 0 12 108 20 1 129 0 2 263 265 0 26 1 27 433

5:45 - 6:00 5 13 1 19 103 17 0 120 1 1 258 260 1 19 0 20 419

TOTAL 70 105 10 185 849 121 5 975 6 33 1903 1942 5 142 6 153 3255

GRAND TOTAL

80 127 13 220 2814 309 84 3207 7 141 2386 2534 20 174 7 201 6162

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

8 11 2 1017 105 55 0 78 242 14 19 1

APPROACH TOTAL

21 1177 320 34

PEAK HOUR FAC.

0.88 0.94 0.9 0.71

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

49 68 5 440 67 2 1 22 1024 1 81 2

APPROACH TOTAL

122 509 1047 84

PEAK HOUR FAC.

0.47 0.96 0.95 0.78

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Collins Hill Rd @ Old Peachtree Rd PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

  Old Peachtree Rd Collins Hill Rd Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 29 157 0 186 99 0 43 142 0 34 19 53 381

7:15 - 7:30 0 0 0 0 30 200 0 230 67 0 30 97 0 50 26 76 403

7:30 - 7:45 0 0 0 0 42 181 0 223 83 0 35 118 0 37 18 55 396

7:45 - 8:00 0 0 0 0 62 216 0 278 78 0 41 119 0 45 20 65 462

8:00 - 8:15 0 0 0 0 56 211 0 267 82 0 24 106 0 52 20 72 445

8:15 - 8:30 0 0 0 0 32 179 0 211 74 0 28 102 0 50 28 78 391

8:30 - 8:45 0 0 0 0 34 175 0 209 67 0 26 93 0 30 30 60 362

8:45 - 9:00 0 0 0 0 36 142 0 178 63 0 31 94 0 39 27 66 338

TOTAL 0 0 0 0 321 1461 0 1782 613 0 258 871 0 337 188 525 3178

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 0 0 0 0 35 60 0 95 32 0 55 87 0 171 61 232 414

4:15 - 4:30 0 0 0 0 32 60 0 92 42 0 51 93 0 156 65 221 406

4:30 - 4:45 0 0 0 0 38 66 0 104 40 0 47 87 0 181 72 253 444

4:45 - 5:00 0 0 0 0 42 79 0 121 47 0 63 110 0 179 65 244 475

5:00 - 5:15 0 0 0 0 50 72 0 122 47 0 68 115 0 222 58 280 517

5:15 - 5:30 0 0 0 0 44 54 0 98 39 0 71 110 0 247 73 320 528

5:30 - 5:45 0 0 0 0 45 51 0 96 44 0 83 127 0 252 68 320 543

5:45 - 6:00 0 0 0 0 75 60 0 135 51 0 76 127 0 217 63 280 542

TOTAL 0 0 0 0 361 502 0 863 342 0 514 856 0 1625 525 2150 3869

GRAND TOTAL

0 0 0 0 682 1963 0 2645 955 0 772 1727 0 1962 713 2675 7047

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 190 808 0 310 0 130 0 184 84

APPROACH TOTAL

0 998 440 268

PEAK HOUR FAC.

0 0.9 0.92 0.88

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

0 0 0 214 237 0 181 0 298 0 938 262

APPROACH TOTAL

0 451 479 1200

PEAK HOUR FAC.

0 0.84 0.94 0.94

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Rock Springs Rd (west) @ Old Peachtree Rd PROJECT : Gwinnett Stadium

DATE COUNT    : February 5, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

Rock Springs Rd Old Peachtree Rd   Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 69 69 0 214 3 217 0 0 0 0 36 59 0 95 381

7:15 - 7:30 1 0 81 82 0 226 8 234 0 0 0 0 32 58 0 90 406

7:30 - 7:45 2 0 94 96 0 262 10 272 0 0 0 0 52 58 0 110 478

7:45 - 8:00 9 0 161 170 0 334 19 353 0 0 0 0 52 45 0 97 620

8:00 - 8:15 29 0 157 186 0 211 9 220 0 0 0 0 71 63 0 134 540

8:15 - 8:30 8 0 64 72 0 151 5 156 0 0 0 0 20 42 0 62 290

8:30 - 8:45 0 0 55 55 0 159 2 161 0 0 0 0 19 43 0 62 278

8:45 - 9:00 5 0 57 62 0 137 7 144 0 0 0 0 24 61 0 85 291

TOTAL 54 0 738 792 0 1694 63 1757 0 0 0 0 306 429 0 735 3284

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 3 0 60 63 0 91 4 95 0 0 0 0 99 180 0 279 437

4:15 - 4:30 5 0 39 44 0 70 11 81 0 0 0 0 94 218 0 312 437

4:30 - 4:45 5 0 47 52 0 60 10 70 0 0 0 0 114 236 0 350 472

4:45 - 5:00 2 0 52 54 0 76 14 90 0 0 0 0 126 283 0 409 553

5:00 - 5:15 0 0 57 57 0 82 9 91 0 0 0 0 114 283 0 397 545

5:15 - 5:30 5 0 53 58 0 62 13 75 0 0 0 0 99 281 0 380 513

5:30 - 5:45 4 0 62 66 0 60 10 70 0 0 0 0 124 268 0 392 528

5:45 - 6:00 4 0 50 54 0 68 11 79 0 0 0 0 78 172 0 250 383

TOTAL 28 0 420 448 0 569 82 651 0 0 0 0 848 1921 0 2769 3868

GRAND TOTAL

82 0 1158 1240 0 2263 145 2408 0 0 0 0 1154 2350 0 3504 7152

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

41 0 493 0 1033 46 0 0 0 207 224 0

APPROACH TOTAL

534 1079 0 431

PEAK HOUR FAC.

0.72 0.76 0 0.8

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

11 0 224 0 280 46 0 0 0 463 1115 0

APPROACH TOTAL

235 326 0 1578

PEAK HOUR FAC.

0.89 0.9 0 0.96

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Tech Center Pkwy @ Old Peachtree Rd PROJECT : Gwinnett Stadium

DATE COUNT    : February 5, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

Tech Center Pkwy Old Peachtree Rd   Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 5 0 13 18 0 155 4 159 0 0 0 0 15 36 0 51 228

7:15 - 7:30 9 0 20 29 0 148 4 152 0 0 0 0 10 47 0 57 238

7:30 - 7:45 10 0 30 40 0 147 12 159 0 0 0 0 12 38 0 50 249

7:45 - 8:00 12 0 39 51 0 146 16 162 0 0 0 0 5 51 0 56 269

8:00 - 8:15 12 0 29 41 0 125 11 136 0 0 0 0 19 57 0 76 253

8:15 - 8:30 4 0 20 24 0 133 4 137 0 0 0 0 3 35 0 38 199

8:30 - 8:45 10 0 9 19 0 139 6 145 0 0 0 0 6 44 0 50 214

8:45 - 9:00 5 0 13 18 0 131 10 141 0 0 0 0 11 52 0 63 222

TOTAL 67 0 173 240 0 1124 67 1191 0 0 0 0 81 360 0 441 1872

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 7 0 9 16 0 75 12 87 0 0 0 0 16 138 0 154 257

4:15 - 4:30 7 0 11 18 0 58 20 78 0 0 0 0 30 150 0 180 276

4:30 - 4:45 5 0 13 18 0 74 17 91 0 0 0 0 22 162 0 184 293

4:45 - 5:00 14 0 5 19 0 79 15 94 0 0 0 0 28 142 0 170 283

5:00 - 5:15 2 0 11 13 0 72 19 91 0 0 0 0 29 167 0 196 300

5:15 - 5:30 10 0 17 27 0 61 17 78 0 0 0 0 34 160 0 194 299

5:30 - 5:45 3 0 17 20 0 69 9 78 0 0 0 0 32 143 0 175 273

5:45 - 6:00 8 0 21 29 0 74 20 94 0 0 0 0 20 157 0 177 300

TOTAL 56 0 104 160 0 562 129 691 0 0 0 0 211 1219 0 1430 2281

GRAND TOTAL

123 0 277 400 0 1686 196 1882 0 0 0 0 292 1579 0 1871 4153

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

43 0 118 0 566 43 0 0 0 46 193 0

APPROACH TOTAL

161 609 0 239

PEAK HOUR FAC.

0.79 0.94 0 0.79

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

31 0 46 0 286 68 0 0 0 113 631 0

APPROACH TOTAL

77 354 0 744

PEAK HOUR FAC.

0.71 0.94 0 0.95

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Rock Springs Rd (east) @ Old Peachtree Rd PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

Rock Springs Rd Old Peachtree Rd   Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 10 0 2 12 0 103 40 143 0 0 0 0 3 39 0 42 197

7:15 - 7:30 16 0 2 18 0 107 62 169 0 0 0 0 0 63 0 63 250

7:30 - 7:45 16 0 4 20 0 110 68 178 0 0 0 0 0 55 0 55 253

7:45 - 8:00 27 0 0 27 0 139 61 200 0 0 0 0 1 66 0 67 294

8:00 - 8:15 24 0 1 25 0 130 55 185 0 0 0 0 3 58 0 61 271

8:15 - 8:30 21 0 1 22 0 138 51 189 0 0 0 0 2 54 0 56 267

8:30 - 8:45 20 0 0 20 0 124 42 166 0 0 0 0 2 59 0 61 247

8:45 - 9:00 19 0 2 21 0 130 53 183 0 0 0 0 1 60 0 61 265

TOTAL 153 0 12 165 0 981 432 1413 0 0 0 0 12 454 0 466 2044

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 16 0 2 18 0 41 16 57 0 0 0 0 5 103 0 108 183

4:15 - 4:30 25 0 4 29 0 55 20 75 0 0 0 0 0 129 0 129 233

4:30 - 4:45 35 0 1 36 0 64 30 94 0 0 0 0 7 124 0 131 261

4:45 - 5:00 26 0 3 29 0 64 28 92 0 0 0 0 4 145 0 149 270

5:00 - 5:15 37 0 1 38 0 52 29 81 0 0 0 0 6 154 0 160 279

5:15 - 5:30 45 0 3 48 0 75 23 98 0 0 0 0 8 130 0 138 284

5:30 - 5:45 36 0 3 39 0 92 28 120 0 0 0 0 8 161 0 169 328

5:45 - 6:00 50 0 3 53 0 65 29 94 0 0 0 0 6 161 0 167 314

TOTAL 270 0 20 290 0 508 203 711 0 0 0 0 44 1107 0 1151 2152

GRAND TOTAL

423 0 32 455 0 1489 635 2124 0 0 0 0 56 1561 0 1617 4196

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

88 0 6 0 517 235 0 0 0 6 233 0

APPROACH TOTAL

94 752 0 239

PEAK HOUR FAC.

0.87 0.94 0 0.89

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

168 0 10 0 284 109 0 0 0 28 606 0

APPROACH TOTAL

178 393 0 634

PEAK HOUR FAC.

0.84 0.82 0 0.94

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 124 @ Old Peachtree Rd PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 124 Old Peachtree Rd SR 124 Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 9 56 2 67 20 19 2 41 9 84 29 122 11 83 14 108 338

7:15 - 7:30 7 52 3 62 10 49 1 60 16 106 49 171 13 108 9 130 423

7:30 - 7:45 12 51 9 72 15 49 3 67 19 131 38 188 5 107 12 124 451

7:45 - 8:00 11 58 14 83 12 65 2 79 12 125 34 171 16 122 15 153 486

8:00 - 8:15 10 63 10 83 11 49 3 63 22 120 39 181 17 111 18 146 473

8:15 - 8:30 5 58 8 71 10 35 1 46 17 112 24 153 13 103 19 135 405

8:30 - 8:45 6 74 3 83 14 26 1 41 10 121 28 159 9 64 10 83 366

8:45 - 9:00 11 58 1 70 12 17 0 29 13 90 34 137 5 84 21 110 346

TOTAL 71 470 50 591 104 309 13 426 118 889 275 1282 89 782 118 989 3288

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 5 104 12 121 48 61 0 109 16 54 13 83 6 31 15 52 365

4:15 - 4:30 7 125 11 143 33 68 2 103 20 93 27 140 9 35 8 52 438

4:30 - 4:45 6 129 9 144 41 84 0 125 17 74 22 113 10 44 13 67 449

4:45 - 5:00 3 127 7 137 40 88 6 134 18 68 26 112 8 46 16 70 453

5:00 - 5:15 5 124 16 145 42 108 1 151 19 74 12 105 6 34 14 54 455

5:15 - 5:30 7 150 14 171 40 95 4 139 24 86 36 146 7 41 17 65 521

5:30 - 5:45 14 150 16 180 35 98 3 136 24 84 36 144 9 48 22 79 539

5:45 - 6:00 6 135 10 151 50 99 3 152 22 64 26 112 4 44 19 67 482

TOTAL 53 1044 95 1192 329 701 19 1049 160 597 198 955 59 323 124 506 3702

GRAND TOTAL

124 1514 145 1783 433 1010 32 1475 278 1486 473 2237 148 1105 242 1495 6990

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

40 224 36 48 212 9 69 482 160 51 448 54

APPROACH TOTAL

300 269 711 553

PEAK HOUR FAC.

0.9 0.85 0.95 0.9

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

32 559 56 167 400 11 89 308 110 26 167 72

APPROACH TOTAL

647 578 507 265

PEAK HOUR FAC.

0.9 0.95 0.87 0.84

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Gravel Springs Rd @ Braselton Hwy PROJECT : GA Tech Center

DATE COUNT    : September 3, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

Gravel Springs Rd Braselton Hwy Gravel Springs Rd Braselton Hwy

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 10 29 6 45 22 102 23 147 14 132 8 154 18 46 15 79 425

7:15 - 7:30 9 59 12 80 32 105 21 158 32 178 20 230 30 28 29 87 555

7:30 - 7:45 9 40 16 65 14 112 17 143 31 157 14 202 23 53 25 101 511

7:45 - 8:00 13 59 18 90 12 115 19 146 51 155 27 233 22 55 38 115 584

8:00 - 8:15 8 45 19 72 12 118 24 154 49 139 24 212 21 69 21 111 549

8:15 - 8:30 11 43 19 73 16 103 22 141 48 138 21 207 23 56 25 104 525

8:30 - 8:45 5 46 18 69 14 106 15 135 28 137 26 191 24 74 19 117 512

8:45 - 9:00 4 44 13 61 24 106 12 142 43 107 22 172 14 80 12 106 481

TOTAL 69 365 121 555 146 867 153 1166 296 1143 162 1601 175 461 184 820 4142

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 28 93 19 140 56 79 8 143 30 52 26 108 23 108 45 176 567

4:15 - 4:30 26 102 29 157 42 98 8 148 27 79 13 119 26 103 36 165 589

4:30 - 4:45 21 133 10 164 46 82 12 140 23 68 16 107 24 122 34 180 591

4:45 - 5:00 24 112 14 150 55 69 14 138 30 72 12 114 28 102 33 163 565

5:00 - 5:15 24 115 24 163 53 94 8 155 29 81 14 124 38 104 52 194 636

5:15 - 5:30 18 118 20 156 61 99 11 171 30 69 22 121 27 108 43 178 626

5:30 - 5:45 24 121 27 172 42 90 18 150 31 77 10 118 35 115 51 201 641

5:45 - 6:00 41 115 26 182 56 90 11 157 29 68 21 118 19 105 58 182 639

TOTAL 206 909 169 1284 411 701 90 1202 229 566 134 929 220 867 352 1439 4854

GRAND TOTAL

275 1274 290 1839 557 1568 243 2368 525 1709 296 2530 395 1328 536 2259 8996

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

39 203 65 70 450 81 163 629 85 96 205 113

APPROACH TOTAL

307 601 877 414

PEAK HOUR FAC.

0.85 0.95 0.94 0.9

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

107 469 97 212 373 48 119 295 67 119 432 204

APPROACH TOTAL

673 633 481 755

PEAK HOUR FAC.

0.92 0.93 0.97 0.94

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Tech Center Pkwy @ Tech Center Dr PROJECT : Gwinnett Stadium

DATE COUNT    : February 5, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

Tech Center Dr Tech Center Pkwy   Tech Center Pkwy

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 11 0 11 0 0 0 0 4 25 0 29 40

7:15 - 7:30 0 0 0 0 0 12 3 15 0 0 0 0 4 26 0 30 45

7:30 - 7:45 0 0 3 3 0 23 0 23 0 0 0 0 11 18 0 29 55

7:45 - 8:00 1 0 13 14 0 43 0 43 0 0 0 0 22 15 0 37 94

8:00 - 8:15 1 0 16 17 0 24 4 28 0 0 0 0 22 19 0 41 86

8:15 - 8:30 0 0 3 3 0 22 2 24 0 0 0 0 2 17 0 19 46

8:30 - 8:45 0 0 1 1 0 9 0 9 0 0 0 0 2 17 0 19 29

8:45 - 9:00 0 0 1 1 0 11 1 12 0 0 0 0 3 22 0 25 38

TOTAL 2 0 37 39 0 155 10 165 0 0 0 0 70 159 0 229 433

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 4 0 4 8 0 27 2 29 0 0 0 0 5 27 0 32 69

4:15 - 4:30 0 0 6 6 0 16 2 18 0 0 0 0 1 35 0 36 60

4:30 - 4:45 1 0 8 9 0 14 1 15 0 0 0 0 8 28 0 36 60

4:45 - 5:00 0 0 4 4 0 19 1 20 0 0 0 0 3 45 0 48 72

5:00 - 5:15 1 0 4 5 0 14 3 17 0 0 0 0 5 46 0 51 73

5:15 - 5:30 1 0 3 4 0 23 4 27 0 0 0 0 8 59 0 67 98

5:30 - 5:45 1 0 9 10 0 27 2 29 0 0 0 0 7 36 0 43 82

5:45 - 6:00 1 0 8 9 0 28 3 31 0 0 0 0 7 46 0 53 93

TOTAL 9 0 46 55 0 168 18 186 0 0 0 0 44 322 0 366 607

GRAND TOTAL

11 0 83 94 0 323 28 351 0 0 0 0 114 481 0 595 1040

AM PEAK HOUR   7:30 TO 8:30

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

2 0 35 0 112 6 0 0 0 57 69 0

APPROACH TOTAL

37 118 0 126

PEAK HOUR FAC.

0.54 0.69 0 0.77

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

4 0 24 0 92 12 0 0 0 27 187 0

APPROACH TOTAL

28 104 0 214

PEAK HOUR FAC.

0.7 0.84 0 0.8

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Tech Center Dr @ Rock Springs Rd PROJECT : Gwinnett Stadium

DATE COUNT    : February 5, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

  Rock Springs Rd Tech Center Dr Rock Springs Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 42 0 42 1 0 3 4 0 44 0 44 90

7:15 - 7:30 0 0 0 0 0 63 0 63 4 0 0 4 0 41 0 41 108

7:30 - 7:45 0 0 0 0 1 63 0 64 8 0 5 13 0 77 2 79 156

7:45 - 8:00 0 0 0 0 2 53 0 55 18 0 2 20 0 70 12 82 157

8:00 - 8:15 0 0 0 0 4 50 0 54 25 0 3 28 0 71 12 83 165

8:15 - 8:30 0 0 0 0 1 30 0 31 4 0 0 4 0 55 3 58 93

8:30 - 8:45 0 0 0 0 0 38 0 38 0 0 2 2 0 49 1 50 90

8:45 - 9:00 0 0 0 0 0 30 0 30 4 0 0 4 0 43 1 44 78

TOTAL 0 0 0 0 8 369 0 377 64 0 15 79 0 450 31 481 937

11:30 - 11:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:45 - 12:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:00 - 12:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:15 - 12:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:30 - 12:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

12:45 - 1:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:00 - 1:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

1:15 - 1:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

4:00 - 4:15 0 0 0 0 0 51 0 51 4 0 4 8 0 69 8 77 136

4:15 - 4:30 0 0 0 0 3 57 0 60 3 0 0 3 0 60 4 64 127

4:30 - 4:45 0 0 0 0 2 40 0 42 4 0 4 8 0 86 6 92 142

4:45 - 5:00 0 0 0 0 1 68 0 69 4 0 2 6 0 69 4 73 148

5:00 - 5:15 0 0 0 0 2 56 0 58 4 0 3 7 0 99 2 101 166

5:15 - 5:30 0 0 0 0 1 77 0 78 9 0 4 13 0 90 3 93 184

5:30 - 5:45 0 0 0 0 3 62 0 65 5 0 4 9 0 82 5 87 161

5:45 - 6:00 0 0 0 0 0 58 0 58 5 0 4 9 0 85 10 95 162

TOTAL 0 0 0 0 12 469 0 481 38 0 25 63 0 640 42 682 1226

GRAND TOTAL

0 0 0 0 20 838 0 858 102 0 40 142 0 1090 73 1163 2163

AM PEAK HOUR   7:15 TO 8:15

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 7 229 0 55 0 10 0 259 26

APPROACH TOTAL

0 236 65 285

PEAK HOUR FAC.

0 0.92 0.58 0.86

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

0 0 0 6 253 0 23 0 15 0 356 20

APPROACH TOTAL

0 259 38 376

PEAK HOUR FAC.

0 0.83 0.73 0.93

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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Twenty-Four Hour Traffic Count

Location: I-85 NB to SR 20 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 12 0 12 0 12 0 4 0 40                       -                      40                  

2:00 AM 9 0 6 0 4 0 8 0 27                       -                      27                  

3:00 AM 6 0 4 0 3 0 1 0 14                       -                      14                  

4:00 AM 8 0 6 0 6 0 4 0 24                       -                      24                  

5:00 AM 6 0 8 0 7 0 6 0 27                       -                      27                  

6:00 AM 7 0 16 0 14 0 20 0 57                       -                      57                  

7:00 AM 24 0 20 0 34 0 42 0 120                     -                      120                

8:00 AM 30 0 26 0 31 0 68 0 155                     -                      155                

9:00 AM 52 0 53 0 54 0 72 0 231                     -                      231                

10:00 AM 63 0 80 0 96 0 104 0 343                     -                      343                

11:00 AM 80 0 82 0 94 0 91 0 347                     -                      347                

12:00 PM 102 0 104 0 131 0 123 0 460                     -                      460                

1:00 PM 122 0 136 0 116 0 144 0 518                     -                      518                

2:00 PM 124 0 124 0 119 0 130 0 497                     -                      497                

3:00 PM 128 0 122 0 122 0 131 0 503                     -                      503                

4:00 PM 129 0 145 0 182 0 160 0 616                     -                      616                

5:00 PM 148 0 134 0 156 0 174 0 612                     -                      612                

6:00 PM 169 0 190 0 188 0 148 0 695                     -                      695                

7:00 PM 146 0 139 0 154 0 142 0 581                     -                      581                

8:00 PM 100 0 130 0 100 0 91 0 421                     -                      421                

9:00 PM 79 0 69 0 66 0 55 0 269                     -                      269                

10:00 PM 42 0 46 0 44 0 36 0 168                     -                      168                

11:00 PM 46 0 42 0 33 0 21 0 142                     -                      142                

12:00 AM 32 0 15 0 22 0 16 0 85                       -                      85                  

Total 1,664               -                    1,709                -                    1,788               -                     1,791                 -                    6,952                  -                      6,952             

Twenty-Four Hour Volume:

6,952               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 460                    Is 6.6%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 4:45 PM TO 5:45 PM PM Directional Distribution

100% 0%

Volume of 721                    Is 10.4%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Wednesday

Date of Count:

6-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 100% 0%

PBS&J
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Twenty-Four Hour Traffic Count

Location: I-85 NB to SR 20 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 5 0 3 0 11 0 4 -                      23                       23                  

2:00 AM 0 9 0 3 0 8 0 3 -                      23                       23                  

3:00 AM 0 14 0 7 0 12 0 19 -                      52                       52                  

4:00 AM 0 13 0 11 0 8 0 4 -                      36                       36                  

5:00 AM 0 4 0 3 0 11 0 13 -                      31                       31                  

6:00 AM 0 19 0 22 0 17 0 25 -                      83                       83                  

7:00 AM 0 31 0 37 0 22 0 26 -                      116                     116                

8:00 AM 0 24 0 29 0 31 0 35 -                      119                     119                

9:00 AM 0 32 0 41 0 33 0 24 -                      130                     130                

10:00 AM 0 24 0 31 0 40 0 46 -                      141                     141                

11:00 AM 0 42 0 47 0 37 0 32 -                      158                     158                

12:00 PM 0 46 0 41 0 40 0 60 -                      187                     187                

1:00 PM 0 48 0 52 0 50 0 59 -                      209                     209                

2:00 PM 0 48 0 56 0 56 0 58 -                      218                     218                

3:00 PM 0 60 0 92 0 56 0 75 -                      283                     283                

4:00 PM 0 90 0 116 0 98 0 76 -                      380                     380                

5:00 PM 0 116 0 154 0 132 0 172 -                      574                     574                

6:00 PM 0 152 0 164 0 156 0 145 -                      617                     617                

7:00 PM 0 151 0 143 0 153 0 121 -                      568                     568                

8:00 PM 0 132 0 103 0 81 0 69 -                      385                     385                

9:00 PM 0 88 0 71 0 65 0 81 -                      305                     305                

10:00 PM 0 73 0 55 0 63 0 53 -                      244                     244                

11:00 PM 0 44 0 25 0 13 0 17 -                      99                       99                  

12:00 AM 0 21 0 13 0 9 0 11 -                      54                       54                  

Total -                   1,286                -                    1,319                 -                   1,202                  -                    1,228                 -                      5,035                  5,035             

Twenty-Four Hour Volume:

5,035               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 187                    Is 3.7%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 4:45 PM TO 5:45 PM PM Directional Distribution

0% 100%

Volume of 644                    Is 12.8%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Friday

Date of Count:

8-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: I-85 SB Off-Ramp to SR 20 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 11 0 6 0 8 0 10 -                      35                       35                  

2:00 AM 0 8 0 12 0 6 0 6 -                      32                       32                  

3:00 AM 0 1 0 8 0 4 0 7 -                      20                       20                  

4:00 AM 0 4 0 2 0 5 0 6 -                      17                       17                  

5:00 AM 0 6 0 4 0 5 0 18 -                      33                       33                  

6:00 AM 0 8 0 29 0 24 0 44 -                      105                     105                

7:00 AM 0 24 0 41 0 48 0 40 -                      153                     153                

8:00 AM 0 39 0 48 0 62 0 60 -                      209                     209                

9:00 AM 0 62 0 50 0 65 0 74 -                      251                     251                

10:00 AM 0 56 0 90 0 78 0 87 -                      311                     311                

11:00 AM 0 66 0 82 0 72 0 73 -                      293                     293                

12:00 PM 0 82 0 83 0 66 0 74 -                      305                     305                

1:00 PM 0 70 0 80 0 72 0 78 -                      300                     300                

2:00 PM 0 90 0 72 0 69 0 78 -                      309                     309                

3:00 PM 0 58 0 59 0 84 0 80 -                      281                     281                

4:00 PM 0 55 0 70 0 62 0 72 -                      259                     259                

5:00 PM 0 88 0 76 0 88 0 81 -                      333                     333                

6:00 PM 0 79 0 100 0 80 0 74 -                      333                     333                

7:00 PM 0 84 0 84 0 84 0 92 -                      344                     344                

8:00 PM 0 60 0 57 0 34 0 45 -                      196                     196                

9:00 PM 0 32 0 53 0 32 0 25 -                      142                     142                

10:00 PM 0 22 0 19 0 27 0 22 -                      90                       90                  

11:00 PM 0 14 0 17 0 9 0 18 -                      58                       58                  

12:00 AM 0 7 0 4 0 13 0 6 -                      30                       30                  

Total -                   1,026                -                    1,146                 -                   1,097                  -                    1,170                 -                      4,439                  4,439             

Twenty-Four Hour Volume:

4,439               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 9:15 AM TO 10:15 AM

Volume of 321                    Is 7.2%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 4:30 PM TO 5:30 PM PM Directional Distribution

0% 100%

Volume of 348                    Is 7.8%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Wednesday

Date of Count:

6-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: I-85 SB to SR 20 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 10 0 2 0 4 0 8 -                      24                       24                  

2:00 AM 0 4 0 6 0 4 0 7 -                      21                       21                  

3:00 AM 0 16 0 3 0 7 0 4 -                      30                       30                  

4:00 AM 0 4 0 2 0 1 0 6 -                      13                       13                  

5:00 AM 0 1 0 6 0 12 0 1 -                      20                       20                  

6:00 AM 0 4 0 6 0 4 0 9 -                      23                       23                  

7:00 AM 0 14 0 13 0 16 0 32 -                      75                       75                  

8:00 AM 0 30 0 58 0 68 0 56 -                      212                     212                

9:00 AM 0 68 0 84 0 92 0 93 -                      337                     337                

10:00 AM 0 76 0 64 0 70 0 48 -                      258                     258                

11:00 AM 0 60 0 41 0 48 0 25 -                      174                     174                

12:00 PM 0 16 0 36 0 36 0 32 -                      120                     120                

1:00 PM 0 28 0 18 0 28 0 26 -                      100                     100                

2:00 PM 0 30 0 26 0 20 0 29 -                      105                     105                

3:00 PM 0 19 0 28 0 40 0 24 -                      111                     111                

4:00 PM 0 29 0 38 0 40 0 38 -                      145                     145                

5:00 PM 0 34 0 31 0 48 0 41 -                      154                     154                

6:00 PM 0 36 0 32 0 33 0 40 -                      141                     141                

7:00 PM 0 32 0 55 0 39 0 56 -                      182                     182                

8:00 PM 0 40 0 40 0 42 0 29 -                      151                     151                

9:00 PM 0 34 0 38 0 18 0 24 -                      114                     114                

10:00 PM 0 34 0 26 0 18 0 24 -                      102                     102                

11:00 PM 0 20 0 22 0 25 0 20 -                      87                       87                  

12:00 AM 0 14 0 14 0 12 0 8 -                      48                       48                  

Total -                   653                   -                    689                    -                   725                     -                    680                    -                      2,747                  2,747             

Twenty-Four Hour Volume:

2,747               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 8:15 AM TO 9:15 AM

Volume of 345                    Is 12.6%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 6:15 PM TO 7:15 PM PM Directional Distribution

0% 100%

Volume of 190                    Is 6.9%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Wednesday

Date of Count:

6-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: SR 20 NB Ramp to I-85 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 8 0 7 0 6 0 6 0 27                       -                      27                  

2:00 AM 6 0 4 0 12 0 8 0 30                       -                      30                  

3:00 AM 6 0 5 0 4 0 5 0 20                       -                      20                  

4:00 AM 8 0 8 0 8 0 10 0 34                       -                      34                  

5:00 AM 9 0 7 0 14 0 24 0 54                       -                      54                  

6:00 AM 29 0 59 0 71 0 112 0 271                     -                      271                

7:00 AM 148 0 163 0 152 0 166 0 629                     -                      629                

8:00 AM 152 0 187 0 180 0 186 0 705                     -                      705                

9:00 AM 174 0 168 0 150 0 134 0 626                     -                      626                

10:00 AM 78 0 96 0 90 0 90 0 354                     -                      354                

11:00 AM 78 0 76 0 54 0 54 0 262                     -                      262                

12:00 PM 66 0 41 0 62 0 52 0 221                     -                      221                

1:00 PM 58 0 52 0 48 0 44 0 202                     -                      202                

2:00 PM 54 0 40 0 49 0 61 0 204                     -                      204                

3:00 PM 50 0 46 0 40 0 40 0 176                     -                      176                

4:00 PM 46 0 56 0 65 0 57 0 224                     -                      224                

5:00 PM 52 0 56 0 36 0 40 0 184                     -                      184                

6:00 PM 48 0 66 0 70 0 52 0 236                     -                      236                

7:00 PM 42 0 40 0 46 0 32 0 160                     -                      160                

8:00 PM 46 0 38 0 32 0 18 0 134                     -                      134                

9:00 PM 23 0 19 0 21 0 20 0 83                       -                      83                  

10:00 PM 26 0 28 0 20 0 15 0 89                       -                      89                  

11:00 PM 18 0 18 0 14 0 11 0 61                       -                      61                  

12:00 AM 14 0 11 0 10 0 8 0 43                       -                      43                  

Total 1,239               -                    1,291                -                    1,254               -                     1,245                 -                    5,029                  -                      5,029             

Twenty-Four Hour Volume:

5,029               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 7:15 AM TO 8:15 AM

Volume of 727                    Is 14.5%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 5:00 PM TO 6:00 PM PM Directional Distribution

100% 0%

Volume of 236                    Is 4.7%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Wednesday

Date of Count:

6-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 100% 0%

PBS&J
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Twenty-Four Hour Traffic Count

Location: SR 20 NB to I-85 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 6 0 14 0 10 0 4 0 34                       -                      34                  

2:00 AM 6 0 6 0 10 0 1 0 23                       -                      23                  

3:00 AM 7 0 6 0 4 0 6 0 23                       -                      23                  

4:00 AM 2 0 6 0 1 0 2 0 11                       -                      11                  

5:00 AM 5 0 6 0 4 0 2 0 17                       -                      17                  

6:00 AM 6 0 6 0 10 0 6 0 28                       -                      28                  

7:00 AM 17 0 12 0 16 0 13 0 58                       -                      58                  

8:00 AM 17 0 38 0 38 0 50 0 143                     -                      143                

9:00 AM 55 0 46 0 46 0 78 0 225                     -                      225                

10:00 AM 40 0 40 0 52 0 40 0 172                     -                      172                

11:00 AM 32 0 42 0 36 0 24 0 134                     -                      134                

12:00 PM 32 0 28 0 27 0 24 0 111                     -                      111                

1:00 PM 37 0 34 0 28 0 22 0 121                     -                      121                

2:00 PM 36 0 30 0 26 0 24 0 116                     -                      116                

3:00 PM 36 0 28 0 33 0 36 0 133                     -                      133                

4:00 PM 33 0 37 0 42 0 47 0 159                     -                      159                

5:00 PM 34 0 58 0 48 0 56 0 196                     -                      196                

6:00 PM 58 0 87 0 70 0 70 0 285                     -                      285                

7:00 PM 60 0 96 0 89 0 62 0 307                     -                      307                

8:00 PM 78 0 65 0 60 0 48 0 251                     -                      251                

9:00 PM 42 0 53 0 21 0 26 0 142                     -                      142                

10:00 PM 20 0 26 0 37 0 42 0 125                     -                      125                

11:00 PM 26 0 27 0 24 0 18 0 95                       -                      95                  

12:00 AM 7 0 20 0 16 0 14 0 57                       -                      57                  

Total 692                  -                    811                   -                    748                  -                     715                    -                    2,966                  -                      2,966             

Twenty-Four Hour Volume:

2,966               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 8:00 AM TO 9:00 AM

Volume of 225                    Is 7.6%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 6:15 PM TO 7:15 PM PM Directional Distribution

100% 0%

Volume of 325                    Is 11.0%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Wednesday

Date of Count:

6-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 100% 0%

PBS&J
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Twenty-Four Hour Traffic Count

Location: SR 20 SB to I-85 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 14 0 10 0 7 0 5 -                      36                       36                  

2:00 AM 0 7 0 7 0 14 0 8 -                      36                       36                  

3:00 AM 0 4 0 8 0 3 0 0 -                      15                       15                  

4:00 AM 0 4 0 0 0 9 0 2 -                      15                       15                  

5:00 AM 0 0 0 1 0 5 0 0 -                      6                         6                    

6:00 AM 0 2 0 1 0 4 0 1 -                      8                         8                    

7:00 AM 0 9 0 2 0 8 0 12 -                      31                       31                  

8:00 AM 0 18 0 30 0 37 0 40 -                      125                     125                

9:00 AM 0 36 0 48 0 47 0 48 -                      179                     179                

10:00 AM 0 31 0 28 0 44 0 46 -                      149                     149                

11:00 AM 0 40 0 34 0 52 0 32 -                      158                     158                

12:00 PM 0 44 0 50 0 44 0 36 -                      174                     174                

1:00 PM 0 54 0 48 0 42 0 55 -                      199                     199                

2:00 PM 0 66 0 53 0 50 0 74 -                      243                     243                

3:00 PM 0 65 0 64 0 72 0 80 -                      281                     281                

4:00 PM 0 67 0 78 0 78 0 68 -                      291                     291                

5:00 PM 0 83 0 86 0 78 0 68 -                      315                     315                

6:00 PM 0 80 0 96 0 90 0 80 -                      346                     346                

7:00 PM 0 83 0 94 0 88 0 83 -                      348                     348                

8:00 PM 0 92 0 100 0 90 0 74 -                      356                     356                

9:00 PM 0 92 0 77 0 79 0 66 -                      314                     314                

10:00 PM 0 82 0 72 0 68 0 60 -                      282                     282                

11:00 PM 0 69 0 65 0 55 0 36 -                      225                     225                

12:00 AM 0 28 0 20 0 28 0 19 -                      95                       95                  

Total -                   1,070                -                    1,072                 -                   1,092                  -                    993                    -                      4,227                  4,227             

Twenty-Four Hour Volume:

4,227               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 8:00 AM TO 9:00 AM

Volume of 179                    Is 4.2%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 6:45 PM TO 7:45 PM PM Directional Distribution

0% 100%

Volume of 365                    Is 8.6%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Wednesday

Date of Count:

6-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: SR 20 SB to I-85 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 2 0 0 0 2 0 2 -                      6                         6                    

2:00 AM 0 0 0 0 0 2 0 2 -                      4                         4                    

3:00 AM 0 7 0 1 0 0 0 0 -                      8                         8                    

4:00 AM 0 0 0 0 0 0 0 1 -                      1                         1                    

5:00 AM 0 1 0 2 0 0 0 0 -                      3                         3                    

6:00 AM 0 12 0 8 0 8 0 8 -                      36                       36                  

7:00 AM 0 36 0 50 0 54 0 36 -                      176                     176                

8:00 AM 0 62 0 44 0 68 0 28 -                      202                     202                

9:00 AM 0 54 0 52 0 27 0 22 -                      155                     155                

10:00 AM 0 16 0 22 0 28 0 33 -                      99                       99                  

11:00 AM 0 31 0 26 0 25 0 16 -                      98                       98                  

12:00 PM 0 10 0 24 0 6 0 38 -                      78                       78                  

1:00 PM 0 43 0 51 0 62 0 36 -                      192                     192                

2:00 PM 0 61 0 36 0 28 0 20 -                      145                     145                

3:00 PM 0 33 0 26 0 39 0 54 -                      152                     152                

4:00 PM 0 22 0 26 0 22 0 24 -                      94                       94                  

5:00 PM 0 10 0 10 0 42 0 19 -                      81                       81                  

6:00 PM 0 22 0 27 0 10 0 40 -                      99                       99                  

7:00 PM 0 16 0 36 0 24 0 32 -                      108                     108                

8:00 PM 0 39 0 30 0 27 0 40 -                      136                     136                

9:00 PM 0 57 0 58 0 52 0 33 -                      200                     200                

10:00 PM 0 42 0 45 0 38 0 13 -                      138                     138                

11:00 PM 0 7 0 4 0 2 0 0 -                      13                       13                  

12:00 AM 0 4 0 2 0 4 0 0 -                      10                       10                  

Total -                   587                   -                    580                    -                   570                     -                    497                    -                      2,234                  2,234             

Twenty-Four Hour Volume:

2,234               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 6:45 AM TO 7:45 AM

Volume of 210                    Is 9.4%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 12:15 PM TO 1:15 PM PM Directional Distribution

0% 100%

Volume of 210                    Is 9.4%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Wednesday

Date of Count:

6-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

11-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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INTERSECTION : Russell/Ridge Rd @ SR 20 PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Russell/Ridge Rd SR 20 Russell/Ridge Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 23 171 23 217 26 22 34 82 17 241 17 275 32 33 15 80 654

11:45 - 12:00 39 159 39 237 41 18 24 83 19 220 15 254 35 31 10 76 650

12:00 - 12:15 36 152 36 224 33 27 25 85 16 243 18 277 37 35 3 75 661

12:15 - 12:30 23 150 23 196 25 30 23 78 24 204 18 246 27 40 6 73 593

12:30 - 12:45 20 174 20 214 34 24 28 86 16 224 20 260 25 29 13 67 627

12:45 - 1:00 20 168 20 208 27 27 18 72 26 235 23 284 27 27 11 65 629

1:00 - 1:15 21 158 21 200 22 25 28 75 20 210 17 247 30 32 9 71 593

1:15 - 1:30 22 176 22 220 28 14 17 59 22 266 23 311 18 25 10 53 643

TOTAL 204 1308 204 1716 236 187 197 620 160 1843 151 2154 231 252 77 560 5050

4:30 - 4:45 25 250 8 283 22 20 22 64 13 211 16 240 28 20 9 57 644

4:45 - 5:00 24 225 6 255 36 28 20 84 13 231 21 265 24 24 8 56 660

5:00 - 5:15 21 175 5 201 24 21 29 74 12 170 24 206 33 28 6 67 548

5:15 - 5:30 33 205 7 245 28 33 24 85 15 190 25 230 37 22 8 67 627

5:30 - 5:45 26 248 5 279 21 26 20 67 17 189 22 228 32 24 12 68 642

5:45 - 6:00 27 221 6 254 22 27 21 70 22 188 21 231 24 21 11 56 611

6:00 - 6:15 29 169 4 202 26 21 26 73 14 165 16 195 26 26 11 63 533

6:15 - 6:30 21 166 5 192 32 21 24 77 16 175 32 223 22 22 9 53 545

TOTAL 206 1659 46 1911 211 197 186 594 122 1519 177 1818 226 187 74 487 4810

GRAND TOTAL

410 2967 250 3627 447 384 383 1214 282 3362 328 3972 457 439 151 1047 9860

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 11:30 TO 12:30

L T R L T R L T R L T R

TURN VOLUME

121 632 121 125 97 106 76 908 68 131 139 34

APPROACH TOTAL

874 328 1052 304

PEAK HOUR FAC.

0.92 0.96 0.95 0.95

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

103 855 26 110 102 95 53 802 86 122 94 31

APPROACH TOTAL

984 307 941 247

PEAK HOUR FAC.

0.87 0.9 0.89 0.92

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Azaela Rd (S) @ SR 20 PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Azaela Dr SR 20 Azaela Dr

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 10 173 3 186 1 3 15 19 19 256 3 278 2 5 21 28 511

11:45 - 12:00 9 200 5 214 0 4 17 21 19 255 0 274 6 9 15 30 539

12:00 - 12:15 7 215 10 232 0 5 23 28 18 277 8 303 3 3 14 20 583

12:15 - 12:30 11 243 6 260 1 3 23 27 26 269 3 298 3 5 17 25 610

12:30 - 12:45 16 233 3 252 1 5 15 21 14 254 3 271 6 4 12 22 566

12:45 - 1:00 13 221 3 237 2 3 23 28 15 257 4 276 5 1 18 24 565

1:00 - 1:15 14 275 4 293 0 3 17 20 17 276 2 295 5 4 23 32 640

1:15 - 1:30 14 180 3 197 3 3 16 22 22 280 2 304 3 4 18 25 548

TOTAL 94 1740 37 1871 8 29 149 186 150 2124 25 2299 33 35 138 206 4562

4:30 - 4:45 22 200 2 224 1 2 13 16 11 220 1 232 4 2 10 16 488

4:45 - 5:00 25 205 0 230 0 4 12 16 12 218 2 232 7 4 11 22 500

5:00 - 5:15 26 210 2 238 1 2 15 18 15 210 0 225 5 2 9 16 497

5:15 - 5:30 24 240 1 265 0 4 10 14 12 220 1 233 3 1 8 12 524

5:30 - 5:45 20 221 2 243 0 5 14 19 10 217 2 229 5 2 12 19 510

5:45 - 6:00 25 200 0 225 0 2 15 17 18 225 1 244 4 0 11 15 501

6:00 - 6:15 27 174 1 202 1 1 11 13 13 211 1 225 2 1 13 16 456

6:15 - 6:30 21 169 0 190 0 2 10 12 14 200 3 217 3 2 8 13 432

TOTAL 190 1619 8 1817 3 22 100 125 105 1721 11 1837 33 14 82 129 3908

GRAND TOTAL

284 3359 45 3688 11 51 249 311 255 3845 36 4136 66 49 220 335 8470

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:15 TO 1:15

L T R L T R L T R L T R

TURN VOLUME

54 972 16 4 14 78 72 1056 12 19 14 70

APPROACH TOTAL

1042 96 1140 103

PEAK HOUR FAC.

0.89 0.86 0.96 0.8

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

95 871 5 1 13 54 55 872 4 17 5 40

APPROACH TOTAL

971 68 931 62

PEAK HOUR FAC.

0.92 0.89 0.95 0.82

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Bentbrooke Trl PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Bentbrook Trl SR 20  

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 7 177 0 184 6 0 15 21 0 262 10 272 0 0 0 0 477

11:45 - 12:00 8 200 0 208 7 0 9 16 0 270 8 278 0 0 0 0 502

12:00 - 12:15 6 234 0 240 9 0 20 29 0 296 7 303 0 0 0 0 572

12:15 - 12:30 16 257 0 273 6 0 9 15 0 288 11 299 0 0 0 0 587

12:30 - 12:45 14 250 0 264 7 0 14 21 0 274 10 284 0 0 0 0 569

12:45 - 1:00 9 230 0 239 9 0 14 23 0 277 5 282 0 0 0 0 544

1:00 - 1:15 7 187 0 194 10 0 9 19 0 287 7 294 0 0 0 0 507

1:15 - 1:30 9 190 0 199 6 0 7 13 0 290 7 297 0 0 0 0 509

TOTAL 76 1725 0 1801 60 0 97 157 0 2244 65 2309 0 0 0 0 4267

4:30 - 4:45 7 224 0 231 6 0 7 13 0 221 15 236 0 0 0 0 480

4:45 - 5:00 7 236 0 243 9 0 12 21 0 232 5 237 0 0 0 0 501

5:00 - 5:15 15 240 0 255 4 0 12 16 0 223 5 228 0 0 0 0 499

5:15 - 5:30 17 262 0 279 6 0 6 12 0 218 4 222 0 0 0 0 513

5:30 - 5:45 14 241 0 255 6 0 11 17 0 216 6 222 0 0 0 0 494

5:45 - 6:00 6 220 0 226 7 0 20 27 0 230 2 232 0 0 0 0 485

6:00 - 6:15 10 190 0 200 4 0 10 14 0 217 4 221 0 0 0 0 435

6:15 - 6:30 11 189 0 200 5 0 8 13 0 204 6 210 0 0 0 0 423

TOTAL 87 1802 0 1889 47 0 86 133 0 1761 47 1808 0 0 0 0 3830

GRAND TOTAL

163 3527 0 3690 107 0 183 290 0 4005 112 4117 0 0 0 0 8097

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:00 TO 1:00

L T R L T R L T R L T R

TURN VOLUME

45 971 0 31 0 57 0 1135 33 0 0 0

APPROACH TOTAL

1016 88 1168 0

PEAK HOUR FAC.

0.93 0.76 0.96 0

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

53 979 0 25 0 41 0 889 20 0 0 0

APPROACH TOTAL

1032 66 909 0

PEAK HOUR FAC.

0.92 0.79 0.96 0

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Azaela Rd (N) @ SR 20 PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20   SR 20 Azaela Dr

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 0 184 11 195 0 0 0 0 5 272 0 277 17 0 0 17 489

11:45 - 12:00 0 208 7 215 0 0 0 0 1 274 0 275 13 0 0 13 503

12:00 - 12:15 0 245 7 252 0 0 0 0 0 300 0 300 15 0 0 15 567

12:15 - 12:30 0 261 11 272 0 0 0 0 2 294 0 296 14 0 2 16 584

12:30 - 12:45 0 251 15 266 0 0 0 0 2 285 0 287 22 0 0 22 575

12:45 - 1:00 0 239 17 256 0 0 0 0 1 278 0 279 18 0 1 19 554

1:00 - 1:15 0 195 11 206 0 0 0 0 1 294 0 295 16 0 3 19 520

1:15 - 1:30 0 186 15 201 0 0 0 0 3 295 0 298 18 0 2 20 519

TOTAL 0 1769 94 1863 0 0 0 0 15 2292 0 2307 133 0 8 141 4311

4:30 - 4:45 0 221 15 236 0 0 0 0 0 225 0 225 21 0 0 21 482

4:45 - 5:00 0 236 13 249 0 0 0 0 0 241 0 241 23 0 0 23 513

5:00 - 5:15 0 241 14 255 0 0 0 0 1 246 0 247 12 0 0 12 514

5:15 - 5:30 0 257 23 280 0 0 0 0 0 229 0 229 20 0 0 20 529

5:30 - 5:45 0 236 14 250 0 0 0 0 2 216 0 218 14 0 0 14 482

5:45 - 6:00 0 210 16 226 0 0 0 0 1 237 0 238 23 0 0 23 487

6:00 - 6:15 0 200 6 206 0 0 0 0 0 220 0 220 26 0 0 26 452

6:15 - 6:30 0 193 10 203 0 0 0 0 0 209 0 209 15 0 1 16 428

TOTAL 0 1794 111 1905 0 0 0 0 4 1823 0 1827 154 0 1 155 3887

GRAND TOTAL

0 3563 205 3768 0 0 0 0 19 4115 0 4134 287 0 9 296 8198

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:00 TO 1:00

L T R L T R L T R L T R

TURN VOLUME

0 996 50 0 0 0 5 1157 0 69 0 3

APPROACH TOTAL

1046 0 1162 72

PEAK HOUR FAC.

0.96 0 0.97 0.82

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

0 955 65 0 0 0 1 941 0 76 0 0

APPROACH TOTAL

1020 0 942 76

PEAK HOUR FAC.

0.91 0 0.95 0.83

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Old Peachtree Rd @ SR 20 PROJECT : Gwinnett Stadium

DATE COUNT    : February 9, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

SR 20 Old Peachtree Rd SR 20 Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 44 200 7 251 10 37 48 95 34 321 3 358 50 32 14 96 800

11:45 - 12:00 42 205 6 253 11 40 53 104 30 342 5 377 39 31 17 87 821

12:00 - 12:15 54 189 7 250 12 31 49 92 31 311 9 351 33 49 21 103 796

12:15 - 12:30 49 211 7 267 9 49 42 100 27 321 2 350 43 43 17 103 820

12:30 - 12:45 54 245 2 301 12 24 47 83 33 305 4 342 38 38 21 97 823

12:45 - 1:00 54 223 5 282 11 46 47 104 32 310 8 350 32 36 13 81 817

1:00 - 1:15 70 234 4 308 14 62 37 113 34 306 3 343 44 35 21 100 864

1:15 - 1:30 52 253 7 312 14 49 51 114 35 307 6 348 27 41 11 79 853

TOTAL 419 1760 45 2224 93 338 374 805 256 2523 40 2819 306 305 135 746 6594

4:30 - 4:45 57 248 8 313 8 37 56 101 23 259 4 286 31 52 14 97 797

4:45 - 5:00 67 256 13 336 11 39 27 77 26 294 3 323 33 39 13 85 821

5:00 - 5:15 51 286 8 345 12 30 46 88 28 270 5 303 35 55 23 113 849

5:15 - 5:30 56 242 3 301 8 34 38 80 26 267 5 298 27 49 14 90 769

5:30 - 5:45 75 278 3 356 12 47 46 105 40 255 0 295 34 36 21 91 847

5:45 - 6:00 54 263 4 321 13 37 40 90 29 223 3 255 37 41 21 99 765

6:00 - 6:15 60 300 0 360 15 52 53 120 20 231 3 254 35 40 13 88 822

6:15 - 6:30 62 226 3 291 22 52 43 117 30 221 6 257 42 35 26 103 768

TOTAL 482 2099 42 2623 101 328 349 778 222 2020 29 2271 274 347 145 766 6438

GRAND TOTAL

901 3859 87 4847 194 666 723 1583 478 4543 69 5090 580 652 280 1512 13032

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:30 TO 1:30

L T R L T R L T R L T R

TURN VOLUME

230 955 18 51 181 182 134 1228 21 141 150 66

APPROACH TOTAL

1203 414 1383 357

PEAK HOUR FAC.

0.96 0.91 0.99 0.89

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

249 1062 27 43 150 157 120 1086 13 129 179 71

APPROACH TOTAL

1338 350 1219 379

PEAK HOUR FAC.

0.94 0.83 0.94 0.84

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Tech Center Pkwy PROJECT : Gwinnett Stadium

DATE COUNT    : February 9, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

SR 20   SR 20 Tech Center Pkwy

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 0 287 13 300 0 0 0 0 1 377 0 378 22 0 5 27 705

11:45 - 12:00 0 298 12 310 0 0 0 0 3 413 0 416 27 0 4 31 757

12:00 - 12:15 0 300 13 313 0 0 0 0 3 392 0 395 33 0 3 36 744

12:15 - 12:30 0 300 17 317 0 0 0 0 5 367 0 372 21 0 5 26 715

12:30 - 12:45 0 318 19 337 0 0 0 0 3 429 0 432 16 0 5 21 790

12:45 - 1:00 0 260 14 274 0 0 0 0 1 356 0 357 27 0 5 32 663

1:00 - 1:15 0 308 12 320 0 0 0 0 1 352 0 353 25 0 1 26 699

1:15 - 1:30 0 305 25 330 0 0 0 0 1 343 0 344 20 0 4 24 698

TOTAL 0 2376 125 2501 0 0 0 0 18 3029 0 3047 191 0 32 223 5771

4:30 - 4:45 0 350 25 375 0 0 0 0 1 321 0 322 27 0 3 30 727

4:45 - 5:00 0 336 15 351 0 0 0 0 3 349 0 352 24 0 3 27 730

5:00 - 5:15 0 328 13 341 0 0 0 0 2 325 0 327 26 0 0 26 694

5:15 - 5:30 0 312 21 333 0 0 0 0 4 305 0 309 14 0 5 19 661

5:30 - 5:45 0 322 15 337 0 0 0 0 3 339 0 342 17 0 0 17 696

5:45 - 6:00 0 397 18 415 0 0 0 0 2 269 0 271 13 0 0 13 699

6:00 - 6:15 0 347 21 368 0 0 0 0 1 286 0 287 23 0 2 25 680

6:15 - 6:30 0 312 15 327 0 0 0 0 3 324 0 327 13 0 7 20 674

TOTAL 0 2704 143 2847 0 0 0 0 19 2518 0 2537 157 0 20 177 5561

GRAND TOTAL

0 5080 268 5348 0 0 0 0 37 5547 0 5584 348 0 52 400 11332

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 11:45 TO 12:45

L T R L T R L T R L T R

TURN VOLUME

0 1216 61 0 0 0 14 1601 0 97 0 17

APPROACH TOTAL

1277 0 1615 114

PEAK HOUR FAC.

0.95 0 0.93 0.79

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

0 1326 74 0 0 0 10 1300 0 91 0 11

APPROACH TOTAL

1400 0 1310 102

PEAK HOUR FAC.

0.93 0 0.93 0.85

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL


image108.emf
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INTERSECTION : Rock Springs Rd @ SR 20 PROJECT : Gwinnett Stadium

DATE COUNT    : February 9, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

SR 20 Rock Springs Rd SR 20 Rock Springs Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 26 290 27 343 11 7 39 57 16 420 5 441 39 10 8 57 898

11:45 - 12:00 29 297 33 359 6 4 47 57 14 431 3 448 54 8 10 72 936

12:00 - 12:15 30 300 40 370 9 9 40 58 11 380 3 394 53 6 8 67 889

12:15 - 12:30 26 305 28 359 4 7 49 60 22 369 4 395 55 8 21 84 898

12:30 - 12:45 48 330 31 409 12 3 54 69 12 400 5 417 47 4 16 67 962

12:45 - 1:00 33 302 28 363 11 3 33 47 14 374 2 390 66 4 16 86 886

1:00 - 1:15 33 318 29 380 8 6 50 64 14 380 4 398 50 5 10 65 907

1:15 - 1:30 41 310 38 389 8 5 28 41 15 387 6 408 50 8 12 70 908

TOTAL 266 2452 254 2972 69 44 340 453 118 3141 32 3291 414 53 101 568 7284

4:30 - 4:45 47 384 35 466 8 6 34 48 12 325 8 345 41 8 11 60 919

4:45 - 5:00 36 320 43 399 8 5 48 61 12 360 6 378 40 8 8 56 894

5:00 - 5:15 37 350 37 424 6 11 42 59 12 332 9 353 42 5 7 54 890

5:15 - 5:30 41 315 28 384 4 11 29 44 12 292 10 314 44 10 11 65 807

5:30 - 5:45 28 351 37 416 9 7 53 69 10 336 10 356 41 7 12 60 901

5:45 - 6:00 35 344 35 414 10 8 55 73 11 271 10 292 43 7 13 63 842

6:00 - 6:15 41 308 49 398 10 5 35 50 16 285 9 310 39 5 13 57 815

6:15 - 6:30 33 300 53 386 11 4 29 44 24 305 12 341 55 6 8 69 840

TOTAL 298 2672 317 3287 66 57 325 448 109 2506 74 2689 345 56 83 484 6908

GRAND TOTAL

564 5124 571 6259 135 101 665 901 227 5647 106 5980 759 109 184 1052 14192

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 11:45 TO 12:45

L T R L T R L T R L T R

TURN VOLUME

133 1232 132 31 23 190 59 1580 15 209 26 55

APPROACH TOTAL

1497 244 1654 290

PEAK HOUR FAC.

0.92 0.88 0.92 0.86

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

161 1369 143 26 33 153 48 1309 33 167 31 37

APPROACH TOTAL

1673 212 1390 235

PEAK HOUR FAC.

0.9 0.87 0.92 0.9

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Signalized Intersection between Rock Springs and I-85 PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20   SR 20 Signalized Intersection

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 0 305 27 332 0 0 0 0 23 456 0 479 55 0 10 65 876

11:45 - 12:00 0 328 32 360 0 0 0 0 13 549 0 562 38 0 12 50 972

12:00 - 12:15 0 404 38 442 0 0 0 0 23 483 0 506 38 0 9 47 995

12:15 - 12:30 0 341 24 365 0 0 0 0 18 412 0 430 38 0 13 51 846

12:30 - 12:45 0 373 46 419 0 0 0 0 16 436 0 452 46 0 11 57 928

12:45 - 1:00 0 418 42 460 0 0 0 0 28 454 0 482 43 0 12 55 997

1:00 - 1:15 0 437 46 483 0 0 0 0 23 441 0 464 45 0 6 51 998

1:15 - 1:30 0 431 39 470 0 0 0 0 23 488 0 511 33 0 3 36 1017

TOTAL 0 3037 294 3331 0 0 0 0 167 3719 0 3886 336 0 76 412 7629

4:30 - 4:45 0 561 43 604 0 0 0 0 14 333 0 347 40 0 8 48 999

4:45 - 5:00 0 505 39 544 0 0 0 0 25 382 0 407 40 0 6 46 997

5:00 - 5:15 0 469 49 518 0 0 0 0 14 413 0 427 35 0 7 42 987

5:15 - 5:30 0 574 47 621 0 0 0 0 17 379 0 396 51 0 20 71 1088

5:30 - 5:45 0 549 49 598 0 0 0 0 33 326 0 359 35 0 5 40 997

5:45 - 6:00 0 523 44 567 0 0 0 0 13 363 0 376 37 0 11 48 991

6:00 - 6:15 0 488 63 551 0 0 0 0 19 346 0 365 50 0 7 57 973

6:15 - 6:30 0 462 75 537 0 0 0 0 14 356 0 370 75 0 20 95 1002

TOTAL 0 4131 409 4540 0 0 0 0 149 2898 0 3047 363 0 84 447 8034

GRAND TOTAL

0 7168 703 7871 0 0 0 0 316 6617 0 6933 699 0 160 859 15663

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:30 TO 1:30

L T R L T R L T R L T R

TURN VOLUME

0 1659 173 0 0 0 90 1819 0 167 0 32

APPROACH TOTAL

1832 0 1909 199

PEAK HOUR FAC.

0.95 0 0.93 0.87

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

0 2109 178 0 0 0 70 1507 0 166 0 41

APPROACH TOTAL

2287 0 1577 207

PEAK HOUR FAC.

0.92 0 0.92 0.73

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Mall of Georgia Blvd @ SR 20 PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Mall of Georgia Blvd SR 20 Mall of Georgia Blvd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 16 273 56 345 100 25 3 128 102 255 85 442 38 29 77 144 1059

11:45 - 12:00 34 249 61 344 115 33 15 163 117 315 78 510 48 36 72 156 1173

12:00 - 12:15 35 366 68 469 117 33 9 159 124 381 85 590 48 43 88 179 1397

12:15 - 12:30 28 379 75 482 116 32 17 165 101 340 69 510 71 45 88 204 1361

12:30 - 12:45 25 335 62 422 118 39 7 164 112 336 75 523 48 50 102 200 1309

12:45 - 1:00 31 302 62 395 123 32 7 162 106 334 86 526 49 46 111 206 1289

1:00 - 1:15 24 402 73 499 103 31 17 151 102 332 113 547 47 44 113 204 1401

1:15 - 1:30 21 302 81 404 135 45 13 193 123 267 87 477 51 42 121 214 1288

TOTAL 214 2608 538 3360 927 270 88 1285 887 2560 678 4125 400 335 772 1507 10277

4:30 - 4:45 14 322 51 387 125 40 20 185 103 332 57 492 50 39 97 186 1250

4:45 - 5:00 13 302 67 382 151 48 7 206 90 316 48 454 75 38 121 234 1276

5:00 - 5:15 21 295 69 385 136 37 12 185 117 389 53 559 46 39 126 211 1340

5:15 - 5:30 12 314 58 384 175 43 13 231 118 341 42 501 63 52 129 244 1360

5:30 - 5:45 12 329 60 401 166 43 18 227 77 359 46 482 46 33 129 208 1318

5:45 - 6:00 28 289 52 369 136 35 12 183 108 340 56 504 37 42 124 203 1259

6:00 - 6:15 17 262 57 336 163 49 11 223 88 276 32 396 62 43 133 238 1193

6:15 - 6:30 17 349 68 434 144 32 15 191 101 288 66 455 51 34 100 185 1265

TOTAL 134 2462 482 3078 1196 327 108 1631 802 2641 400 3843 430 320 959 1709 10261

GRAND TOTAL

348 5070 1020 6438 2123 597 196 2916 1689 5201 1078 7968 830 655 1731 3216 20538

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:15 TO 1:15

L T R L T R L T R L T R

TURN VOLUME

108 1418 272 460 134 48 421 1342 343 215 185 414

APPROACH TOTAL

1798 642 2106 814

PEAK HOUR FAC.

0.9 0.97 0.96 0.99

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

58 1240 254 628 171 50 402 1405 189 230 162 505

APPROACH TOTAL

1552 849 1996 897

PEAK HOUR FAC.

0.97 0.92 0.89 0.92

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Plains Court Way @ SR 20 PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Plains Court Way SR 20 Plains Court Way

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 27 305 22 354 32 5 14 51 33 200 66 299 6 4 6 16 720

11:45 - 12:00 33 304 21 358 32 8 13 53 30 270 81 381 5 3 8 16 808

12:00 - 12:15 34 413 25 472 37 7 12 56 26 344 75 445 4 4 6 14 987

12:15 - 12:30 31 442 21 494 32 5 16 53 37 321 89 447 5 6 5 16 1010

12:30 - 12:45 24 389 16 429 37 7 22 66 34 277 76 387 6 4 6 16 898

12:45 - 1:00 27 354 22 403 38 9 13 60 32 278 80 390 3 4 8 15 868

1:00 - 1:15 33 461 28 522 34 5 16 55 36 294 79 409 5 3 6 14 1000

1:15 - 1:30 26 374 24 424 26 5 18 49 33 275 75 383 5 6 4 15 871

TOTAL 235 3042 179 3456 268 51 124 443 261 2259 621 3141 39 34 49 122 7162

4:30 - 4:45 22 320 18 360 56 8 8 72 25 321 52 398 9 8 9 26 856

4:45 - 5:00 30 330 18 378 55 12 10 77 29 330 62 421 13 8 9 30 906

5:00 - 5:15 18 323 13 354 57 7 24 88 23 319 54 396 12 6 7 25 863

5:15 - 5:30 24 337 19 380 42 7 14 63 32 295 42 369 15 9 3 27 839

5:30 - 5:45 23 320 18 361 52 8 16 76 30 330 53 413 13 5 4 22 872

5:45 - 6:00 33 325 21 379 42 6 18 66 36 300 52 388 15 2 2 19 852

6:00 - 6:15 26 352 13 391 53 5 22 80 33 286 51 370 12 3 1 16 857

6:15 - 6:30 28 334 16 378 42 2 13 57 26 329 50 405 11 6 5 22 862

TOTAL 204 2641 136 2981 399 55 125 579 234 2510 416 3160 100 47 40 187 6907

GRAND TOTAL

439 5683 315 6437 667 106 249 1022 495 4769 1037 6301 139 81 89 309 14069

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:15 TO 1:15

L T R L T R L T R L T R

TURN VOLUME

115 1646 87 141 26 67 139 1170 324 19 17 25

APPROACH TOTAL

1848 234 1633 61

PEAK HOUR FAC.

0.89 0.89 0.91 0.95

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

95 1310 68 206 34 64 114 1274 211 53 28 23

APPROACH TOTAL

1473 304 1599 104

PEAK HOUR FAC.

0.97 0.86 0.95 0.87

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Mall Grand Lane @ SR 20 PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Mall Grand Lane SR 20 Mall Grand Lane

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 46 321 2 369 33 0 23 56 12 180 20 212 12 3 5 20 657

11:45 - 12:00 49 311 1 361 34 2 24 60 16 265 20 301 13 3 7 23 745

12:00 - 12:15 53 432 0 485 31 1 21 53 11 332 20 363 13 7 9 29 930

12:15 - 12:30 60 450 0 510 40 3 23 66 11 307 26 344 8 3 4 15 935

12:30 - 12:45 68 389 2 459 35 3 30 68 15 263 27 305 16 4 13 33 865

12:45 - 1:00 67 364 1 432 36 3 33 72 14 261 25 300 15 5 8 28 832

1:00 - 1:15 57 475 2 534 44 2 27 73 16 278 23 317 14 3 9 26 950

1:15 - 1:30 59 385 0 444 38 1 23 62 11 264 28 303 17 4 6 27 836

TOTAL 459 3127 8 3594 291 15 204 510 106 2150 189 2445 108 32 61 201 6750

4:30 - 4:45 54 312 2 368 51 1 45 97 7 300 23 330 10 6 6 22 817

4:45 - 5:00 52 330 0 382 48 2 44 94 8 315 22 345 11 7 2 20 841

5:00 - 5:15 55 300 2 357 55 0 41 96 5 320 24 349 25 5 4 34 836

5:15 - 5:30 57 341 4 402 42 4 36 82 8 284 29 321 11 2 5 18 823

5:30 - 5:45 42 311 2 355 46 2 52 100 9 311 33 353 12 4 1 17 825

5:45 - 6:00 46 329 3 378 47 0 42 89 5 294 21 320 15 2 2 19 806

6:00 - 6:15 48 350 0 398 36 0 41 77 8 284 20 312 9 1 1 11 798

6:15 - 6:30 35 336 2 373 40 2 49 91 7 312 27 346 8 2 2 12 822

TOTAL 389 2609 15 3013 365 11 350 726 57 2420 199 2676 101 29 23 153 6568

GRAND TOTAL

848 5736 23 6607 656 26 554 1236 163 4570 388 5121 209 61 84 354 13318

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:15 TO 1:15

L T R L T R L T R L T R

TURN VOLUME

252 1678 5 155 11 113 56 1109 101 53 15 34

APPROACH TOTAL

1935 279 1266 102

PEAK HOUR FAC.

0.91 0.96 0.92 0.77

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

206 1282 8 191 8 173 30 1230 108 59 18 12

APPROACH TOTAL

1496 372 1368 89

PEAK HOUR FAC.

0.93 0.93 0.97 0.65

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 20 @ Woodward Crossing Blvd PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Woodward Crossing Blvd SR 20 Woodward Crossing Blvd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 98 342 15 455 34 2 38 74 10 167 41 218 9 5 1 15 762

11:45 - 12:00 97 300 13 410 57 12 47 116 10 240 49 299 14 5 6 25 850

12:00 - 12:15 118 407 10 535 70 5 59 134 10 290 60 360 12 4 3 19 1048

12:15 - 12:30 112 454 3 569 44 9 50 103 12 266 58 336 7 7 2 16 1024

12:30 - 12:45 120 407 4 531 56 17 51 124 17 243 59 319 13 6 5 24 998

12:45 - 1:00 122 377 8 507 66 2 67 135 13 232 57 302 7 4 6 17 961

1:00 - 1:15 111 443 16 570 88 6 70 164 11 241 62 314 0 4 6 10 1058

1:15 - 1:30 123 364 9 496 88 11 63 162 13 230 54 297 11 9 5 25 980

TOTAL 901 3094 78 4073 503 64 445 1012 96 1909 440 2445 73 44 34 151 7681

4:30 - 4:45 106 304 7 417 76 6 87 169 11 296 43 350 8 5 5 18 954

4:45 - 5:00 107 313 7 427 68 1 88 157 4 317 52 373 5 6 5 16 973

5:00 - 5:15 108 290 5 403 59 9 69 137 7 319 64 390 10 5 3 18 948

5:15 - 5:30 102 325 6 433 76 7 84 167 3 273 52 328 14 5 4 23 951

5:30 - 5:45 114 301 4 419 56 7 68 131 2 312 59 373 8 3 2 13 936

5:45 - 6:00 112 309 4 425 75 8 69 152 8 296 46 350 12 5 2 19 946

6:00 - 6:15 105 314 5 424 88 5 82 175 4 285 47 336 7 7 5 19 954

6:15 - 6:30 101 301 4 406 74 7 58 139 5 323 44 372 5 0 3 8 925

TOTAL 855 2457 42 3354 572 50 605 1227 44 2421 407 2872 69 36 29 134 7587

GRAND TOTAL

1756 5551 120 7427 1075 114 1050 2239 140 4330 847 5317 142 80 63 285 15268

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:15 TO 1:15

L T R L T R L T R L T R

TURN VOLUME

465 1681 31 254 34 238 53 982 236 27 21 19

APPROACH TOTAL

2177 526 1271 67

PEAK HOUR FAC.

0.95 0.8 0.95 0.7

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

423 1232 25 279 23 328 25 1205 211 37 21 17

APPROACH TOTAL

1680 630 1441 75

PEAK HOUR FAC.

0.97 0.93 0.92 0.82

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Gravel Springs Rd @ SR 20 (Buford Hwy) PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 20 Gravel Springs Rd SR 20 Gravel Springs Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 62 400 16 478 42 14 98 154 29 189 6 224 46 18 14 78 934

11:45 - 12:00 57 367 22 446 38 17 97 152 34 256 15 305 39 20 6 65 968

12:00 - 12:15 54 489 30 573 21 22 80 123 30 311 10 351 47 29 6 82 1129

12:15 - 12:30 59 521 29 609 33 26 92 151 33 287 12 332 52 14 11 77 1169

12:30 - 12:45 62 477 21 560 40 22 93 155 28 255 15 298 40 15 18 73 1086

12:45 - 1:00 66 475 22 563 26 16 89 131 25 263 14 302 45 19 9 73 1069

1:00 - 1:15 73 521 23 617 39 26 89 154 31 270 10 311 56 29 16 101 1183

1:15 - 1:30 60 446 33 539 32 21 97 150 30 263 8 301 55 12 17 84 1074

TOTAL 493 3696 196 4385 271 164 735 1170 240 2094 90 2424 380 156 97 633 8612

4:30 - 4:45 67 325 54 446 22 33 64 119 27 306 20 353 61 30 27 118 1036

4:45 - 5:00 59 283 29 371 31 21 68 120 16 338 16 370 42 26 27 95 956

5:00 - 5:15 72 319 46 437 39 23 93 155 33 293 35 361 65 33 42 140 1093

5:15 - 5:30 56 336 43 435 29 23 83 135 55 343 34 432 67 31 44 142 1144

5:30 - 5:45 72 361 42 475 27 24 62 113 33 322 19 374 55 22 34 111 1073

5:45 - 6:00 71 304 53 428 40 26 80 146 54 303 37 394 57 31 54 142 1110

6:00 - 6:15 77 363 42 482 22 9 61 92 46 344 23 413 60 31 39 130 1117

6:15 - 6:30 80 308 50 438 32 33 63 128 32 300 17 349 49 30 41 120 1035

TOTAL 554 2599 359 3512 242 192 574 1008 296 2549 201 3046 456 234 308 998 8564

GRAND TOTAL

1047 6295 555 7897 513 356 1309 2178 536 4643 291 5470 836 390 405 1631 17176

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:15 TO 1:15

L T R L T R L T R L T R

TURN VOLUME

260 1994 95 138 90 363 117 1075 51 193 77 54

APPROACH TOTAL

2349 591 1243 324

PEAK HOUR FAC.

0.95 0.95 0.94 0.8

PM PEAK HOUR  5:15 TO 6:15

L T R L T R L T R L T R

TURN VOLUME

276 1364 180 118 82 286 188 1312 113 239 115 171

APPROACH TOTAL

1820 486 1613 525

PEAK HOUR FAC.

0.94 0.83 0.93 0.92

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Horizon Dr (N) @ Old Peachtree Rd PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

Horizon Dr Old Peachtree Rd Horizon Dr Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 2 1 0 3 157 16 1 174 0 0 132 132 0 6 0 6 315

11:45 - 12:00 1 2 0 3 127 13 0 140 1 3 141 145 0 6 1 7 295

12:00 - 12:15 2 3 0 5 139 15 1 155 0 3 132 135 0 6 0 6 301

12:15 - 12:30 2 2 0 4 127 20 2 149 1 3 137 141 0 7 2 9 303

12:30 - 12:45 1 2 0 3 158 14 1 173 0 2 153 155 0 9 0 9 340

12:45 - 1:00 1 3 0 4 137 18 4 159 0 3 140 143 0 5 0 5 311

1:00 - 1:15 3 9 1 13 125 18 0 143 0 0 156 156 0 9 1 10 322

1:15 - 1:30 0 6 0 6 145 25 0 170 2 0 133 135 0 18 2 20 331

TOTAL 12 28 1 41 1115 139 9 1263 4 14 1124 1142 0 66 6 72 2518

4:30 - 4:45 0 2 0 2 102 10 2 114 0 0 139 139 0 5 0 5 260

4:45 - 5:00 1 1 1 3 115 11 1 127 0 2 128 130 0 5 1 6 266

5:00 - 5:15 0 0 1 1 133 13 1 147 0 0 140 140 0 9 0 9 297

5:15 - 5:30 0 2 0 2 124 11 1 136 0 0 144 144 0 6 0 6 288

5:30 - 5:45 0 2 0 2 123 13 1 137 1 0 160 161 0 9 1 10 310

5:45 - 6:00 0 3 1 4 116 10 0 126 0 2 138 140 0 5 0 5 275

6:00 - 6:15 0 0 0 0 125 11 0 136 0 0 147 147 0 5 0 5 288

6:15 - 6:30 0 1 0 1 111 12 1 124 0 0 129 129 0 3 0 3 257

TOTAL 1 11 3 15 949 91 7 1047 1 4 1125 1130 0 47 2 49 2241

GRAND TOTAL

13 39 4 56 2064 230 16 2310 5 18 2249 2272 0 113 8 121 4759

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:30 TO 1:30

L T R L T R L T R L T R

TURN VOLUME

5 20 1 565 75 5 2 5 582 0 41 3

APPROACH TOTAL

26 645 589 44

PEAK HOUR FAC.

0.5 0.93 0.94 0.55

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

0 7 2 496 47 3 1 2 582 0 29 1

APPROACH TOTAL

9 546 585 30

PEAK HOUR FAC.

0.56 0.93 0.91 0.75

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Collins Hill Rd @ Old Peachtree Rd PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

  Old Peachtree Rd Collins Hill Rd Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 0 0 0 0 44 89 0 133 67 0 39 106 0 88 47 135 374

11:45 - 12:00 0 0 0 0 42 58 0 100 62 0 41 103 0 79 53 132 335

12:00 - 12:15 0 0 0 0 38 78 0 116 63 0 55 118 0 81 46 127 361

12:15 - 12:30 0 0 0 0 33 82 0 115 60 0 68 128 0 94 52 146 389

12:30 - 12:45 0 0 0 0 56 98 0 154 72 0 55 127 0 104 48 152 433

12:45 - 1:00 0 0 0 0 47 85 0 132 63 0 49 112 0 90 52 142 386

1:00 - 1:15 0 0 0 0 48 69 0 117 63 0 64 127 0 89 56 145 389

1:15 - 1:30 0 0 0 0 41 109 0 150 61 0 66 127 0 99 33 132 409

TOTAL 0 0 0 0 349 668 0 1017 511 0 437 948 0 724 387 1111 3076

4:30 - 4:45 0 0 0 0 34 64 0 98 50 0 51 101 0 99 49 148 347

4:45 - 5:00 0 0 0 0 44 76 0 120 52 0 63 115 0 84 43 127 362

5:00 - 5:15 0 0 0 0 44 75 0 119 60 0 36 96 0 85 50 135 350

5:15 - 5:30 0 0 0 0 48 93 0 141 35 0 42 77 0 88 53 141 359

5:30 - 5:45 0 0 0 0 50 78 0 128 41 0 39 80 0 85 62 147 355

5:45 - 6:00 0 0 0 0 47 73 0 120 48 0 41 89 0 77 48 125 334

6:00 - 6:15 0 0 0 0 57 68 0 125 50 0 47 97 0 97 48 145 367

6:15 - 6:30 0 0 0 0 49 78 0 127 41 0 47 88 0 68 60 128 343

TOTAL 0 0 0 0 373 605 0 978 377 0 366 743 0 683 413 1096 2817

GRAND TOTAL

0 0 0 0 722 1273 0 1995 888 0 803 1691 0 1407 800 2207 5893

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:30 TO 1:30

L T R L T R L T R L T R

TURN VOLUME

0 0 0 192 361 0 259 0 234 0 382 189

APPROACH TOTAL

0 553 493 571

PEAK HOUR FAC.

0 0.9 0.97 0.94

PM PEAK HOUR  4:45 TO 5:45

L T R L T R L T R L T R

TURN VOLUME

0 0 0 186 322 0 188 0 180 0 342 208

APPROACH TOTAL

0 508 368 550

PEAK HOUR FAC.

0 0.9 0.8 0.94

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Old Peachtree Rd @ Rock Springs Rd (west) PROJECT : Gwinnett Stadium

DATE COUNT    : February 9, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

Rock Springs Rd Old Peachtree Rd   Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 5 0 41 46 0 52 9 61 0 0 0 0 52 88 0 140 247

11:45 - 12:00 2 0 60 62 0 80 5 85 0 0 0 0 56 101 0 157 304

12:00 - 12:15 5 0 62 67 0 59 14 73 0 0 0 0 59 109 0 168 308

12:15 - 12:30 4 0 52 56 0 92 12 104 0 0 0 0 69 94 0 163 323

12:30 - 12:45 1 0 54 55 0 82 10 92 0 0 0 0 54 83 0 137 284

12:45 - 1:00 4 0 65 69 0 90 9 99 0 0 0 0 61 98 0 159 327

1:00 - 1:15 3 0 56 59 0 89 5 94 0 0 0 0 52 98 0 150 303

1:15 - 1:30 4 0 71 75 0 70 10 80 0 0 0 0 64 78 0 142 297

TOTAL 28 0 461 489 0 614 74 688 0 0 0 0 467 749 0 1216 2393

4:30 - 4:45 4 0 57 61 0 80 9 89 0 0 0 0 56 61 0 117 267

4:45 - 5:00 1 0 67 68 0 75 11 86 0 0 0 0 56 67 0 123 277

5:00 - 5:15 1 0 54 55 0 85 7 92 0 0 0 0 57 82 0 139 286

5:15 - 5:30 3 0 46 49 0 67 10 77 0 0 0 0 55 91 0 146 272

5:30 - 5:45 3 0 42 45 0 74 8 82 0 0 0 0 51 78 0 129 256

5:45 - 6:00 3 0 45 48 0 86 7 93 0 0 0 0 46 79 0 125 266

6:00 - 6:15 5 0 51 56 0 85 7 92 0 0 0 0 44 75 0 119 267

6:15 - 6:30 6 0 38 44 0 81 7 88 0 0 0 0 59 91 0 150 282

TOTAL 26 0 400 426 0 633 66 699 0 0 0 0 424 624 0 1048 2173

GRAND TOTAL

54 0 861 915 0 1247 140 1387 0 0 0 0 891 1373 0 2264 4566

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:00 TO 1:00

L T R L T R L T R L T R

TURN VOLUME

14 0 233 0 323 45 0 0 0 243 384 0

APPROACH TOTAL

247 368 0 627

PEAK HOUR FAC.

0.89 0.88 0 0.93

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

9 0 224 0 307 37 0 0 0 224 301 0

APPROACH TOTAL

233 344 0 525

PEAK HOUR FAC.

0.86 0.93 0 0.9

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL


image118.emf
PBS&J

INTERSECTION : Tech Center Pkwy @ Old Peachtree Rd PROJECT : Gwinnett Stadium

DATE COUNT    : February 9, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

Tech Center Pkwy Old Peachtree Rd   Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 6 0 15 21 0 69 11 80 0 0 0 0 19 57 0 76 177

11:45 - 12:00 12 0 11 23 0 77 13 90 0 0 0 0 7 63 0 70 183

12:00 - 12:15 5 0 12 17 0 73 6 79 0 0 0 0 12 71 0 83 179

12:15 - 12:30 8 0 13 21 0 69 5 74 0 0 0 0 15 72 0 87 182

12:30 - 12:45 8 0 13 21 0 61 7 68 0 0 0 0 9 83 0 92 181

12:45 - 1:00 6 0 14 20 0 90 13 103 0 0 0 0 21 65 0 86 209

1:00 - 1:15 7 0 13 20 0 78 11 89 0 0 0 0 16 67 0 83 192

1:15 - 1:30 7 0 16 23 0 87 6 93 0 0 0 0 13 83 0 96 212

TOTAL 59 0 107 166 0 604 72 676 0 0 0 0 112 561 0 673 1515

4:30 - 4:45 8 0 9 17 0 54 10 64 0 0 0 0 27 77 0 104 185

4:45 - 5:00 9 0 14 23 0 82 9 91 0 0 0 0 26 80 0 106 220

5:00 - 5:15 13 0 16 29 0 57 9 66 0 0 0 0 21 93 0 114 209

5:15 - 5:30 10 0 23 33 0 72 5 77 0 0 0 0 14 84 0 98 208

5:30 - 5:45 7 0 10 17 0 97 12 109 0 0 0 0 16 76 0 92 218

5:45 - 6:00 8 0 19 27 0 76 10 86 0 0 0 0 13 74 0 87 200

6:00 - 6:15 5 0 25 30 0 76 15 91 0 0 0 0 23 88 0 111 232

6:15 - 6:30 8 0 15 23 0 72 7 79 0 0 0 0 21 52 0 73 175

TOTAL 68 0 131 199 0 586 77 663 0 0 0 0 161 624 0 785 1647

GRAND TOTAL

127 0 238 365 0 1190 149 1339 0 0 0 0 273 1185 0 1458 3162

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:30 TO 1:30

L T R L T R L T R L T R

TURN VOLUME

28 0 56 0 316 37 0 0 0 59 298 0

APPROACH TOTAL

84 353 0 357

PEAK HOUR FAC.

0.91 0.86 0 0.93

PM PEAK HOUR  5:15 TO 6:15

L T R L T R L T R L T R

TURN VOLUME

30 0 77 0 321 42 0 0 0 66 322 0

APPROACH TOTAL

107 363 0 388

PEAK HOUR FAC.

0.81 0.83 0 0.87

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Rock Springs Rd (E) @ Old Peachtree Rd PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

Rock Springs Rd Old Peachtree Rd   Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 21 0 2 23 0 54 15 69 0 0 0 0 3 44 0 47 139

11:45 - 12:00 14 0 5 19 0 78 22 100 0 0 0 0 4 55 0 59 178

12:00 - 12:15 15 0 4 19 0 50 23 73 0 0 0 0 2 60 0 62 154

12:15 - 12:30 22 0 2 24 0 44 27 71 0 0 0 0 5 63 0 68 163

12:30 - 12:45 19 0 3 22 0 46 32 78 0 0 0 0 3 54 0 57 157

12:45 - 1:00 24 0 3 27 0 34 22 56 0 0 0 0 3 50 0 53 136

1:00 - 1:15 21 0 5 26 0 35 25 60 0 0 0 0 2 52 0 54 140

1:15 - 1:30 16 0 2 18 0 57 22 79 0 0 0 0 3 54 0 57 154

TOTAL 152 0 26 178 0 398 188 586 0 0 0 0 25 432 0 457 1221

4:30 - 4:45 19 0 2 21 0 49 18 67 0 0 0 0 5 64 0 69 157

4:45 - 5:00 16 0 3 19 0 62 14 76 0 0 0 0 3 69 0 72 167

5:00 - 5:15 21 0 1 22 0 65 22 87 0 0 0 0 3 73 0 76 185

5:15 - 5:30 23 0 6 29 0 54 19 73 0 0 0 0 4 67 0 71 173

5:30 - 5:45 21 0 2 23 0 59 20 79 0 0 0 0 4 77 0 81 183

5:45 - 6:00 20 0 1 21 0 53 20 73 0 0 0 0 2 72 0 74 168

6:00 - 6:15 22 0 1 23 0 56 17 73 0 0 0 0 3 74 0 77 173

6:15 - 6:30 18 0 4 22 0 65 21 86 0 0 0 0 3 40 0 43 151

TOTAL 160 0 20 180 0 463 151 614 0 0 0 0 27 536 0 563 1357

GRAND TOTAL

312 0 46 358 0 861 339 1200 0 0 0 0 52 968 0 1020 2578

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 11:45 TO 12:45

L T R L T R L T R L T R

TURN VOLUME

70 0 14 0 218 104 0 0 0 14 232 0

APPROACH TOTAL

84 322 0 246

PEAK HOUR FAC.

0.88 0.81 0 0.9

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

85 0 10 0 231 81 0 0 0 13 289 0

APPROACH TOTAL

95 312 0 302

PEAK HOUR FAC.

0.82 0.9 0 0.93

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : SR 124 (Braselton Hwy) @ Old Peachtree Rd PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

SR 124 (Braselton Hwy) Old Peachtree Rd SR 124 (Braselton Hwy) Old Peachtree Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 16 72 19 107 10 50 14 74 2 83 4 89 30 30 3 63 333

11:45 - 12:00 16 66 28 110 4 51 11 66 3 77 11 91 25 43 1 69 336

12:00 - 12:15 12 68 20 100 2 52 14 68 4 44 10 58 35 37 3 75 301

12:15 - 12:30 14 65 23 102 5 47 18 70 5 66 9 80 27 55 4 86 338

12:30 - 12:45 14 58 32 104 7 42 19 68 7 76 2 85 28 44 1 73 330

12:45 - 1:00 18 61 21 100 5 31 14 50 2 68 14 84 31 44 1 76 310

1:00 - 1:15 20 59 28 107 1 33 16 50 5 78 6 89 32 41 2 75 321

1:15 - 1:30 17 72 35 124 10 42 18 70 4 71 11 86 32 36 2 70 350

TOTAL 127 521 206 854 44 348 124 516 32 563 67 662 240 330 17 587 2619

4:30 - 4:45 23 65 23 111 3 46 21 70 3 65 4 72 24 64 2 90 343

4:45 - 5:00 15 58 17 90 3 44 19 66 4 64 8 76 26 58 1 85 317

5:00 - 5:15 16 66 25 107 6 52 7 65 3 65 4 72 23 69 5 97 341

5:15 - 5:30 11 60 22 93 1 45 15 61 2 82 0 84 25 61 2 88 326

5:30 - 5:45 26 72 20 118 6 45 17 68 5 80 6 91 29 62 1 92 369

5:45 - 6:00 16 65 22 103 3 47 12 62 5 77 6 88 24 69 5 98 351

6:00 - 6:15 15 79 24 118 9 39 16 64 5 76 7 88 28 48 1 77 347

6:15 - 6:30 14 60 26 100 4 55 15 74 6 90 3 99 12 42 1 55 328

TOTAL 136 525 179 840 35 373 122 530 33 599 38 670 191 473 18 682 2722

GRAND TOTAL

263 1046 385 1694 79 721 246 1046 65 1162 105 1332 431 803 35 1269 5341

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:30 TO 1:30

L T R L T R L T R L T R

TURN VOLUME

69 250 116 23 148 67 18 293 33 123 165 6

APPROACH TOTAL

435 238 344 294

PEAK HOUR FAC.

0.88 0.85 0.97 0.97

PM PEAK HOUR  5:30 TO 6:30

L T R L T R L T R L T R

TURN VOLUME

71 276 92 22 186 60 21 323 22 93 221 8

APPROACH TOTAL

439 268 366 322

PEAK HOUR FAC.

0.93 0.91 0.92 0.82

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Gravel Springs Rd @ SR 124 (Braselton Hwy) PROJECT : Brand Mixed Use

DATE COUNT    : September 6, 2008 JOB NO.   : 100003755

CONDITION       : COMP.BY : JRA

Gravel Springs Rd SR 124 Gravel Springs Rd SR 124

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 29 67 15 111 29 83 27 139 23 92 20 135 7 85 33 125 510

11:45 - 12:00 36 74 22 132 53 89 30 172 14 123 34 171 19 83 27 129 604

12:00 - 12:15 21 97 21 139 57 92 24 173 29 132 33 194 14 60 19 93 599

12:15 - 12:30 22 76 16 114 50 75 23 148 25 121 28 174 23 90 19 132 568

12:30 - 12:45 30 66 14 110 47 100 21 168 18 148 33 199 28 88 21 137 614

12:45 - 1:00 42 116 26 184 38 93 24 155 16 170 25 211 24 111 33 168 718

1:00 - 1:15 41 90 19 150 52 123 21 196 28 124 30 182 29 99 26 154 682

1:15 - 1:30 40 107 24 171 40 94 25 159 15 144 26 185 32 97 31 160 675

TOTAL 261 693 157 1111 366 749 195 1310 168 1054 229 1451 176 713 209 1098 4970

4:30 - 4:45 22 105 19 146 41 56 14 111 24 105 21 150 17 84 16 117 524

4:45 - 5:00 27 110 24 161 46 63 19 128 27 109 29 165 20 92 13 125 579

5:00 - 5:15 35 130 21 186 49 94 15 158 21 135 18 174 19 65 26 110 628

5:15 - 5:30 25 115 19 159 50 70 14 134 24 119 33 176 20 82 22 124 593

5:30 - 5:45 38 137 35 210 62 109 14 185 16 102 30 148 27 98 16 141 684

5:45 - 6:00 31 116 29 176 37 75 22 134 15 105 26 146 26 84 22 132 588

6:00 - 6:15 29 97 26 152 56 94 15 165 20 84 21 125 28 95 28 151 593

6:15 - 6:30 35 116 20 171 53 106 17 176 19 109 23 151 20 51 21 92 590

TOTAL 242 926 193 1361 394 667 130 1191 166 868 201 1235 177 651 164 992 4779

GRAND TOTAL

503 1619 350 2472 760 1416 325 2501 334 1922 430 2686 353 1364 373 2090 9749

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:30 TO 1:30

L T R L T R L T R L T R

TURN VOLUME

153 379 83 177 410 91 77 586 114 113 395 111

APPROACH TOTAL

615 678 777 619

PEAK HOUR FAC.

0.84 0.86 0.92 0.92

PM PEAK HOUR  5:00 TO 6:00

L T R L T R L T R L T R

TURN VOLUME

129 498 104 198 348 65 76 461 107 92 329 86

APPROACH TOTAL

731 611 644 507

PEAK HOUR FAC.

0.87 0.83 0.91 0.9

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Tech Center Pkwy @ Tech Center Dr PROJECT : Gwinnett Stadium

DATE COUNT    : February 9, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

Tech Center Dr Tech Center Pkwy   Tech Center Pkwy

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 0 0 0 0 0 11 1 12 0 0 0 0 3 26 0 29 41

11:45 - 12:00 0 0 2 2 0 13 1 14 0 0 0 0 0 29 0 29 45

12:00 - 12:15 0 0 1 1 0 14 1 15 0 0 0 0 4 34 0 38 54

12:15 - 12:30 4 0 1 5 0 15 1 16 0 0 0 0 3 22 0 25 46

12:30 - 12:45 1 0 2 3 0 17 1 18 0 0 0 0 5 18 0 23 44

12:45 - 1:00 1 0 1 2 0 17 2 19 0 0 0 0 1 31 0 32 53

1:00 - 1:15 0 0 2 2 0 11 1 12 0 0 0 0 3 24 0 27 41

1:15 - 1:30 0 0 4 4 0 25 0 25 0 0 0 0 4 22 0 26 55

TOTAL 6 0 13 19 0 123 8 131 0 0 0 0 23 206 0 229 379

4:30 - 4:45 3 0 7 10 0 22 6 28 0 0 0 0 5 15 0 20 58

4:45 - 5:00 7 0 12 19 0 16 5 21 0 0 0 0 8 18 0 26 66

5:00 - 5:15 3 0 12 15 0 14 2 16 0 0 0 0 3 11 0 14 45

5:15 - 5:30 2 0 5 7 0 20 4 24 0 0 0 0 5 14 0 19 50

5:30 - 5:45 1 0 5 6 0 18 5 23 0 0 0 0 5 10 0 15 44

5:45 - 6:00 2 0 1 3 0 19 12 31 0 0 0 0 4 17 0 21 55

6:00 - 6:15 1 0 4 5 0 17 3 20 0 0 0 0 1 10 0 11 36

6:15 - 6:30 1 0 0 1 0 22 9 31 0 0 0 0 5 11 0 16 48

TOTAL 20 0 46 66 0 148 46 194 0 0 0 0 36 106 0 142 402

GRAND TOTAL

26 0 59 85 0 271 54 325 0 0 0 0 59 312 0 371 781

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:00 TO 1:00

L T R L T R L T R L T R

TURN VOLUME

6 0 5 0 63 5 0 0 0 13 105 0

APPROACH TOTAL

11 68 0 118

PEAK HOUR FAC.

0.55 0.89 0 0.78

PM PEAK HOUR  4:30 TO 5:30

L T R L T R L T R L T R

TURN VOLUME

15 0 36 0 72 17 0 0 0 21 58 0

APPROACH TOTAL

51 89 0 79

PEAK HOUR FAC.

0.67 0.79 0 0.76

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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INTERSECTION : Rock Springs Rd @ Tech Center Dr PROJECT : Gwinnett Stadium

DATE COUNT    : February 9, 2008 JOB NO.   : 100000603

CONDITION       : COMP.BY : JRA

  Rock Springs Rd Tech Center Dr Rock Springs Rd

TIME

SOUTHBOUND  WESTBOUND  NORTHBOUND  EASTBOUND

INTERVAL

L T R TOTAL L T R TOTAL L T R TOTAL L T R TOTAL TOTALS

7:00 - 7:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:15 - 7:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:30 - 7:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

7:45 - 8:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:00 - 8:15 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:15 - 8:30 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:30 - 8:45 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

8:45 - 9:00 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

TOTAL 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

11:30 - 11:45 0 0 0 0 0 35 0 35 0 0 2 2 0 36 0 36 73

11:45 - 12:00 0 0 0 0 0 29 0 29 3 0 4 7 0 49 3 52 88

12:00 - 12:15 0 0 0 0 2 37 0 39 5 0 2 7 0 55 2 57 103

12:15 - 12:30 0 0 0 0 2 36 0 38 2 0 6 8 0 61 2 63 109

12:30 - 12:45 0 0 0 0 2 38 0 40 4 0 10 14 0 70 11 81 135

12:45 - 1:00 0 0 0 0 0 45 0 45 2 0 2 4 0 52 0 52 101

1:00 - 1:15 0 0 0 0 2 42 0 44 1 0 3 4 0 48 1 49 97

1:15 - 1:30 0 0 0 0 0 52 0 52 4 0 3 7 0 52 4 56 115

TOTAL 0 0 0 0 8 314 0 322 21 0 32 53 0 423 23 446 821

4:30 - 4:45 0 0 0 0 0 58 0 58 2 0 2 4 0 50 1 51 113

4:45 - 5:00 0 0 0 0 2 61 0 63 2 0 5 7 0 43 0 43 113

5:00 - 5:15 0 0 0 0 2 46 0 48 3 0 1 4 0 53 1 54 106

5:15 - 5:30 0 0 0 0 6 61 0 67 2 0 3 5 0 62 2 64 136

5:30 - 5:45 0 0 0 0 2 59 0 61 4 0 3 7 0 55 1 56 124

5:45 - 6:00 0 0 0 0 2 51 0 53 0 0 1 1 0 47 1 48 102

6:00 - 6:15 0 0 0 0 2 60 0 62 2 0 1 3 0 56 0 56 121

6:15 - 6:30 0 0 0 0 2 63 0 65 3 0 1 4 0 46 2 48 117

TOTAL 0 0 0 0 18 459 0 477 18 0 17 35 0 412 8 420 932

GRAND TOTAL

0 0 0 0 26 773 0 799 39 0 49 88 0 835 31 866 1753

AM PEAK HOUR   7:00 TO 8:00

SOUTHBOUND WESTBOUND NORTHBOUND EASTBOUND

L T R L T R L T R L T R

TURN VOLUME

0 0 0 0 0 0 0 0 0 0 0 0

APPROACH TOTAL

0 0 0 0

PEAK HOUR FAC.

0 0 0 0

MID-DAY PEAK HOUR 12:00 TO 1:00

L T R L T R L T R L T R

TURN VOLUME

0 0 0 6 156 0 13 0 20 0 238 15

APPROACH TOTAL

0 162 33 253

PEAK HOUR FAC.

0 0.9 0.59 0.78

PM PEAK HOUR  5:15 TO 6:15

L T R L T R L T R L T R

TURN VOLUME

0 0 0 12 231 0 8 0 8 0 220 4

APPROACH TOTAL

0 243 16 224

PEAK HOUR FAC.

0 0.91 0.57 0.88

INTERSECTION :

 UNSIGNALIZED  SIGNALIZED  ACTUATED  PRETIMED  SEMI-ACTUATED

CONTROL
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Twenty-Four Hour Traffic Count

Location: I-85 NB to SR 20 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 24 0 15 0 22 0 15 0 76                       -                      76                  

2:00 AM 21 0 11 0 13 0 9 0 54                       -                      54                  

3:00 AM 17 0 18 0 16 0 15 0 66                       -                      66                  

4:00 AM 10 0 9 0 15 0 10 0 44                       -                      44                  

5:00 AM 6 0 5 0 4 0 4 0 19                       -                      19                  

6:00 AM 6 0 10 0 10 0 14 0 40                       -                      40                  

7:00 AM 10 0 7 0 14 0 23 0 54                       -                      54                  

8:00 AM 24 0 25 0 44 0 42 0 135                     -                      135                

9:00 AM 40 0 52 0 64 0 99 0 255                     -                      255                

10:00 AM 70 0 86 0 114 0 144 0 414                     -                      414                

11:00 AM 150 0 135 0 172 0 215 0 672                     -                      672                

12:00 PM 149 0 205 0 218 0 248 0 820                     -                      820                

1:00 PM 238 0 224 0 184 0 216 0 862                     -                      862                

2:00 PM 210 0 203 0 250 0 222 0 885                     -                      885                

3:00 PM 224 0 237 0 283 0 234 0 978                     -                      978                

4:00 PM 258 0 207 0 224 0 269 0 958                     -                      958                

5:00 PM 227 0 216 0 217 0 224 0 884                     -                      884                

6:00 PM 203 0 198 0 188 0 208 0 797                     -                      797                

7:00 PM 196 0 207 0 225 0 208 0 836                     -                      836                

8:00 PM 182 0 140 0 167 0 124 0 613                     -                      613                

9:00 PM 101 0 100 0 90 0 81 0 372                     -                      372                

10:00 PM 68 0 71 0 63 0 76 0 278                     -                      278                

11:00 PM 49 0 58 0 56 0 58 0 221                     -                      221                

12:00 AM 62 0 48 0 24 0 31 0 165                     -                      165                

Total 2,545               -                    2,487                -                    2,677               -                     2,789                 -                    10,498                -                      10,498           

Twenty-Four Hour Volume:

10,498             

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 820                    Is 7.8%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 2:15 PM TO 3:15 PM PM Directional Distribution

100% 0%

Volume of 1,012                 Is 9.6%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 100% 0%

PBS&J
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Twenty-Four Hour Traffic Count

Location: I-85 NB to SR 20 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 29 0 22 0 24 0 27 -                      102                     102                

2:00 AM 0 20 0 20 0 10 0 32 -                      82                       82                  

3:00 AM 0 16 0 16 0 18 0 5 -                      55                       55                  

4:00 AM 0 13 0 9 0 5 0 7 -                      34                       34                  

5:00 AM 0 11 0 4 0 7 0 5 -                      27                       27                  

6:00 AM 0 6 0 2 0 5 0 6 -                      19                       19                  

7:00 AM 0 4 0 12 0 22 0 26 -                      64                       64                  

8:00 AM 0 20 0 18 0 20 0 26 -                      84                       84                  

9:00 AM 0 20 0 27 0 26 0 33 -                      106                     106                

10:00 AM 0 36 0 32 0 36 0 26 -                      130                     130                

11:00 AM 0 46 0 48 0 50 0 46 -                      190                     190                

12:00 PM 0 46 0 46 0 65 0 70 -                      227                     227                

1:00 PM 0 72 0 65 0 74 0 76 -                      287                     287                

2:00 PM 0 70 0 66 0 64 0 71 -                      271                     271                

3:00 PM 0 82 0 74 0 60 0 75 -                      291                     291                

4:00 PM 0 82 0 92 0 89 0 81 -                      344                     344                

5:00 PM 0 104 0 82 0 96 0 68 -                      350                     350                

6:00 PM 0 86 0 81 0 74 0 76 -                      317                     317                

7:00 PM 0 64 0 79 0 82 0 75 -                      300                     300                

8:00 PM 0 88 0 66 0 61 0 52 -                      267                     267                

9:00 PM 0 61 0 59 0 51 0 52 -                      223                     223                

10:00 PM 0 53 0 58 0 36 0 61 -                      208                     208                

11:00 PM 0 42 0 68 0 73 0 63 -                      246                     246                

12:00 AM 0 56 0 48 0 42 0 44 -                      190                     190                

Total -                   1,127                -                    1,094                 -                   1,090                  -                    1,103                 -                      4,414                  4,414             

Twenty-Four Hour Volume:

4,414               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 227                    Is 5.1%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 3:15 PM TO 4:15 PM PM Directional Distribution

0% 100%

Volume of 366                    Is 8.3%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: I-85 SB to SR 20 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 6 0 8 0 4 0 6 -                      24                       24                  

2:00 AM 0 5 0 4 0 4 0 5 -                      18                       18                  

3:00 AM 0 5 0 6 0 4 0 4 -                      19                       19                  

4:00 AM 0 3 0 4 0 3 0 6 -                      16                       16                  

5:00 AM 0 1 0 4 0 1 0 6 -                      12                       12                  

6:00 AM 0 9 0 2 0 10 0 5 -                      26                       26                  

7:00 AM 0 18 0 13 0 22 0 30 -                      83                       83                  

8:00 AM 0 20 0 21 0 34 0 48 -                      123                     123                

9:00 AM 0 39 0 43 0 63 0 88 -                      233                     233                

10:00 AM 0 91 0 84 0 109 0 128 -                      412                     412                

11:00 AM 0 106 0 161 0 154 0 149 -                      570                     570                

12:00 PM 0 152 0 166 0 151 0 194 -                      663                     663                

1:00 PM 0 166 0 166 0 162 0 178 -                      672                     672                

2:00 PM 0 160 0 154 0 150 0 199 -                      663                     663                

3:00 PM 0 170 0 140 0 153 0 131 -                      594                     594                

4:00 PM 0 150 0 146 0 153 0 169 -                      618                     618                

5:00 PM 0 126 0 144 0 127 0 142 -                      539                     539                

6:00 PM 0 111 0 156 0 136 0 138 -                      541                     541                

7:00 PM 0 147 0 135 0 128 0 134 -                      544                     544                

8:00 PM 0 112 0 104 0 101 0 93 -                      410                     410                

9:00 PM 0 61 0 53 0 46 0 32 -                      192                     192                

10:00 PM 0 49 0 30 0 31 0 22 -                      132                     132                

11:00 PM 0 19 0 23 0 18 0 22 -                      82                       82                  

12:00 AM 0 20 0 12 0 10 0 12 -                      54                       54                  

Total -                   1,746                -                    1,779                 -                   1,774                  -                    1,941                 -                      7,240                  7,240             

Twenty-Four Hour Volume:

7,240               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 663                    Is 9.2%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 1:15 PM TO 2:15 PM PM Directional Distribution

0% 100%

Volume of 673                    Is 9.3%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: I-85 SB to SR 20 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 11 0 14 0 12 0 21 -                      58                       58                  

2:00 AM 0 10 0 4 0 7 0 6 -                      27                       27                  

3:00 AM 0 6 0 10 0 8 0 8 -                      32                       32                  

4:00 AM 0 6 0 7 0 1 0 2 -                      16                       16                  

5:00 AM 0 7 0 0 0 4 0 2 -                      13                       13                  

6:00 AM 0 2 0 6 0 4 0 10 -                      22                       22                  

7:00 AM 0 3 0 9 0 12 0 7 -                      31                       31                  

8:00 AM 0 10 0 6 0 14 0 9 -                      39                       39                  

9:00 AM 0 7 0 16 0 30 0 28 -                      81                       81                  

10:00 AM 0 20 0 38 0 32 0 22 -                      112                     112                

11:00 AM 0 20 0 26 0 28 0 18 -                      92                       92                  

12:00 PM 0 23 0 45 0 32 0 29 -                      129                     129                

1:00 PM 0 35 0 26 0 24 0 49 -                      134                     134                

2:00 PM 0 28 0 36 0 38 0 32 -                      134                     134                

3:00 PM 0 41 0 30 0 36 0 30 -                      137                     137                

4:00 PM 0 40 0 28 0 38 0 39 -                      145                     145                

5:00 PM 0 36 0 46 0 26 0 38 -                      146                     146                

6:00 PM 0 32 0 44 0 48 0 42 -                      166                     166                

7:00 PM 0 44 0 50 0 49 0 29 -                      172                     172                

8:00 PM 0 59 0 43 0 32 0 35 -                      169                     169                

9:00 PM 0 34 0 27 0 29 0 19 -                      109                     109                

10:00 PM 0 23 0 18 0 27 0 24 -                      92                       92                  

11:00 PM 0 14 0 26 0 24 0 12 -                      76                       76                  

12:00 AM 0 20 0 8 0 17 0 22 -                      67                       67                  

Total -                   531                   -                    563                    -                   572                     -                    533                    -                      2,199                  2,199             

Twenty-Four Hour Volume:

2,199               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 129                    Is 5.9%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 6:15 PM TO 7:15 PM PM Directional Distribution

0% 100%

Volume of 187                    Is 8.5%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: SR 20 NB to I-85 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 32 0 22 0 15 0 7 0 76                       -                      76                  

2:00 AM 12 0 8 0 11 0 7 0 38                       -                      38                  

3:00 AM 7 0 12 0 8 0 8 0 35                       -                      35                  

4:00 AM 8 0 13 0 10 0 6 0 37                       -                      37                  

5:00 AM 0 0 4 0 4 0 6 0 14                       -                      14                  

6:00 AM 3 0 6 0 3 0 5 0 17                       -                      17                  

7:00 AM 13 0 6 0 10 0 12 0 41                       -                      41                  

8:00 AM 11 0 9 0 20 0 18 0 58                       -                      58                  

9:00 AM 24 0 22 0 26 0 26 0 98                       -                      98                  

10:00 AM 24 0 25 0 24 0 27 0 100                     -                      100                

11:00 AM 38 0 24 0 36 0 40 0 138                     -                      138                

12:00 PM 39 0 44 0 50 0 52 0 185                     -                      185                

1:00 PM 30 0 38 0 52 0 42 0 162                     -                      162                

2:00 PM 50 0 50 0 44 0 61 0 205                     -                      205                

3:00 PM 49 0 50 0 36 0 44 0 179                     -                      179                

4:00 PM 44 0 38 0 35 0 31 0 148                     -                      148                

5:00 PM 38 0 42 0 48 0 41 0 169                     -                      169                

6:00 PM 41 0 44 0 50 0 36 0 171                     -                      171                

7:00 PM 46 0 45 0 36 0 33 0 160                     -                      160                

8:00 PM 22 0 42 0 30 0 32 0 126                     -                      126                

9:00 PM 28 0 19 0 24 0 25 0 96                       -                      96                  

10:00 PM 15 0 25 0 30 0 18 0 88                       -                      88                  

11:00 PM 18 0 14 0 18 0 26 0 76                       -                      76                  

12:00 AM 19 0 19 0 30 0 24 0 92                       -                      92                  

Total 611                  -                    621                   -                    650                  -                     627                    -                    2,509                  -                      2,509             

Twenty-Four Hour Volume:

2,509               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 185                    Is 7.4%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 1:00 PM TO 2:00 PM PM Directional Distribution

100% 0%

Volume of 205                    Is 8.2%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 100% 0%

PBS&J
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Twenty-Four Hour Traffic Count

Location: SR 20 NB Ramp to I-85 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 19 0 8 0 9 0 9 0 45                       -                      45                  

2:00 AM 5 0 6 0 7 0 2 0 20                       -                      20                  

3:00 AM 7 0 4 0 2 0 6 0 19                       -                      19                  

4:00 AM 5 0 6 0 3 0 2 0 16                       -                      16                  

5:00 AM 4 0 5 0 10 0 8 0 27                       -                      27                  

6:00 AM 10 0 12 0 20 0 30 0 72                       -                      72                  

7:00 AM 40 0 26 0 46 0 32 0 144                     -                      144                

8:00 AM 48 0 58 0 49 0 58 0 213                     -                      213                

9:00 AM 46 0 62 0 69 0 66 0 243                     -                      243                

10:00 AM 70 0 80 0 64 0 66 0 280                     -                      280                

11:00 AM 69 0 58 0 76 0 81 0 284                     -                      284                

12:00 PM 62 0 72 0 78 0 69 0 281                     -                      281                

1:00 PM 76 0 68 0 51 0 76 0 271                     -                      271                

2:00 PM 46 0 56 0 66 0 62 0 230                     -                      230                

3:00 PM 74 0 58 0 68 0 62 0 262                     -                      262                

4:00 PM 58 0 67 0 47 0 54 0 226                     -                      226                

5:00 PM 64 0 70 0 67 0 74 0 275                     -                      275                

6:00 PM 77 0 66 0 70 0 76 0 289                     -                      289                

7:00 PM 60 0 80 0 75 0 63 0 278                     -                      278                

8:00 PM 61 0 60 0 50 0 49 0 220                     -                      220                

9:00 PM 37 0 34 0 49 0 37 0 157                     -                      157                

10:00 PM 39 0 40 0 32 0 28 0 139                     -                      139                

11:00 PM 35 0 25 0 35 0 19 0 114                     -                      114                

12:00 AM 30 0 18 0 20 0 13 0 81                       -                      81                  

Total 1,042               -                    1,039                -                    1,063               -                     1,042                 -                    4,186                  -                      4,186             

Twenty-Four Hour Volume:

4,186               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 10:45 AM TO 11:45 AM

Volume of 293                    Is 7.0%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 5:45 PM TO 6:45 PM PM Directional Distribution

100% 0%

Volume of 291                    Is 7.0%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 100% 0%

PBS&J


image130.emf
Twenty-Four Hour Traffic Count

Location: SR 20 SB to I-85 NB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 43 0 30 0 32 0 38 -                      143                     143                

2:00 AM 0 29 0 12 0 27 0 26 -                      94                       94                  

3:00 AM 0 5 0 7 0 12 0 4 -                      28                       28                  

4:00 AM 0 7 0 1 0 3 0 1 -                      12                       12                  

5:00 AM 0 4 0 3 0 4 0 2 -                      13                       13                  

6:00 AM 0 9 0 3 0 4 0 4 -                      20                       20                  

7:00 AM 0 4 0 1 0 3 0 7 -                      15                       15                  

8:00 AM 0 5 0 14 0 22 0 18 -                      59                       59                  

9:00 AM 0 20 0 26 0 28 0 21 -                      95                       95                  

10:00 AM 0 27 0 42 0 33 0 44 -                      146                     146                

11:00 AM 0 36 0 36 0 52 0 36 -                      160                     160                

12:00 PM 0 53 0 68 0 56 0 74 -                      251                     251                

1:00 PM 0 74 0 65 0 96 0 72 -                      307                     307                

2:00 PM 0 105 0 88 0 68 0 88 -                      349                     349                

3:00 PM 0 90 0 94 0 77 0 94 -                      355                     355                

4:00 PM 0 105 0 102 0 120 0 103 -                      430                     430                

5:00 PM 0 114 0 112 0 108 0 119 -                      453                     453                

6:00 PM 0 116 0 110 0 98 0 116 -                      440                     440                

7:00 PM 0 114 0 100 0 101 0 92 -                      407                     407                

8:00 PM 0 106 0 107 0 86 0 110 -                      409                     409                

9:00 PM 0 112 0 118 0 90 0 98 -                      418                     418                

10:00 PM 0 102 0 104 0 82 0 83 -                      371                     371                

11:00 PM 0 98 0 92 0 85 0 88 -                      363                     363                

12:00 AM 0 88 0 76 0 39 0 45 -                      248                     248                

Total -                   1,466                -                    1,411                 -                   1,326                  -                    1,383                 -                      5,586                  5,586             

Twenty-Four Hour Volume:

5,586               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 251                    Is 4.5%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 4:15 PM TO 5:15 PM PM Directional Distribution

0% 100%

Volume of 455                    Is 8.1%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Twenty-Four Hour Traffic Count

Location: SR 20 SB to I-85 SB

Hour 1st 2nd 3rd 4th Total

Ending Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound Northbound Southbound TOTAL

1:00 AM 0 28 0 0 0 10 0 6 -                      44                       44                  

2:00 AM 0 1 0 0 0 0 0 0 -                      1                         1                    

3:00 AM 0 0 0 0 0 0 0 0 -                      -                      -                 

4:00 AM 0 3 0 4 0 2 0 0 -                      9                         9                    

5:00 AM 0 0 0 0 0 0 0 0 -                      -                      -                 

6:00 AM 0 0 0 15 0 16 0 11 -                      42                       42                  

7:00 AM 0 14 0 9 0 30 0 25 -                      78                       78                  

8:00 AM 0 5 0 32 0 32 0 32 -                      101                     101                

9:00 AM 0 50 0 54 0 33 0 30 -                      167                     167                

10:00 AM 0 48 0 62 0 59 0 60 -                      229                     229                

11:00 AM 0 65 0 55 0 76 0 45 -                      241                     241                

12:00 PM 0 78 0 74 0 66 0 76 -                      294                     294                

1:00 PM 0 80 0 76 0 120 0 82 -                      358                     358                

2:00 PM 0 142 0 116 0 142 0 128 -                      528                     528                

3:00 PM 0 149 0 148 0 150 0 142 -                      589                     589                

4:00 PM 0 154 0 156 0 151 0 156 -                      617                     617                

5:00 PM 0 166 0 182 0 174 0 204 -                      726                     726                

6:00 PM 0 220 0 242 0 222 0 217 -                      901                     901                

7:00 PM 0 204 0 228 0 231 0 224 -                      887                     887                

8:00 PM 0 212 0 213 0 223 0 203 -                      851                     851                

9:00 PM 0 167 0 194 0 182 0 192 -                      735                     735                

10:00 PM 0 170 0 188 0 152 0 136 -                      646                     646                

11:00 PM 0 120 0 100 0 70 0 53 -                      343                     343                

12:00 AM 0 87 0 63 0 48 0 41 -                      239                     239                

Total -                   2,163                -                    2,211                 -                   2,189                  -                    2,063                 -                      8,626                  8,626             

Twenty-Four Hour Volume:

8,626               

Vehicles Per Day % Northbound % Southbound

A.M. Peak Hour Is From 11:00 AM TO 12:00 PM

Volume of 294                    Is 3.4%   Of  24-Hour Volume

   

P.M. Peak Hour Is From 5:00 PM TO 6:00 PM PM Directional Distribution

0% 100%

Volume of 901                    Is 10.4%   Of  24-Hour Volume

Machine Count Made By:

All Traffic Data Services, Inc.

Day-of-Week of Count:

Saturday

Date of Count:

9-Feb-08

Report Prepared By:

JRA

Date Report Prepared:

13-Feb-08

AM Directional Distribution 0% 100%

PBS&J
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Brand Properties
Existing AM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)|LOS Percent | (Within 15%) Statistic Link Intersection
130 135  |Left 31 35 36.3] D 113%
Northbound| 130 135 |Thru 1404 1454 304| C 104%
130 135 |Right 23 26 46| A 113%
OVERALL 1458, 1515, 30.1] C 104% 1.210986
142 135  |Left 247 254 56.6] E 103%
Southbound| 142 135 |Thru 1275 1270 271 € 100%
142 135 |Right 30 30 7.0] A 100%
SR 20 @ Gravel Springs Rd OVERALL 1552 1554, 316] C 100% 0.041442
(signalized) 141 135  |Left 126 129 449| D 102%
Eastbound | 141 135 |Thru 10 11 496 D 110%
141 135 |Right 8 5 528] D 63% o
OVERALL 144 145 456 D 101% 0.067963
136 135 |Left 93 114 58.5| E 123% o
Westbound | 136 135 |Thru 32 36 60.2| E 113%
136 135 |Right 607 581 17| € 96%
OVERALL 732 731 20.3| C 100% 0.030185
Intersection Total 3886 3945 311] C 102% 1.350576
82 130 |Left 29 31 923| F 107%
Northbound| 82 130 [Thru 1267 1332 458| D 105%
82 130 |Right 128 114 13.4] B 89%
OVERALL 1424/ 1477 44.3] D 104% 1.139719
135 130 |Left 306 301 525] D 98%
Southbound| 135 130 [Thru 1034 1027 17.8] B 99%
135 130 |Right 36 42 16.6] B 117% o
SR 20 @ Woodward Crossing OVERALL 1376 1370 254| C 100% 0.132164
(signalized) 140 130 |Left 44 49 545] D 111%
Eastbound | 140 130 [Thru 23 21 58.6] E 91%
140 130 |Right 6 3 20| A 50% o
OVERALL 73 73 53.5] D 100% 0
131 130 |Left 174 163 553] E 94%
Westbound | 131 130 [Thru 16 18 50.7] D 113%
131 130 |Right 147 158, 129] B 107%
OVERALL 337 339 35.3] D 101% 0.088867
Intersection Total 3210 3259 356] D 102% 1.36075
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Brand Properties
Existing AM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection
123 82 |Left 4 0 0.0] A 0%
Northbound | 123 82 |Thru 1402 1456 203 ¢ 104%
123 82 |Right 20 9 12.0] B 45%
OVERALL 1426 1465) 202 C 103% 0.839438
130 82 |Left 17 8 15.8] B 47%
Southbound]| 130 82 |Thru 1188 1172 26.0] C 99%
130 82 |Right 9 18 263] C 200%
SR 20 @ Mall Grand Lane OVERALL 1214 1198, 259| C 99% 0.375769
(signalized) 139 82 |Left 5 3 78.0] E 60%
Eastbound 139 82 |Thru 3 2] 84.0| F 67%
139 82 |Right 9 12 3.0] A 133%
OVERALL 17 17 258] C 100%
132 82 |Left 14 15 66.0] E 107%
Westbound | 132 82 |Thru 1 1 6.0] A 100%
132 82 |Right 7 16 83| A 229%
OVERALL 22 32 353] D 145% 1.622214
Intersection Total 2679 2712 230] € 101% 2.837421
26 123 |Left 51 41 96.3] F 80%
Northbound | 26 123 |Thru 1407 1438 27] A 102%
26 123 |Right 29 34 53] A 117%
OVERALL 1487 1513 53] A 102% 0.548922
82 123 |Left 11 9 700] E 82%
Southbound| 82 123 |Thru 1135 1132 13.5] B 100%
82 123 |Right 65 59 145] B 91%
SR 20 @ Plains Ct Way OVERALL 1211 1200, 14.0] B 99% 0.258484
(signalized) 138 123 |Left 12 11 496] D 92%
Eastbound 138 123 |Thru 2 2] 30] A 100%
138 123 |Right 12 12 3.0] A 100%
OVERALL 26 25 235] C 96% 0.161165
134 123 |Left 22 23 540] D 105%
Westbound | 134 123 |Thru 1 1 36.0] D 100%
134 123 |Right 7 6| 9.0] A 86%
OVERALL 30 30 44.4] D 100%
Tntersection Total 2754|2768 97 A 101% [Oo6857 | ]
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Brand Properties
Existing AM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes Delay Ci ria GEH Criteria (GEH < 5)
Intersection Approach | A B | Movement [TAMPK JCORSIM|(Sec/Veh)|LOS Percent Statistic Tnfersection

117 | 26 JLeft 158 146 533] D 92%
Northbound | 117 | 26 [Thru 1445|1478 329| € 102%
117 | 26 [Right 136 145 65 A 107%

OVERALL 1730 1769 324] C 102% 0.585707
123 | 26 |Left i 17| 882| F 121%
Southbound| 123 | 26 [Thru 1126 1106 313 € 98%
123 | 26 [Right 29 23 240] € 79%

SR 20 @ Mall of GA Bivd OVERALL 1160] 1146 320] C 98% 0.551060
(signalized) 37 | 26 [Len 2 2 679] E 85%
Eastbound | 137 | 26 [Thu 8 26 542 D 144%
137 | 26 [Right 122 120 68| A 98%

OVERALL 166 168 221] € 101% 0.126491
133 | 20 |Left 555 54| 554] E 99%
Westbound | 133 | 26 [Thru 29 il 740] D 141%
133 | 26 [Right 16 19| 88| A 119%

OVERALL 600 608 532| D 101% 0.266076
Tntersection Total 3674] 3601 353 D T00%
10 18 |Left 149 128 247] C 86%
Northbound [ 10 18 |Thru 1705|1616 24| A 95%

OVERALL 1854 1744 58] A 94% 2.106831
20 T8 |Thru 1301 1321 76| A 102%
Southbound | 20 18 |Right 105 96 a7 A 91%

SR 20 @ Preston Hills Apts OVERALL 1206 1417 7| A 701% 0.239215
(signalized) T80 | 18 |Left 205 214 56.0| E T04%
Eastbound | 180 | 18 [Right 50 44 97| A 88%
[OVERALL 255 258 781] D 701%
Tfersection Total 3515] 3419 97 A 9%
9 10 |Left 67 60 466] D 90%
Northbound | 9 10 [Thru 1283 1207 458] D 94%

9 10 |Right 3 0| 00[ A 0%

OVERALL 1353] 1267 759] D 94% 1.920542
8 0 |Lert 54 60 532| D TT1%
Southbound | 18 10 [Thru 1198 1198 341| © 100%
18 10 |Right 99 102 31| B 103%

SR 20 @ Rock Springs Rd OVERALL 1351] 1360 333] C 101% 0.199704
(signalized) 3 0 e 194 63 320| C 84%
Eastbound | 13 10 |Thru 1 7 36.0] D 64%
13 10 |Right 79 87 29| € 110%

OVERALL 284 257 290] € 90% 1.320388
27 0 |Lent &1 a7 714 D TT%
Westbound | 27 10 |Thru 70 69 378| D 99%
27 10 |Right 377 392] 334] C 104%
OVERALL 508 508] 343] C 700%

Tntersection Total 3406] 3392 370] D 97%
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Brand Properties
Existing AM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection
17 9 Left 19 15 344] C 79%
Northbound 17 9 Thru 1288 1207 22| c 94%
OVERALL 1307 1222 223] € 93% 1.940862
Southbound 10 9 Thru 1253 1236 19.8] B 99%
10 9 Right 85 96 15.5] B 113%
SR 20 @ Tech Ctr Pkwy OVERALL 1338] 1332 195 B 100% 0.13403 w
(signalized) 11 9 Left 65 53 644] E 82%
Eastbound 11 9 Right 25 16 135] B 64%
OVERALL 90 69 52.6] D 77% 1.882065 YES
Intersection Total 2735 2623 217] € 96% 3.956957
15 5 Left 169 166 39.7] D 98%
Northbound 15 5 Thru 992 951 258 C 96%
15 5 Right 88 88 50] A 100%
OVERALL 1249 1205 26.2] C 96% 1.022565
16 5 Left 112 121 41.3] D 108%
Southbound 16 5 Thru 1095 1069 305] € 98%
16 5 Right yal yal 139] B 100%
SR 20 @ Old Peachtree Rd OVERALL 1278 1261 306] C 99% 0.389137
(signalized) 176 5 Left 100 82 56.0] E 82%
Eastbound 176 5 Thru 100 97 522| D 97%
176 5 Right 86 87 39.1] D 101%
OVERALL 286 266 49.1] D 93% 0.977064
6 5 Left 51 52 45.8] D 102%
Westbound 6 5 Thru 257 232 46.4] D 90%
6 5 Right 215 208 376] D 97%
OVERALL 523 492 42.6] D 94% 1.117889
Intersection Total 3336 3224 323] € 97%
Northbound 67 15 Left 9 12 85| A 133%
SR 20 @ Azalea Dr NE OVERALL 9 12 85] A 133%
(un-signalized) 160 15 Left 68 69 270 D 101%
Eastbound 160 15  |Right 2 0 0.0] A 0%
OVERALL 70 69 27.0] D 99%
Intersection Total 79 81 243] C 103% [O087242 | ]
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Brand Properties
Existing AM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes| Delay Criteria GEH Criteria (GEH < 5]
Intersection Approach A B Movement | AM PK | CORSIM] (Sec/Veh)]LOS| Percent ithin 15%) Statistic Link Intersection
Southbound] 15 67 |Left 19 24 110] B 126% o
ISR 20 @ Bentbrooke Trail OVERALL 19 24 11.0] B 126% o 0.898027
(un-signalized) 161 67 |Left 44 39| 15.4] C 89%
Westbound] 161 67 |Right 72 77 92| A 107%
OVERALL 116 116 52] A 100% 0
Intersection Total 135 140] 62| A 104% 0.898027
Northbound] 162 163 |Left 60 72] 13.8] B 120% o
OVERALL 60 72] 13.8] B 120% o 1.224745
Southbound] 67 163 |Left 41 36| 45] A 88%
ISR 20 @ Azalea Dr NE OVERALL 41 36| 451 A 88% 0.650945
I(un-signaliled) 164 163 [Left 8 7 18.9] C 88%
Eastbound | 164 163 |Thru 41 38| 254 D 93%
164 163 |Right 1583 157] 120] B 103%
OVERALL 202 202 14.8] B 100% 0
165 163 |Left 14 12 15.0] B 86%
Westbound| 165 163 [Thru 9 12 200] C 133% o
165 163 |Right 82 81 9.0] A 99%
OVERALL 105 105] 109] B 100% 0
Intersection Total 408 415] 12.8] B 102% 1.875689
166 162 |Left 81 84 39.8] D 104%
Northbound] 166 162 |Thru 802 814 329] € 101%
166 162 |Right 24 18 6.3] A 75% o
OVERALL 907 916 33.0] C 101% 0.243599
163 162 |Left 75 63 39.4] D 84% o
Southbound] 163 162 |Thru 1074 1092] 472 D 102%
163 162 |Right 61 60 218] C 98%
[SR 20 @ Ridge/Russell Rd OVERALL 1210 1215 45.5] D 100% 0.117282
(signalized) 167 162 |Left 182 175] 45.0] D 96%
Eastbound | 167 162 [Thru 66 69 448] D 105%
167 162 |Right 43 45 15.7] B 105%
OVERALL 291 289 40.4] D 99% 0.095838
168 162 |Left 66 69 53.2] D 105%
Westbound| 168 162 |Thru 164 170] 46.4] D 104%
168 162 |Right 51 40 11.6] B 78% o
OVERALL 281 279 43.1] D 99% 0.097532
Intersection Total 2689 2699 405] D 100% 0.554251
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Brand Properties
Existing AM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK | CORSIM|(Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
30 13 |Left 55 56 58] A 102%
Northbound| 30 13 |Right 10 18] 4.0] A 180%
[Rock Springs @ Tech Ctr Dr JOVERALL 65 74 44| A 114% 0.891133
(un-signalized) Westbound 10 13 Left 7 2 0.0] A 29%
JOVERALL 7 2 0.0] A 29% 1.767767
Intersection Total 72 76| 43] A 106%
Southbound| 12 11 JLeft 2 1 0.0] A 50%
12 11 |Right 35 14] 30| A 40%
[Tech Ctr Pkwy @ JOVERALL 37 15| 28] A 41% 3.297939
[Tech Ctr Dr/Access E Eastbound 41 11 Left 57 66 20] A 116%
|(un-signalized) JOVERALL 57 66| 20| A 116% 0.948683
Intersection Total 94 81 21] A 86% 0.948683
158 156 |Left 0 0 0.0] A 0%
Northbound | 158 156 |Thru 78 83 15.0] B 106%
158 156 |Right 242 236 38| A 98%
(OVERALL 320 319] 6.7] A 100% 0.045667
157 156 |Left 8 10| 218] C 125%
Southbound| 157 156 |Thru 11 6 320] € 55%
Old Peachtree @ 157 156 |Right 2 5 6.0] A 250%
Horizon Drive JOVERALL 21 21 20.9] C 100%
(signalized) 159 156 [Left 14 11 245] € 79%
Eastbound 159 156 |Thru 19 21 137] B 111%
159 156 [Right 1 2 3.0] A 200%
JOVERALL 34 34 16.6] B 100%
155 156 [Left 1017 995 302 C 98%
Westbound | 155 156 [Thru 105 100 244] C 95%
155 156 [Right 55 65 15.3] B 118%
JOVERALL 1177 1160 28.9] C 99% 0.405567
Intersection Total 1552 1534 239] C 99% (0451235 ]
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Brand Properties

Existing AM Peak Hour Intersection Level of Service

without any improvements

GEH Criteria

Percent CORSIM of Count
CORSIM Nodes Existing Volumes Delay Criteria
Intersection Approach A B Movement | AM PK |CORSIM ] (Sec/Veh) | LOS Percent (Within 15%)

154 40 |Left 310 308 445] D 99%
Northbound | 154 40  |Right 130 135 52| A 104%
OVERALL 440 443 325] C 101%
Old Peachtree @ Eastbound 155 40 |Thru 184 187 83| A 102%
Collins Hill 155 40  |Right 84 83 36] A 99%
|(signalized) OVERALL 268 270 69] A 101%
32 40 |Left 190 177 78] A 93%
Westbound 32 40 |Thru 908 910] 50] A 100%
OVERALL 1098 1087 54] A 99%
Intersection Total 1806 1800 123] B 100%
33 31 |Left 41 40 39.0] E 98%
Southbound| 33 31  |Right 493 477 803] F 97%
Old Peachtree @ OVERALL 534 517 77.1] F 97%
Rock Springs (west SR 20) Eastbound 32 31 |Left 207 225 701 A 109%
(un-signalized) OVERALL 207 225 7.0] A 109%
Intersection Total 741 742 558] F 100%
14 2 Left 43 39 75] A 91%
Southbound 14 2 Right 118 102 82| A 86%
Old Peachtree @ OVERALL 161 141 21] A 88%
Tech Ctr Pkwy Eastbound 80 2 Left 46 46 21] A 100%
J(un-signalized) OVERALL 46 48| 21] A 100%
Intersection Total 207 187] 21] A 90%
144 145 |Left 88 61 10.1] B 69%
Southbound| 144 145 |Right 6 4 75| A 67%
Old Peachtree @ OVERALL 94 65 9.5] A 69%
Rock Springs (east SR 20) Eastbound 8 145 |Left 6 8 13| B 133%
(un-signalized) OVERALL 6 8 11.3] B 133%
Intersection Total 100 73] 9.7] A 73%

GEH Criteria (GEH < 5)

Statistic Intersection

0116642 hﬁ

0.099627 hﬁ

0.271502

0.603878

1.007018
1.007018

1.314482

2.578415

0.632456
0632456] |
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Brand Properties
Existing AM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria
Intersection Approach A B Movement | AM PK [CORSIM] (Sec/veh)|LOS Percent (Wi | Link [ Intersection

147 146 |Left 51 58 300] € 114%
Northbound| 147 146 |Thru 552 552] 26.2| € 100%
147 146 |Right 54 44 255] € 81%

OVERALL 657 654 26.5] C 100% 0.095637
145 146 |Left 48 37 46.7] D 7%
Southbound| 145 146 |Thru 264 236 219] € 89%
Old Peachtree @ 145 146 |Right 9 10 144] B 111%

SR 124 OVERALL 321 283 249] C 88% 1.766964
|(signalized) 148 146 |Left 40 39 289| € 98%
Eastbound 148 146 |Thru 288 288 119] B 100%
148 146 |Right 36 36 11.0] B 100%

OVERALL 364 363 13.6] B 100% 0.042816
149 146 |Left 69 59 272| € 86%
Westbound | 149 146 |Thru 449 467, 211 € 104%
149 146 |Right 160 142 210l € 89%

OVERALL 678 668 21.6] C 99% 0.314347

Intersection Total 2020 1968| 22| C 97% 2.219764
152 150 |Left 163 173 264| C 106%
Northbound| 152 180 |Thru 629 622 4271 D 99%
152 150 |Right 85 87 55] A 102%

OVERALL 877 882] 35.8] D 101% 0.137725
151 150 |Left 39 46 39.5] D 118%
Southbound| 151 180 |Thru 203 196 294] € 97%
Gravel Springs Rd @ 151 150 |Right 65 68 236] C 105%

SR 124 OVERALL 307 310] 20.7] C 101% 0.139573
|(signalized) 149 150 |Left 96 100 515] D 104%
Eastbound 149 180 |Thru 181 155 303] C 86%
149 150 |Right 113 107, 57] A 95%

OVERALL 390 362 28.9] C 93% 1.171764
163 150 |Left 70 89 349] C 127%
Westbound | 153 180 |Thru 450 423 49.2| D 94%
163 150 |Right 81 74 16.5] B 91%

OVERALL 601 586 42.9] D 98% 0.501675

Tntersection Total 2175|2140 357] D 98% [Tos0736] ]
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Brand Properties
Existing PM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 48 48 47.0] D 100%
Northbound | 130 135 |Thru 1401 1353 205 C 97%
130 135 |Right 18 17 49| A 94%
OVERALL 1467 1418 212 C 97% 1.050429
142 135 |Left 487 482 284| C 99%
Southbound| 142 135 |Thru 1980 2023 16.1] B 102%
142 135 |Right 72 67 89| A 93%
SR 20 @ Gravel Springs Rd OVERALL 2539 2572 18.2] B 101% 0.533578
(signalized) 141 135 |Left 233 225 56.5| E 97%
Eastbound 141 135 |Thru 50 44 46.6] D 88%
141 135 |Right 23 29 434| D 126% o
OVERALL 306 298 537 D 97% 0.375046
136 135 |Left 96 98 56.7| E 102%
Westbound | 136 135 |Thru 26 19 59.4| E 73% o
136 135 |Right 352 352 152| B 100%
OVERALL 474 469 256] C 99% 0.187845
Intersection Total 4786 4757| 221] € 99% 2.146898
82 130 |Left 10 21 934| F 210% o
Northbound 82 130 |Thru 1414 1409 46.4| D 100%
82 130 |Right 54 45 59] A 83% o
OVERALL 1478 1475) 458] D 100% 0.063736
135 130 |Left 102 113 725| E 111%
Southbound| 135 130 |Thru 1984 2013 228| € 101%
135 130 |Right 13 22 104]| B 169% o
SR 20 @ Woodward Bivd OVERALL 2099 2148 253] C 102% 0.869883
(signalized) 140 130 |Left 7 8 51.8] D 114%
Eastbound 140 130 |Thru 5 3 42.0] D 60% o
140 130 |Right 0 0 0.0] A 0% o
OVERALL 12 11 49.1] D 92% 0.239046
131 130 |Left 33 38 646| E 115% o
Westbound | 131 130 |Thru 6 8 56.3| E 133% o
131 130 |Right 46 37 114]| B 80% o
OVERALL 85 83 400 D 98% 0.177822
Intersection Total 3674 3717 339] C 101% 1.350487
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Brand Properties
Existing PM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes Existing Volumes | Delay
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh)|LOS Percent
123 82 |Left 74 81 474] D 109%
Northbound | 123 82 |Thru 1332 1312 37.0] D 98%
123 82 |Right 94 95 84] A 101%
OVERALL 1500 1488 35.7] D 99%
130 82 |Left 90 78 52.8] D 87%
Southbound]| 130 82 |Thru 1918 1900 340] C 99%
130 82 |Right 9 25 250] ¢ 278%
SR 20 @ Mall Grand Lane OVERALL 2017 2003 347] C 99%
|(signalized) 139 82 |Left 51 55 579] E 108%
Eastbound 139 82 |Thru 14 11 709] E 79%
139 82 |Right 28 26 16.4] B 93%
OVERALL 93 92 47.7] D 99%
132 82 |Left 115 104 56.7] E 90%
Westbound | 132 82 |Thru 5 5 56.4] E 100%
132 82 |Right 95 104 10.6] B 109%
OVERALL 215 213 342] C 99%
Intersection Total 3825 3796 354] D 99%
26 123 |Left 62 70 920] F 113%
Northbound 26 123 |Thru 1434 1478 56| A 103%
26 123 |Right 97 107 43] A 110%
OVERALL 1593 1653 9.1] A 104%
82 123 |Left 79 84 79.7] E 106%
Southbound| 82 123 |Thru 1932 1927| 327] ¢ 100%
82 123 |Right 50 34 314] € 68%
SR 20 @ Plains Ct Way OVERALL 2061 2045) 347] C 99%
|(signalized) 138 123 |Left 28 26 60.0] E 93%
Eastbound 138 123 [Thru 6 4 115.5] F 67%
138 123 |Right 33 36 102] B 109%
OVERALL 67 66 36.2] D 99%
134 123 |Left 112 120 66.2] E 107%
Westbound | 134 123 [Thru 16 13 512 D 81%
134 123 |Right 38 27 69] A 71%
OVERALL 166 160 55.0] D 96%
Intersection Total 3887 3924 248] C 101%

Criteria
(Within 15%)

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

0.25332

0.254819

0.084819

0.111542
0.704501

1.219799

0.288136

0.1

0.382546
1.990482
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Brand Properties
Existing PM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A& B | Movement [PMPK JCORSIM|(Sec/Veh)|LOS Percent i i Tink Tnfersection

117 | 26 |Left 421 390 632] E 93%
Northbound | 117 | 26 [Thru 1472|1530 347] C 105%
117 | 26 [Right 410 409 73 A 100%

OVERALL 2303|2338 347 C 102% 0.593989
123 | 26 |Lett 71 65 B12| F 92%
Southbound| 123 | 26 [Thru 1882|1945 389| D 103%
123 | 26 [Right 124 19 323 C 96%

SR 20 @ Mall of GA Bivd OVERALL 2077 2120 39.9] D 7103% 0.927758
(signalized) 37 | 26 |Len 702 92 27.7] D 50%
Eastoound | 137 | 26 [Thu 93 90 56.9| E 97%
137 | 26 [Right 381 387 216] € 102%

OVERALL 576 560 314] C 99% 0.238629
133 | 26 |Lert 538 503 553| E 93%
Westbound | 133 | 26 [Thru 112 128 626] E 114%
133 | 26 [Right 9 2 82| A T16%

OVERALL 669 653 552| E 98% 0.507107

Tnfersection Tofal 5625 5680 386] D T01% 2.267482
10 18 |Left 125 102 322] C 82%
Northbound | 10 18 [Thu 1550|1619 94| B 104%

OVERALL 1675|1721 202] C 7103% 0.913537
20 T8 |Thu 1910|1861 28] B 97%
Southbound| 20 18 [Right 152 147 87| A 97%

SR 20 @ Preston Hills Apts OVERALL 2062| 2008 123| B 97% 0.075231
(signalized) T80 T8 |Lent 122 53 780] D T08%
Eastbound | 180 18 [Right 30 21 60| B 70%

OVERALL 172 74 41| D 701% 0.124274

Tnfersection Tofal 3909] 3903 52| B T00% 2.013042
9 10 |Left 64 57 50.2] D 89%
Northbound | 9 10 [Thr 1386 1361 36.8| D 98%
9 10 [Right 36 32 33| € 89%

OVERALL 1486 1450 37.0| D 98% 0.765611
8 0 |Left 267 270 673] E T01%
Southbound| 18 10 [Thr 585 1507 416] D 95%
18 10 [Right 88 95 252 € 108%

SR 20 @ Rock Springs Rd OVERALL 1940 1872 245] D 96% 1.267986
(signalized) 3 0 |Let 278 202 724 D T05%
Eastbound | 13 10 [Thr 50 54 306] € 108%
13 10 [Right 3 61 27| ¢ 142%

OVERALL 371 407 37.9] D 110% 1.501957
27 0 |Left 31 30 570| E 97%
Westbound | 27 10 [Thru 707 10 51.9] D 103%
27 10 [Right 153 166 363| D 108%

OVERALL 291 306 239] D 705% 0.711868

Tntersection Total 7088 4035 71] D 59% [7oara2} |
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Brand Properties

Existing PM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes| Existing Volumes| Delay
Intersection Approach A B Movement | PM PK | CORSIM] (Sec/Veh)| LOS] Percent
17 9 |Left 21 23] 256] C 110%
Northbound] 17 9 |Thru 1321 1290 11.3] B 98%
OVERALL 1342 1313] 116] B 98%
Southbound 10 9 |Thru 1587 1517 96| A 96%
10 9 |Right 72 70| 471 A 97%
SR 20 @ Tech Ctr Pkwy OVERALL 1659, 1587] 94| A 96%
(signalized) 1" 9 |Left 165 153 454] D 93%
Eastbound| 11 9 |Right 42 37] 12.0] B 88%
OVERALL 207 190 389] D 92%
Intersection Total 3208 3090} 121 B 96%
15 5 |Left 162 150 50.5| D 93%
Northbound] 15 5 |Thru 1043 1043] 383] D 100%
15 5 |Right 47| 58| 15.5] B 123%
OVERALL 1252, 1251 387 D 100%
16 5 |Left 353] 356 88.3] F 101%
Southbound 16 5 |Thru 1157, 1121 351 C 97%
16 5 |Right 15| 1 82| A 73%
SR 20 @ Old Peachtree Rd OVERALL 1525, 1488 47.6] D 98%
(signalized) 176 5 |Left 145 140 549| D 97%
Eastbound| 176 5 |Thru 467 460 51.0] D 99%
176 5 |Right 120 110 49.7] D 92%
OVERALL 732] 710} 51.6] D 97%
6 5 |Left 39 32] 519] D 82%
Westbound 6 5 |Thru 167 159 46.3] D 95%
6 5 |Right 154 154 413] D 100%
OVERALL 360 345 44.6] D 96%
Intersection Total 3869 3794 452] D 98%
Northbound] 67 15 |Left 10| 9 87] A 90%
SR 20 @ Azalea Dr NE OVERALL 10| 9 8.7] A 90%
(un-signalized) 160 15 |Left 75 78] 230 C 104%
Eastbound| 160 15 |Right 5 1 120] B 20%
OVERALL 80, 79| 22.7] C 99%
Intersection Total 90| 88 213] C 98%

GEH Criteria (GEH < 5
Statistic Intersection

0648703 hﬁ

1.453878

0.97824
3.080821

0.023079

0.776756

0.66728
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Brand Properties
Existing PM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes| Existing Volumes| Delay
Intersection Approach A B Movement | PM PK |CORSIM] (Sec/Veh)|LOS Percent
Southbound] 15 67 |Left 58 47, 84| A 81%
SR 20 @ Bentbrooke Trail OVERALL 58 47, 84| A 81%
(un-signalized) 161 67 |Left 23 23 219 C 100%
Westbound| 161 67 |Right 32 32] 49] A 100%
OVERALL 55 55 9.2] A 100%
Intersection Total 113 102] 88| A 90%
Northbound| 162 163 |Left 92 119] 10.4] A 129%
OVERALL 92 119 10.1] A 129%
Southbound] 67 163 |Left 190 149 89| A 78%
SR 20 @ Azalea Dr NE OVERALL 190 149 89| A 78%
(un-signalized) 164 163 |Left 18 15 15.2| C 83%
Eastbound | 164 163 |Thru 37 31 265 D 84%
164 163 |Right 84 91 123| B 108%
OVERALL 139 137] 15.9] C 99%
165 163 |Left 4 2] 45.0] E 50%
Westbound| 165 163 [Thru 15 20 357] E 133%
165 163 |Right 101 98| 17.0] € 97%
OVERALL 120 120] 20.6] C 100%
Intersection Total 541 525 13.6] B 97%
166 162 |Left 70 62 343] € 89%
Northbound| 166 162 [Thru 1134 1126 429]| D 99%
166 162 |Right 75 71 213] C 95%
OVERALL 1279 1259 41.3] D 98%
163 162 |Left 210 238 79.1] E 113%
Southbound] 163 162 |Thru 816 745 389] D 91%
163 162 |Right 13 13 8.8 A 100%
SR 20 @ Ridge/Russell Rd OVERALL 1039 996 48.1] D 96%
(signalized) 167 162 |Left 151 152] 53.3] D 101%
Eastbound | 167 162 [Thru 223 228] 51.4] D 102%
167 162 |Right 55 55) 30.8] € 100%
OVERALL 429 435 49.5| D 101%
168 162 |Left 71 83| 53.9] D 117%
Westbound| 168 162 |Thru 115 121 47.3] D 105%
168 162 |Right 69 55 131] B 80%
OVERALL 255 259 42.1] D 102%
Intersection Total 3002 2949 449] D 98%

Criteria
(Within 15%)
0
)

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

1.218467

0
1.218467

2.1936

2.520989

0.138842

0
4.853431

0.457809

1.09681

0.235976

0.203991
1.994586
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Brand Properties
Existing PM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Existing Volumes| Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM] (Sec/Veh)| LOS| Percent | (Within 15%) | Statistic Link Intersection
30 13 |Left 23 27| 53] A 17%
Northbound| 30 13 |Right 2 16 6.0] A 800%
JRock Springs @ Tech Ctr Dr OVERALL 25 43| 33] A 172%
(un-signalized) Westbound 10 13 |Left 6 [ 20| A 100%
OVERALL 6 6| 2.0] A 100%
Intersection Total 31 49 32| A 158%
12 11 |Left 4 1 0.0] A 25%
Tech Ctr Pkwy @ Southbound] 12 11 |Right 24 1 22| A 46%
Tech Ctr Dr/Access E OVERALL 28| 12] 2.0] A 43% 2.743977
(un-signalized) Eastbound 41 11 |Left 27 29| 1.2] A 107%
OVERALL 27, 29| 1.2] A 107% 0.31046
Intersection Total 55] 41 15] A 75% 0.31046
158 156 |Left 1 0 0.0] A 0%
Northbound| 158 156 |Thru 22 28| 34| A 127%
158 156 |Right 1074 1070 95| A 100%
OVERALL 1097 1098 94| A 100% 0.024648
157 156 |Left 49 42| 96.1] F 86%
Southbound| 157 156 |Thru 68, 75| 6.7] A 110%
Old Peachtree @ 157 156 |Right 5 8 53] A 160%
|Horizon Drive OVERALL 122 125 36.7] D 102% 0.220863
(signalized) 159 156 |Left 1 0 0.0] A 0%
Eastbound | 159 156 |Thru 127 126} 45.0] D 99%
159 156 |Right 2 3 2.0] A 150%
OVERALL 130 129 44.0] D 99% 0.071703
155 156 |Left 440 423 472 D 96%
Westbound| 155 156 |Thru 67, 52 241] C 78%
155 156 |Right 2 0 0.0] A 0%
OVERALL 509 475 44.7] D 93% 1.244411
Intersection Total 1858 1827 229] C 98% [ 1.561626] ]
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Brand Properties
Existing PM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Existing Volumes| Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM] (Sec/Veh)| LOS Percent | (Within 15%) | Statistic Link Intersection
154 40 |Left 181 182] 374] D 101%
Northbound] 154 40 |Right 298 298| 201] € 100%
OVERALL 479 480 26.7] C 100% 0.037294
Old Peachtree @ Eastbound | 155 40 [Thru 988 995 14.8] B 101%
Collins Hill 155 40 |Right 262 250 72] A 95%
(signalized) OVERALL 1250 1245 13.3] B 100% 0.115547
32 40 |Left 214 209 245] C 98%
Westbound] 32 40 |Thru 237 219| 23] A 92%
OVERALL 451 428 13.1] B 95% 0.891902
Intersection Total 2180] 2153 16.2] B 99% 1.044743
33 31 |Left " 16 124] B 145% o)
Southbound] 33 31 |Right 224 214 112] B 96%
Old Peachtree @ OVERALL 235 230 11.3] B 98% 0.267261
JRock Springs (west SR 20) Eastbound 32 31 |Left 463 479 31 A 103%
(un-signalized) OVERALL 463 479 31 A 103% 0.603666
Intersection Total 698 709 58] A 102% 0.603666
14 2 Left 31 18] 10.7] B 58% o
Southbound] 14 2 Right 46 33 56] A 2% o
Old Peachtree @ OVERALL 77| 51 3.8] A 66% O 2.568097
Tech Ctr Pkwy Eastbound 80 2 Left 113 128 24] A 113%
(un-signalized) OVERALL 113 128 2.4] A 113% 1.127469
Intersection Total 190 179] 28] A 94% 1.127469
144 | 145 |[Left 168 150) 208] C 39%
Southbound] 144 145 |Right 10 9 153] C 90%
Old Peachtree @ OVERALL 178 159 19.6] C 89% 1.184036
JRock Springs (east SR 20) Eastbound 8 145 |Left 28 31 23] A 111%
(un-signalized) OVERALL 28 31 23] A 111% 0.454859
Intersection Total 206 190 16.8] C 92% 0.454859
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Brand Properties
Existing PM Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria Criteria (GEH < 5)
Intersection Approach A B Movement | PMPK |CORSIM|(Sec/Veh)|LOS Percent (Within 15%) Intersection

147 146 |Left 26 27 296] C 104%
Northbound | 147 146 [Thru 251 261 13.6] B 104%
147 146  |Right 72 64 162] B 89%

|OVERALL 349 352 153] B 101% 0.130931
145 146 |Left 167 167 279] € 100%
Southbound| 145 146 [Thru 650 636 18.0] B 98%
Old Peachtree @ 145 146  [Right 11 12 11.5] B 109%

SR 124 JOVERALL 828 815 20.0] B 98% 0.369847
|(signalized) 148 146 |Left 32 33 389] D 103%
Eastbound 148 146 |Thru 559 556 292] C 99%
148 146 |Right 56 49 294] C 88%

JOVERALL 647 638 29.7] C 99% 0.28957
149 146 |Left 89 86 709] E 97%
Westbound | 149 146 [Thru 390 399 384| D 102%
149 146  |Right 110 112 38.1] D 102%

|OVERALL 589 597 43.0] D 101% 0.268538

Intersection Total 2413 2402 276] C 100% 1.058886
152 150 |[Left 119 129 350] € 108%
Northbound| 152 150 |Thru 295 285 430] D 97%
152 150 |Right 67 63 84] A 94%

JOVERALL 481 477 36.3] D 99% 0.149123
151 150 |Left 107 104 309| € 97%
Southbound| 151 150 [Thru 469 450 43.8] D 96%
Gravel Springs Rd @ 151 150 [Right 97 110 356| D 113%

SR 124 |OVERALL 673 664 40.4] D 99% 0.283896
|(signalized) 149 150 |Left 119 140 454] D 118%
Eastbound 149 150 |Thru 475 430 379 D 91%
149 150  [Right 204 206 126] B 101%

JOVERALL 798 776 325] C 97% 0.638823
1563 150 |Left 212 233 353 D 110%
Westbound | 153 150 |Thru 373 359 476] D 96%
163 150 |Right 48 46 74] A 96%

JOVERALL 633 638 40.2] D 101% 0.162051

Intersection Total 2585 2555 37.2] D 99% [1.233893 [ ]





image148.png
Brand Properties
Existing Saturday Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | Sat PK | CORSIM| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 17 119 47.0] D 102%
Northbound | 130 135 |Thru 1045 1088 89| A 104%
130 135 |Right 51 60 41 A 118% o
OVERALL 1213 1267 12.3] B 104% 1.256664
142 135  |Left 260 252 28.1] C 97%
Southbound | 142 135 |Thru 1933 1937| 179| B 100%
142 135 |Right 95 92 81| A 97%
SR 20 @ Gravel Springs Rd OVERALL 2288 2281 18.6] B 100% 0.119549
(signalized) 141 135 |Left 193 182 619 E 94%
Eastbound 141 135 |Thru 7 7 475 D 100%
141 135 |Right 54 62 37.7] D 115%
OVERALL 324 321 538 D 99% 0.136293
136 135 |Left 138 140 56.6] E 101%
Westbound | 136 135 |Thru 90 102 469 D 113%
136 135 |Right 363 342] 173]| B 94%
OVERALL 591 584 31.9] C 99% 0.235569
Intersection Total 4416 4453 211] € 101% 1.748075
82 130 |Left 53 56 76.0| E 106%
Northbound 82 130 |Thru 948 982] 49.5| D 104%
82 130 |Right 236 251 122| B 106%
OVERALL 1237 1289 43.4] D 104% 1.198812
135 130 |Left 465 438 710| E 94%
Southbound| 135 130 |Thru 1629 1664 327 ¢ 102%
135 130 |Right 31 28 360 D 90%
SR 20 @ Woodward Bivd OVERALL 2125 2130 40.6] D 100% 0.088527
(signalized) 140 130 |Left 27 33 59.1| E 122% o
Eastbound 140 130 |Thru 21 22 61.1] E 105%
140 130 |Right 19 13 32| A 68% o
OVERALL 67 68 49.1] D 101% 0.099504
131 130 |Left 254 254 546 D 100%
Westbound | 131 130 |Thru 34 32 624| E 94%
131 130 |Right 238 249 98| A 105%
OVERALL 526 535 342| C 102% 0.319499
Intersection Total 3955 4022 40.8] D 102% 1.706342
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Brand Properties
Existing Saturday Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes Existing Volumes | Delay
Intersection Approach A B Movement | Sat PK |CORSIM|(Sec/Veh)|LOS Percent

123 82 |Left 56 58 292] C 104%
Northbound | 123 82 |Thru 1071 1134 29.2| € 106%
123 82 |Right 101 102 62] A 101%
OVERALL 1228 1294/ 274] C 105%

130 82 |Left 252 237 352| D 94%
Southbound] 130 82 |Thru 1645 1708 306] C 104%

130 82 |Right 5 0 0.0] A 0%
ISR 20 @ Mall Grand Lane OVERALL 1902 1943 312] C 102%
(signalized) 139 82 |Left 53 47 512 D 89%
Eastbound 139 82 |Thru 15 19 89.7] F 127%
139 82 |Right 34 36 208] C 106%
OVERALL 102 102 47.6] D 100%

132 82 |Left 155 131 62.1] E 85%
Westbound | 132 82 |Thru 11 11 66.0] E 100%
132 82 |Right 113 135 96| A 119%

OVERALL 279 277 36.6] D 99%
Intersection Total 3511 3616 307] € 103%
26 123 |Left 139 151 97.3| F 109%
Northbound| 26 123 |Thru 1142 1205 45] A 106%
26 123 |Right 324 358 45] A 110%
OVERALL 1605 1714/ 126] B 107%

82 123 |Left 115 97 746| E 84%
Southbound| 82 123 |Thru 1632 1645 37.7] D 101%
82 123 |Right 87 90 425] D 103%
SR 20 @ Plains Ct Way OVERALL 1834 1832 39.8] D 100%
(signalized) 138 123 |Left 19 15 532| D 79%
Eastbound 138 123 |Thru 17 21 523 D 124%
138 123 |Right 25 25 67] A 100%
OVERALL 61 61 338] C 100%
134 123 |Left 141 147 68.9] E 104%
Westbound | 134 123 |Thru 26 30 612] E 115%

134 123 |Right 67 61 83] A 91%
OVERALL 234 238 524] D 102%
Intersection Total 3734 3845 284] C 103%

Criteria
(Within 15%)

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

1.524205

0.764853

0.097882
2.38694

2.196759

0.038139

0.212899
2.447796
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Brand Properties
Existing Saturday Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach | A B Movement | Sat PK [CORSIM] (Sec/veh) |LOS Percent Link Tntersection
117 | 26 JLeft 421 403 676] E 96%
Northbound | 117 | 26 [Thru 1342|1441 390 D 107%
117 | 26 |Right 343 339 1] A 99%
[OVERALL 2106 _ 2183 395] D 104% 1.361713
123 | 26 |Lert 708 707 336| F 99%
Southbound| 123 | 26 [Thru 1418|1447 443 D 102%
123 | 26 |Right 272 273 14| D 700%
SR 20 @ Mall of GA Bivd OVERALL 1798|1827 62| D 102%
(signalized) 137 | 26 |Lert 215 205 271 D 95%
Eastoound | 137 | 26 [Thu 185 196 699| E 106%
137 | 26 |Right 214 420 28] B 101%
[OVERALL 314 821 350] C 701%
133 | 26 |Lert 260 257 529] D 99%
Westbound | 133 | 26 [Thru 134 133 607 E 99%
133 | 26 |Right 78 59 130] B 123%
[OVERALL 642 649 52.7] D 701%
Tntersection Total 5360] 5480 726] D 102%
10 18 |Left 90 92 323] C 102%
Northbound | 10 18 |Thru 1819|1826 85 A 700%
OVERALL 1500|1918 96| A 700%
20 T8 [Thru T650] 1635 T57] B 59%
Southbound| 20 18 |Right 73 184 83 A 106%
SR 20 @ Preston Hills Apts OVERALL 1832|1810 50| B 99%
(signalized) T80 T8 [en 67 70 784 D 102%
Eastbound | 180 18 |Right 32 25 144] B 78%
OVERALL 799 795 741| D 95%
Tntersection Total 3040] 3032 138] B T00%
9 10 |Left 59 57 423] D 97%
Northbound | 9 10 |Thru 1580|1564 313 € 99%
9 10 |Right 15 23 88| B 153%
[OVERALL 1654 1644 315] C 99%
8 0 |Left 133 138 52| E T04%
Southbound| 18 10 |Thru 1332|1337 430 D 100%
18 10 |Right 132 145 218 € 110%
SR 20 @ Rock Springs Rd [OVERALL 1567|1620 230] D 701%
(signalized) 3 0 |Left 209 99 385] D 95%
Eastbound | 13 10 |Thru 2 25 365 D 96%
13 10 |Right 55 70 150] B 127%
[OVERALL 290 204 328] C 701%
27 0 |Left 31 27 50.7] D 87%
Westbound | 27 10 |Thru 23 27 547 D 7%
27 10 |Right 90 185 201 € 97%
[OVERALL 244 239 344] C 98%
Tnfersection Tofal 3785] 3797 36.7] D T00% [Tizmser | |
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Existing Saturday Peak Hour Intersection Level of Service
without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Existing Volumes| Delay Criteria GEH Criteria (GEH < 5]
Intersection Approach A B Movement | Sat PK | CORSIM](Sec/Veh)|LOS| Percent ithin 15%] Statistic Link Intersection
17 9 |Left 14| 11 207] C 79% o
Northbound] 17 9 |Thru 1557, 1552 13.9] B 100%
OVERALL 1571 1563 14.0] B 99% 0.16494
Southbound 10 9 [Thru 1357, 1349 173] B 99%
10 9 |Right 61 47 123] B 7% o)
ISR 20 @ Tech Ctr Pkwy |OVERALL 1418, 1396 17.1] B 98% 0.478261
|(signalized) 1" 9 |Left 97, 109 52.7] D 112%
Eastbound| 11 9 |Right 17] 21 83] A 124% o
|OVERALL 114 130 455] D 114% 1.195896
Intersection Total 3103 3089 16.7] B 100% 1.839097
15 5 JLeft 134 125 453] D 93%
Northbound] 15 5 |[Thru 1248 1266 433] D 101%
15 5 |Right 21 17] 247] C 81% o
|OVERALL 1403 1408 432] D 100% 0.108928
16 5 |Left 230 250 749| E 109%
Southbound 16 5 |[thru 1076 1052 427 D 98%
16 5 |Right 18] 8 473] D 44% o
SR 20 @ Old Peachtree Rd |OVERALL 1324, 1310] 48.9] D 99% 0.314706
|(signalized) 176 5 |Left 141 128 356] D 91%
Eastbound| 176 5 |[Thru 150 126 303] € 84% o
176 5 |Right 66 52| 240] € 79% o)
|OVERALL 357 306 315] C 86% 2.258318
6 5 |Left 51 41 66.6] E 80% o
Westbound 6 5 |[thru 181 172 60.0] E 95%
6 5 |Right 182 167| 482] D 92%
JOVERALL 414 380 55.5] E 92% 1.38344
Intersection Total 3498 3404 457] D 97% 4.065392
Northbound] 67 15 JLeft 5 0 0.0] A 0% o
ISR 20 @ Azalea Dr NE (OVERALL 5 0] #DIV/O! [##HH] 0% o 2.236068
|(un-signalized) 160 15 |Left 69 70| 28.1] D 101%
Eastbound| 160 15 |Right 3 0 0.0] A 0% o)
|OVERALL 72 70| 28.1] D 97% 0.193347
Intersection Total 77| 70] #DIV/0Y ###ﬂ 91% 2.429415
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Brand Properties

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Existing Volumes| Delay Criteria GEH Criteria (GEH < 5]
Intersection Approach A B Movement | Sat PK | CORSIM] (Sec/Veh)|LOS Percent ithin 15%] Statistic Link Intersection
Southbound| 15 67 |Left 45 40 84| A 89%
SR 20 @ Bentbrooke Trail JOVERALL 45 40 84| A 89% 0.620174
(un-signalized) 161 67 |Left 31 26 18.7] € 84% O
Westbound| 161 67 |Right 57 62 8.8 A 109%
|OVERALL 88 88| 55| A 100% 0
Intersection Total 133 128| 64] A 96% 0.620174
Northbound| 162 163 |Left 72 82| 71] A 114%
JOVERALL 72 82] 71 A 114% 0.940721
Southbound| 67 163 |Left 54 47 10.6] B 87%
SR 20 @ Azalea Dr NE JOVERALL 54 47, 10.6] B 87% 0.795147
(un-signalized) 164 163 |Left 19 21 206| C 111%
Eastbound | 164 163 |Thru 14 14 334] D 100%
164 163 |Right 70 104 79] A 149% o
JOVERALL 103 139 12.4] B 135% o 2.740993
165 163 |Left 4 3 40] A 75% o
Westbound| 165 163 [Thru 14 23 203] € 164% o
165 163 |Right 78 96| 84| A 123% o
JOVERALL 96 122 10.5] B 127% o 2.075026
Intersection Total 325 390] 105] B 120% o 4.476861
166 162 |Left 76 72] 213 C 95%
Northbound| 166 162 |Thru 908 927| 208] € 102%
166 162 |Right 68 58| 57] A 85%
JOVERALL 1052 1057 20.0 B 100% 0.125769
163 162 |Left 121 206 308] C 170% o
Southbound| 163 162 [Thru 725 717 25 C 99%
163 162 |Right 121 12 65| A 10% o
SR 20 @ Ridge/Russell Rd JOVERALL 967 935 242| C 97% 0.844889
(signalized) 167 162 |Left 131 127, 394| D 97%
Eastbound | 167 162 [Thru 139 133 30.7] € 96%
167 162 |Right 34 38| 74] A 112%
JOVERALL 304 298, 314] C 98% 0.281905
168 162 |Left 125 134 388] D 107%
Westbound| 168 162 |Thru 97 98] 347] C 101%
168 162 |Right 106 90| 79| A 85% o
JOVERALL 328 322] 289| C 98% 0.271329
Intersection Total 2651 2612 239| C 99% 1.523892
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | Sat PK | CORSIM| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
30 13 |Left 13 10 3.0] A 7% o
Northbound 30 13 |Right 20 23 42| A 115%
Rock Springs @ Tech Ctr Dr OVERALL 33 33 09] A 100% 0
(un-signalized) Westbound 10 13 |Left 6 3 20] A 50% o
OVERALL 6 3 20| A 50% o 1.095445
Intersection Total 39 36 10] A 92% 1.095445
12 11 |Left 6 2 3.0] A 33% o
Tech Ctr Pkwy @ 12 11 [Right 15 4 30| A 27% 0
Tech Ctr Dr/Access E OVERALL 21 6 3.0 A 29% o 3.061862
J(un-signalized) Eastbound 41 11 |Left 28 24 1.3] A 86%
OVERALL 28 24 1.3] A 86% 0.632456
Intersection Total 49 30 16] A 61% o 0.632456
158 156 |Left 2 0 0.0] A 0% o
Northbound | 158 156 |Thru 5 3 14.0] B 60% o
158 156 |Right 582 584 41| A 100%
OVERALL 589 587 42| A 100% 0.067324
157 156 |Left 5 6 29.0] € 120% o
Southbound] 157 156 |Thru 20 16 16.1] B 80% o
Old Peachtree @ 157 156 |Right 1 3 40] A 300% O
Horizon Drive OVERALL 26 25 17.8] B 96% 0.161165
(signalized) 159 156 |Left 0 0 0.0] A 0% O
Eastbound 159 156 |Thru 41 41 284 C 100%
159 156 |Right 3 3 4.0] A 100%
OVERALL 44 44 26.7] C 100% 0
155 156 |Left 565 533 146| B 94%
Westbound | 155 156 |Thru 75 63 9.1 A 84% o
155 156 |Right 5 3 40| A 60% o
OVERALL 645 599 140] B 93% 1.496776
Intersection Total 1304 1255 99] A 96% 1.725265





image154.png
Brand Properties
Existing Saturday Peak Hour Intersection Level of Service
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Existing Volumes| Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | Sat PK | CORSIM] (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
154 40 |Left 259 255 39.1] D 98%
Northbound| 154 40 |Right 234 239 6.9] A 102%
OVERALL 493 494 235[ € 100% 0036761 ﬂ
Old Peachtree @ Eastbound | 155 40 [Thru 393 426 62| A 108%
Collins Hill 155 40 |Right 189 183| 35| A 97%
(signalized) OVERALL 582 609 54] A 105% 0.906827
32 40 |Left 192 191 104] B 99%
Westbound 32 40 [Thru 364 325 39] A 89%
OVERALL 556 516 6.3] A 93%
Intersection Total 1631 1619 11.2] B 99%
33 31 |Left 14 19 114] B 136%
Southbound] 33 31 |Right 233 232] 124] B 100%
Old Peachtree @ OVERALL 247 251 12.3] B 102%
JRock Springs (west SR 20) Eastbound 32 31 |Left 243 250 29] A 103%
(un-signalized) OVERALL 243 250 29| A 103%
Intersection Total 490 501 76] A 102%
14 2 Left 28 18, 43| A 64%
Southbound] 14 2 Right 56 41 59] A 73%
Old Peachtree @ OVERALL 84 59 1.3] A 70%
Tech Ctr Pkwy Eastbound 80 2 Left 59 75| 1.8] A 127%
(un-signalized) OVERALL 59 75| 1.8] A 127%
Intersection Total 143 134 16] A 94%
144 | 145 [Left 70 74 93] A 106%
Southbound| 144 145 |Right 14 11 87] A 79%
Old Peachtree @ OVERALL 84 85 81| A 101% 0.088911
JRock Springs (east SR 20) Eastbound 8 145 |Left 14 12 20| A 86%
(un-signalized) OVERALL 14 12 2.0] A 86% 0.447214
Intersection Total 98 97| 7.4] A 99% [0.447214F ]
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Existing Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | Sat PK |CORSIM]| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
147 146 |Left 23 23 143] B 100%
Northbound | 147 146 |Thru 198 207, 129] B 105%
147 146 |Right 67 58 127] B 87%
OVERALL 288 288) 13.0] B 100%
145 146 |Left 123 131 17.0] B 107%
Southbound| 145 146 |Thru 165 177 126] B 107%
Old Peachtree @ 145 146 |Right 6 12 6.0] A 200%
SR 124 OVERALL 294 320 14.2] B 109% 1.22024
(signalized) 148 146 |Left 18 15 308] € 83%
Eastbound 148 146 |Thru 393 404 26| C 103%
148 146 |Right 33 27 182] B 82%
OVERALL 444 446 26| C 100% 0.07744
149 146 |Left 69 59 38.6] D 86%
Westbound | 149 146 |Thru 300 302] 268] C 101%
149 146 |Right 116 104 219] € 90%
OVERALL 485 465) 272] C 96% 0.746653
Intersection Total 1511 1519 204] C 101%
152 150 |Left 7 68 169] B 88%
Northbound | 152 180 [Thru 586 586 22| C 100%
152 150 |Right 114 122 68] A 107%
OVERALL 777 776 19.3] B 100% 0.029298
151 150 |Left 153 157, 22| C 103%
Southbound| 151 180 |Thru 379 365 16.9] B 96%
Gravel Springs Rd @ 151 150 |Right 83 94 142] B 113%
SR 124 OVERALL 615 616 17.8] B 100% 0.032915
(signalized) 149 150 |Left 177 172 62.5] E 97%
Eastbound 149 180 |Thru 410 347 392| D 85%
149 150 |Right 91 96 98] A 105%
OVERALL 678 615 41.1] D 91%
1563 150 |Left 113 132 230] € 117%
Westbound | 153 180 |Thru 385 364 38.9] D 95%
163 150 |Right 111 109 141] B 98%
OVERALL 609 605, 309] C 99%
Intersection Total 2679] 2612 26.8] C 7%
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK | CORSIM|(Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 36 37 59.0| E 103%
Northbound | 130 135 |Thru 1645 1701 471 D 103%
130 135 |Right 27 31 45| A 115%
OVERALL 1708 1769 46.6] D 104% 1.198038
142 135 |Left 289 295 583| E 102%
Southbound| 142 135 |Thru 1500 1490 121] B 99%
142 135 |Right 35 36 63] A 103%
SR 20 @ Gravel Springs Rd OVERALL 1824 1821 194]| B 100% 0.05737
(signalized) 141 135 |Left 147 151 39.7] D 103%
Eastbound 141 135 |Thru 12 11 316| C 92%
141 135 |Right 9 6| 8.0] A 67% o
OVERALL 168 168 38.1| D 100% 0
136 135 |Left 109 133 53.4| D 122% o
Westbound | 136 135 |Thru 37 38 246| C 103%
136 135 |Right 710 679 498 D 96%
OVERALL 856 850 4921 D 99% 0.16764
Intersection Total 4556 4608| 36.0] D 101% 1.423047
82 130 |Left 34 33 216] C 97%
Northbound 82 130 |Thru 1485 1555 116]| B 105%
82 130 |Right 150 129 60| A 86%
OVERALL 1669 1717 114] B 103% 0.954763
135 130 |Left 358 346 517 D 97%
Southbound| 135 130 |Thru 1218 1232 92| A 101%
135 130 |Right 42 49 9.7] A 117% o
SR 20 @ Woodward Bivd OVERALL 1618 1627, 18.3] B 101% 0.182518
(signalized) 140 130 |Left 51 54 37.7] D 106%
Eastbound 140 130 |Thru 27 26 45.0] D 96%
140 130 |Right 7 4 45| A 57% o
OVERALL 85 84 38.4| D 99% 0.088736
131 130 |Left 204 194 530 D 95%
Westbound | 131 130 |Thru 19 18 503 D 95%
131 130 |Right 172 183 126] B 106%
OVERALL 395 395 342| C 100% 0
Intersection Total 3767 3823 17.2] B 101% 1.226017
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Brand Properties

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection
123 82 |Left 5 0 0.0] A 0% o
Northbound | 123 82 |Thru 1643 1701 23] A 104%
123 82 |Right 23 11 38| A 48% o
OVERALL 1671 1712 23] A 102% 0.815608
130 82 |Left 20 9 27| € 45% o
Southbound| 130 82 |Thru 1398 1399 15.5] B 100%
130 82 |Right 11 21 146] B 191% o
ISR 20 @ Mall Grand Lane OVERALL 1429 1429 15.5] B 100% 0
(signalized) 139 82 |Left 6 5 816|] F 83% o
Eastbound 139 82 |Thru 4 2 300] € 50% o
139 82 |Right 11 14 09] A 127% o
OVERALL 21 21 229] C 100% 0
132 82 |Left 16 18 56.0] E 113%
Westbound | 132 82 |Thru 1 1 90.0] F 100%
132 82 |Right 20 18 153] B 90%
OVERALL 37 37 37.1] D 100% 0
Intersection Total 3158 3199 88| A 101% 0.815608
26 123 |Left 60 52 44] A 87%
Northbound 26 123 |Thru 1649 1693 22| A 103%
26 123 |Right 34 28 39| A 82% o
OVERALL 1743 1773 23] A 102% 0.585039
82 123 |Left 13 11 13.6] B 85% o
Southbound 82 123 |Thru 1336 1349 74| A 101%
82 123 |Right 76 75 771 A 99%
SR 20 @ Plains Ct Way OVERALL 1425 1435 75] A 101% 0.216043
(signalized) 138 123 |Left 14 14 65.1] E 100%
Eastbound 138 123 [Thru 2 3 320] C 150% o
138 123 |Right 13 12 8.0] A 92%
OVERALL 29 29 38.1] D 100% 0
134 123 |Left 26 26 55.6] E 100%
Westbound | 134 123 [Thru 1 1 6.0] A 100%
134 123 |Right 8 8 98] A 100%
OVERALL 35 35 437] D 100% 0
Intersection Total 3232 3272 53] A 101% 0.801081
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach | A B | Movement [AMPK [CORSIM](Sec/Veh)|LOS Percent (Within 15%) | statistic | Tink Tnfersection
117 | 20 JLeft 185 177 58.2] E 96%
Northbound| 117 | 26 [Thra 1693|1725 27| € 102%
117 | 26 [Right 159 188 52| A 118% o
OVERALL 2037|2090 241 C 103% 0.954654 NI
123 | 20 |Left 6 20 612] E 125% o
Southbound| 123 | 26 [Thru 1325|1350 343 € 102%
123 | 26 [Right 34 25 286] C 74% o
SR 20 @ Mall of GA Bivd OVERALL 1375|1305 346] C 701% 0.439322 IR
(signalized) 37 | 26 [Len 30 24 50.3] D 30% o
Eastoound | 137 | 26 [Thu 21 27 56| D 129% 0
137 | 26 [Right 143 145 73| A 101%
OVERALL 194 196 78] B 701% 0.117041 [IRT=)
33 | 20 |Len 649 535 708| D 5%
Westbound | 133 | 26 [Thru 34 5 245 C© 132% o
133 | 26 [Right 20 23 11.0] B 115%
[OVERALL 703 703] 38.7] D 700% 0
Tnfersection Total 7300 4384 205] € T02% 7511047
10 18 |Left 174 151 336] C 87%
Northbound| 10 18 |Thru 2013 1998 39| A 99%
OVERALL 2187|2149 60 A 98% 0.665388
20 T8 |Thru 1544|1505 05| B 703%
Southbound| 20 18 |Right 123 125 8] A 102%
SR 20 @ Preston Hills Apts OVERALL T667] 1720 01| A 103% 1.054322
(signalized) T80 | 18 [Len 240 246 59.4| E 103%
Eastbound | 180 | 18 |Right 58 8 140] B 83% 0
[OVERALL 208 204 520] D 99% 0.189618
Tfersection Total 7152|4163 T09] B T00% 7000328
9 10 |Left 78 75 471 D 96%
Northbound| 9 10 |Thru 1519 1486 13.7] B 98%
9 10 |Right 7 0] 00| A 0% o
[OVERALL 1601 1561 54| B 98% 0819662 AL
8 0 |Left 63 74 18| D T17% 0
Southbound| 18 10 |Thr 1423|1402 314] € 99%
18 10 |Right 116 110 198] B 95%
SR 20 @ Rock Springs Rd OVERALL 1602|1586 311] C 99% 0.326939 IR
(signalized) 3 0 e 227 221 533] D 9%
Eastbound | 13 10 |Thru 13 1 80| B 85% o
13 10 |Right 93 711 136] B T19% 0
[OVERALL 333 343] 393 D 103% 0.445215 I
27 0 |Left 71 59 13| D 33% o
Westbound | 27 10 |Thr 82 4 479 D 102%
27 10 |Right 241 241 389] D 100%
OVERALL 594 554] 204] D 98% 0.335957
Tntersection Total 7130 4074 271 59% 1027772
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2012 AM No Build Peak Hour Intersection Level of Service

without any improvements

GEH Criteria

Percent CORSIM of Count
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)|LOS Percent (Within 15%)
17 9 Left 23 19 2486] C 83% [\[e]
Northbound 17 9 Thru 1515 1475 26| A 97% YES
OVERALL 1538 1494 29| A 97% YES
Southbound 10 9 Thru 1482 1441 31 A 97% YES
10 9 Right 105 131 351 A 125% NO
SR 20 @ Tech Ctr Pkwy OVERALL 1587 1572 3.1] A 99% YES
(signalized) EKl 9 Left 86 88 44.0] D 102% YES
Eastbound 1 9 Right 29 24 125|] B 83% [\[e]
OVERALL 115 112 37.2] D 97% YES
Intersection Total 3240 3178 42| A 98% YES
SR 20 @ Access C Eastbound | 175 69 [Right 0 1 00| A 0% [\[e]
(un-signalized) OVERALL 0 1 0.0] A 0% [}
Intersection Total 0 1 0.0] A 0% [\[e]
16 72 |Left 7 0 00| A 0% [\[e]
Northbound 16 72 |Thru 1530 1514 54| A 99% YES
OVERALL 1537 1514 54| A 99% YES
Southbound| 69 72 |Thru 1495 1456 24| A 97% YES
69 72 JRight 14 1 55| A 79% [\[e]
SR 20 @ Access B OVERALL 1509 1467 24| A 97% YES
(signalized) 178 72 |Left 8 8 33.0] C 100% YES
Eastbound 178 72 JRight 14 14 12.0] B 100% YES
OVERALL 22 22 196] B 100% YES
Intersection Total 3068 3003 40] A 98%
SR 20 @ Access A Eastbound | 179 16  |Right 0 0 00] A 0% [\[e]
(un-signalized) OVERALL 0 0 00| A 0% NO
Intersection Total 0 0 0.0] A 0% [\[e]

GEH Criteria (GEH < 5)

Statistic Intersection

0.92047 YES

0.307923 YES

0.229416 YES
1457809] |
B e
AL -

YES
1414214

YES

YES

1.367127

#DIV/0!
#DIV/0!

#DIV/0!

#DIV/0!





image160.png
Brand Properties
2012 AM No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AMPK | CORSIM|(Sec/Veh) |LOS Percent i Statistic Link Intersection

15 5 Left 198 186 31.0] € 94%
Northbound 15 5 Thru 1163 1154 20.0] B 99%
15 5 Right 103 103 68| A 100%

OVERALL 1464 1443 204 C 99% 0.449204
16 5 Left 143 132 69.5| E 92%
Southbound 16 5 Thru 1282 1236 24| A 96%
16 5 Right 84 85 25| A 101%

SR 20 @ Old Peachtree Rd OVERALL 1509 1453 85| A 96% 1.184406
|(signalized) 176 5 Left 120 101 358] D 84%
Eastbound 176 5 Thru 17 115 37.1] D 98%
176 5 Right 100 100 146] B 100%

OVERALL 337 316 29.6] C 94% 0.94388
[ 5 Left 60 57 313] C 95%
Westbound 6 5 Thru 301 286 39.1] D 95%
6 5 Right 254 253 134] B 100%
OVERALL 615 596 274] C 97%
Intersection Total 3925 3808 17.7] B 97%
Northbound | 67 15 |Left 11 14 159] C 127%
SR 20 @ Azalea Dr NE OVERALL 11 14 159] C 127%
J(un-signalized) 160 15 |Left 79 79 52.7] F 100%

Eastbound 160 15 |Right 2 0 0.0] A 0%
OVERALL 81 79 52.7] F 98%
Intersection Total 92 93 472] E 101%
Southbound 15 67 |Left 22 25 89| A 114%
SR 20 @ Bentbrooke Trail OVERALL 22 25 89| A 114%
J(un-signalized) 161 67 |Left 52 44 341] D 85%
Westbound | 161 67 |Right 85 92 123] B 108%
OVERALL 137 136 11.0] B 99%
Intersection Total 159 161 10.7] B 101% [ 0580597} ]
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
Northbound| 162 163 |Left 70 76 121] B 109%
OVERALL 70 76 12.1] B 109% 0.57735
Southbound| 67 163 |Left 48 36 92] A 75% o
ISR 20 @ Azalea Dr NE OVERALL 48 36 9.2] A 75% o 1.477098
|(un-signalized) 164 163 |Left 9 10| 984| F 111%
Eastbound | 164 163 |Thru 48 43| 833] F 90%
164 163 |Right 179 168 595] F 94%
OVERALL 236 221 659] F 94% 0.805823
165 163 |Left 16 14| 274] D 88%
Westbound | 165 163 |Thru 1" 13| 42.0] E 118% o
165 163 |Right 96 97, 121] B 101%
OVERALL 123 124 16.9] C 101% 0.073521
Intersection Total 477 457 392] E 96% 2.860271
166 162 |Left 95 97 50.5] D 102%
Northbound| 166 162 |Thru 941 942| 148] B 100%
166 162 |Right 28 20| 39] A 1% o
OVERALL 1064 1059 17.9] B 100% 0.125255
163 162 |Left 88 78 63.5] E 89%
Southbound| 163 162 |Thru 1257 1263 19.5] B 100%
163 162 |Right 7 70 6.7] A 99%
ISR 20 @ Ridge/Russell Rd OVERALL 1416 1411 21.3] C 100% 0.108555
|(signalized) 167 162 |Left 213 205 314] C 96%
Eastbound | 167 162 |Thru 7 81 2906] C 105%
167 162 |Right 50 54 971 A 108%
OVERALL 340 340 275] C 100% 0
168 162 |Left 7 81 324] C 105%
Westbound | 168 162 |Thru 192 193 30.6] C 101%
168 162 |Right 60 52 82] A 87%
OVERALL 329 326 275] C 99% 0.13525
Intersection Total 3149 3136 215] C 100% 0.36906
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Brand Properties

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM]| (Sec/Veh)|LOS Percent (Within 15%) | Statistic Link Intersection
30 13 |Left 64 52 63] A 81% o
Northbound] 30 13 |Right 12 17 32] A 142% o
[Rock Springs @ Tech Ctr Dr |OVERALL 76 69 48] A 91% 0.665912
(un-signalized) Westbound 10 13 |Left 8 5 24] A 63% o
JOVERALL 8 5 24] A 63% o 0.92582
Intersection Total 84 74 46] A 88% 0.92582
7 11 JLeft 0 0 0.0] A 0% o
Northbound] 77 11 |Thru 0 0 0.0] A 0% o
7 11 |Right 10 9 201 A 90%
JOVERALL 10 9 20] A 90% 0.262613
[Tech Ctr Pkwy @ 12 11 |Left 2 2] 3.0] A 100%
[Tech Ctr Dr/Access E Southbound] 12 11 |Thru 0 0 0.0] A 0% o
(un-signalized) 12 11 |Right 41 33 49] A 80% o
JOVERALL 43 35 48] A 81% o 1.028519
Eastbound 41 11 |Left 67 62 22| A 93%
JOVERALL 67 62 22| A 93% 0.505076
Westbound 9 11 |Left 7 8 08] A 114%
JOVERALL 7 8 0.8] A 114% 0.301511
Intersection Total 127 114 29] A 90% 0.806588
158 156 |Left 0 0 0.0] A 0% o
Northbound] 158 156 |Thru 86 92 16.0] B 107%
158 156 |Right 267 260 39] A 97%
JOVERALL 353 352] 7.0] A 100% 0.043478
157 156 |Left 9 11 300 € 122% o
Southbound] 157 156 |Thru 12 6| 260] C 50% o
Old Peachtree @ 157 156 |Right 2 5 48] A 250% O
Horizon Drive JOVERALL 23 22 232| C 96% 0.171499
(signalized) 159 156 |Left 15 13 14] A 87%
Eastbound | 159 156 |Thru 22 23 0.8] A 105%
159 156 |Right 1 2] 3.0] A 200% o
(OVERALL 38 38 1.1] A 100% 0
1585 156 |-Left 1123 1061 170] B 94%
Westbound| 155 156 |Thru 116 101 14| B 87%
155 156 |Right 61 79 10.2] B 130% o
JOVERALL 1300 1241 16.1] B 95% 1.346309
Intersection Total 1714] 1653 14.0] B 96% 1.561286
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh) |LOS Percent | (Within 15%) Statistic Link Intersection
154 40 |Left 342 341 343] € 100%
Northbound | 154 40 |Right 146 147 55] A 101%
OVERALL 488 488 256] C 100% 0
Old Peachtree @ Eastbound 155 40 |Thru 248 235 123] B 95%
Collins Hill 155 40 |Right 93 83 39] A 89%
(signalized) OVERALL 341 318 10.1] A 93% 1.028591
32 40 |Left 211 209 102] B 99%
Westbound 32 40 Thru 1076 1088 82] A 101%
OVERALL 1287 1297 8.5] A 101% 0.227302
Intersection Total 2116 2103 127] B 99% 1.255893
33 31 |Left 48 46 335] C 96%
Southbound| 33 31 |Right 577 556 325] € 96%
OVERALL 625 602 326] C 96% 0.755827
Old Peachtree @ Eastbound 32 31 |Left 242 257 275] € 106%
[Rock Springs (west SR 20) 32 31 |Thru 266 250 74] A 94%
(signalized) OVERALL 508 507 17.6] B 100% 0.036238
1 31 |Thru 859 825 233] € 96%
Westbound 1 31 |Right 54 55 181] B 102%
OVERALL 913 880 23.0] C 96% 0.89715
Intersection Total 2046 1989 245] C 97% 1.689215
14 2 Left 50 46 94| A 92%
Southbound 14 2 Right 138 138 130] B 100%
Old Peachtree @ OVERALL 188 184 23] A 98% 0.239046
Tech Ctr Pkwy Eastbound 80 2 Left 55 56 40| A 102%
(un-signalized) OVERALL 55 56 4.0] A 102% 0.109764
Intersection Total 243 240 271 A 99% 0.109764
144 145 |Left 97 95 113] B 98%
Southbound | 144 145 |Right 7 9 163] C 129% o
Old Peachtree @ OVERALL 104 104 10.3] B 100% 0
Rock Springs (east SR 20) Eastbound 8 145 |Left 7 4 105] B 57% o
(un-signalized) OVERALL 7 4 10.5] B 57% o 1
Intersection Total 111 108 10.3] B 97% 1
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection

147 146 |Left 56 59 202] € 105%
Northbound | 147 146 [Thru 495 496 19.5] B 100%
147 146  [Right 60 54 174] B 90%
(OVERALL 611 609 19.4] B 100%
145 146 |Left 65 58 314] € 89%
Southbound| 145 146 |Thru 234 238 142] B 102%
Old Peachtree @ 145 146 |Right 10 11 76] A 110%

SR 124 JOVERALL 309 307 17.2] B 99% 0.092998
(signalized) 148 146 |Left 44 41 18.9] B 93%
Eastbound | 148 146 [Thru 247 249 6.0] A 101%
148 146  |Right 40 41 59] A 103%
|OVERALL 331 331 76] A 100%
149 146 |Left 76 76 117] B 100%
Westbound | 149 146 |Thru 532 548 131] B 103%
149 146  [Right 179 159 12.0] B 89%

JOVERALL 787 783 12.7] B 99% 0.116519

Intersection Total 2038 2030 146] B 100% 0.275617
152 150 [Left 181 198 266] C 109%
Northbound | 152 150 [Thru 694 678 26| C 98%
152 150  [Right 94 94 48] A 100%

(OVERALL 969 970 21.7] C 100% 0.026225
151 150 |Left 43 51 646] E 119%
Southbound| 151 150 |Thru 224 215 156] B 96%
Gravel Springs Rd @ 151 150 |Right 72 71 10.6] B 99%

SR 124 JOVERALL 339 337 220] C 99% 0.088779
(signalized) 149 150 |Left 106 110 26.7] C 104%
Eastbound | 149 150 [Thru 232 179 282] € 7%
149 150 |Right 131 107, 69] A 82%

|OVERALL 469 396 22.0] € 84% 2.826571
1563 150 |Left 7 99 172] B 129%
Westbound | 153 150 |Thru 498 480 41.2] D 96%
163 150  [Right 89 82 13.8] B 92%

JOVERALL 664 661 342] C 100% 0.09513

Tntersection Total 2441) 2364 253] C 7% | 306706 |
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh) |LOS Percent | (Within 15%) Statistic Link Intersection
130 135  |Left 56 55 523 D 98%
Northbound | 130 135 |Thru 1674 1549 180] B 93%
130 135 |Right 22 20 72] A 91%
OVERALL 1752 1624 19.1] B 93% 2.527848
142 135 |Left 570 563 63.7] E 99%
Southbound | 142 135 |Thru 2558 2483 250] C 97%
142 135 |Right 84 85 183] B 101%
SR 20 @ Gravel Springs Rd OVERALL 3212 3131 31.8] C 97% 1.171884
|(signalized) 141 135  |Left 273 275 552| E 101%
Eastbound 141 135 |Thru 58 55 644] E 95%
141 135 |Right 27 34 37.1] D 126% o
OVERALL 358 364 54.9] D 102% 0.258199
136 135 |Left 125 134 51.5] D 107%
Westbound | 136 135 |Thru 30 30 53.4] D 100%
136 135 |Right 412 410 250] C 100%
OVERALL 567 574 32.7] C 101% 0.239535
Intersection Total 5889 5693 297] C 97% 4.197466
82 130 |Left 12 20 444] D 167% o
Northbound 82 130 |Thru 1690 1582 304] € 94%
82 130 |Right 63 63 68] A 100%
OVERALL 1765 1665 296] C 94% 1.962105
135 130 |Left 119 17 711] E 98%
Southbound| 135 130 |Thru 2576 2510 10.1] A 97%
135 130 |Right 15 24 123 B 160% o
SR 20 @ Woodward Bivd OVERALL 2710 2651 12.8] B 98% 0.92876
|(signalized) 140 130 |Left 8 9 280] C 113%
Eastbound 140 130 |Thru 6 5 68.4| E 83% o
140 130 |Right 0 0 0.0] A 0% o
OVERALL 14 14 42.4] D 100% 0
131 130 |Left 39 45 848| F 115% o
Westbound | 131 130 [Thru 7 8 59.3] E 114%
131 130 |Right 54 47 176] B 87%
OVERALL 100 100 51.2] D 100% 0
Intersection Total 4589 4430 201] B 97% 2.890865
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK JCORSIM|(Sec/Veh) |LOS Percent | (Within 15%) Statistic Link Intersection
123 82 |Left 87 91 219 C 105% 1
Northbound | 123 82 |Thru 1594 1549 159]| B 97%
123 82 |Right 110 110 53| A 100%
OVERALL 1791 1750 15.5] B 98% 0.794061
130 82 |Left 105 102 81.3| F 97%
Southbound| 130 82 |Thru 2499 2464 104]| B 99%
130 82 |Right 11 0 00] A 0%
SR 20 @ Mall Grand Lane OVERALL 2615 2566 13.3] B 98% 0.784829
(signalized) 139 82 |Left 60 54 53.9| D 90%
Eastbound 139 82 |Thru 16 16 67.5] E 100%
139 82 |Right 33 37 196| B 112%
OVERALL 109 107 4411 D 98% 0.156893
132 82 |Left 135 119 66.8] E 88%
Westbound | 132 82 |Thru 6 5 51.6| D 83%
132 82 |Right 111 127 121] B 114%
OVERALL 252 251 388 D 100% 0.051469
Intersection Total 4767 4674 162] B 98% 1.787251
26 123 |Left 73 75 729| E 103%
Northbound 26 123 [Thru 1714 1670 49] A 97%
26 123 |Right 113 127 44| A 112%
OVERALL 1900 1872 76| A 99% 0.525781
82 123 |Left 92 78 38.8| D 85%
Southbound| 82 123 |Thru 2515 2466 99] A 98%
82 123 |Right 60 45 73] A 75%
SR 20 @ Plains Ct Way OVERALL 2667 2589 10.7] B 97% 1.239267
(signalized) 138 123 |Left 33 31 532 D 94%
Eastbound 138 123 |Thru 7 4 103.5] F 57%
138 123 |Right 39 43 186| B 110%
OVERALL 79 78 36.7| D 99% 0.092057
134 123 |Left 131 145 629| E 111%
Westbound | 134 123 |Thru 19 14 489 D 74%
134 123 |Right 44 37 118| B 84%
OVERALL 194 196 52.3] D 101% 0.117041
Tntersection Total 4840|4735 116] B 98% K
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach | A B Movement | "PMPK JCORSIM|(Sec/veh) |LOS Percent (Within 15%) | Statistic [~ Link Tntersection
117 | 26 |Left 493 438 99.9] F 89%
Northbound | 117 | 26 [Thru 1758 1737 323] C 99%
117 | 26 [Right 481 477 70[ A 99%
OVERALL 2732 2652 389] D 97% 1.255839 [IINT=)
123 | 20 |Len T3 78 TS5 E 54%
Southbound| 123 | 26 [Thr 2457 2302 512] D 9%
123 | 26 [Right 145 129 56.6] E 89%
SR 20 @ Mall of GA Bivd OVERALL 2685 2509 520] D 97% 1.362422 [N
(signalized) 37 | 2 |Lent 719 T 36| E 3%
Eastbound | 137 | 26 [Thu 109 108 39| E 99%
137 | 26 [Right 446 446 416 D 700%
[OVERALL 674 665 489 D 99% 0.283685 [
133 | 26 |Left 642 614 716| E 6%
Westbound | 133 | 26 [Thru 31 142 434 D 108%
133 | 26 [Right 23 24 55 A 104%
[OVERALL 796 780 644 E 98% 0.464598
Tnfersection Tofal 6887 6696 479] D 97% 33066543
10 18 |Left 146 105 2127] F 72% o
Northbound | 10 18 |Thru 1919|1858 140] B 7%
OVERALL 2065 1963 248| C 95% 1.84799
20 18 |Thru 2075|2641 715 D 39%
Southbound | 20 18 |Right 78 185 263 € 104%
SR 20 @ Preston Hills Apts OVERALL 3153] 2826 05| D 90% 4.839269
(signalized) T80 T8 |Lent 66 68 504| E T01%
Eastbound | 180 18 |Right 35 27 347] C© 7% o
[OVERALL 201 795 56.0] E 9% 0.347279
Tntersection Tofal 5410] 4984 349] C 2% 7.034530 o
9 10 JLeft 75 56 925] F 75% )
Northbound | 9 10 |Thr 1727|1630 473| D 94%
9 10  [Right 1 38 2%67] € 93%
[OVERALL 1843|1724 83| D 94% PREEEE] YES
8 0 |Left 312 243 T59.1| F 78% )
Southbound | 18 10 |Thr 2505 2233 1149 F 6%
18 10  [Right 103 73 1158| F 1% o
SR 20 @ Rock Springs Rd OVERALL 3010 2549 1191 F 85% o 7042889 |INCIN
(signalized) 3 0 |Left 325 201 55.0] D 90%
Eastbound | 13 10 |Thr 58 58 363 D 100%
13 10 |Right 51 67 230 € 131% o
OVERALL 434 416 473 D 96% 0.710403 [IREE
27 0 |Left 36 33 25| D 2%
Westbound | 27 10 |Thr 125 17 604 E 94%
27 10 |Right 79 84 483 D 103%
[OVERALL 340 334] 554] E 98% 0.266469
Tfersection Total 56275023 346] F 39% 103078 o
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM|(Sec/Veh)|LOS Percent | (Within 15%) Statistic Link Intersection
17 9 Left 130 121 548] D 93%
Northbound 17 9 Thru 1627 1536 42.7] D 94%
OVERALL 1757] 1657 436] D 94% YES
Southbound 10 9 Thru 2381 2067 4.1 A 87%
10 9 Right 301 256 29| A 85%
SR 20 @ Tech Ctr Pkwy OVERALL 2682 2323 39] A 87% NO
(signalized) EKl 9 Left 216 201 60.1] E 93%
Eastbound 1 9 Right 49 40, 194] B 82%
OVERALL 265 241 53.4] D 91% YES
Intersection Total 4704 4221 223] C 90% [8.979712F ]
SR 20 @ Access C Eastbound | 175 69 [Right 4 3 120] B 75% |
(un-signalized) OVERALL 7 3] 120] B 75% =)
Intersection Total 4 3 120] B 75% 0.426401
16 72 |Left 190 156 81.2] F 82%
Northbound 16 72 |Thru 1675 1646 21 A 98%
OVERALL 1865 1802 90| A 97% YES
Southbound| 69 72 [Thru 2095 1759 78] A 84%
69 72 |Right 301 288 471 A 96%
SR 20 @ Access B OVERALL 2396] 2047 74 A 85% NO
(signalized) 178 72 |Left 82 77| 57.1] E 94%
Eastbound 178 72 |Right 52 52 10.8] B 100%
OVERALL 134 129 385] D 96% =)
Intersection Total 4395 3978 9.1 A 91%
SR 20 @ Access A Eastbound [ 179 16 [Right 7 6] 210] € 86% |y ]
(un-signalized) OVERALL 7 6] 21.0] C 86% YES
Intersection Total 7 6 210] C 86% (0316228} @ ] YES
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Brand Properties

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM|(Sec/Veh)| LOS| Percent (Within 15%) | Statistic Link Intersection
15 5 |Left 230 219] 452 D 95%
Northbound| 15 5 |Thru 1338 1328 429 D 99%
15 5 |Right 55 51 312] C 93%
[OVERALL 1623 1598 42.8] D 98% 0.507987
16 5 |Left 432 400] 424 D 93%
Southbound] 16 5 |Thru 1376 1162] 283] C 84% o)
16 5 |Right 225 167| 136] B 74% o
SR 20 @ Old Peachtree Rd |OVERALL 2033 1729 30.1] C 85% 5.647573 o)
(signalized) 176 5 |Left 239 213 847 F 89%
Eastbound | 176 5 [Thru 546 508 774] E 93%
176 5 |Right 140 138 449 D 99%
|OVERALL 925 859 74.0] E 93% 1.793306
6 5 |Left 46 40 335] C 87%
Westbound 6 5 |Thru 231 208 49.0] D 90%
6 5 |Right 288 285 14.0] B 99%
|OVERALL 565 533 29.2| C 94% 1.109734
Intersection Total 5146 4719 423] D 92% 9.058601 )
Northbound| 67 15 |Left 12 8 12.0] B 67% o
SR 20 @ Azalea Dr NE |OVERALL 12 8 12.0] B 67% O 1
(un-signalized) 160 15 |Left 94 74| 354.1] F 79% O
Eastbound | 160 15 |Right 6 1 1920.0] F 17% o
|OVERALL 100 75| 349.4] F 75% o 2.132007
Intersection Total 112 83 316.8] F 74% o) 3.132007
Southbound| 15 67 [Lett 68 64] 146] B 94%
SR 20 @ Bentbrooke Trail OVERALL 68 64] 46| B 94% 0.4
(un-signalized) 161 67 |Left 27 29| 314] D 107%
Westbound| 161 67 |Right 38 34| 10.1] A 89%
|OVERALL 65 63| 14.5| B 97% 0.203595
Intersection Total 133 127] 14.6] B 95% 0.603595
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection
Northbound | 162 163 |Left 108 135 119] B 125% o
|OVERALL 108 135 119] B 125% o 2.038099
Southbound| 67 163 |Left 223 167 15.1] C 75% o
SR 20 @ Azalea Dr NE |OVERALL 223 167 15.1] C 75% o 3.198695
J(un-signalized) 164 163 |Left 21 19 736] F 90%
Eastbound 164 163 [Thru 43 37 82.1] F 86%
164 163  |Right 98 104 61.4| F 106%
(OVERALL 162 160 676] F 99% 0.128565
165 163 |Left 5 3 400 E 60% o
Westbound | 165 163 |Thru 18 18] 46.0| E 100%
165 163 |Right 123 124 178] C 101%
|OVERALL 146 145 2171 C 99% 0.067651
Intersection Total 639 607 298] D 95% 5.365358 o
166 162 |Left 82 79 574] E 96%
Northbound | 166 162 |Thru 1447 1445 80.6] F 100%
166 162 |Right 88 68 639]| E 7% o
|OVERALL 1617 1592 78.7] E 98% 0.508934
163 162 |Left 247 260 59.7] E 105%
Southbound| 163 162 [Thru 973 772 308] € 79% o
163 162 |Right 16 21 89] A 131% o
SR 20 @ Ridge/Russell Rd (OVERALL 1236 1053 37.5] D 85% 4.358997
|(signalized) 167 162 |Left 190 192 415] D 101%
Eastbound 167 162 |Thru 261 264 4171 D 101%
167 162 |Right 64 61 199] B 95%
(OVERALL 515 517 39.0] D 100% 0.071912
168 162 |Left 83 91 51.4] D 110%
Westbound | 168 162 |Thru 135 144 51.5] D 107%
168 162 |Right 94 77 140 B 82% o
|OVERALL 312 312 42.2] D 100% 0
Intersection Total 3680 3474 57.0] E 94% 4.939842
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM|(Sec/Veh)|LOS| Percent Link Intersection
30 13 |Left 27 25 43] A 93%
Northbound| 30 13  |Right 18 12 45] A 67%
Rock Springs @ Tech Ctr Dr OVERALL 45 37| 29] A 82%
(un-signalized) Westbound 10 13 |Left 7 4 0.0] A 57%
OVERALL 7 4 0.0] A 57%
Intersection Total 52 41 26] A 79%
7 11 |Left 3 3 20] A 100%
Northbound| 77 11 |Thru 0 0 0.0] A 0%
7 11 |Right 24 24 43] A 100%
OVERALL 27 27 4.0] A 100%
Tech Ctr Pkwy @ 12 11 |Left 5 3 6.0] A 60%
Tech Ctr Dr/Access E Southbound| 12 11 [Thru 0 0 0.0] A 0%
(un-signalized) 12 11 |Right 28 2 63| A 79%
OVERALL 33 25 6.2] A 76%
Eastbound | 41 11 |Left 32 27 36] A 84%
OVERALL 32 27| 3.6] A 84%
Westbound 9 11 |Left 189 158 191 A 84%
OVERALL 189 158 19] A 84%
Intersection Total 281 237] 28] A 84%
181 41 |Left 0 0 0.0] A 0%
Northbound| 181 41 |Thru 0 0 0.0] A
181 41  |Right 0 0 0.0 A 0%
OVERALL 0 0] #DIV/0! |##HH] 0% #DIV/O! | #DIV/0!
Tech Ctr Pkwy @ 174 41 |Left 0 0 0.0] A 0%
|Access I/Parking Lot Southbound| 174 41 |Thru 0 0 0.0] A 0%
(un-signalized) 174 41 |Right 0 0 0.0] A 0%
OVERALL 0 0| #Div/ol || 0% #DIV/O! [ #DIV/0!
Eastbound 14 41 |Right 22 26 18] A 118%
OVERALL 22 26 18] A 118% 0.676123
Westbound| 11 41 |Left 133 126 24] A 95%
OVERALL 133 126 24] A 95% 0.5
Intersection Total 155 152)] 23] A 98% (1176123 ]
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM] (Sec/Veh)| LOS| Percent Intersection
158 156 |Left 1 0 0.0] A 0%
Northbound| 158 156 |Thru 24 30| 9.0] A 125%
158 156 |Right 1209 1190 37.8] D 98%
JOVERALL 1234 1220 37.1] D 99% 0.326023
157 156 |Left 54 46 138.5] F 85%
Southbound| 157 156 |Thru 75 84 111 B 112%
Old Peachtree @ 157 156 |Right 6 8 3.8] A 133%
Horizon Drive |OVERALL 135 138, 53.1] D 102% 0.210042
(signalized) 159 156 |Left 1 1 0.0] A 100%
Eastbound | 159 156 |Thru 177 175 329] € 99%
159 156 |Right 2 4 3.0] A 200%
JOVERALL 180 180, 32.1] C 100%
155 156 |Left 489 419 262| C 86%
Westbound| 155 156 |Thru 80 68 170] B 85%
155 156 |Right 2 0 0.0] A 0%
JOVERALL 571 487, 249] C 85%
Intersection Total 2120 2025] 348] C 96% 3.479359
154 40 |Left 200 209 337] ¢ 105%
Northbound| 154 40 |Right 437 429 27.7] C 98%
(OVERALL 637 638 29.7] C 100%
Old Peachtree @ Eastbound | 155 40 |Thru 1152 1139 192 B 99%
Collins Hill 155 40 |Right 289 276 13| B 96%
(signalized) JOVERALL 1441 1415] 176] B 98%
32 40 |Left 252 236 340] € 94%
Westbound| 32 40 |Thru 271 202 23] A 75%
OVERALL 523 438, 194| B 84%
Intersection Total 2601 2491 210] C 96%
33 31 |Left 13 14 38.1] D 108%
Southbound| 33 31 |Right 275 200 86| A 73%
JOVERALL 288 214, 105] B 74%
Old Peachtree @ Eastbound 32 31 |Left 542 531 96| A 98%
[Rock Springs (west SR 20) 32 31 [Thru 1239 1224 58] A 99%
(signalized) (OVERALL 1781 1755 69] A 99%
1 31 |Thru 348 288 28] A 83%
Westbound 1 31 |Right 54 53] 49] A 98%
JOVERALL 402 341 3.1] A 85% .
Intersection Total 2471 2310] 6.7] A 93%
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay | i GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM](Sec/Veh)|LOS Percent Statistic Link Intersection
14 2 |Left 36 26 122] B 2%
Southbound| 14 2 |Right 57 39 82| A 68%
Old Peachtree @ OVERALL 93 65 49] A 70% 2.499402
Tech Ctr Pkwy Eastbound 80 2 |Left 190 208 28] A 109%
(un-signalized) OVERALL 190 208, 28] A 109% 1.049781
Intersection Total 283 273] 33] A 96% 1.049781
182 4 |Left 0 0 0.0] A 0%
Southbound| 182 4 |Right 0 0 0.0] A 0%
Old Peachtree @ OVERALL 0 0] #DIV/0! |###] 0% #DIV/0! #DIV/0!
Church (stadium parking) Eastoound | 3 7 |leit 42 35 60| A 83%
(un-signalized) OVERALL 42 35 6.0] A 83%
Intersection Total 42 35 6.0] A 83%
144 145 |Left 185 108 227] € 58%
Southbound| 144 145 |Right 11 4 225] € 36%
Old Peachtree @ OVERALL 196 112 219] C 57%
Rock Springs (east SR 20) Eastbound 8 145 |Left 31 27 6.0] A 87%
(un-signalized) OVERALL 31 27 6.0] A 87%
Intersection Total 227 139 188] C 61% 0.599625
147 146 |Left 29 30 332| C 103%
Northbound | 147 146 |Thru 301 304 18.8] B 101%
147 146 |Right 79 72 19.5] B 91%
OVERALL 409 406 20.0] B 99% 0.121268
145 146 |Left 199 153 345] C 7%
Southbound| 145 146 |Thru 720 607, 247] € 84%
Old Peachtree @ 145 146 |Right 13 9 12.7] B 69%
SR 124 OVERALL 932 769 265| C 83% 4.492387
(signalized) 148 146 |Left 48 48 42.8] D 100%
Eastbound | 148 146 |Thru 617 622 29| € 101%
148 146 |Right 62 62 250] € 100%
OVERALL 727 732] 244] C 101% 0.151238
149 146 |Left 98 102 536] D 104%
Westbound [ 149 146 |Thru 340 370] 272 € 109%
149 146 |Right 228 215 226] C 94%
OVERALL 666 687 29.7] C 103% 0.660946
Intersection Total 2734 2594 257] € 95% | 5.425839 |z
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM](Sec/Veh)]LOS Percent ithi Statistic Link Intersection ]

152 150 |Left 178 191 259 C 107%
Northbound] 152 150 |Thru 326 327 262 C 100%
152 150 |Right 74 64 69] A 86%

OVERALL 578 582) 240] ¢ 101% 0.135691
151 150 |Left 118 118, 219] C 100%
Southbound] 151 150 |Thru 518 504 258] C 97%
Gravel Springs Rd @ 151 150 |Right 120 135 22.8] C 113%

SR 124 OVERALL 756 757 247 C 100% 0.029689
(signalized) 149 150 |Left 132 158 341 C 120%
Eastbound | 149 150 |Thru 484 423 292 C 87%
149 150 |Right 232 216 8.8] A 93%

OVERALL 848 797| 247] C 94% 1.444522
153 150 |Left 234 247 246| C 106%
Westbound| 153 150 |Thru 459 443 36.5| D 97%
153 150 |Right 53 55 6.1 A 104%

OVERALL 746 745 30.3] C 100% 0.029901 YES
Intersection Total 2928 2881 26.0] C 98% [ 1639802} ]
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK | CORSIM| (Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection

130 135  |Left 137 130 1149] F 95%
Northbound| 130 135 |Thru 1279 1292 228| € 101%
130 135 |Right 62 69 52| A 111%

OVERALL 1478 1491 30.0] C 101% 0.275692
142 135 |Left 304 286 353] D 94%
Southbound| 142 135 |Thru 2536 2555 201 B 101%
142 135 |Right 111 114 14.4] B 103%

SR 20 @ Gravel Springs Rd OVERALL 2951 2955 21.3] C 100% 0.060108
(signalized) 141 135  |Left 226 219 65.8] E 97%
Eastbound 141 135 |Thru 90 88 4471 D 98%
141 135 |Right 64 74 383] D 116%

OVERALL 380 381 55.6] E 100% 0.041867
136 135  |Left 175 191 408 D 109%
Westbound | 136 135 |Thru 105 115 39.1] D 110%
136 135 |Right 425 402 18.3] B 95%

OVERALL 705 708 27.7| C 100% 0.092188

Intersection Total 5514 5535 268] C 100% 0.469855
82 130 |Left 62 63 575] E 102%
Northbound 82 130 |Thru 1167 1178 14.5] B 101%
82 130 |Right 276 276 75| A 100%

OVERALL 1505 1515) 15.0] B 101% 0.210235
135 130 |Left 544 549 442 D 101%
Southbound| 135 130 [Thru 2195 2243 152 B 102%
135 130 |Right 36 32 219] € 89%

SR 20 @ Woodward Bivd OVERALL 2775 2824/ 209] C 102% 0.757259
(signalized) 140 130 |Left 32 38 346] C 119%
Eastbound 140 130 |Thru 25 25 48.0] D 100%
140 130 |Right 22 16 16.5] B 73%
OVERALL 79 79 352] D 100%
131 130 |Left 297 295 50.6] D 99%
Westbound | 131 130 |Thru 40 33 415| D 83%
131 130 |Right 279 287 12.5] B 103%

OVERALL 616 615 32.3] C 100% 0.032906

Intersection Total 4975 5033 208] C 101% [ 1.000401 [
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes Future Volumes Delay
Intersection Approach A B Movement | SAT PK | CORSIM] (Sec/Veh) |LOS Percent

123 82 |Left 66 57 40.3| D 86%
Northbound | 123 82 |Thru 1311 1325 405 D 101%
123 82 |Right 17 123 85| A 105%
OVERALL 1494 1505 379] D 101%

130 82 |Left 295 287 59.2| E 97%
Southbound] 130 82 |Thru 2213 2260 15.5] B 102%

130 82 |Right 6 0 0.0] A 0%
SR 20 @ Mall Grand Lane OVERALL 2514 2547, 204f C 101%
(signalized) 139 82 |Left 62 52 38.0] D 84%
Eastbound 139 82 |Thru 18 24 433 D 133%
139 82 |Right 41 44 101] A 107%

OVERALL 121 120 28.8] C 99%

132 82 |Left 181 160 516] D 88%

Westbound | 132 82 |Thru 13 11 409| D 85%
132 82 |Right 132 150 11 B 114%

OVERALL 326 321 32.3] C 98%
Intersection Total 4455 4493 273] C 101%

26 123 |Left 163 150 48.8| D 92%
Northbound| 26 123 [Thru 1394 1421 11.7] B 102%
26 123 |Right 379 417 53| A 110%
OVERALL 1936 1988 132 B 103%

82 123 |Left 135 129 371] D 96%
Southbound| 82 123 |Thru 2198 2228 49| A 101%
82 123 |Right 102 103 45| A 101%
SR 20 @ Plains Ct Way OVERALL 2435 2460 6.6] A 101%
(signalized) 138 123 |Left 22 18 540] D 82%
Eastbound 138 123 [Thru 20 22 67.1] E 110%
138 123 |Right 29 30 72] A 103%

OVERALL 71 70 38.1] D 99%
134 123 |Left 165 165 347] C 100%
Westbound | 134 123 |Thru 30 35 502| D 117%

134 123 |Right 78 72 121] B 92%
OVERALL 273 272 30.7] C 100%
Intersection Total 4715 4790 11l B 102%

Criteria
(Within 15%)

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

0.232081

0.536213

0.074329

0.226688
1.069312

0.96066

0.412955

0.097129

0.049447
1.52019
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay T GEH Criteria (GEH < 5]
Intersection Approach [ A B Movement [SAT PK]CORSIM| (Sec/Veh) |LOS Percent i Statistic i Tnfersection
17 | 26 |Left 493 475 71.0] E 96%
Northbound [ 117 [ 26 [Thr 1628|1700 245] € 104%
17 | 26 [Right 403 211 76| A 102%
OVERALL 2524|2586 304] C 102% 1.003531
123 | 26 |Left 126 117 788| D 93%
Southbound| 123 | 26 [Thru 1948|1979 275] € 102%
123 | 26 [Right 318 316 37| © 99%
SR 20 @ Mall of GA Bivd OVERALL 2392 2412 291 C 101%
(signalized) 137 | 26 |Left 252 233 254| D 92%
Eastoound | 137 | 26 [Thru 216 223 37| D 103%
137 | 26 [Right 484 493 188] B 102%
OVERALL 952 949 312 C© 100% 0.07943
133 | 26 |Left 552 530 799] D 6%
Westbound | 133 | 26 [Thru 757 166 410] D 106%
133 | 26 [Right 56 [ 32| B 118%
OVERALL 765 762] 243] D 700%
Tfersection Total 6633|6700 376 € T01% [T505006| |
10 18 |Left 105 91 733| E 87%
Northbound [ 10 18 [Thru 2300] 2301 58] A 100%
OVERALL 2405 2302 54| A 99%
20 18 |Thru 2778|2633 76| B 95%
Southbound | 20 18 [Right 202 211 14| B 104%
SR 20 @ Preston Hills Apts OVERALL 2080 2844 71| B 95%
(signalized) T80 T8 |Let 795 795 586| E T00%
Eastbound | 180 18 [Right 37 30 444] D 81%
OVERALL 232 225 56.7| E 97%
Tntersection Total 5617|5461 129] B o7T% [Zoa3580 | |
9 10 JLeft 69 53 672] E 7%
Northbound [ 9 10 [Thru 2020 1981 %7] C 98%
9 10 [Right 17 2 242] € 153%
OVERALL 2106 2060 277] € 98%
6] 10 |Left 56 120 1286] F 90%
Southbound | 18 10 [Thru 2395|2176 1023] F 91%
18 10 [Right 154 71 905| F 111%
SR 20 @ Rock Springs Rd OVERALL 2705 2487 103.0| F 92%
(signalized) 3 0 |Lert 245 239 50.8] D 95%
Eastbound | 13 10 [Thru 30 31 426 D 103%
13 10 [Right 64 80 255 € 125%
OVERALL 339 350] 243] D 103%
27 0 |Lert 36 31 372| D 6%
Westbound | 27 10 [Thru 27 28 65| D 104%
27 10 [Right 222 220 2%67] € 99%
OVERALL 285 279 209] € 95%
Tfersection Total 5435 5176 5] E 5% [soeri2 | |
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM|](Sec/Veh) |[LOS Percent | (Within 15%) Statistic Link Intersection
17 9 Left 133 112 35.0] C 84% [
Northbound 17 9 Thru 1863 1924 84| A 103%
OVERALL 1996] 2036 99 A 102% YES
Southbound 10 9 Thru 2182 1938 05] A 89%
10 9 Right 313 308 21 A 98%
SR 20 @ Tech Ctr Pkwy OVERALL 2495 2246 0.7] A 90% YES
(signalized) EKl 9 Left 151 152 58.1] E 101%
Eastbound 1 9 Right 20 20, 18.6] B 100%
OVERALL 171 172 535] D 101% =
Intersection Total 4662 4454 6.9] A 96% [ 4930641} ]
SR 20 @ Access C Eastbound [ 175 69 |Right 5 4] 120] B 80% . F & ]
(un-signalized) OVERALL 5 7] 120] B 80% YES
Intersection Total 5 4] 120] B 80% 0.377964
16 72 Left 230 216 638] E 94%
Northbound 16 72 |Thru 1955 1934 59] A 99%
OVERALL 2185] 2150 17| B 98% YES
Southbound 69 72 |Thru 1797 1615 1701 B 90%
69 72 |Right 364 320 122| B 88%
SR 20 @ Access B OVERALL 2161] 1935 162] B 90% YES
(signalized) 178 72 Left 133 123 57.6] E 92%
Eastbound 178 72 JRight 85 94| 19.1] B 111%
OVERALL 218 217 209] D 100% =
Intersection Total 4564 4302 152 B 94% | 470889 |0 ]
SR 20 @ Access A Eastbound 179 16 JRight 9 9 10.0] A 100%
(un-signalized) OVERALL 9 9 10.0] A 100%
Intersection Total 9 9| 10.0] A 100% | 0 b
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM| (Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection
15 5 Left 197 186 3771 D 94%
Northbound 15 5 |[Thru 1595 1558, 282| C 98%
15 5 |Right 25 20 129] B 80% 0
JOVERALL 1817 1764, 20.0] C 97% 1.020174
16 5 |Left 298 303 644| E 102%
Southbound 16 5 |[Thru 1293 1156 243] C 89%
16 5 [Right 242 185 124 B 76% 0
SR 20 @ Old Peachtree Rd (OVERALL 1833 1644, 30.3] C 90% 3.668002
|(signalized) 176 5 I‘Leﬂ 248 229 50.9] D 92%
Eastbound 176 5 [Thru 175 160 345] C 91%
176 5 |Right 77 70 104] B 91%
(OVERALL 500 459 39.0] D 92% 1.517998
[ 5 I‘Leﬂ 60 65| 44.7] D 108%
Westbound 6 5 [Thru 248 216 51.0] D 87%
6 5 Right 342 330] 23] C 96%
(OVERALL 650 611 348] C 94% 1.26168
Intersection Total 4800 4478 313] C 93% 7.467854 o
Northbound| 67 15 |Left 6 1 0.0] A 17% o
SR 20 @ Azalea Dr NE JOVERALL 6 1 0.0] A 17% o 1.961161
J(un-signalized) 160 15 |Left 87 84 81.0] F 97%
Eastbound 160 15 [Right 4 2 147.0] F 50% o
(OVERALL 91 86 79.1] F 95% 0.431934
Intersection Total 97 87| 782 F 90% 2.393096
Southbound 15 67 [Left 53 53 9.6] A 100%
SR 20 @ Bentbrooke Trail JOVERALL 53 53 9.6] A 100% 0
J(un-signalized) 161 67 |Left 36 31 24.0] € 86%
Westbound | 161 67 JRight 67 72 107] B 107%
(OVERALL 103 103 72] A 100% 0
Intersection Total 156 156 8.0] A 100% 0
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM|(Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
Northbound| 162 163 |Left 84 91 121] B 108%
OVERALL 84 91 12.1] B 108% 0.615125
Southbound| 67 163 |Left 64 66 98] A 103%
ISR 20 @ Azalea Dr NE OVERALL 64 66 9.8] A 103% 0.203069
|(un-signalized) 164 163 |Left 22 13] 42.5] E 59% O
Eastbound | 164 163 |Thru 16 13| 448] E 81% o
164 163 |Right 82 88, 17.0] € 107%
OVERALL 120 114 23.1] C 95% 0.450988
165 163 |Left 5 2 270l D 40% o
Westbound | 165 163 |Thru 16 21 36.0] E 131% o
165 163 |Right 97 95 126] B 98%
OVERALL 118 118 17.0] C 100% 0
Intersection Total 386 389 16.4] C 101% 1.269182
166 162 |Left 89 88 307] € 99%
Northbound| 166 162 |Thru 1197 1204 252] € 101%
166 162 |Right 80 76 92| A 95%
OVERALL 1366 1368 2471 C 100% 0.044173
163 162 |Left 144 146 35.7] D 101%
Southbound| 163 162 |Thru 876 786 142] B 90%
163 162 |Right 144 110 73] A 76% o
ISR 20 @ Ridge/Russell Rd OVERALL 1164 1042 16.5] B 90% 2.972076
|(signalized) 167 162 |Left 167 165 46.6] D 99%
Eastbound | 167 162 |Thru 163 160 40.8] D 98%
167 162 |Right 40 42 143] B 105%
OVERALL 370 367 404] D 99% 0.127515
168 162 |Left 146 165 406] D 113%
Westbound | 168 162 |Thru 113 109 39.6] D 96%
168 162 |Right 138 122 19] B 88%
OVERALL 397 396 31.5] C 100% 0.040996
Intersection Total 3297 3173 247] C 96% 3.18476
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes Future Volumes Delay
Intersection Approach A B Movement | SAT PK |CORSIM | (Sec/Veh) |LOS Percent
30 13 |Left 15 11 44| A 73%
Northbound 30 13  |Right 23 25 38] A 109%
Rock Springs @ Tech Ctr Dr OVERALL 38 36 13] A 95%
(un-signalized) Westbound 10 13 Left 7 10 12] A 143%
OVERALL 7 10 12] A 143%
Intersection Total 45 46 13] A 102%
7 11 Left 4 4 45] A 100%
Northbound 7 11 |Thru 0 0 0.0] A 0%
7 11 |Right 38 37 41] A 97%
OVERALL 42 41 41] A 98%
Tech Ctr Pkwy @ 12 11 Left 7 9 40] A 129%
Tech Ctr Dr/Access E Southbound 12 11 |Thru 0 0 0.0] A 0%
(un-signalized) 12 11 |Right 18 18 27| A 100%
OVERALL 25 27 44] A 108%
Eastbound 41 11 Left 33 31 21] A 94%
OVERALL 33 31 21] A 94%
Westbound 9 11 Left 226 207 21] A 92%
OVERALL 226 207 211 A 92%
Intersection Total 326 306 26] A 94%
181 41 |Left 0 0 0.0] A 0%
Northbound | 181 41 |Thru 0 0 0.0] A 0%
181 41 |Right 0 0 0.0] A 0%
OVERALL 0 0 0.0] A 0%
Tech Ctr Pkwy @ 174 41 |Left 0 0 0.0] A 0%
|Access I/Parking Lot Southbound| 174 41 |Thru 0 0 0.0] A 0%
(un-signalized) 174 41 |Right 0 0 0.0] A 0%
OVERALL 0 0 0.0] A 0%
Eastbound 14 41 Right 21 21 23] A 100%
OVERALL 21 21 23] A 100%
Westbound 11 41 |Left 133 140 211 A 105%
OVERALL 133 140 21] A 105%
Intersection Total 154 161 21] A 105%

Criteria
(Within 15%)

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

0.267261

0.866025
0.866025

0.126491

0.322329

0.287183

1.046709
1.333892

#DIV/0!

#DIV/0!

#DIV/0!

#DIV/0!

0

0.491304
0.491304
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Brand Properties

2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM| (Sec/Veh)| LOS| Percent (Within 15%) | Statistic Link Intersection
158 156 |Left 2 0 0.0] A 0% o
Northbound| 158 186 |Thru 6 10 13.8] B 167% o
158 156 |Right 669 665 51 A 99%
OVERALL 677 675] 52| A 100% 0.062792
157 156 |Left 6 6| 37.0] D 100%
Southbound] 157 166 [Thru 22 21 11 B 95%
Old Peachtree @ 157 156 |Right 1 2] 3.0 A 200% O
Horizon Drive OVERALL 29 29 159 B 100% 0
(signalized) 159 156 |Left 0 0 0.0] A 0% o
Eastbound | 159 186 |Thru 86 85 289| C 99%
159 156 |Right 3 4 15] A 133% o
OVERALL 89 89| 27.7] C 100% 0
155 156 |Left 630 569 226] C 90%
Westbound| 155 166 |Thru 91 95 15.6] B 104%
155 156 |Right 6 5 48] A 83% o
OVERALL 727 669 214] C 92% 1.780197
Intersection Total 1522 1462] 14.2] B 96% 1.842989
154 40 |Left 286 279 45.0] D 98%
Northbound| 154 40 |Right 380 382 9.6] A 101%
OVERALL 666 661 245] C 99% 0.158391
Old Peachtree @ Eastbound | 155 40 |Thru 502 534 104| B 106%
Collins Hill 155 40 |Right 209 199 47| A 95%
(signalized) OVERALL 711 733 89| A 103% 0.670215
32 40 |Left 238 211 10.0] A 89%
Westbound| 32 40 |Thru 416 390§ 43] A 94%
OVERALL 654 601 63| A 92% 1.715489
Intersection Total 2031 1995 13.3] B 98% 2.544095
33 31 |Left 16 17 14.8] B 106%
Southbound] 33 31 |Right 273 259 91| A 95%
OVERALL 289 276 9.4] A 96% 0.629114
Old Peachtree @ Eastbound 32 31 |Left 284 303 120] B 107%
[Rock Springs (west SR 20) 32 31 |Thru 639 639 85| A 100%
(signalized) OVERALL 923 942 9.6] A 102% 0.508888
1 31 |Thru 418 370] 270l C 89%
Westbound 1 31 _|Right 53 44 251] C 83% o
OVERALL 471 414] 26.8] C 88% 2.189072
Intersection Total 1683| 1632] 139] B 97% 3.327074
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

GEH Criteria

Percent CORSIM of Count
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | SAT PK|CORSIM] (Sec/Veh)|LOS Percent (Within 15%)

14 2 |Left 33 29 9.7] A 88%
Southbound| 14 2 |Right 70 65 6.7] A 93%
Old Peachtree @ OVERALL 103 94/ 3.0] A 91%
Tech Ctr Pkwy Eastbound 80 2 |Left 134 137 31 A 102%
(un-signalized) OVERALL 134 137, 31 A 102%
Intersection Total 237 231 31 A 97%

182 4 |Left 0 0 0.0] A 0% o

Southbound] 182 4 |Right 0 0 00] A 0% o

Old Peachtree @ OVERALL 0 0 0.0] A 0% o
Church (stadium parking) Eastbound 3 4 |Left 42 36| 27] A 86%
(un-signalized) OVERALL 42 36| 27] A 86%
Intersection Total 42 36| 27] A 86%

144 145 |Left 7 59| 13| B 7% o
Southbound| 144 145 |Right 15 16 83] A 107%

Old Peachtree @ OVERALL 92 75| 89| A 82% o

Rock Springs (east SR 20) Eastbound 8 145 |Left 15 7 17] A 47% o

(un-signalized) OVERALL 15 7 1.7] A 47% o

Intersection Total 107 82] 83] A 7% o
147 146 |Left 25 27, 151] B 108%
Northbound] 147 146 |Thru 246 255 102| B 104%

147 146 |Right 74 62 105] B 84% o
OVERALL 345 344 10.6] B 100%
145 146 |Left 158 151 180] B 96%
Southbound| 145 146 |Thru 187 200 89] A 107%
Old Peachtree @ 145 146 |Right 9 10 14| B 111%
SR 124 OVERALL 354 361 12.8] B 102%
(signalized) 148 146 |Left 34 30| 22.0] C 88%
Eastbound | 148 146 [Thru 434 440 109] B 101%
148 146 |Right 36 32] 143] B 89%
OVERALL 504 502 11.8] B 100%
149 146 |Left 76 78| 246] C 100%
Westbound| 149 146 |Thru 331 345 195| B 104%
149 146 |Right 252 232 176] B 92%
OVERALL 659 653 194| B 99%
Intersection Total 1862 1860 144] B 100%

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

0.734847

0.210819
0.210819

#DIV/0!

#DIV/0!

0.774597
0.774597

1.493874

1.859962
1.859962

0.04398

0.302778

0.072787

0.191127
0.610673
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Brand Properties

2012 Saturday No Build Peak Hour Intersection Level of Service

without any improvements

GEH Criteria

Percent CORSIM of Count
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | SAT PK|CORSIM| (Sec/Veh)|LOS Percent (Within 15%)

1562 150 |Left 140 140 16.1] B 100%
Northbound| 152 150 |Thru 647 648 259| C 100%
1562 150 |Right 126 123 8.1] A 98%
OVERALL 913 911 220] C 100%
151 150 |Left 169 171 43.7] D 101%
Southbound| 151 150 |Thru 418 402 215] C 96%
Gravel Springs Rd @ 151 150 [Right 106 114 16.2] B 108%
SR 124 OVERALL 693 687 26.1] C 99%
(signalized) 149 150 |Left 197 196 341] C 99%
Eastbound 149 150 |Thru 463 385 40.3|] D 83%
149 150 |Right 110 108 9.1] A 98%
OVERALL 770 689 336] C 89%
1563 150 |Left 169 147 253] C 87%
Westbound 1563 150 |Thru 418 462 429 D 111%
1563 150 |Right 106 119 139] B 112%
OVERALL 693 728 346| C 105%
Intersection Total 3069 3015 286] C 98%

Criteria (GEH < 5)

Intersection

0.054064 YES

0.186366 YES

2.426303 YES

1.076541
3.743274

YES

=<
m
(7]
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Brand Properties
2012 AM No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)|LOS Percent | (Within 15%) Statistic Link Intersection
130 135  |Left 36 36 61.2| E 100%
Northbound| 130 135 |Thru 1645 1698 48.3] D 103%
130 135 |Right 27 30 48] A 111%
OVERALL 1708 1764/ 47.8] D 103% 1.100368
142 135  |Left 289 293 56.2|] E 101%
Southbound| 142 135 |Thru 1500 1492 1.9] B 99%
142 135 |Right 35 36 65] A 103%
SR 20 @ Gravel Springs Rd OVERALL 1824 1821 18.9] B 100% 0.05737
(signalized) 141 135  |Left 147 151 395 D 103%
Eastbound 141 135 |Thru 12 11 316] C 92%
141 135 |Right 9 6 70] A 67%
OVERALL 168 168 37.8] D 100%
136 135  |Left 109 133 533 D 122%
Westbound | 136 135 |Thru 37 38 246] C 103%
136 135 |Right 710 673 481] D 95%
OVERALL 856 844 47.9] D 99% 0.335673
Intersection Total 4556 4597 360] D 101% 1.493411
82 130 |Left 34 33 302| € 97%
Northbound 82 130 |Thru 1485 1568 99| A 105%
82 130 |Right 150 129 54| A 86%
OVERALL 1669 1728 10.0] A 104% 1.172288
135 130 |Left 358 346 51.1] D 97%
Southbound| 135 130 |Thru 1218 1230 88| A 101%
135 130 |Right 42 48 99] A 114%
SR 20 @ Woodward Bivd OVERALL 1618 1624/ 17.8] B 100% 0.121716
(signalized) 140 130 |Left 51 54 376] D 106%
Eastbound 140 130 [Thru 27 26 450] D 96%
140 130 |Right 7 4 60] A 57%
OVERALL 85 84 384] D 99% 0.088736
131 130 |Left 204 194 53.0] D 95%
Westbound | 131 130 [Thru 19 18 50.3] D 95%
131 130 |Right 172 184 11.8] B 107%
OVERALL 395 396 33.7] C 100% 0.041065
Intersection Total 3767 3832 16.4] B 102% 1423805} ]
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Brand Properties
2012 AM No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM]| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
123 82 |Left 5 0 00] A 0%
Northbound | 123 82 |Thru 1643 1718 15] A 104%
123 82 |Right 23 12 35] A 52%
OVERALL 1671 1728 1.5] A 103% 1.132103
130 82 |Left 20 10 15.6] B 50%
Southbound] 130 82 |Thru 1398 1399 15.6] B 100%
130 82 |Right 11 20 15.0] B 182%
SR 20 @ Mall Grand Lane OVERALL 1429 1429 15.6] B 100%
(signalized) 139 82 |Left 6 5 804| F 83%
Eastbound 139 82 |Thru 4 2] 30.0] ¢ 50%
139 82 |Right 11 14 21 A 127%
OVERALL 21 21 234] C 100%
132 82 |Left 16 18 55.7|] E 113%
Westbound | 132 82 |Thru 1 1 90.0] F 100%
132 82 |Right 20 18 16.0] B 90%
OVERALL 37 37 37.3] D 100%
Intersection Total 3158 3215 83] A 102% 1.132103
26 123 |Left 60 51 6.7] A 85%
Northbound| 26 123 |Thru 1649 1711 23] A 104%
26 123 |Right 34 28 32] A 82%
OVERALL 1743 1790 25| A 103% 0.915083
82 123 |Left 13 10 11.4] B 7%
Southbound| 82 123 |Thru 1336 1348 75| A 101%
82 123 |Right 76 76 85| A 100%
SR 20 @ Plains Ct Way OVERALL 1425 1434/ 76] A 101% 0.194461
(signalized) 138 123 |Left 14 14 64.7] E 100%
Eastbound 138 123 |Thru 2 3 300] € 150%
138 123 |Right 13 12 85] A 92%
OVERALL 29 29 379] D 100%
134 123 |Left 26 26 556| E 100%
Westbound | 134 123 |Thru 1 1 6.0] A 100%
134 123 |Right 8 8 225] C 100%
OVERALL 35 35 46.6] D 100%
Intersection Total 3232|3288 55] A 102% [Ti09542] @ |
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Brand Properties
2012 AM No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B Movement [ AMPK |CORSIM] (Sec/Veh)|LOS Percent (Within 15%) Tnfersection
117 | 26 JLeft 185 178 602 96%
Northbound| 117 | 26 [Thra 1693|1742 217] C 103%
117 | 26 [Right 159 195 56| A 123%
[OVERALL 2037 2115 234 C 704% 1.402166
123 | 26 |Left 6 20 543| D 125%
Southbound| 123 | 26 [Thru 1325|1351 344] € 102%
123 | 26 [Right 34 24 298| € 1%
SR 20 @ Mall of GA Bivd OVERALL 1375|1395 346] C 101% 0.439322
(signalized) 137 | 20 |Left 30 24 51.0] D 80%
Eastbound | 137 | 26 [Thru 21 27 458 D 129%
137 | 26 [Right 43 145 74 A 701%
[OVERALL 194 196 50| B 701% 0.117041
133 | 26 |Left 649 635 708| D 98%
Westbound | 133 | 26 [Thra 34 5 245 C 132%
133 | 26 [Right 20 23 133] B 115%
OVERALL 703 703] 38.9] D 700%
Tnfersection 1otal 7300|4400 202 C T02%
10 18 |Left 174 150 272] C 86%
Northbound| 10 18 |Thru 2013|2002 30| A 99%
OVERALL 2187|2152 27 A 95% 0612716
20 T8 |Thru 1544|1580 73| A 103%
Southbound| 20 18 |Right 123 21 37| A 98%
SR 20 @ Preston Hills Apts OVERALL 1667|1710 71| A 103% 0.856241
(signalized) T80 T8 |Left 240 246 59.0| E 103%
Eastbound | 180 18 |Right 58 48 24 A 83%
[OVERALL 208 204 50.0] D 99% 0.189618
Tnfersection Tofal 2152|4156 39| A 700% 71658575
9 10 |Left 78 75 290] C 96%
Northbound| 9 10 |Thr 519 1490 116] B 98%
9 10 |Right 1 0| 00| A 0%
OVERALL 1601 1565 124] B 98% 0.737386
8 0 |Left 63 75 255 C T19%
Southbound| 18 10 |Thru 1423|1428 228] C 100%
18 10  [Right 116 11 71| A 96%
SR 20 @ Rock Springs Rd OVERALL 1602|1614 217] C 101% 0.244491
(signalized) 3 0 |Lert 227 220 52.4] D 7%
Eastbound | 13 10 [Thr 3 i 262| C 35%
13 10 |Right 93 109 i51] B T17%
[OVERALL 333 340 396] D 102% 0.312115
27 0 |Left 71 53 201| B 52%
Westbound | 27 10 |Thru 82 85 318| € 104%
27 10 |Right 241 241 95| A 100%
OVERALL 504 584] 138] B 98%
Tnfersection 1otal 7130 4103 55| B 59%
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2012 AM No Build Peak Hour Intersection Level of Service

Brand Properties

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement AM PK | CORSIM|(Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
17 9 Left 23 20 336] C 87%
Northbound 17 9 Thru 1515 1487 25| A 98%
OVERALL 1538 1507 30| A 98% 0.647592
Southbound 10 9 Thru 1482 1463 6.0] A 99%
10 9 Right 105 133 59| A 127% o
ISR 20 @ Tech Ctr Pkwy OVERALL 1587 1596 6.0] A 101% 0.184289
|(signalized) EKl 9 Left 86 88 446| D 102%
Eastbound 1 9 Right 29 26 127] B 90%
OVERALL 115 114 373 D 99% 0.076249
Intersection Total 3240 3217 57| A 99% 0.90813
[SR 20 @ Access C Eastbound 175 69 |Right 0 1 0.0] A 0% O
J(un-signalized) OVERALL 0 1 00] A 0% o) 1.414214
Intersection Total 0 1 00] A 0% o 1.414214
16 72 |Left 7 0 00| A 0% o
Northbound 16 72 |Thru 1530 1507 44| A 98%
OVERALL 1537 1507 4.4] A 98% 0.626839
Southbound 69 72 |Thru 1495 1480 26| A 99%
69 72 |Right 14 1 49| A 79% o
SR 20 @ Access B OVERALL 1509 1491 26| A 99% 0.379094
I(signalized) 178 72 |Left 8 8 330] C 100%
Eastbound 178 72 JRight 14 14 10.7] B 100%
OVERALL 22 22 18.8] B 100% 0
Intersection Total 3068 3020 36] A 98% 1.005934
[SR 20 @ Access A Eastbound 179 16 JRight 0 0 00] A 0% o)
(un-signalized) OVERALL 0 0 0.0] A 0% o #DIV/0! #DIV/0!
I Intersection Total 0 0 0.0] A 0% o #DIV/0! #DIV/0!
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2012 AM No Build Peak Hour Intersection Level of Service
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with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement ["AM PK JCORSIM| (SecNeh‘ LOS| Percent (Within 15%) | Statistic Link Intersection
15 5 |Left 198 187 304] € 94%
Northbound] 15 5 |Thru 1163] 1159 22.1] C 99%
15 5 |Right 103 103 92| A 100%
OVERALL 1464 1445] 22.3] C 99% 0.40633
16 5 |Left 143 134 70.7] E 94%
Southbound 16 5 |Thru 1282 1248 44] A 97%
16 5 |Right 84 84 3.6] A 100%
SR 20 @ Old Peachtree Rd OVERALL 1509 1466] 104] B 97% 0.908135
|(signalized) 176 5 |Left 120 104 35.3] D 87%
Eastbound| 176 5 |Thru 117 115 35.6] D 98%
176 5 |Right 100 100 114] B 100%
OVERALL 337 319 279] C 95% 0.807817
6 5 |Left 60 55 20.1] C 92%
Westbound 6 5 |Thru 301 284 38.7] D 94%
6 5 |Right 254 254 139 B 100%
OVERALL 615 593 272] C 96% 0.728693
Intersection Total 3925 3823 189 B 97% 2.850975
67 15 |Left 11 14 231 € 127% o
Northbound] 67 15 |Thru 1385 1367 21 A 99%
OVERALL 1396 1381 23] A 99% 0.328384
Southbound 5 15 |Thru 1378 1339 6.1 A 97%
5 15 |Right 64 57| 52| A 89%
SR 20 @ Azalea Dr NE OVERALL 1442] 1396 6.1] A 97% 0.994377
|(signalized) 160 15 |Left 79 80] 26.7] C 101%
Eastbound] 160 15 |Right 2 0 0.0] A 0% o
OVERALL 81 80 26.7] C 99% 0.090909
Intersection Total 2919 2857] 48] A 98% 1.41367
Southbound 15 67 |Left 22 26 92 A 118% 0
SR 20 @ Bentbrooke Trail OVERALL 22 26 92| A 118% o 0.676123
J(un-signalized) 161 67 |Left 52 44 248 C 85% O
Westbound| 161 67 |Right 85 92| 83 A 108%
OVERALL 137 136 8.0l A 99% 0.069843
Intersection Total 159 162 82] A 102% 0.745966
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with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)|LOS Percent i Statistic Link Intersection
Northbound| 162 163 |Left 70 76 106] B 109%
OVERALL 70 76 10.6] B 109% 0.57735 YES
Southbound| 67 163 |Left 78 39 10.0] A 1% P
SR 20 @ Azalea Dr NE OVERALL 48 39 10.0] A 81% 1.095445 YES
J(un-signalized) 164 163 |Left 9 11 305] D 122%
Eastbound | 164 163 |Thru 48 46 45.0] E 96%
164 163 |Right 179 178 113l B 99%
OVERALL 236 235 18.8] C 100% 0.053187
165 163 |Left 16 14| 39.0] E 88%
Westbound | 165 163 |Thru 1" 13| 39.7] E 118%
165 163 |Right 96 95 711 A 99%
OVERALL 123 122 143 B 99% 0.073721
Intersection Total 477 472 156] C 99% 1.725982
166 162 |Left 95 94 73.1] E 99%
Northbound| 166 162 |Thru 941 943 14.8] B 100%
166 162 |Right 28 20| 39] A 1%
OVERALL 1064 1057 19.8] B 99% 0.175412
163 162 |Left 88 82 4186] D 93%
Southbound| 163 162 |Thru 1257 1272 18.1] B 101%
163 162 |Right 71 69 9.1] A 97%
SR 20 @ Ridge/Russell Rd OVERALL 1416 1423 19.0] B 100% 0.151762
|(signalized) 167 162 |Left 213 205 293] € 96%
Eastbound | 167 162 |Thru 77 81 245] C 105%
167 162 |Right 50 53 9.7] A 106%
OVERALL 340 339 251] C 100% 0.044302
168 162 |Left 7 81 284] C 105%
Westbound | 168 162 |Thru 192 193 279] C 101%
168 162 |Right 60 52 81] A 87%
OVERALL 329 326 249] C 99% 0.13525
Intersection Total 3149 3145 205] C 100% [ 0.506727 | ]
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2012 AM No Build Peak Hour Intersection Level of Service
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with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)|LOS Percent | (Within 15%) | Statistic Link Intersection
30 13 |Left 64 51 52] A 80%
Northbound] 30 13 |Right 12 17 39] A 142%
[Rock Springs @ Tech Ctr Dr (OVERALL 76 68 39| A 89% 0.76277
(un-signalized) Westbound 10 13 |Left 8 3 201 A 75%
JOVERALL 8 6| 20] A 75% 0.603023
Intersection Total 84 74 371 A 88% 0.603023
7 11 JLeft 0 0 0.0] A 0%
Northbound] 77 11 |Thru 0 0 0.0] A 0%
7 11 |Right 10 9 271 A 90%
|OVERALL 10 9 27] A 90% 0.262613
[Tech Ctr Pkwy @ 12 11 |Left 2 2] 3.0] A 100%
[Tech Ctr Dr/Access E Southbound] 12 11 |Thru 0 0 0.0] A 0%
(un-signalized) 12 11 |Right 41 34 42] A 83%
|OVERALL 43 36 42] A 84% 0.896258
Eastbound 41 11 |Left 67 62 15] A 93%
JOVERALL 67 62 15] A 93% 0.505076
Westbound 9 11 |Left 7 8 15] A 114%
JOVERALL 7 8 15] A 114% 0.301511
Intersection Total 127 115] 24] A 91%
158 156 |Left 0 0 0.0] A 0%
Northbound] 158 156 |Thru 86 92 16.0] B 107%
158 156 |Right 267 260 39] A 97%
|OVERALL 353 352] 71] A 100% 0.043478
157 156 |Left 9 11 273 C 122%
Southbound] 157 156 |Thru 12 6| 26.0] C 50%
Old Peachtree @ 157 156 |Right 2 5 48] A 250%
Horizon Drive |OVERALL 23 22 21.8] C 96% 0.171499
(signalized) 159 156 |Left 15 13 14] A 87%
Eastbound | 159 156 |Thru 22 23 08] A 105%
159 156 |Right 1 2] 3.0] A 200%
|OVERALL 38 38 1.1] A 100%
155 156 |Left 1123 1058 17.0] B 94%
Westbound| 155 156 |Thru 116 106 109 B 91%
155 156 |Right 61 75 9.0] A 123%
|OVERALL 1300, 1237 16.0] B 95%
Intersection Total 1714] 1649 13.8] B 96%
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2012 AM No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK [ CORSIM| (Sec/Veh)] LOS| Percent (Wi 15%) | Statistic Link Intersection
154 40 |Left 342] 341 343] € 100%
Northbound] 154 40  |Right 146 147 55] A 101%
OVERALL 488, 488, 256] C 100%
Old Peachtree @ Eastbound | 155 40 |Thru 248 235 122| B 95%
Collins Hill 155 40 |Right 93 83 42| A 89%
(signalized) OVERALL 341 318 10.1] A 93%
32 40 |Left 211 211 101] A 100%
Westbound| 32 40 |Thru 1076 1085 89| A 101%
OVERALL 1287 1296 9.1] A 101%
Intersection Total 2118] 2102 131 B 99%
33 31 |Left 48 46 38.2] D 96%
Southbound] 33 31 |Right 577 558 35.0] € 97%
OVERALL 625 604, 35.2] D 97%
Old Peachtree @ Eastbound 32 31 |Left 242 257, 339] € 106%
[Rock Springs (west SR 20) 32 31 |Thru 266 250 74] A 94%
(signalized) OVERALL 508 507 20.8] C 100%
1 31 |Thru 859 825 245] C 96%
Westbound 1 31 |Right 54 55 23.0] C 102%
OVERALL 913] 880 244] C 96%
Intersection Total 2048 1991 26.8] C 97%
14 2 |Left 50 48 14| B 96%
Southbound] 14 2 |Right 138, 139 11.8] B 101%
Old Peachtree @ OVERALL 188 187 29] A 99%
Tech Ctr Pkwy Eastbound 80 2 |Left 55 56 44] A 102%
(un-signalized) OVERALL 55 56 44] A 102%
Intersection Total 243 243 33] A 100%
144 145 |Left 97 96 45.6] D 99%
Southbound| 144 145 |Right 7 8 105] B 114%
OVERALL 104, 104, 42.9] D 100%
Old Peachtree @ Eastbound 8 145 |Left 7 5 156] B 71%
Rock Springs (east SR 20) 8 145 |Thru 269 252 19] A 94%
(signalized) OVERALL 276 257, 22| A 93% 0.944701
146 145 |Thru 573 517 46] A 90%
Westbound] 146 145 |Right 259 237, 57] A 92%
OVERALL 832] 754 50] A 91% 2.24327
Intersection Total 1212 1115 79 A 92%
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | AM PK JCORSIM] (Sec/veh)|LOS Percent [ Link [ Intersection

147 146 |Left 56 59 216] C 105%
Northbound | 147 146 |Thru 495 496 253] C 100%
147 146 |Right 60 54 244] C 90%
OVERALL 611 609 249] C 100%
145 146 |Left 65 57 372| D 88%
Southbound| 145 146 |Thru 234 240 16.7] B 103%
Old Peachtree @ 145 146 |Right 10 10 114] B 100%

SR 124 OVERALL 309 307 203 C 99% 0.092998
|(signalized) 148 146 |Left 44 41 16.7] B 93%
Eastbound 148 146 |Thru 247 249 6.0] A 101%
148 146 |Right 40 41 6.0] A 103%
OVERALL 331 331 73] A 100%
149 146 |Left 76 76 11.6] B 100%
Westbound | 149 146 |Thru 532 548 124] B 103%
149 146 |Right 179 159 11.8] B 89%

OVERALL 787 783 12.2] B 99% 0.116519

Intersection Total 2038 2030 16.4] B 100% 0.275617
152 150 |Left 181 198 258] C 109%
Northbound| 152 180 |Thru 694 678 226] C 98%
152 150 |Right 94 94 49] A 100%

OVERALL 969 970 21.6] C 100% 0.026225
151 150 |Left 43 51 66.7] E 119%
Southbound| 151 180 |Thru 224 215 154] B 96%
Gravel Springs Rd @ 151 150 |Right 72 yal 10.6] B 99%

SR 124 OVERALL 339 337 22.1] C 99% 0.088779
|(signalized) 149 150 |Left 106 107 243] C 101%
Eastbound 149 180 |Thru 232 178 30.7] ¢ 7%
149 150 |Right 131 111 69| A 85%
OVERALL 469 396 22.3] C 84%
163 150 |Left 7 99 169] B 129%
Westbound | 153 180 |Thru 498 480 41.4] D 96%
163 150 |Right 89 82 143] B 92%
OVERALL 664 661 343] C 100%

Tntersection Total 2441|2364 253] C 7%
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2012 PM No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 56 59| 548] D 105%
Northbound] 130 135 |Thru 1674 1622 19.9] B 97%
130 135 |Right 22 18 53] A 82%
OVERALL 1752 1699 21.0] C 97% 1.039116
142 135 |Left 570 518 1172 F 91%
Southbound| 142 135 |Thru 2558 2370 28.0] € 93%
142 135 |Right 84 79 182] B 94%
SR 20 @ Gravel Springs Rd OVERALL 3212 2967 43.3] D 92% 3.575404
(signalized) 141 135 |Left 273 267, 42.1] D 98%
Eastbound | 141 135 |Thru 58 54| 58.0] E 93%
141 135 |Right 27 36| 45.8] D 133%
OVERALL 358 357 44.9] D 100% 0.043173
136 135 |Left 125 130 34.8] € 104%
Westbound | 136 135 |Thru 30 31 55.7] E 103%
136 135 |Right 412 405 27| € 98%
OVERALL 567 566 273] C 100%
Intersection Total 5889 5589 35.0] € 95%
82 130 |Left 12 17 36.0] D 142%
Northbound| 82 130 |Thru 1690 1662 19] A 98%
82 130 |Right 63 70| 33| A 111%
OVERALL 1765 1749 23] A 99% 0.311429
135 130 |Left 119 112 41.3] D 94%
Southbound| 135 130 |Thru 2576 2404 133] B 93%
135 130 |Right 15 24 23] C 160%
SR 20 @ Woodward Bivd OVERALL 2710 2540 14.6] B 94%
(signalized) 140 130 |Left 8 9 45.3] D 113%
Eastbound | 140 130 |Thru 6 4 33.0] ¢ 67%
140 130 |Right 0 0 00] A 0%
OVERALL 14 13 41.5] D 93% 0.220863
131 130 |Left 39 45 53.6] D 115%
Westbound | 131 130 |Thru 7 8 43.5] D 114%
131 130 |Right 54 47 16.7] B 87%
OVERALL 100 100 35.5] D 100%
Intersection Total 4589 4402 10.3] B 96%
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2012 PM No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
123 82 |Left 87 82 312] € 94%
Northbound | 123 82 |Thru 1594 1567 254] C 98%
123 82 |Right 110 116 56] A 105%
OVERALL 1791 1765, 244] C 99% 0.502844
130 82 |Left 105 97 56.2| E 92%
Southbound] 130 82 |Thru 2499 2360 10.8] B 94%
130 82 |Right 11 0 00] A 0% o
SR 20 @ Mall Grand Lane OVERALL 2615 2457 12.6] B 94% 2.548553
|(signalized) 139 82 |Left 60 53 266] C 88%
Eastbound 139 82 |Thru 16 17 36.7] D 106%
139 82 |Right 33 38 15.6] B 115% o
OVERALL 109 108 243] C 99% 0.078326
132 82 |Left 135 118 58.1] E 87%
Westbound | 132 82 |Thru 6 4 780] E 67% o
132 82 |Right 111 128 131] B 115% o
OVERALL 252 250, 354] D 99% 0.103005
Intersection Total 4767 4580 18.6] B 96% 3.232728
26 123 |Left 73 73 362| D 100%
Northbound| 26 123 [Thru 1714 1725 53] A 101%
26 123 |Right 113 113 41] A 100%
OVERALL 1900 1911 6.4] A 101% 0.20585
82 123 |Left 92 70 599| E 76% o
Southbound| 82 123 |Thru 2515 2392 41.0] D 95%
82 123 |Right 60 52 486] D 87%
SR 20 @ Plains Ct Way OVERALL 2667 2514, 41.7] D 94% 2.442457
|(signalized) 138 123 |Left 33 31 304] € 94%
Eastbound 138 123 |Thru 7 5 44.4] D 71% o
138 123 |Right 39 42 194] B 108%
OVERALL 79 78 254] C 99% 0.092057
134 123 |Left 131 142 49.6] D 108%
Westbound | 134 123 [Thru 19 14 39.4] D 74% o
134 123 |Right 44 35 153] B 80% o
OVERALL 194 191 425] D 98% 0.176318
Intersection Total 4840 4694 271] C 97% 2.916683
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Approach [ A B | Movement | PMPK JCORSIM|(Sec/Veh) |LOS Percent (Within 15%) Tnfersection

117 | 26 |Left 493 505] 755] E 102%
Northbound | 117 | 26 [Thra 1758|1789 220 C 102%
117 | 26 [Right 481 515] 69| A 107%

OVERALL 2732|2800 288 C 103% 1.197221
123 | 26 |t 53 79 538| D 95%
Southbound| 123 | 26 [Thru 2457|2356 32| D 96%
123 | 26 [Right 145 10 50.4] D 76%
SR 20 @ Mall of GA Bivd OVERALL 2685 2545 738] D 95%
(signalized) 137 | 26 |Left 119 705 784 D 88%
Eastoound | 137 | 26 [Thru 109 108 479] D 99%
137 | 26 |Right 446 453 336] € 102%

OVERALL 674 666 383 D 99% 0.252101
133 | 26 |t 642 630 796] D 98%
Westbound | 133 | 26 [Thru 131 142 335 € 108%
133 | 26 [Right 23 25 13| B 709%

OVERALL 796 797] 455] D 700% 0.028934

Tnfersection Tofal 6887] 6817 373] D 99% 3.703705
10 18 |Left 146 121 87.0] F 83%
Northbound | 10 18 [Thru 1919 1963 20| A 102%

OVERALL 2065 2084 58] A 701% 0.340865
20 T8 [Thru 2075|2868 95| A 6%
Southbound | 20 18 [Right 178 180 62 A 101%

SR 20 @ Preston Hills Apts OVERALL 3153|3048 93 A 97% 1535344
(signalized) T80 T8 |Left 166 174 550] E 705%
Eastbound | 180 18 [Right 35 27 89| A 71%
OVERALL 201 201 296] D 100%
Tntersection Total 5479] 5333 06| B 5%
9 10 Lot 75 58 444] D T1%
Northbound | 9 10 [Thru 1727|1708 50| B 99%
9 10 [Right 1 38 52 A 93%

OVERALL 1843|1804 58] B 98% 0.744378
8 0 |Lert 312 286 74| E 2%
Southbound | 18 10 [Thru 2505 2544 38| C 98%
18 10 [Right 103 96 71| B 93%

SR 20 @ Rock Springs Rd OVERALL 3010 2926 285] C 97% 1.255972
(signalized) 3 0 |Left 325 203 52.1] D 50%
Eastbound | 13 10 [Thru 58 56 229] C 9%
13 10 [Right 51 63 275] € 124%

OVERALL 434 412 444] D 95% 0.869626
27 0 |Lert 36 35 322| C 97%
Westbound | 27 10 [Thru 125 130 480 D 104%
27 10 [Right 79 181 24| B 101%
OVERALL 340 340 277] C 7102%
Tnfersection Tofal 5627| 5488 255] C 98%
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement PM PK |CORSIM|(Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection
17 9 Left 130 121 493 D 93%
Northbound 17 9 Thru 1627 1617 32| A 99%
OVERALL 1757 1738 6.4 A 99% 0.370771
Southbound 10 9 Thru 2381 2338 11.1] B 98%
10 9 Right 301 301 11.1] B 100%
SR 20 @ Tech Ctr Pkwy OVERALL 2682 2639 11.1] B 98% 0.679762
(signalized) EKl 9 Left 216 202 464 D 94%
Eastbound 1 9 Right 49 40, 129] B 82% o)
OVERALL 265 242 409] D 91% 1.170669
Intersection Total 4704 4619 10.9] B 98% 2.221203
SR 20 @ Access C Eastbound 175 69 |Right 4 3 240] C 75% O
(un-signalized) OVERALL 4 3 240] C 75% o) 0.426401
Intersection Total 4 3 24.0] C 75% o 0.426401
16 72 Left 190 169 424 D 89%
Northbound 16 72 |Thru 1675 1660 3.1 A 99%
OVERALL 1865 1829 6.7] A 98% 0.68284
Southbound 69 72 |Thru 2095 2027 110 B 97%
69 72 |Right 301 311 71 A 103%
SR 20 @ Access B OVERALL 2396 2338 10.5] B 98% 0.9714
(signalized) 178 72 Left 82 81 40.7] D 99%
Eastbound 178 72 JRight 52 53] 18.5] B 102%
OVERALL 134 134 31.9] C 100% 0
Intersection Total 4395 4301 95| A 98% 1.654241
SR 20 @ Access A Eastbound 179 16 JRight 7 6| 14.0] B 86%
(un-signalized) OVERALL 7 6| 14.0] B 86% 0.316228
Intersection Total 7 6| 14.0] B 86% 0.316228
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes | Delay | iteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM| (Sec/Veh)| LOS] Percent 15%) Statistic Link Intersection
15 5 |Left 230 227, 432| D 99%
Northbound] 15 5 |Thru 1338, 1369 328] C 102%
15 5 |Right 55 48 17.9] B 87%
OVERALL 1623 1644] 33.8] C 101% 0.424698
16 5 |Left 432 419 48.5] D 97%
Southbound 16 5 |Thru 1376 1389 9.9 A 101%
16 5 |Right 225 197 72| A 88%
SR 20 @ Old Peachtree Rd OVERALL 2033, 2005 17.7] B 99% 0.50821
(signalized) 176 5 |Left 239 211 67.8] E 88%
Eastbound| 176 5 |Thru 548 508 55.0] D 93%
176 5 |Right 140 137 285] C 98%
OVERALL 925 856 53.9] D 93% 1.875859
6 5 |Left 46 39 265 C 85% o
Westbound 6 5 |Thru 231 205 429] D 89%
6 5 |Right 288 286 16.5] B 99%
OVERALL 565 530 275 C 94% 1.214868
Intersection Total 5148 5035 301 € 98% 4.023634
67 15 |Left 12 9| 373 D 75% 0
Northbound] 67 15 |Thru 1620 1595 9.0l A 98%
OVERALL 1632, 1604] 9.1 A 98% 0.567542
Southbound 5 15 |Thru 1456 1388 14 A 95%
5 15 |Right 104 117 14 A 113%
SR 20 @ Azalea Dr NE OVERALL 1560, 1509 14] A 96% 1.143726
(signalized) 160 15 |Left 94 97] 19.8] B 103%
Eastbound] 160 15 |Right 6 3 120] B 50% o)
OVERALL 100 100 19.6] B 100% 0
Intersection Total 3292 3209 58] A 97% 1.711267
Southbound 15 67 |Left 68 74 143]| B 109%
SR 20 @ Bentbrooke Trail OVERALL 68 74] 14.3] B 109% 0.58554
(un-signalized) 161 67 |Left 27 30] 246] C 111%
Westbound| 161 67 |Right 38 34] 113] B 89%
OVERALL 65 64 11.5 B 98% 0.101535
Intersection Total 133 138| 13.0] B 104% 0.687075
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM|(Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
Northbound | 162 163 |Left 108 139 85| A 129% o
OVERALL 108 139 8.5] A 129% o 2.326819
Southbound| 67 163 |Left 223 194 119] B 87%
SR 20 @ Azalea Dr NE OVERALL 223 194 11.9] B 87% 1.621149
(un-signalized) 164 163 |Left 21 18] 54.7] F 86%
Eastbound | 164 163 |Thru 43 36 720] F 84% o
164 163 |Right 98 105 99] A 107%
OVERALL 162 159 29.1] D 98% 0.193047
165 163 |Left 5 3 48.0] E 60% o
Westbound | 165 163 |Thru 18 17] 956] F 94%
165 163 |Right 123 125 103] B 102%
OVERALL 146 145 21.1] C 99% 0.067651
Intersection Total 639 637 175] C 100% 4.141015
166 162 |Left 82 77 193] B 94%
Northbound | 166 162 |Thru 1447 1467 324] C 101%
166 162 |Right 88 69 185| B 78% o
OVERALL 1617 1613 312] C 100% 0.081253
163 162 |Left 247 276 58.3] E 112%
Southbound| 163 162 |Thru 973 885 15.8] B 91%
163 162 |Right 16 21 57] A 131% o
SR 20 @ Ridge/Russell Rd OVERALL 1236 1182 256] C 96% 1.263352
(signalized) 167 162 |Left 190 191 304] C 101%
Eastbound | 167 162 |Thru 261 262 314] C 100%
167 162 |Right 64 60 93] A 94%
OVERALL 515 513 28.5] C 100% 0.072005
168 162 |Left 83 90 427] D 108%
Westbound | 168 162 |Thru 135 143 425] D 106%
168 162 |Right 94 77 127] B 82% o
OVERALL 312 310 352] D 99% 0.092549
Intersection Total 3680 3618 293] C 98% 1.509159
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay | Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM] (Sec/Veh)|LOS Percent ithin 15%) Statistic Link Intersection
30 13 |Left 27 23] 44| A 85%
Northbound| 30 13 |Right 18] 11 55| A 61% o
Rock Springs @ Tech Ctr Dr [OVERALL 45| 34] 3.0] A 76% o 1.397001
(un-signalized) Westbound 10 13 |Left 7 4 3.0 A 57% o
|OVERALL 7 4 3.0 A 57% o 1
Intersection Total 52 38 3.0] A 73% o 1
7 11 JLeft 3 3 40] A 100%
Northbound| 77 11 |Thru 0 0 0.0] A 0% o
7 11 |Right 24 23] 47] A 96%
(OVERALL 27| 26 46] A 96% 0.158114
Tech Ctr Pkwy @ 12 11 |Left 5 4 6.0] A 80% o
Tech Ctr Dr/Access E Southbound] 12 11 |Thru 0 0 0.0] A 0% O
J(un-signalized) 12 11 |Right 28, 25 43] A 89%
|OVERALL 33, 29| 46] A 88% 0.580381
Eastbound | 41 11 |Left 32 21 14] A 66% o
|OVERALL 32 21 14] A 66% o 1.687323
Westbound 9 11 |Left 189 179 23] A 95%
|OVERALL 189 179 23] A 95% 0.599222
Intersection Total 281 255 271 A 91% 2.286544
181 41 JLeft 0 0 0.0] A 0% o
Northbound| 181 41 [Thru 0 0 0.0] A
181 41 |Right 0 0 0.0] A 0% o
(OVERALL 0 0 0.0] A 0% o #DIV/O! | #DIV/0!
Tech Ctr Pkwy @ 174 41 |Left 0 0 0.0] A 0% o
|Access I/Parking Lot Southbound] 174 41 [Thru 0 0 0.0] A 0% o
J(un-signalized) 174 41 [Right 0 0 0.0] A 0% o
|OVERALL 0 0 0.0] A 0% o #DIV/O! | #DIV/0!
Eastbound 14 41 |Right 22 25 24] A 114%
|OVERALL 22 25 24] A 114% 0.510754
Westbound| 11 41 Left 133 129 33| A 97%
|OVERALL 133 129 33| A 97% 0.284627
Intersection Total 155 154] 32| A 99% 0.795381
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2012 PM No Build Peak Hour Intersection Level of Service

Brand Properties

with improvements

GEH Criteria

Percent CORSIM of Count
CORSIM Nodes| Future Volumes Delay C
Intersection Approach A B Movement | PM PK |CORSIM] (Sec/Veh)]LOS Percent
158 156 |Left 1 0 0.0] A 0%
Northbound] 158 186 |Thru 24 35) 72] A 146%
158 156 |Right 1209 1173] 48.8] D 97%
OVERALL 1234] 1208 476] D 98%
157 156 |Left 54 43 201] B 80%
Southbound] 157 166 [Thru 75 84 13| B 112%
Old Peachtree @ 157 156 |Right 6| 8 53] A 133%
Horizon Drive OVERALL 135 135] 13.7] B 100%
(signalized) 159 156 |Left 1 1 0.0] A 100%
Eastbound | 159 166 |Thru 177, 175] 303] € 99%
159 156 |Right 2] 4 3.0] A 200%
OVERALL 180, 180] 205] C 100%
155 156 |Left 489 445] 269| C 91%
Westbound| 155 186 |Thru 80 69 151] B 86%
155 156 |Right 2] 0 0.0] A 0%
OVERALL 571 514 253] C 90%
Intersection Total 2120] 2037] 38.1] D 96%
154 40 |Left 200 207] 325] € 104%
Northbound] 154 40 |Right 437, 431 26.0] C 99%
OVERALL 637 638] 28.1] C 100%
Old Peachtree @ Eastbound | 155 40 |Thru 1152] 1070 4971 D 93%
Collins Hill 155 40 |Right 289 256 36.2] D 89%
(signalized) OVERALL 1441 1326 47.1] D 92%
32 40 |Left 252 245] 36.5] D 97%
Westbound] 32 40 |Thru 271 227] 45] A 84%
OVERALL 523| 472] 21.1] C 90%
Intersection Total 2601 2436 371] D 94%
33 31 |Left 13 19 335 € 146%
Southbound] 33 31 |Right 275 213] 87] A 7%
OVERALL 288 232] 10.8] B 81%
Old Peachtree @ Eastbound 32 31 |Left 542] 518 73] A 96%
[Rock Springs (west SR 20) 32 31 |Thru 1239 1174 40] A 95%
(signalized) OVERALL 1781 1692 50| A 95%
1 31 |Thru 348 318 3.0] A 91%
Westbound 1 31 _|Right 54 56 39] A 104%
OVERALL 402, 374 3.2] A 93%
Intersection Total 2471 2298 53] A 93%

GEH

Criteria (GEH < 5)

Statistic

Link Intersection

0.606458

5.676265
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Brand Properties
2012 PM No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay | ia GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM | (Sec/Veh) |LOS Percent Statistic Link Intersection
14 2 Left 36 37 188] € 103%
Southbound 14 2 Right 57 46 61] A 81%
Old Peachtree @ (OVERALL 93 83 8.4] A 89% 0.862261
Tech Ctr Pkwy Eastbound 80 2 Left 190 188 31 A 99%
(un-signalized) [OVERALL 190 188 3.1 A 99% 0.118678
Intersection Total 283 271 47] A 96%
182 4 |Lert 0 0 0.0] A 0%
Southbound| 182 4 Right 0 0 0.0] A 0%
Old Peachtree @ (OVERALL 0 0 0.0] A 0% #DIV/0! #DIV/0!
[Church (stadium parking) Eastbound 3 4 Left 42 36 6.8] A 86%
(un-signalized) (OVERALL 42 36 68| A 86% 0.774597
Intersection Total 42 36 68| A 86%
144 145 |Left 185 145 36.2] D 78%
Southbound| 144 145 |Right 11 10 48] A 91%
[OVERALL 196 155 342] C 79%
Old Peachtree @ Eastbound 8 145 |Left 542 35 11.0] B 6%
Rock Springs (east SR 20) 8 145 |Thru 853 838 67] A 98%
(signalized) (OVERALL 1395 873 69] A 63% 12.19739
146 145 |Thru 457 435 6.0] A 95%
Westbound 146 145 |Right 120 126 54| A 105%
(OVERALL 577 561 59] A 97% 0.54639
Intersection Total 2168 1589 92| A 73% 15.22295
147 146 |Left 29 30 304] € 103%
Northbound | 147 146 |Thru 301 311 18.5] B 103%
147 146 |Right 79 73 188] B 92%
(OVERALL 409 414 19.4] B 101% 0.201456
145 146 |Left 199 157 321 € 79%
Southbound| 145 146 |Thru 720 667 254] € 93%
Old Peachtree @ 145 146 |Right 13 9 267] C 69%
ISR 124 (OVERALL 932 833 26.7] C 89%
(signalized) 148 146 |Left 48 48 369] D 100%
Eastbound 148 146 |Thru 617 613 231] ¢ 99%
148 146 |Right 62 60 245] € 97%
(OVERALL 727 721 24.1] C 99% 0.181944
149 146 |Left 98 101 46.8] D 103%
Westbound 149 146 |Thru 340 355 246] C 104%
149 146 |Right 228 206 210] € 90%
[OVERALL 666 662 269] C 99%
Intersection Total 2734 2630 249] € 96%
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2012 PM No Build Peak Hour Intersection Level of Service

Brand Properties

with improvements

Percent CORSIM of Count

GEH Criteria

Criteria

CORSIM Nodes Future Volumes Delay

Intersection Approach A B Movement | PM PK | CORSIM](Sec/Veh)|LOS Percent

152 150 |Left 178 187 28.6] C 105%

Northbound| 152 150 |Thru 326 327 27.0] C 100%

152 150 |Right 74 62 711 A 84%

OVERALL 578 576 254] C 100%

151 150 |Left 118 115] 205] C 97%

Southbound| 151 150 |Thru 518 502 252] C 97%

Gravel Springs Rd @ 151 150 |Right 120 138] 219] C 115%
SR 124 OVERALL 756 755 23.8] C 100%
(signalized) 149 150 |Left 132 151 39.7] D 114%

Eastbound | 149 150 |Thru 484 429 294] C 89%

149 150 |Right 232 226 89| A 97%

OVERALL 848 806 256] C 95%

153 150 |Left 234 246 28.8] C 105%

Westbound] 153 150 |Thru 459 442 36.9] D 96%

153 150 [Right 53 56 6.2] A 106%

OVERALL 746 744 31.9] C 100%

Intersection Total 2928 2881 26.7] C 98%

GEH

Statistic

Criteria (GEH < 5)
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK | CORSIM| (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 137 122 159.9] F 89%
Northbound| 130 135 [Thru 1279 1307 26| C 102%
130 135 [Right 62 70 51] A 113%
|OVERALL 1478 1499 329] C 101% 0.444949
142 135 |Left 304 286 36.1] D 94%
Southbound| 142 135 |Thru 2536 2555 193] B 101%
142 135 [Right 111 113 149] B 102%
SR 20 @ Gravel Springs Rd JOVERALL 2951 2954/ 20.7] C 100% 0.045083
|(signalized) 141 135 |Left 226 219 63.5] E 97%
Eastbound 141 135 |Thru 90 88 448] D 98%
141 135 |Right 64 74 38.7] D 116% o
JOVERALL 380 381 54.3] D 100% 0.041867
136 135 |Left 175 191 41.1] D 109%
Westbound | 136 135 [Thru 105 115 387] D 110%
136 135 |Right 425 402 175] B 95%
|OVERALL 705 708 273] C 100% 0.092188
Intersection Total 5514 5542 272] C 101% 0.624087
82 130 [Left 62 66 707] E 106%
Northbound 82 130 |Thru 1167 1195 141] B 102%
82 130 |Right 276 285 80l A 103%
JOVERALL 1505 1548 15.4] B 103% 0.859027
135 130 |Left 544 546 45.0] D 100%
Southbound| 135 130 [Thru 2195 2244 14.8] B 102%
135 130 |Right 36 32 204] C 89%
SR 20 @ Woodward Bivd JOVERALL 2775 2822 20.7] C 102% 0.726437
|(signalized) 140 130 |Left 32 38 349| C 119% o
Eastbound 140 130 [Thru 25 25 48.0] D 100%
140 130 [Right 22 16 206] € 73% o
(OVERALL 79 79 36.2] D 100% 0
131 130 |Left 297 295 498] D 99%
Westbound | 131 130 |Thru 40 33 415] D 83% o
131 130 [Right 279 288 128] B 103%
JOVERALL 616 616 320] C 100% 0
Intersection Total 4975 5063 207] €© 102% 1.585465
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM|(Sec/Veh) |LOS Percent (Within 15%) Statistic Link Intersection
123 82 |Left 66 62 289| € 94%
Northbound| 123 82 |Thru 1311 1340 41.8| D 102%
123 82 |Right 17 120 92] A 103%
OVERALL 1494 1522 38.7] D 102% 0.589637
130 82 |Left 295 285 583|] E 97%
Southbound| 130 82 |Thru 2213 2264 15.4] B 102%
130 82 |Right 6 0 0.0] A 0% o
SR 20 @ Mall Grand Lane OVERALL 2514 2549 202| C 101% 0.568636
(signalized) 139 82 |Left 62 52 376] D 84% o
Eastbound | 139 82 |Thru 18 24 433| D 133% o
139 82 |Right 41 44 98] A 107%
OVERALL 121 120 286] C 99% 0.074329
132 82 |Left 181 160 50.8] D 88%
Westbound | 132 82 |Thru 13 11 409| D 85% o
132 82 |Right 132 151 124] B 114%
OVERALL 326 322] 324] C 99% 0.181257
Intersection Total 4455 4513 275] C 101% 1.41386
26 123 |Left 163 153 441 D 94%
Northbound| 26 123 [Thru 1394 1442 124] B 103%
26 123 |Right 379 410 57] A 108%
OVERALL 1936 2005 13.4] B 104% 1.272876
82 123 |Left 135 126 353 D 93%
Southbound| 82 123 [Thru 2198 2233 52] A 102%
82 123 |Right 102 103 59] A 101%
SR 20 @ Plains Ct Way OVERALL 2435 2462 6.8] A 101% 0.445931
(signalized) 138 123 |Left 22 18 543|] D 82% o
Eastbound | 138 123 |Thru 20 22 674| E 110%
138 123 |Right 29 30 76] A 103%
OVERALL 71 70 38.4] D 99% 0.097129
134 123 |Left 165 165 345] C 100%
Westbound | 134 123 |Thru 30 35 49.5| D 117% o
134 123 |Right 78 71 171 B 91%
OVERALL 273 271 30.5] C 99% 0.098954
Intersection Total 4715 4808 11.3] B 102% 1.91489
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B Movement | SAT PK [CORSIM | (Sec/Veh) |LOS Percent | (Within 15%) | Statistic [ Link Tntersection
117 | 26 |Left 493 476 T2.0] E 97%
Northbound | 117 [ 26 |Thru 1628 1722 200] B 106%
117 | 26 |Right 403 416 57| A 103%
[OVERALL 2524 2614 273] C 104% 1.454074
123 | 26 |Lert 126 15 63| D 91%
Southbound| 123 | 26 |Thru 1948 1953 216] € 100%
123 | 26 |Right 318 317] 274] € 700%
SR 20 @ Mall of GA Bivd [OVERALL 2392|2385 235] C 100% 0.116919
(signalized) 137 | 26 |Ler 252 233 56| D 92%
Eastoound | 137 | 26 [Thu 216 223 43| D 103%
137 | 26 |Right 484 493 16.7] B 102%
OVERALL 952 949)] 303 C 100% 0.07943
133 | 26 |Left 552 530 792] D 96%
Westbound | 133 | 26 [Thru 757 166 410] D 106%
133 | 26 [Right 56 [ 135 B 118%
[OVERALL 765 762] 43| D 700% 0.088619
Tfersection Total 6633|6710 B3] C T01% 730042 |
10 18 |Left 105 9% 433] D 91%
Northbound | 10 18 |Thru 2300|2325 36| A 101%
OVERALL 2405|2421 52| A 701% 0.266094
20 18 |1hru 2778|2750 62| A 99%
Southbound | 20 18 |Right 202 211 24 A 104%
SR 20 @ Preston Hills Apts OVERALL 2080 2961 60| A 99% 0.284487
(signalized) T80 T8 |Left 795 795 586| E T00%
Eastbound | 180 18 |Right 37 32 33| B 86%
[OVERALL 232 227 523| D 98% 0.268996
Tfersection Total 5617|5600 7o A T00% [ost577] |
9 10 [Left 69 57 38.0] D 83%
Northbound | 9 10 |Thr 2020|2011 53] B 100%
9 10 |Right 7 2 85| A 153%
[OVERALL 2106 2004 58] B 99% 0.213707
8 10 |eft 56 755 720] D 99%
Southbound | 18 10 |Thru 2395 2366 189| B 99%
18 10 |Right 154 180 20| B T17%
SR 20 @ Rock Springs Rd [OVERALL 2705|2701 798| B 700% 0.062611
(signalized) 3 0 |Left 245 241 519] D 98%
Eastbound | 13 10 |Thru 30 32 36.2| D 107%
13 10 |Right [ 81 219] € 127%
OVERALL 339 354] 736] D 704% 0.660338
27 0 |Lert 36 31 33.7] C 56%
Westbound | 27 10 [Thru 27 29 38.7] D 107%
27 10 |Right 222 228 89| A 103%
OVERALL 285 288 26| B 101% 0.144841
Tntersection Total 5435] 5437 05| B T00% [Tostoos ) |
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM] (Sec/Veh)|LOS Percent (Within 15%) Statistic Link Intersection
17 9 Left 133 111 388] D 83% [
Northbound 17 9 Thru 1863 1932 1.2] A 104%
OVERALL 1996] 2043 33| A 102% YES
Southbound 10 9 Thru 2182 2110] 21 A 97%
10 9 Right 313 324 44| A 104%
SR 20 @ Tech Ctr Pkwy OVERALL 2495] 2434 24 A 98% YES
(signalized) EKl 9 Left 151 154 449| D 102%
Eastbound 1 9 Right 20 21 15.7] B 105%
OVERALL 171 175 214 D 102% YES
Intersection Total 4662 4652 43| A 100% [2.105606 ]
SR 20 @ Access C Eastoound | 175 69 [Right 5 4 0.0 A 80% T
(un-signalized) OVERALL 5 4] 0.0] A 80% YES B
Intersection Total 5 4] 0.0] A 80% 0.377964
16 72 |Left 230 217 59.7] E 94%
Northbound 16 72 [Thru 1955 1928 36] A 99%
OVERALL 2185] 2145 92| A 98% YES
Southbound| 69 72 [Thru 1797 1747 113] B 97%
69 72 |Right 364 347 6.1 A 95%
SR 20 @ Access B OVERALL 2161] 2094 104] B 97% YES
(signalized) 178 72 |Left 133 125 482] D 94%
Eastbound 178 72 |Right 85 93] 114] B 109%
OVERALL 218 218 32.5] C 100%
Intersection Total 4564 4457 10.9] B 98%
SR 20 @ Access A Eastbound 179 16 |Right 9 9 14.0] B 100%
(un-signalized) OVERALL 9 9 14.0] B 100%
Intersection Total 9 9 14.0] B 100%
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes] Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK]CORSIM| (Sec/Veh)]LOS Percent Statistic Link Intersection

15 5 |Left 197 184 430] D 93%
Northbound] 15 5 |Thru 1595 1563 292 C 98%
15 5 |Right 25 20| 123 B 80%

OVERALL 1817] 1767] 30.5] C 97% 0.962161
16 5 |Left 298 322 66.8] E 108%
Southbound 16 5 |Thru 1293 1269 63] A 98%
16 5 |Right 242 215 45] A 89%

SR 20 @ Old Peachtree Rd OVERALL 1833 1802 16.9] B 98% 0.592874
|(signalized) 176 5 |Left 248 230 51.8] D 93%
Eastbound | 176 5 |Thru 175 160 35.6] D 91%
176 5 |Right 77 69 124 B 90%

OVERALL 500 459 40.2] D 92% 1.517998
6 5 |Left 60 62 42.1] D 103%
Westbound 6 5 |Thru 248 219 43.7] D 88%
6 5 |Right 342] 327 250] € 96%
OVERALL 650 608, 335] C 94%
Intersection Total 4800 4636 266] C 97%

67 15 |Left 6 0 0.0] A 0%

Northbound] 67 15 |Thru 1666 1615 13| A 97%

OVERALL 1672] 1615] 1.3] A 97% 1.144703
Southbound 5 15 |Thru 1314] 1289 16] A 98%
5 15 |Right 58 57| 21 A 98%

ISR 20 @ Azalea Dr NE OVERALL 1372] 1346] 16| A 98% 0.574946
|(signalized) 160 15 |Left 87, 87 348] C 100%
Eastbound | 160 15 |Right 4 3 6.0l A 75%
OVERALL 91 90| 33.8] C 99%
Intersection Total 3135] 3051 24] A 97%
Southbound 15 67 |Left 53 47 121 B 89%
ISR 20 @ Bentbrooke Trail OVERALL 53 47| 12.1] B 89%
|(un-signalized) 161 67 |Left 36 32| 219 C 89%
Westbound] 161 67 |Right 67 72 134] B 107%
OVERALL 103 104 6.8] A 101%
Intersection Total 156 151 84] A 97%
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM] (Sec/Veh)|LOS Percent (Wi Statistic Link Intersection
Northbound] 162 163 |Left 84 91 771 A 108%
OVERALL 84 91 77] A 108% 0.615125 YES
Southbound] 67 163 [Left 64 70 10.7] B 109% oo
SR 20 @ Azalea Dr NE OVERALL 64 70 10.7] B 109% 0.603023 YES
(un-signalized) 164 163 |Left 22 13 240] € 59%
Eastbound | 164 163 [Thru 16 13 374| E 81%
164 163 |Right 82 88 74] A 107%
OVERALL 120 114 12.7] B 95% 0.450988
165 163 |Left 5 2] 36.0] E 40%
Westbound| 165 163 |Thru 16 21 263 D 131%
165 163 |Right 97 95 85| A 98%
OVERALL 118 118, 12.1] B 100%
Intersection Total 386 393 11.0] B 102% 1.669135
166 162 |Left 89 88 329] C 99%
Northbound] 166 162 [Thru 1197| 1204 252| C 101%
166 162 |Right 80 76 9.7] A 95%
OVERALL 1366 1368 249| C 100% 0.044173
163 162 |Left 144 153 398] D 106%
Southbound] 163 162 [Thru 876 842] 134| B 96%
163 162 |Right 144 116 57| A 81%
SR 20 @ Ridge/Russell Rd OVERALL 1164/ 1111 16.2| B 95% 1.278129
(signalized) 167 162 |Left 167 166 375 D 99%
Eastbound | 167 162 |Thru 163 161 295| € 99%
167 162 |Right 40 43 66| A 108%
OVERALL 370 370] 304| C 100%
168 162 |Left 146 165 339| C 113%
Westbound| 168 162 |Thru 113 109 320] C 96%
168 162 |Right 138 122 11.5] B 88%
OVERALL 397 396 265 C 100% 0.040996
Intersection Total 3297 3245 27| € 98% [ 1363208 ]
30 13 |Left 15 12 6.5] A 80% -
Northbound] 30 13 |Right 23 26 48| A 113%
Rock Springs @ Tech Ctr Dr OVERALL 38 38 2.1 A 100% 0 YES
(un-signalized) Westbound 10 13 |Left 7 10 12 A 143%
OVERALL 7 10 12| A 143% 0.866025 YES
Tntersection Total 75 48 19| A 107% [0ses025; |
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2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM|](Sec/Veh) |[LOS Percent (Within 15%) i Intersection
7 EKl Left 4 4 45| A 100%
Northbound 7 11 |Thru 0 0 00] A 0%
7 " Right 38 37 44| A 97%
OVERALL 42 41 44| A 98% 0.126491
Tech Ctr Pkwy @ 12 EKl Left 7 9 80| A 129%
Tech Ctr Dr/Access E Southbound 12 11 Thru 0 0 0.0] A 0%
(un-signalized) 12 11 |Right 18 19 27| A 106%
OVERALL 25 28| 58| A 112% 0.480384 YES
Eastoound | 41 11 JLeft 33 32 21| A 7% 0
OVERALL 33 32 21 A 97% YES
Westoound | 9 11 JLeft 226 220 9] A 7% T
OVERALL 226 220 19 A 97% YES
Intersection Total 326 321 25| A 98% 0.470184
181 41 Left 0 0 00] A 0%
Northbound | 181 41 |Thru 0 0 00| A 0%
181 41 Right 0 0 00| A 0%
OVERALL 0 0 00| A 0% #DIV/0! #DIV/0!
Tech Ctr Pkwy @ 174 41 Left 0 0 00| A 0%
|Access I/Parking Lot Southbound] 174 41 Thru 0 0| 0.0] A 0%
(un-signalized) 174 41 Right 0 0| 00| A 0%
OVERALL 0 0 00| A 0% #DIV/0! #DIV/0!
Eastbound 14 41 Right 22 22 25| A 100%
OVERALL 22 22 25] A 100% [0 IR
Westoound | 11 41 |Lert 133 140 21| A 105% 0
OVERALL 133 140 21 A 105% =
Intersection Total 155 162 22| A 105% 0491304 @ @
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Brand Properties

2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK]CORSIM| (Sec/Veh)| LOS| Percent (Within 15%) | Statistic Link Intersection
158 156 |Left 2 0 0.0] A 0% o
Northbound| 158 166 |Thru 6 10 13.8] B 167% o
158 156 |Right 669 665, 51 A 99%
OVERALL 677, 675) 52| A 100% 0.062792
157 156 |Left 6 6| 37.0] D 100%
Southbound] 157 166 [Thru 22 21 11 B 95%
Old Peachtree @ 157 156 |Right 1 2] 6.0] A 200% O
Horizon Drive OVERALL 29 29 16.1] B 100% 0
ignalized) 159 156 |Left 0 0 0.0] A 0% o
Eastbound | 159 166 |Thru 86 85 26.8] C 99%
159 156 |Right 3 4 3.0 A 133% o
OVERALL 89 89 25.7] C 100% 0
155 156 [Left 630 597 215] C 95%
Westbound| 155 166 |Thru 91 91 155| B 100%
155 156 |Right [ 3 4.0] A 50% o
OVERALL 727 691 206] C 95% 1.099269
Intersection Total 1522 1484 13.8] B 98% 1.162061
154 40 |Left 286 279 45.7] D 98%
Northbound| 154 40 |Right 380] 382] 9.5] A 101%
OVERALL 666 661 248] C 99% 0.158391
Old Peachtree @ Eastbound | 155 40 |Thru 502] 534 102] B 106%
Collins Hill 155 40 |Right 209 199 44] A 95%
(signalized) OVERALL 711 733] 8.7] A 103% 0.670215
32 40 |Left 238 215 81| A 90%
Westbound| 32 40 |Thru 416 406 3.8 A 98%
OVERALL 654, 621 52] A 95% 1.062583
Intersection Total 2031 2015] 12.9] B 99% 1.891189
33 31 |Left 16 16 16.9] B 100%
Southbound] 33 31 |Right 273 270 95| A 99%
OVERALL 289 286 9.9] A 99% 0.144338
Old Peachtree @ Eastbound 32 31 |Left 284 303 129] B 107%
[Rock Springs (west SR 20) 32 31 |Thru 639 639 85| A 100%
(signalized) OVERALL 923 942| 99| A 102% 0.508888
1 31 |Thru 418 379 22.0] C 91%
Westbound 1 31 |Right 53 50 20.0] B 94%
OVERALL 471 429 21.7] C 91% 1.604152
Intersection Total 1683| 1657 129] B 98% 2.257378
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Brand Properties
2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM| (Sec/Veh)|LOS Percent | (Within 15%) Statistic Link Intersection
14 2 Left 33 29 116] B 88%
Southbound 14 2 Right 70 67, 72| A 96%
Old Peachtree @ (OVERALL 103 96| 3.5] A 93% 0.569652
Tech Ctr Pkwy Eastbound 80 2 Left 134 138 31 A 103%
(un-signalized) [OVERALL 134 138] 3.1] A 103% 0.280745
Intersection Total 237 234 33 A 99% 0.280745
182 4 et 0 0 0.0] A 0% o
Southbound| 182 4 |Right 0 0 0.0] A 0% o)
Old Peachtree @ OVERALL 0 0 0.0] A 0% o) #DIV/0! | #DIV/O!
Church (stadium parking) Eastbound 3 4 Left 42 36 33| A 86%
(un-signalized) [OVERALL 42 36| 33| A 86% 0.774597
Intersection Total 42 36| 33] A 86% 0.774597
144 145 |Left 77 78] 289 € 99%
Southbound | 144 145 |Right 15 14] 77| A 93%
[OVERALL 92 90| 256] C 98% 0.170872
Old Peachtree @ Eastbound 8 145 |Left 15 9 53] A 60% o
Rock Springs (east SR 20) 8 145 |Thru 368 414 43] A 113%
(signalized) [OVERALL 383 423| 44| A 110% 1.64053
146 145 |Thru 516 444 3.0l A 86%
Westbound | 146 145 |Right 115 118] 42| A 103%
[OVERALL 631 562 33| A 89% 2.284818
Intersection Total 1106 1075 56] A 97% 4.096219
147 146 |Left 25 27, 127] B 108%
Northbound | 147 146 |Thru 246 255 103] B 104%
147 146 |Right 74 62 107] B 84% o
[OVERALL 345 344 106] B 100% 0.04398
145 146 |Left 158 161 204] ¢ 102%
Southbound| 145 146 |Thru 187 218 121] B 116% o
Old Peachtree @ 145 146 |Right 9 12 10.0] A 133% o
ISR 124 (OVERALL 354 389 15.5] B 110% 1.494444
(signalized) 148 146 |Left 34 30| 16.0] B 88%
Eastbound 148 146 |Thru 434 440] 109] B 101%
148 146 |Right 36 32| 13.1] B 89%
[OVERALL 504 502 11.4] B 100% 0.072787
149 146 |Left 76 75] 228] ¢ 99%
Westbound | 149 146 |Thru 331 347 19.1] B 105%
149 146 |Right 252 231 16.8] B 92%
(OVERALL 659 653 18.7] B 99% 0.191127
Intersection Total 1862 1888 146] B 101% 1.802339
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2012 Saturday No Build Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count

GEH Criteria

Criteria

CORSIM Nodes Future Volumes Delay
Intersection Approach A B Movement | SAT PK]CORSIM| (Sec/Veh)]LOS Percent
152 150 |Left 140 140] 155| B 100%
Northbound] 152 150 |Thru 647 648 26.3] C 100%
152 150 [Right 126 123] 82| A 98%
OVERALL 913 911 222] C 100%
151 150 |Left 169 171 36.1] D 101%
Southbound] 151 150 |Thru 418 402 215] C 96%
Gravel Springs Rd @ 151 150 [Right 106 114] 16.2| B 108%
SR 124 OVERALL 693 687 243] C 99%
(signalized) 149 150 |Left 197 199 37.7] D 101%
Eastbound | 149 150 |Thru 463 388 40.6] D 84%
149 150 [Right 110 113] 109] B 103%
OVERALL 770 700 35.0] C 91%
153 150 |Left 169 147| 252] C 87%
Westbound| 153 150 |Thru 418 462 439] D 111%
153 150 [Right 106 119 13.6] B 112%
OVERALL 693 728 35.1] D 105%
Intersection Total 3069 3026 28.8] C 99%

GEH

Criteria (GEH < 5)

Statistic Intersection

0.054064 YES

0.186366 YES

2.09165 YES

1.076541 YES
3.408621




image7.emf
EAR 169

EAR 169

LEVEL OF SERVICE A

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

LEVEL OF SERVICE B

EAR 169

EAR 169

EAR 169

EAR 169

LEVEL OF SERVICE C

EAR 169

EAR 169

EAR 169 EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

LEVEL OF SERVICE D

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

LEVEL OF SERVICE E

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169 EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

EAR 169

LEVEL OF SERVICE F

LITTLE OR NO DELAY. At signalized intersections,

no vehicle must wait longer than one signal

in order to travel through the intersection.

INTERSECTION

(In Seconds)

DELAY

MAXIMUM

SIGNALIZED

LEVEL

OF

SERVICE

SHORT DELAYS. At signalized intersections, a

one signal indication to pass through the

vehicle might have to wait through more than

AVERAGE DELAYS. At signalized intersections, a

vehicle would be required to wait through more

than one signal indication to pass through the

intersection on an intermittent basis, and

occasionally backups could occur behind left

turning vehicles.

LONG DELAYS. At signalized intersections, delays

may become extensive with some vehicles

requiring two or more signal indications to pass

through the intersection. However, sufficient

permit the periodic clearance of the intersection.

VERY LONG DELAYS. At signalized intersections,

very long queues and high levels of congestion

are prevalent which result in lengthy delays.

EXCESSIVELY LONG DELAYS. The capacity of

the roadway or intersection has been exceeded

resulting in extremely high levels of congestion.
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signal cycles with lower demand are available to

intersection on a rare occasion.

INTERSECTION
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DELAY
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50.0

>50.0

985

Level of Service

Definitions and Criteria

Gwinnett Stadium Mixed-Use

Development of Regional Impact

Gwinnett County, Georgia
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Build AM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)| LOS Percent | (Wi Statistic Link Intersection

130 135 |Left 38 38 1140] F 100%
Northbound | 130 135 |Thru 1657 1695 456| D 102%
130 135 |Right 33 33 45| A 100%

OVERALL 1728 1766 46.3] D 102% 0.74367
142 135 |Left 289 298 58.8] E 103%
Southbound | 142 135 |Thru 1528 1513 121] B 99%
142 135 |Right 35 36 52] A 103%

SR 20 @ Gravel Springs Rd OVERALL 1852 1847 195] B 100% 0.094907
|(signalized) 141 135  |Left 147 142 40.9] D 97%
Eastbound 141 135 |Thru 12 15 356 D 125%
141 135 |Right 17 18 203] € 106%

OVERALL 176 175 384 D 99% 0.061604
136 135  |Left 119 145 529 D 122%
Westbound | 136 135 |Thru 37 31 304| C 84%
136 135 |Right 710 679 477] D 96%

OVERALL 866 855 47.9] D 99% 0.305851

Intersection Total 4622 4643 356] D 100% 1.206032
82 130 |Left 38 35 17.8] B 92%
Northbound 82 130 |Thru 1505 1548 87] A 103%
82 130 |Right 156 123 52| A 79%

OVERALL 1699 1706 8.7] A 100% 0.138566
135 130 |Left 358 360 49.4] D 101%
Southbound| 135 130 |Thru 1264 1267 81| A 100%
135 130 |Right 42 52 93] A 124%

SR 20 @ Woodward Crossing OVERALL 1664 1679 17.0] B 101% 0.29979
|(signalized) 140 130 |Left 51 53 335] C 104%
Eastbound 140 130 [Thru 27 27 493] D 100%
140 130 |Right 16 13 74] A 81%

OVERALL 94 93 345] C 99% 0.084365
131 130 |Left 214 201 540 D 94%
Westbound | 131 130 |Thru 19 19 316|] C 100%
131 130 |Right 172 185 11.9] B 108%
OVERALL 405 405 337 C 100%

Tntersection Total 3862] 3883 155 B 101% 0522721}, @ ]
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Build AM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)| LOS Percent Intersection
123 82 |Left 9 13 65] A 144%
Northbound | 123 82 |Thru 1673 1677, 10] A 100%
123 82 |Right 27 39 34] A 144%
OVERALL 1709 1729 11 A 101% 0.394247
130 82 |Left 20 10 132] B 50%
Southbound| 130 82 |Thru 1463 1449 17.0] B 99%
130 82 |Right 11 22 235] € 200%
SR 20 @ Mall Grand Lane OVERALL 1494 1481 17.1] B 99% 0.275013
|(signalized) 139 82 |Left 6 5 936] F 83%
Eastbound | 139 82 |Thru 4 4 270] C 100%
139 82 |Right 21 22 11] A 105%
OVERALL 31 31 19.4] B 100%
132 82 |Left 25 26 512 D 104%
Westbound | 132 82 |Thru 1 1 90.0] F 100%
132 82 |Right 20 20 18.3] B 100%
OVERALL 46 47 38.0] D 102% 0.119952
Intersection Total 3280 3288 9.0] A 100% 0.789212
26 123 |Left 64 58 93] A 91%
Northbound | 26 123 |Thru 1687 1705 19] A 101%
26 123 |Right 42 36 27| A 86%
OVERALL 1793 1799 21| A 100% 0.115631
82 123 |Left 13 11 98] A 85%
Southbound| 82 123 |Thru 1420 1409 75] A 99%
82 123 |Right 76 76 75] A 100%
SR 20 @ Plains Ct Way OVERALL 1509 1496 7.5] A 99% 0.273639
|(signalized) 138 123 |Left 14 13 582|] E 93%
Eastbound | 138 123 |Thru 2 2] 300] ¢ 100%
138 123 |Right 22 22 82] A 100%
OVERALL 38 37 269] C 97% 0.133038
134 123 |Left 45 41 47.1] D 91%
Westbound | 134 123 [Thru 1 1 6.0] A 100%
134 123 |Right 8 11 11.5] B 138%
OVERALL 54 53 38.9] D 98% 0.111456
Intersection Total 3394 3385 54] A 100% ] 0633763 ]
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Percent CORSIM of Count ‘GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AMPK |CORSIM|(Sec/Veh)] LOS Percent | (Within Statistic Link Intersection
"7 26 |Left 193 178 545] D 92% YES
Northbound | 117 26 |Thru 1743 1754 234] C 101%
"7 26 |Right 171 198 54| A 116%
[OVERALL 2107 2130 243] C 101% 0.408377
123 26 |Left 16 19| 540] D 119%
Southbound| 123 26 |Thru 1473 1425 347] C 97%
123 26 |Right 34 27 291] € 79%
SR 20 @ Mall of GA Bivd [OVERALL 1523 1471 349] C 97% 1.094191
(signalized) 137 26 |Left 30 21 374] D 70%
Eastbound 137 26 |Thru 21 26 399] D 124%
137 26 |Right 162 166 79] A 102%
[OVERALL 213 213 147] B 100%
133 26 |Left 677 659 401] D 97%
‘Westbound 133 26 |Thru 34 47| 235] C 138%
133 26 |Right 20 23] 177] B 115%
[OVERALL 731 729 383] D 100%
Intersection Total 4574 4543 295] C 99%
10 18 Left 176 150 436] D 85%
Northbound 10 18 |Thru 2206 2189 35] A 99%
[OVERALL 2382 2339 6.1] A 98%
20 18 |Thru 1946 1968 83 A 101%
Southbound| 20 18 |Right 124 135 42| A 109%
SR 20 @ Preston Hills Apts [OVERALL 2070 2103 31] A 102%
(signalized) 180 18  |Left 240 251 5771 E 105%
Eastbound 180 18 |Right 68 60 59| A 88%
[OVERALL 308 311 47.7] D 101%
Intersection Total 4760 4753 971 A 100%
9 10 |Left 98 103] 4491 D 105%
Northbound 9 10 |Thru 1677 1649 145] B 98%
9 10 |Right 6 0] 00|l A 0%
[OVERALL 1781 1752 163] B 98% 0.562603
18 10 |Left 63 68 278] C 108%
Southbound 18 10 |Thru 1696 1721 254] C 101%
18 10 |Right 255 272 118] B 107%
SR 20 @ Rock Springs Rd [OVERALL 2014 2061 237] € 102% 0.851804
(signalized) 13 10 |Left 264 252 627] E 95%
Eastbound 13 10 |Thru 17 14] 283] C 82%
13 10 |Right 102 109 112 B 107%
[OVERALL 383 375 465] D 98% 0.334936
27 10 |Left 80 64| 172 B 80%
‘Westbound 27 10 |Thru 91 100 266] C 110%
27 10 |Right 441 441 120] B 100%
[OVERALL 612 605 150] B 99%
Intersection Total 4790 4793 2171 C 100%
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without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach | A B | Movement [AMPK JCORSIM|(Sec/Veh)| LOS Percent (Within 15%) | Statistic | Link Tntersection
17 9 |Lett 97 104 226] C 107%
Northbound | 17 9 [Thru 1634] 1606 25| A 98%
OVERALL 1731|1710 37] A 99% 0.412957
Southbound| 10 S [Thru 1613 1597 53] A 99%
10 9 [Right 265 273 61| A 103%
SR 20 @ Tech Ctr Pkwy OVERALL 878 1870 54| A 700% 0.150836
(signalized) i 9 |t 47 126 45| D 99%
Eastoound | 11 9 [Right 6 44 121] B 96%
OVERALL 193 190 37.0] D 98% 0.176777
Tntersection Total 3802] 3770 T3] A 59% 0.74057
SR 20 @ Driveway C Eastbound | 175 | 69 |[Right 30 30 34| A 100%
(un-signalized) OVERALL 30 30 34] A 700% 0
Tntersection Total 30 30 34 A T00% 0
16 72 |Left 192 183 122] B 95%
Northbound | 16 72 [Thru 1602| 1588 65| A 99%
OVERALL 1794|4771 71| A 99% 0.444325
SR 20 @ Driveway B Southbound| 60 72 |Thru 1548 1556 21| A T01%
(signalized) 69 72 [Right 83 68 36| A 82% o
OVERALL 1631] 1624 22| A 700% 0.141624
78 | 72 |Len 129 21 295]_C 54%
Eastoound | 178 | 72 [Right 72 79 14| B 110%
OVERALL 201 200 224] C 700% 0.057639
Tfersection Total 3626 3505 57 A 59% 0643588
SR 20 @ Driveway A Eastbound | 179 16 [Right 24 24 73] A 100%
(un-signalized) OVERALL 24 24 73| A 100% 0
Tntersection Total 24 24 T3 A T00% 0
15 5 |Left 236 210 493] D 89%
Northbound | 15 5 [Thru 1327|1325 223 C 100%
15 5  [Right 103 105 18] B 102%
OVERALL 666 1640 251] C 95% 0521462 IR
6 5 |Lett 71 82 681 E T06%
Southbound| 16 5 [Thru 1342|1358 75 A 101%
16 5  [Right 93 93 39| A 100%
SR 20 @ Old Peachtree Rd OVERALL 1606) 1633 10| B 102% 0.54857 [T
(signalized) 76 5 |Left 122 705 741] D 86%
Eastbound | 176 5 [Thru 139 17 363] D 84% 0
176 5  [Right 121 120 142| B 99%
OVERALL 382 342 309] C 90% 1.700973 R
5 5 |Lett 60 56 299] C 93%
Westbound | 6 5 [Thru 339 318 383] D 94%
6 5  [Right 345 340 83| B 99%
OVERALL 744 714 281] C 96% 0.904123
Tntersection Total 7308 4320 219] C 5% 3675128
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Build AM Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B | Movement | AMPK [CORSIM|(Sec/Veh)] LOS Percent | (Within 15%) | Statistic [ Link Infersection
67 15 |Left 11 16) 12.0] B 145% o
Northbound| 67 15 [Thra 1578|1547 22| A 98%
OVERALL 1580] 1563 23| A 98% 0.534015
SR 20 @ Azalea Dr NE Southbound| 5 5 |Thr 1456] 1474 79| A T01%
(signalized) 5 15 [Right 67 63 29| A 94%
OVERALL 1523 1537 29| A 101% 0.202461
60 | 15 |Left 8 59 247] C T01%
Eastbound | 160 | 15 [Right 2) 1 240 € 50% o
OVERALL 90 90 247] C 700% 0
Ttersection Total 3202] 3190 2] A T00% 0.826470
Southbound| 15 67 |Lett 24 27 109] B 113%
SR 20 @ Bentbrooke Trail OVERALL 24 27 109] B 113% 0.489898
(un-signalized) 61 | 67 |Lent 52 ] 02| E 85% o
Westbound| 161 | 67 [Right 94 102 59| € 109%
OVERALL 126 126 232 C 7100% 0
Ttersection Total 170 73 213 € T02% 0480898
Northbound| 162 | 163 |Left 70 87 118] B 124% o
OVERALL 70 37 118] B 124% o 1.595699
Southbound| 67 | 163 |Left 54 58 24| B T07%
SR 20 @ Azalea Dr NE OVERALL 54 53 124] B 7107% 0.439057
(un-signalized) 64 | 163 |Left 73| 16| 35| E 39%
Eastoound | 164 | 163 [Thru 78 49 58.0] F 102%
164 | 163 [Right 179 77 07| B 99%
OVERALL 245 242 225] C 99% 0156513 [N
65 | 163 |Left 76| 73] B17| F B1% o
Westbound| 165 | 163 [Thru 1 15| 264 D 136% o
165 | 163 [Right 105 103 104] B 98%
OVERALL 132 31 193] C 99% 0.071157
Ttersection Total 501 18] 58] C T03% 2.191560
166 | 162 |Left 95 95 702] E 100%
Northbound| 166 | 162 [Thru 1070 1078 58] B 101%
166 | 162 [Right 28 20 48| A 71% o
OVERALL 1193 1193 99| B 100% 0 YES
163 | 162 |Left 97 59 744] D 95%
Southbound| 163 | 162 [Thru 1312] 1347 20| C 103%
163 | 162 [Right 76 65 8o A 86%
SR 20 @ Ridge/Russell Rd OVERALL 1482 1501 211 C 7101% 0.402122 RS
(signalized) 67 | 162 |Lett 231 229 30.7] € 99%
Eastoound | 167 | 162 [Thru 77 77 243| C 100%
167 | 162 |Right 50 51 82| A 102%
OVERALL 358 357 261 C 7100% 0.043173 IRES]
68 | 162 |Left 77 36, 267] C T12%
Westbound| 168 | 162 [Thru 192 799 274 C 104%
168 | 162 [Right 78 60 79| A 7% o
OVERALL 347] 345] 238 C 99% 0.087748
Tnfersection Total 3380] 3396 75| C© T00% 0533043
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay | Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM] (Sec/Veh)] LOS Percent 15%) Statistic Link Intersection
30 13 |Left 70 66 102] B 94%
Northbound| 30 13 |Right 26 31 83] A 119% o
[Rock Springs @ Tech Ctr Dr OVERALL 96 97| 6.9] A 101% 0.083189
(un-signalized) Westbound 10 13 |Left 44 36 13] A 82% o
OVERALL 44 36 13] A 82% o 1.016001
Intersection Total 140 133] 54] A 95% 1.016001
183 171 |Left 6 6 100] A 100%
Northbound| 183 171 |Right 25 25| 38| A 100%
[Rock Springs @ Access G OVERALL 31 31 19] A 100% 0
(un-signalized) Westbound 13 171 |Left 128 132] 26] A 103%
OVERALL 128 132 26| A 103% 0.287183
Intersection Total 159 163| 25] A 103% 0.287183
170 169 |Left 5 5 84] A 100%
Northbound| 170 169 |Right 10| 10] 24] A 100%
[Rock Springs @ Access H OVERALL 15 15 28] A 100% 0
(un-signalized) Westbound| 171 169 |Left 1 1 0.0] A 100%
OVERALL 1 1 0.0] A 100% 0
Intersection Total 16 16| 26] A 100% 0
7 11 |Left 10| 7 6.0] A 70% o
Northbound| 77 11 |Thru 6 7 94] A 17% o
7 11 |Right 39 41 25| A 105%
OVERALL 55 55 3.8] A 100% 0
[Tech Ctr Pkwy @ 12 11 |Left 19| 19] 76] A 100%
[Tech Ctr Dr/Access E Southbound| 12 11 |Thru 0 i) 0.0] A 0% o
|(un-signalized) 12 11 |Right 48 32 41] A 67% o
OVERALL 67 51 54] A 76% o 1.663601
Eastbound | 41 11 |Left 76 77] 28] A 101%
OVERALL 76 77| 28] A 101% 0.093454
Westbound 9 11 |Left 53 59 13] A 111%
OVERALL 53 59 13] A 111% 0.660578
Intersection Total 251 242 32] A 96% 0.754032
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay | a GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK | CORSIM] (Sec/Veh)] LOS Percent Statistic Link Intersection
181 41 |Left 0 0 00| A 0%
Northbound] 181 41 |Thru 0 0 00] A 0%
181 41 |Right 0 0 00] A 0%
OVERALL 0 0 0.0] A 0% #DIV/0! #DIV/0!
Tech Ctr Pkwy @ 174 41 |Left 32 33| 271 A 103%
|Access I/Parking Lot Southbound] 174 41 |Thru 0 0 00] A 0%
(un-signalized) 174 41 |Right 22 21 20] A 95%
OVERALL 54 54 24| A 100% 0 YES
Eastbound | 14 41 |Left 30 22 27 A 73% T
OVERALL 30 22 2.7] A 73% 1.24939 YES
Westbound 11 41 |Left 0 0 00| A 0%
OVERALL 0 0] #DIV/O! | #### 0% #DIV/0! #DIV/0!
Intersection Total 84 76| 25] A 90% #DIV/0! #DIV/0!
Northbound] 12 172 |Left 72 62 05] A 86%
Tech Center Drive @ OVERALL 72 62 05] A 86%
Driveway F 173 172 |Left 14 13 32| A 93%
(un-signalized) Westbound| 173 172 |Right 25 26 16] A 104%
OVERALL 39 39| 11 A 100%
Intersection Total 111 101 07] A 91% 0.985329
158 156 |Left 0 0 00| A 0%
Northbound] 158 166 |Thru 86 90| 191] B 105%
158 156 |Right 334 330] 39| A 99%
OVERALL 420 420 71 A 100%
157 156 |Left 18 15 340] € 83%
Southbound] 157 166 [Thru 12 12 265 C 100%
Old Peachtree @ 157 156 |Right 2 5 36| A 250%
Horizon Drive OVERALL 32 32] 264] C 100%
(signalized) 159 156 |Left 15 16 15] A 107%
Eastbound | 159 166 [Thru 40 40 06] A 100%
159 156 |Right 1 0 0.0] A 0%
OVERALL 56 56| 09] A 100%
155 156 |Left 1160 1064 19.0] B 92%
Westbound| 155 166 [Thru 122 118 124] B 97%
155 156 |Right 65 72] 78] A 111%
OVERALL 1347, 1254 17.7] B 93% .
Intersection Total 1855 1762] 14.8] B 95%
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes | Delay Criteria Criteria (GEH < 5]
Intersection Approach| A B Movement | AM PK JCORSIM|(Sec/Veh)| LOS Percent i 15%) | sta Intersection
154 40 |Left 342] 341 353] D 100% YES
Northbound] 154 40 |[Right 219 217 6.8] A 99% YES
OVERALL 561 558 242] C 99% YES 0.10351 YES
Old Peachtree @ Eastbound| 155 40 |Thru 342 346 11.4] B 101% YES
Collins Hill 155 40 |Right 93 82 35| A 88% YES
(signalized) OVERALL 435 428 99] A 98% YES 0.274774 YES
32 40 |Left 236 196 13.8] B 83% NO
Westbound] 32 40 |Thru 1123] 1033] 98] A 92% YES
OVERALL 1359 1229 10.4] B 90% YES 2.92634 YES
Intersection Total 2355 2215] 138] B 94% YES 3.304624
33 31 |Left 52 55 36.4] D 106% YES
Southbound 33 31 |Right 593 661 335] C 111% YES
OVERALL 645 716 338] C 111% YES 2.241857 YES
Old Peachtree @ Eastbound| 32 31 |Left 271 278 243] C 103% YES
|Rock Springs (west SR 20) 32 31 |Thru 404 400 80| A 99% YES
(signalized) OVERALL 675 678 14.7] B 100% YES 0.094211 YES
1 31 |Thru 916 730 16.2] B 80%
Westbound 1 31 |Right 54 40 155] B 74%
OVERALL 970 770 16.1] B 79% 5.433258 NO
Intersection Total 2290 2164] 215] C 94% 7.769326
14 2 |Left 60 62 85] A 103%
Southbound 14 2 |Right 170 144 86] A 85%
Old Peachtree @ OVERALL 230 206 26] A 90% 1.315192
|Tech Ctr Pkwy Eastbound| 80 2 |Left 102} 98| 31 A 96%
(un-signalized) OVERALL 102 98, 31 A 96% 0.325515
Intersection Total 332] 304 271 A 92% 0.325515
182 4 |Left 0 0 0.0] A 0%
Southbound 182 4 |Right 0 0 0.0] A 0%
Old Peachtree @ OVERALL 0 0 0.0] A 0% #DIV/O! | #DIV/O!
Church (stadium parking) Eastbound 3 4 Left 0 0 0.0] A 0%
(un-signalized) OVERALL 0 0 0.0] A 0% #DIV/O! [ #DIV/O!
Intersection Total 0 0 00] A 0% #DIV/O! #DIV/0!
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)] LOS Percent (Within 15%) Statistic Link Intersection
184 176 |Left 31 34 05] A 110%
Southbound| 184 176 |Right 15 12 15] A 80% o
Old Peachtree @ OVERALL 46 46 04] A 100% 0
Driveway J Eastbound 4 176 |Left 91 83 64| A 91%
(un-signalized) OVERALL 91 83 64| A 91% 0.694996
Intersection Total 137 129 43] A 94% 0.694996
144 145 |Left 103 101 457] D 98%
Southbound | 144 145 |Right 7 6 12.0] B 86%
OVERALL 110 107 43.9] D 97% 0.234619
Old Peachtree @ Eastbound 8 145 |Left 7 4 75| A 57% O
Rock Springs (east SR 20) 8 145 |Thru 319 305 27] A 96%
(signalized) OVERALL 326 309 27] A 95% 0.775536
146 145 |Thru 701 636 49] A 91%
Westbound | 146 145 |Right 277 253 50] A 91%
OVERALL 978 889 49] A 91% 2.359738
Intersection Total 1414 1305 76] A 92% 3.369893
147 146 |Left 56 63 263] C 113%
Northbound | 147 146 |Thru 523 529 325] C 101%
147 146 |Right 60 48 323] C 80% o
OVERALL 639 640 31.9] C 100% 0.032292
145 146 |Left 95 76 400] D 80% o
Southbound| 145 146 |Thru 246 263 146] B 107%
Old Peachtree @ 145 146 |Right 24 29 211] € 121% o
SR 124 OVERALL 365 368 204] C 101% 0.128037
(signalized) 148 146 |Left 81 74 232] C 91%
Eastbound 148 146 |Thru 247 253 72] A 102%
148 146 |Right 40 41 70] A 103%
OVERALL 368 368 104] B 100% 0
149 146 |Left 76 64 18.3] B 84% o
Westbound | 149 146 |Thru 532 570 17.2] B 107%
149 146 |Right 261 227 16.6] B 87%
OVERALL 869 861 17.1] B 99% 0.221923
Intersection Total 2241 2237 208] C 100% 0.382251
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Build AM Peak Hour Intersection Level of Service

without any improvements

GEH Criteria

Percent CORSIM of Count
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)] LOS Percent (Within 15%)

1562 150 |Left 209 222 302] C 106%
Northbound| 152 150 |Thru 694 682 227] C 98%
1562 150 |Right 94 88 46| A 94%
OVERALL 997 992 228] C 99%
151 150 |Left 43 50 414] D 116%
Southbound| 151 150 |Thru 224 217 15.7] B 97%
Gravel Springs Rd @ 151 150 |Right 99 98 10.3] B 99%
SR 124 OVERALL 366 365 178 B 100%
(signalized) 149 150 |Left 115 118 20.5] C 103%
Eastbound 149 150 |Thru 241 202 295] C 84%
149 150 |Right 143 134 55] A 94%
OVERALL 499 454 201 B 91%
1563 150 |Left 77 98 176] B 127%
Westbound 1563 150 |Thru 525 508 425 D 97%
1563 150 |Right 89 87 16.1] B 98%
OVERALL 691 693 3571 D 100%
Intersection Total 2553 2504 251] C 98%

GEH

Criteria (GEH < 5)
Link Intersection

Statistic

0.129402 YES

0.042698 YES

1.670107 YES

0.062092 YES
1.904299

=<
m
(7]
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM| (Sec/Veh)| LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 67 7 78.8] E 115%
Northbound| 130 135 |Thru 1709 1687 214] C 99%
130 135 |Right 34 42 43] A 124% o
OVERALL 1810 1808 235] C 100% 0.076795
142 135 |Left 570 529 118.1] F 93%
Southbound| 142 135 |Thru 2581 2384 253] C 92%
142 135 |Right 84 81 16.3] B 96%
SR 20 @ Gravel Springs Rd OVERALL 3235 2994 414] D 93% 3.50344
(signalized) 141 135 |Left 273 266 466] D 97%
Eastbound | 141 135 |Thru 58 55 46.4] D 95%
141 135 |Right 34 43 38.1] D 126% o
OVERALL 365 364 456] D 100% 0.042757
136 135 |Left 134 140 414] D 104%
Westbound | 136 135 |Thru 30 32 51.9] D 107%
136 135 |Right 412 403 248] C 98%
OVERALL 576 575 304] C 100% 0.034031
Intersection Total 5986 5739 349] C 96% 3.657023
82 130 |Left 24 15 216] C 63% o
Northbound| 82 130 |Thru 1748 1767 18] A 101%
82 130 |Right 75 70 34| A 93%
OVERALL 1847 1852 21] A 100% 0.09495
135 130 |Left 119 108 401] D 91%
Southbound| 135 130 |Thru 2615 2434 13.7] B 93%
135 130 |Right 15 26 185] B 173% o
SR 20 @ Woodward Crossing OVERALL 2749 2568 149] B 93% 2.850129
(signalized) 140 130 |Left 8 11 50.2] D 138% o
Eastbound | 140 130 |Thru 6 8 413] D 133% o
140 130 |Right 8 2] 120] B 25% o
OVERALL 22 21 4311 D 95% 0.175412
131 130 |Left 48 52 56.4] E 108%
Westbound | 131 130 |Thru 7 7 50.6] D 100%
131 130 |Right 54 49 17.3] B 91%
OVERALL 109 108 38.3] D 99% 0.078326
Intersection Total 4727 4549 103] B 96% 3.198816
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5]
Intersection Approach A B Movement | PM PK |CORSIM]|(Sec/Veh)| LOS Percent ithin 15%] Statistic Link Intersection
123 82 |Left 99 101 309] € 102%
Northbound| 123 82 |Thru 1676 1672 266] C 100%
123 82 |Right 122 123 56] A 101%
OVERALL 1897 1896 254] C 100% 0.018748
130 82 |Left 105 110 610] E 105%
Southbound| 130 82 |Thru 2555 2384 12| B 93%
130 82 |Right 11 0 00| A 0% o
SR 20 @ Mall Grand Lane OVERALL 2671 2494/ 13.4] B 93% 2.82775
(signalized) 139 82 |Left 60 52 263 C 87%
Eastbound | 139 82 |Thru 16 21 400] D 131% o
139 82 |Right 40 43 152] B 108%
OVERALL 116 116 247 C 100% 0
132 82 |Left 143 126 52.0] D 88%
Westbound | 132 82 |Thru 6 5 66.0] E 83% o
132 82 |Right 111 126 156|] B 114%
OVERALL 260 257 345] C 99% 0.152204
Intersection Total 4944 4763 196] B 96% 2.998702
26 123 |Left 85 76 18.5] B 89%
Northbound| 26 123 |Thru 1820 1849 71 A 102%
26 123 |Right 136 146 55] A 107%
OVERALL 2041 2071 74] A 101% 0.54087
82 123 |Left 92 76 387] D 83% o
Southbound| 82 123 |Thru 2586 2423 79] A 94%
82 123 |Right 60 52 82| A 87%
SR 20 @ Plains Ct Way OVERALL 2738 2551 88| A 93% 2.951753
(signalized) 138 123 |Left 33 32 34.1] C 97%
Eastbound | 138 123 |Thru 7 4 210] C 57% o
138 123 |Right 47 50 9.1] A 106%
OVERALL 87 86 19.0] B 99% 0.087706
134 123 |Left 146 155 532] D 106%
Westbound | 134 123 |Thru 19 13 457 D 68% o
134 123 |Right 44 40 15.2] B 91%
OVERALL 209 208 454] D 100% 0.056523
Intersection Total 5075 4916 99| A 97% 3.636852
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Percent CORSIM of Count ‘GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh)| LOS Percent Statistic Link Intersection

"7 26 |Left 516 521 1089] F 101%
Northbound| 117 26 |Thru 1898 1952 211] C 103%
17 26 |Right 516 556 621 A 108%

(OVERALL 2930 3029 335] C 103% 1.484991
123 26 |Left 83 72 495] D 87%
Southbound| 123 26 |Thru 2551 2437 12| B 96%
123 26 |Right 145 121 100] A 83%
SR 20 @ Mall of GA Bivd (OVERALL 2779 2630 122] B 95%
(signalized) 137 26 |Left 119 103] 571] E 87%
Eastbound 137 26 |Thru 109 111 404] D 102%
137 26 |Right 461 476 299] C 103%

(OVERALL 689 690 357] D 100% 0.031099
133 26 |Left 665 648 533] D 97%
Westbound | 133 26 |Thru 131 145 322] € 111%
133 26 |Right 24 25 137] B 104%

(OVERALL 820 818 433] D 100% 0.05705
Intersection Total 7218 7167 276] C 99%
10 18 |Left 157 136 788] E 87%
Northbound 10 18 |Thru 2428 2382 48] A 98%
(OVERALL 2585 2518 86l A 97%
20 18 |Thru 3325 3207 971 A 96%
Southbound| 20 18 |Right 178 186 69 A 104%
SR 20 @ Preston Hills Apts (OVERALL 3503 3393 95] A 97%
(signalized) 180 18 |Left 166 172 558] E 104%
Eastbound 180 18 |Right 41 36 198] B 88%
(OVERALL 207 208 496] D 100%
Intersection Total 6295 6119 10.5] B 97%
9 10 |Left 86 67 63.0] E 78%
Northbound 9 10 |Thru 2127 2046 206] C 96%
9 10 |Right 52 52 1221 B 100%

(OVERALL 2265 2165 217] C 96% 1.728382
18 10 |Left 312 288 541 D 92%
Southbound 18 10 |Thru 2909 2831 259] C 97%
18 10 |Right 145 149 180] B 103%

SR 20 @ Rock Springs Rd (OVERALL 3366 3268 280] C 97% 1.385929
(signalized) 13 10 |Left 444 406 525] D 91%
Eastbound 13 10 |Thru 70 74 353] D 106%
13 10 |Right 106 96 271] € 91%

(OVERALL 620 576 46.1] D 93% 1.460191
27 10 |Left 42 37 284] C 88%
Westbound 27 10 |Thru 133 134] 417] D 101%
27 10 |Right 179 174 170l B 97%
(OVERALL 354 345 278] C 97%
Intersection Total 6605 6354 275] C 96%
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Percent CORSIM of Count

‘GEH Criteria

CORSIM Nodes Future Volumes Delay
Intersection Approach A B Movement PMPK JCORSIM] (Sec/Veh)| LOS Percent
17 9 Left 153 138 718] E 90%
Northbound 17 9 [Thru 1913 1876 44 A 98%
[OVERALL 2066 2014 90 A 97%
Southbound 10 9 [Thru 2711 2600 155] B 96%
10 9 Right 346 358 142| B 103%
ISR 20 @ Tech Ctr Pkwy [OVERALL 3057 2958 153| B 97%
(signalized) " 9 Left 352 317 537] D 90%
Eastbound 1" 9 Right 106 99 253] C 93%
[OVERALL 458 416 469] D 91%
Intersection Total 5581 5388 154] B 97%
ISR 20 @ Driveway C Eastbound 175 69 |Right 90 89 851 F 99%
(un-signalized) [OVERALL 90 89 851 F 99%
Intersection Total 90 89 851 F 99%
16 72 |Left 428 383 938 F 89%
Northbound 16 72 |Thru 1641 1611 113] B 98%
[OVERALL 2069 1994 272] C 96%
ISR 20 @ Driveway B Southbound 69 72 |Thru 2229 2115 270] C 95%
(signalized) 69 72 |Right 543 521 183] B 96%
[OVERALL 2772 2636 253] C 95%
178 72 |Left 436 405 549] D 93%
Eastbound 178 72 JRight 268 292 296] C 109%
[OVERALL 704 697 443] D 99%
Intersection Total 5545 5327 285] C 96%
[SR 20 @ Driveway A Eastbound 179 16 |Right 82 67 1060] F 82%
(un-signalized) [OVERALL 82 67 106.0] F 82%
Intersection Total 82 67 1060] F 82%
15 5 Left 267 269 771 E 101%
Northbound 15 5 [Thru 1463 1491 478] D 102%
15 5 Right 55 58 340] C 105%
[OVERALL 1785 1818 517] D 102%
16 5 Left 533 503 1] E 94%
Southbound 16 5 [Thru 1589 1535 672 E 97%
16 5 Right 268 233 49.0] D 87%
ISR 20 @ Old Peachtree Rd [OVERALL 2390 2271 662] E 95%
(signalized) 176 5 Left 250 202 1179] F 81%
Eastbound 176 5 [Thru 605 524 98.0| F 87%
176 5 Right 179 151 696] E 84%
[OVERALL 1034 877 977 F 85%
6 5 Left 46 48 279] C 104%
Westbound 6 5 [Thru 265 240 53.0] D 91%
6 5 Right 356 340 186] B 96%
[OVERALL 667 628 324] C 94%
Intersection Total 5876 5594 626] E 95%

Criteria
(Within 15%)

GEH
Statistic

Criteria (GEH < 5)

Link’

Intersection

0.938042

1.469937

1.627467
4035445

0.086226
0.086226

1.354488

2.126558

mc
o
o
o

0215768
3696814

1.395726
1.395726

0.635792

YES

2.004179

YES

4.091401

YES

1.245174
7.976546
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B | Movement [ PMPK JCORSIM| (Sec/Veh)| LOS Percent (Within 15%) | Statistic [ Link | _Intersection
67 15 |Left 12 13) 438 D 108%
Northbound| 67 15 [Thra 1776] 1749 98| A 98%
OVERALL 1788 1759 01| A 98% 0.561495
ISR 20 @ Azalea Dr NE Southbound| 5 5 |ihu 1697] 1600 16| A 95%
(signalized) 5 15 |Right 115 87 12| A 76%
OVERALL 1812 1693 5| A 93%
60 | 15 |Left 700 102 241 C T02%
Eastbound | 160 | 15 [Right 5 3 210] € 67%
[OVERALL 106 106 239] C 700%
Ttersection Total 3706] 3558 64 A 6%
Southbound| 15 67 |Lett 79 84 116] B 106%
SR 20 @ Bentbrooke Trail OVERALL 79 34 16| B 106%
(un-signalized) 61 | 67 |Lent 27 26 314] D 96%
Westbound| 161 | 67 |Right 44 44 70| A 100%
OVERALL 71 70 16.0] C 99%
Tntersection Toal 750 154 136] B 103%
Northbound| 162 | 163 |Left 108 124 63] A 115%
OVERALL 108 124 63| A 115%
Southbound| 67 | 163 |Left 235 210 10| B 59%
ISR 20 @ Azalea Dr NE OVERALL 235 210 11.0] B 39%
(un-signalized) 164 | 163 |Left 27 23| __1000] F 35%
Eastoound | 164 [ 163 [Thru 3 36| 1358 F 84%
164 | 163 |Right 98 707 21| B 109%
OVERALL 168 166 53.7] F 99% 0.126239
65 | 163 |Left 5| 3] 640] F 60%
Westbound| 165 | 163 [Thru 8 10| 2248 F 706%
165 | 163 |Right 133 133 125] B 100%
[OVERALL 156 155 395 E 99%
Tfersection Total 567 655 277 D 5%
166 | 162 |Left 82 80 343] C 98%
Northbound| 166 | 162 |Thru 1554 1554 36.9] D 100%
166 | 162 |Right 88 72 256] C 82%
OVERALL 1724 1700 363] D 99% 0354561
163 | 162 |Left 270 274 73.7] E T01%
Southbound| 163 | 162 [Thru 1135 1054 35| € 93%
163 | 162 |Right 39 53 77| A 136%
SR 20 @ Ridge/Russell Rd OVERALL T444] 1381 329] C 96% 1.363617
(signalized) 67 | 162 |Left 204 202 324] C 99%
Eastoound | 167 | 162 [Thru 261 265 290] C 102%
167 | 162 |Right o4 62 130] B 97%
OVERALL 529 529 284 C 100%
68 | 162 |Left 53 8 55| D T06%
Westbound| 168 | 162 |Thru 135 147 29| D 109%
168 | 162 |Right 108 90 158] B 83%
[OVERALL 320 325] 36.1] D 700%
Tntersection Total 7023] 3041 340] C 55% [Tro34a3) @ |
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay | a GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM| (Sec/Veh)| LOS Percent 15%) Statistic Link Intersection
30 13 |Left 50 39 92| A 78% NO
Northbound| 30 13 |Right 108 110 67] A 102%
Rock Springs @ Tech Ctr Dr OVERALL 158 149 24] A 94%
(un-signalized) Westbound 10 13 |Left 29 21 40] A 2%
OVERALL 29 21 40] A 72%
Intersection Total 187 170] 26] A 91%
183 171 |Left 23 31 62] A 135%
Northbound| 183 171 |Right 92 83 471 A 90%
Rock Springs @ Access G OVERALL 115 114 1.7] A 99%
(un-signalized) Westbound 13 171 |Left 20 26 35] A 130%
OVERALL 20 26 35] A 130%
Intersection Total 135 140] 20] A 104%
170 169 |Left 2 3 12.0] B 150%
Northbound| 170 169 |Right 5 3 20] A 60%
Rock Springs @ Access H OVERALL 7 [ 6.0] A 86%
(un-signalized) Westbound| 171 169 |Left 8 11 44] A 138%
OVERALL 8 11 44] A 138%
Intersection Total 15 17] 49] A 113% 0.816497
7 11 |Left 37 40 89| A 108%
Northbound| 77 11 |Thru 23 23] 412| E 100%
7 11 |Right 86 82 42] A 95%
OVERALL 146 145 114] B 99% 0.067651
Tech Ctr Pkwy @ 12 11 |Left 38 42 93] A 111%
Tech Ctr Dr/Access E Southbound| 12 11 |Thru 0 0 00] A 0%
J(un-signalized) 12 11 |Right 41 44 45] A 107%
OVERALL 79 86, 6.8] A 109% 0.63375
Eastbound | 41 11 |Left 40 40 23] A 100%
OVERALL 40 40 23] A 100% 0
Westbound 9 11 |Left 228 212 31 A 93%
OVERALL 228 212 3.1] A 93% 0.875481
Intersection Total 493 483 62] A 98% [0.875481} ]
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Brand Properties

GEH Criteria

CORSIM Nodes| Future Volumes | Delay
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh)| LOS

181 41 |Left 0 0 0.0] A 0%

Northbound] 181 41 |Thru 0 0 0.0] A 0%

181 41 |Right 0 0 00 A 0%

OVERALL 0 0 0.0] A 0%
[Tech Ctr Pkwy @ 174 41 |Left 99 100 51 A 101%

[Access I/Parking Lot Southbound] 174 41 |Thru 0 0 0.0 A 0%
(un-signalized) 174 41 |Right 23 21 23] A 91%
OVERALL 122 121 46] A 99%

Eastbound 14 41 |Left 34 29 23] A 85%

OVERALL 34 29 23] A 85%

Westbound| 11 41 |Left 133 129 17] A 97%

OVERALL 133 129 1.7] A 97%

Intersection Total 289 279 30] A 97%

Northbound] 12 172 |Left 17 12 05] A 71%

[Tech Center Drive @ OVERALL 17 12 05| A 71%
[Driveway F 173 172 |Left 91 73 19] A 80%
(un-signalized) Westbound] 173 172 |Right 46 63 18] A 137%
OVERALL 137 136 1.0] A 99%

Intersection Total 154 148| 10] A 96%

158 156 |Left 1 0 0.0 A 0%
Northbound] 158 166 |Thru 24 51 451] D 213%

158 156 |Right 1271 1127] 133.1] F 89%

OVERALL 1296 1178 129.3] F 91%

157 156 |Left 62 47 17.9] B 76%
Southbound] 157 166 |Thru 75 87 13.9] B 116%
Old Peachtree @ 157 156 |Right 6 8 53] A 133%
Horizon Drive OVERALL 143 142 14.7] B 99%
(signalized) 159 156 |Left 1 1 42.0] D 100%
Eastbound| 159 166 |Thru 191 187, 293] C 98%
159 156 |Right 2 5 36| A 250%

OVERALL 194 193 28.7] C 99%

155 156 |Left 574 545 69.7] E 95%

Westbound| 155 166 |Thru 103 99 496| D 96%

155 156 |Right 14 10 45.0] D 71%

OVERALL 691 654, 66.2] E 95%

Intersection Total 2324 2167 938] F 93%

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

#DIV/0!

#DIV/0!

0.074023

0.717958

0.284627
1.002585

1.042572

0.069843
1.112415

2.717855

0.068359

0.058671

1.159652
4.004538
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria GEH Criteria (GEH < 5]
Intersection Approach | A B Movement | PM PK [CORSIM] (Sec/Veh)| LOS Percent ithin 15%) | Statistic Intersection
154 40 |Left 200 214 316] C 107% YES
Northbound] 154 40 |[Right 493 478 302] € 97% YES
OVERALL 693 692 30.7] C 100% YES 0.031024 YES
Old Peachtree @ 155 40 |Thru 1236 1058 549] D 86% YES
Collins Hill Eastbound | 155 40 |[Right 289 251 410] D 87% YES
(signalized) OVERALL 1525, 1309 522] D 86% YES 4.626742 YES
32 40 |Left 342] 294 51.8] D 86% YES
Westbound| 32 40 [Thru 390 354 9.6] A 91% YES
OVERALL 732] 648, 28.7] C 89% YES 2.584921 YES
Intersection Total 2950 2649 409] D 90% YES 7.242687
33 31 |Left 25 31 36.6] D 124% NO
Southbound] 33 31 |Right 309 279 136] B 90% YES
OVERALL 334 310} 159] B 93% YES 1.085318 YES
Old Peachtree @ Eastbound| 32 31 |Left 570 523 11.1] B 92% YES
Rock Springs (west SR 20) 32 31 |Thru 1350 1201 371 A 89% YES
(signalized) OVERALL 1920, 1724 59] A 90% YES 3.716015 YES
1 31 |Thru 511 468 39| A 92% YES
Westbound 1 31 |Right 54 57, 46] A 106% YES
OVERALL 565 525 40] A 93% YES 1.390516 YES
Intersection Total 2819 2559 6.7] A 91% YES 6.191849
14 2 |Left 60 57, 16.8] C 95% YES
Southbound|] 14 2 |Right 121 114 102] B 94% YES
Old Peachtree @ OVERALL 181 171 56] A 94% YES 0.612564
Tech Ctr Pkwy Eastbound 80 2 Left 230 201 37] A 87% YES
(un-signalized) OVERALL 230 201 371 A 87% YES 1.595189
Intersection Total 411 372 46] A 91% YES 1.595189
182 4 |Left 0 0 0.0] A 0% NO
Southbound] 182 4 |Right 0 0 00] A 0% NO
Old Peachtree @ OVERALL 0 0 0.0] A 0% NO #DIV/O! [ #DIV/O!
Church (stadium parking) Eastbound 3 4 Left 42 42 10.1] B 100% YES
(un-signalized) OVERALL 42 42 10.1] B 100% YES YES
Intersection Total 72 72 10.1] B 100% YES 0o YES





image232.png
Brand Properties
Build PM Peak Hour Intersection Level of Service

without any improvements

GEH Criteria

Percent CORSIM of Count
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh)| LOS Percent (Within 15%)

184 176 |Left 73 76 37] A 104%
Southbound| 184 176 |Right 56 53 22| A 95%
Old Peachtree @ OVERALL 129 129 22| A 100%
[Driveway J Eastbound 4 176 |Left 71 49 98] A 69%
(un-signalized) OVERALL 71 49 98] A 69%
Intersection Total 200 178 43] A 89%
144 145 |Left 208 180 425] D 87%
Southbound| 144 145 |Right 11 5 84] A 45%
OVERALL 219 185 41.5] D 84%
Old Peachtree @ Eastbound 8 145 |Left 31 29 14.1] B 94%
[Rock Springs (east SR 20) 8 145 |Thru 1013 871 84| A 86%
(signalized) OVERALL 1044 900 86] A 86%
146 145 |Thru 559 542 71] A 97%
Westbound | 146 145 |Right 54 127 70] A 235%
OVERALL 613 669 71] A 109%
Intersection Total 1876 1754] 11.5] B 93%
147 146 |Left 29 32 399] D 110%
Northbound] 147 146 |Thru 324 329 18.6] B 102%
147 146 |Right 79 75 190] B 95%
OVERALL 432 436 203] C 101%
145 146 |Left 301 242 540] D 80%
Southbound| 145 146 |Thru 755 694 379] D 92%
Old Peachtree @ 145 146 |Right 59 44 395] D 75%
SR 124 OVERALL 1115 980 419] D 88%
(signalized) 148 146 |Left 7 74 45.8] D 96%
Eastbound | 148 146 |Thru 617 623 244] C 101%
148 146 |Right 62 54 286] C 87%
OVERALL 756 751 26.8] C 99%
149 146 |Left 98 86 86.6] F 88%
Westbound | 149 146 |Thru 340 362 337] C 106%
149 146 |Right 291 268 362 D 92%
OVERALL 729 716 41.0] D 98%
Intersection Total 3032 2883 345] C 95%

YES

]
2.251236

1.926415

3.725523

1.819275

7.471213

0.156893

3.369739

0.148642

0.394302 YES
T060576] |
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Percent CORSIM of Count
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement PM PK J|CORSIM|(Sec/Veh)] LOS Percent (Within 15%)

1562 150 |Left 201 207 251] C 103%
Northbound| 152 150 |Thru 326 334 274] C 102%
1562 150 |Right 74 60 6.4] A 81%
OVERALL 601 601 245 C 100%
151 150 |[Left 118 115 196] B 97%
Southbound| 151 150 |Thru 518 503 268] C 97%
Gravel Springs Rd @ 151 150 |Right 140 156 20.7] C 111%
SR 124 OVERALL 776 774 245] C 100%
(signalized) 149 150 [Left 165 169 36.9] D 102%
Eastbound 149 150 |Thru 517 456 325] C 88%
149 150 |Right 267 245 117] B 92%
OVERALL 949 870 275 C 92%
1563 150 |[Left 234 256 282 C 109%
Westbound 1563 150 |Thru 479 455 379] D 95%
1563 150 |Right 53 58 82] A 109%
OVERALL 766 769 324] C 100%
Intersection Total 3092 3014 274] C 97%

GEH

Criteria (GEH < 5)

Statistic Intersection

0.058646 YES

2.123533 YES

0.088446 YES
2.270625

=<
m
(7]
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM| (Sec/Veh)| LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 144 137 1452 F 95%
Northbound] 130 135 |Thru 1303 1343 255] € 103%
130 135 |Right 70 94 59] A 134% o
OVERALL 1517 1574/ 347] C 104% 1.1875
142 135 |Left 304 284 36.7] D 93%
Southbound| 142 135 |Thru 2562 2555 215] C 100%
142 135 |Right 111 112 16.1] B 101%
ISR 20 @ Gravel Springs Rd OVERALL 2977 2951 22.8] C 99% 0.389647
(signalized) 141 135 |Left 226 220 573 E 97%
Eastbound | 141 135 |Thru 90 87 429] D 97%
141 135 |Right 72 83 44.0] D 115% o
OVERALL 388 390 51.3] D 101% 0.082832
136 135 |Left 185 202 374] D 109%
Westbound | 136 135 |Thru 105 117 405] D 111%
136 135 |Right 425 398 171] B 94%
OVERALL 715 717 266] C 100% 0.061042
Intersection Total 5597 5632 286] C 101% 1.721021
82 130 |Left 70 62 63.5] E 89%
Northbound 82 130 |Thru 1208 1259 15.0] B 104%
82 130 |Right 285 302 72] A 106%
OVERALL 1561 1623, 15.4] B 104% 1.272883
135 130 |Left 544 521 434] D 96%
Southbound| 135 130 |Thru 2239 2323 14.7] B 104%
135 130 |Right 36 32 16.5] B 89%
ISR 20 @ Woodward Crossing OVERALL 2819 2876 19.9] B 102% 0.873621
(signalized) 140 130 |Left 32 36 325] € 113%
Eastbound | 140 130 |Thru 25 23 59.0] E 92%
140 130 |Right 30 27 129] B 90%
OVERALL 87 86 334] C 99% 0.087706
131 130 |Left 307 294 474] D 96%
Westbound | 131 130 |Thru 40 37 370] D 93%
131 130 |Right 279 294 12.8] B 105%
OVERALL 626 625 305] C 100% 0.032642
Intersection Total 5093 5210 200] B 102% 2.266852
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM| (Sec/Veh)| LOS Percent (Within 15%) Statistic Link Intersection
123 82 |Left 74 80 38.0] D 108%
Northbound| 123 82 [Thru 1367 1430 404] D 105%
123 82 |Right 125 142 87] A 114%
JOVERALL 1566 1652 37.6] D 105% 1.758401
130 82 |Left 295 271 56.5] E 92%
Southbound| 130 82 |[Thru 2275 2362 16.5] B 104%
130 82 [Right 6 0 00] A 0% o
ISR 20 @ Mall Grand Lane JOVERALL 2576 2633 206] C 102% 0.913609
(signalized) 139 82 |Left 62 55 458] D 89%
Eastbound | 139 82 |[Thru 18 20 540] D 111%
139 82 [Right 50 54 79] A 108%
(OVERALL 130 129 312] C 99% 0.071703
132 82 |Left 190 171 50.7] D 90%
Westbound | 132 82 [Thru 13 12 43.0] D 92%
132 82 |Right 132 153, 125] B 116% o
|OVERALL 335 336 330] C 100% 0.044588
Intersection Total 4607 4750 2717] C 103% 2.788301
26 123 |Left 171 151 429] D 88%
Northbound| 26 123 [Thru 14686 1572 154] B 107%
26 123 [Right 395 401 75] A 102%
JOVERALL 2032 2124/ 159] B 105% 1.65397
82 123 |Left 135 109 553|] E 81% o
Southbound| 82 123 [Thru 2278 2279 316] C 100%
82 123 |Right 102 113 335] € 111%
SR 20 @ Plains Ct Way JOVERALL 2515 2501 327] C 99% 0.228148
I(signalized) 138 123 |Left 22 21 46.6] D 95%
Eastbound | 138 123 |Thru 20 18 573] E 90%
138 123 [Right 38 40 122] B 105%
(OVERALL 80 79 316] C 99% 0.091478
134 123 |Left 183 188 36.8] D 103%
Westbound | 134 123 |Thru 30 26 443] D 87%
134 123 [Right 78 76 11.3] B 97%
|OVERALL 291 290, 308] C 100% 0.047891
Intersection Total 4918| 4994 254] C 102% 2.021487
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CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B Movement [ SAT PK|CORSIM] (Sec/Veh)| LOS Percent Statistic [ Link Tntersection
17 [ 26 JLeft 500 536 828] F 105%
Northbound [ 117 | 26 [Thru 1723|1829 242 € 106%
117 | 26 [Right 427 475 64 A T11%
[OVERALL 2650] 2840 323 C 707%
123 | 26 |Ler 126 114 503] D 50%
Southbound| 123 | 26 |[Thru 2054 2027 529 D 99%
123 | 26 [Right 319 323] 27| E 101%
SR 20 @ Mall of GA Bivd OVERALL 2499] 2464 540] D 99% 0.573001
(signalized) 137 | 26 [Lert 252 246 515 D 98%
Eastoound [ 137 | 26 [Thru 216 217 20| D 100%
137 | 26 [Right 502 505] 268 € 101%
OVERALL 970 968 365] D 100% 0.05245
133 | 26 |Let 578 562| 298] D 97%
Westbound | 133 | 26 [Thru 157 163 372 D 104%
133 | 26 [Right 57 69 i51] B 121%
[OVERALL 792 794] 42| D 700%
Tnfersection Total 6020|7066 718 D T02%
10 18 |Left 112 99 436] D 88%
Northbound [ 10 18 [Thru 2649 2638 49 A 100%
[OVERALL 2761] 2737 63 A 99%
20 18 |Thru 3167] 3020 64] A 95%
Southbound| 20 18 |Right 202 197 58| A 98%
SR 20 @ Preston Hills Apts OVERALL 3369|3217 63| A 95%
(signalized) T80 T8 |Lett 95 203 589 E 104%
Eastbound | 180 18 |Right 45 40 11| B 89%
[OVERALL 240 243 511] D 701%
Tntersection Total 6370 6197 T1_A 97%
9 10 [Lett 91 88 488] D 97%
Northbound [ 9 10 [Thru 2283 2252 60| B 99%
9 10 [Right 24 2 52| A 2%
OVERALL 2398|2362 i71] B 98% 0.601758
6] 0 |Lent 756 61 27| D T03%
Southbound| 18 10 [Thra 2735|2619 76| B 96%
18 10 [Right 211 234 126] B T11%
SR 20 @ Rock Springs Rd [OVERALL 3102] 3014 185 B 9% 1296222
(signalized) 3 0 |ett 336 327] 586] E 7%
Eastbound [ 13 10 [Thra 38 30 250] € 79%
13 10 |Right 99 115 234] € 116%
OVERALL a73 472 479] D 100% 0.037556
27 0 |ett 77 36 350] C 52%
Westbound [ 27 10 [Thru 36 2 403| D 117%
27 10 [Right 222 225 122] B 101%
OVERALL 302 303] 55| B 7100% 0.046958
Tntersection Total 6275|6151 202] C 5%
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B | Movement [SATPKJCORSIM](Sec/Veh)| LOS Percent (Within 15%) | Statistic [ Link Tntersection
17 9 |Lett 202 206 619] E 102%
Northbound | 17 9 [t 2157|2113 21| A 98%
OVERALL 2350 2319 92| A 98% 0.674344
Southbound| 10 5 [thru 2507|2329 32| A 93%
10 9 [Rioht 371 381 53] A 103%
SR 20 @ Tech Ctr Pkwy OVERALL 2878 2710 35| A 94% 2.582172
(signalized) T I 241 248 82| D 103%
Eastbound | 11 9 [right 62 61 165 B 98%
[OVERALL 303 300 419] D 102% 0.280515
Tnfersection Total 5540] 5338 T2 A 6% 353703
SR 20 @ Driveway C Eastbound | 175 | 69 |Right 102 102 186] C 100%
(un-signalized) OVERALL 102 102 186] C 700% 0
Tntersection Total 02 02 T86] C T00% 0
16 72 [Lett 472 421 550] D 89%
Northbound | 16 72 [Thru 1949 1970 7| A 101%
OVERALL 2421 2391 169 B 99% 0.498858
SR 20 @ Driveway B Southbound| 60 72 [Thru 1854 1788 68| B 6%
(signalized) 69 72 |Right 667 576 21| B 86%
OVERALL 2521|2364 72| B 94% 2.560018
178 | 72 |Lent 210 363 539 D 59%
Eastoound | 178 | 72 [Right 269 310 94| B T15% 0
[OVERALL 679 673 380] D 99% 0.188283
Tnfersection Tofal 5621] 5428 196] B 97% 3.26716
SR 20 @ Driveway A Eastbound | 170 | 16 |Rioht 95 95 16.7] C 100%
(un-signalized) OVERALL 95 95 16.7] C 7100% 0
Tntersection Total 55 55 T6.7]_C T00% 0
15 5 |Left 236 233 541] D 99%
Northbound | 15 5 [thru 1743|1713 281] € 98%
15 5 [Rioht 25 20 50| B 80% o
[OVERALL 2004 1966 311 C 98% 069529 [IIRI=)
3 5 |Lent 364 361 756] E 99%
Southbound| 16 5 [thru 1433|1478 70| B 103%
16 5 [Rioht 270 247 73| A 91%
SR 20 @ Old Peachtree Rd OVERALL 2067|2086 260| C 701% 0.340701 IR
(signalized) 76 5 |Lett 255 243 1489] F 95%
Eastbound | 176 5 [thru 215 194 1044 F 90%
176 5 [Rioht 105 98 623] E 93%
OVERALL 575 535 1169] F 93% 1.378082 RG]
5 5 |Len 60 62 87| D T03%
Westbound | 6 5 [thru 285 264 532] D 93%
6 5 [Rioht 423 406 27| ¢ 96%
[OVERALL 768 732 359] D 95% 1.069045
Tnfersection Tofal 5414] 5310 384] D 98% 3483118
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Percent CORSIM of Count

‘GEH Criteria

Criteria
(Within 15%)

GEH
Statistic

Criteria (GEH < 5)

Link Intersection

1.106218

0.828404

0.072263

0.072075

0.063521

0518724

0.040161

CORSIM Nodes Future Volumes | Delay
Intersection Approach [ A B | Movement [SATPKJCORSIM](Sec/Veh)| LOS Percent
67 15 |Left 6 0| 00 A 0%
Northbound| 67 15 [Thra 1846|1794 T4 A 97%
OVERALL 1852 1794 T4 A 97%
ISR 20 @ Azalea Dr NE Southbound| 5 5 [Thru T476] 1520, 21| A T03%
(signalized) 5 15 [Right 65 61 28] A 94%
OVERALL 1541] 1581 21| A 703%
60 | 15 |Left 95 96, 360] D T01%
Eastbound | 160 | 15 [Right 7 3 a0l A 75%
OVERALL 99 99 350] C 100%
Tntersection Tofal 3492|3474 27 A 99%
Southbound] 15 67 Lot 60 65 03] B 108%
SR 20 @ Bentbrooke Trail OVERALL 60 65 03] B 708%
(un-signalized) 61 | 67 |Left 36 32 313] D 59%
Westbound| 161 | 67 [Right 75 79 17] B 105%
OVERALL 11 711 74| C 700%
Tntersection Tofal 71 176 128] B 103%
Northbound| 162 | 163 |Left 84 97 94| A 115%
OVERALL 34 97 94| A 115%
Southbound| 67 | 163 |Left 73 78 T14] B T07%
ISR 20 @ Azalea Dr NE OVERALL 73 78 14| B 7107%
(un-signalized) 64 | 163 |Left 30 70| 345 D 53%
Eastbound | 164 | 163 [Thru 6 12] 40| E 75%
164 | 163 [Right 82 99 81| A 121%
OVERALL 128 127 125] B 99%
65 | 163 |Left 5] 3] 300] D 60%
Westbound| 165 | 163 [Thru 6 24 38| E 150%
165 | 163 [Right 107 102 115] B 95%
OVERALL 128 129 79[ € 101%
Tnfersection Tofal 213 231 138] B 104%
166 | 162 |Left 89 81 443] D 91%
Northbound| 166 | 162 [Thru 1319 1342 298] C 102%
166 | 162 [Right 80 62 102] B 78%
OVERALL 1488] __1485) 298] C 100%
163 | 162 |Left 759 755 344] C 97%
Southbound| 163 | 162 [Thru 985] 1031 135] B 105%
163 | 162 [Right 159 140 70| A 88%
SR 20 @ Ridge/Russell Rd OVERALL 1303 132 52| B 102%
(signalized) 67 | 162 |Lett 183 90 333] C T04%
Eastbound | 167 | 162 [Thru 163 155 325 € 95%
167 | 162 |Right 40 g 11| B 103%
OVERALL 380 380 306] C 700%
168 | 162 |Left 146 68 36.4] D T15%
Westbound| 168 | 162 [Thru 113 110 205 ¢ 97%
168 | 162 [Right 154 136 21| B 88%
OVERALL 213 414 266] C 700%
Ttersection Total 3500] 3611 242] C T01%

T |




image239.png
Brand Properties
Build Saturday Peak Hour Intersection Level of Service

without any improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM] (Sec/Veh)] LOS Percent (Within 15%) | Statistic Link Intersection
30 13 |Left 47 39 75] A 83% o
Northbound| 30 13 |Right 158 149 55] A 94%
Rock Springs @ Tech Ctr Dr (OVERALL 205 188) 16] A 92% 0.983135
(un-signalized) Westbound 10 13 |Left 71 87| 21 A 123% o)
|OVERALL 71 87| 21 A 123% o 1.495262
Intersection Total 276 275 1.7] A 100% 1.495262
183 171 JLeft 1 0 0.0] A 0% o
Northbound| 183 171 |Right 5 5 24] A 100%
Rock Springs @ Access G |OVERALL 6 5 0.0] A 83% o 0.342997
(un-signalized) Westbound 13 171 |Left 11 13| 09] A 118% o
JOVERALL 11 13 09] A 118% o 0.478091
Intersection Total 17] 18] 07] A 106% 0.478091
170 169 [Left 3 4 75] A 133% o
Northbound| 170 169 |[Right 5 4 105] B 80% o
Rock Springs @ Access H |OVERALL 8 8 3.8] A 100% 0
(un-signalized) Westbound| 171 169 |Left 7 8 23] A 114%
|OVERALL 7 8 23] A 114% 0.301511
Intersection Total 15] 16 3.0 A 107% 0.301511
7 11 JLeft 47 49| 107] B 104%
Northbound| 77 11 |Thru 146 142 211 € 97%
7 11 |Right 158 158, 33 A 100%
[OVERALL 351 349 11.6] B 99% 0.087246
Tech Ctr Pkwy @ 12 11 |Left 12 19] 17.4] C 158% O
Tech Ctr Dr/Access E Southbound] 12 11 |Thru 84 91 132] B 108%
J(un-signalized) 12 11 |Right 21 19| 133] B 90%
|OVERALL 117 129 13.8] B 110% 0.890724
Eastbound | 41 11 |Left 34 32, 13] A 94%
|OVERALL 34 32| 13] A 94% 0.282843
Westbound 9 11 |Left 331 338 34 A 102%
|OVERALL 331 338 34] A 102% 0.31305
Intersection Total 833] 848 83] A 102% 0.595892
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Link Intersection

#DIV/0!

#DIV/0!

0.508001

1.51634

024341

0.866025

YES

0.866025

=

CORSIM Nodes| Future Volumes Delay
Intersection Approach A B Movement | SAT PK|CORSIM] (Sec/Veh)| LOS Percent
181 41 |Left 0 0 00| A 0%
Northbound| 181 41 |Thru 0 0 00| A 0%
181 41 |Right 0 0 00] A 0%
OVERALL 0 0 0.0 A 0%
Tech Ctr Pkwy @ 174 41 |Left 8 6| 70| A 75%
|Access I/Parking Lot Southbound| 174 41 |Thru 0 0 00] A 0%
(un-signalized) 174 41 |Right 9 11 33| A 122%
OVERALL 17 17 46] A 100%
Eastbound 14 41 |Left 11 9 20 A 82%
OVERALL 11 9 2.0] A 82%
Westbound| 11 41 |Left 133 155] 28] A 117%
OVERALL 133 155 28| A 117%
Intersection Total 161 181 29] A 112%
Northbound| 12 172 |Left 9 6| 00] A 67%
Tech Center Drive @ OVERALL 9 3 0.0] A 67%
Driveway F 173 172 |Left 8 8 30 A 100%
(un-signalized) Westbound| 173 172 |Right 8 8 23| A 100%
OVERALL 16 16 15] A 100%
Intersection Total 25 22| 11] A 88%
158 156 |Left 2 0 00] A 0%
Northbound| 158 166 [Thru 6 11 55| A 183%
158 156 |Right 736 733 57] A 100%
OVERALL 744 744 57| A 100%
157 156 |Left 15 18 41.3] D 120%
Southbound] 157 186 |Thru 22 18 10.0] A 82%
Old Peachtree @ 157 156 |Right 1 2] 6.0] A 200%
Horizon Drive OVERALL 38 38| 246] C 100%
(signalized) 159 156 |Left 0 0 00] A 0%
Eastbound | 159 166 [Thru 102 100] 281] C 98%
159 156 |Right 3 5 24] A 167%
OVERALL 105 105 269] C 100%
1585 156 |Left 690 646 54.4] D 94%
Westbound| 155 186 |Thru 106 119 40.9] D 112%
155 156 |Right 14 16 293] C 114%
OVERALL 810 781 51.8] D 96%
Intersection Total 1697| 1668 201] € 98%

0536984] |
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CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM | (Sec/Veh)| LOS Percent (Within 15%) Statistic Link Intersection
154 40 |Left 286 281 44.3] D 98%
Northbound | 154 40 |Right 446 449 14.1] B 101%
OVERALL 732 730 257] C 100% 0.060385
Old Peachtree @ Eastbound 155 40 |Thru 594 612 10.3] B 103%
Collins Hill 155 40 |Right 209 215 42| A 103%
(signalized) OVERALL 803 827 87] A 103% 0.688106
32 40 |Left 297 266 144] B 90%
Westbound 32 40 JThru 498 497 31 A 100%
OVERALL 795 763 7.0] A 96% 0.932941
Intersection Total 2330 2320 13.5] B 100% 1.681431
33 31 |Left 24 23 248] C 96%
Southbound 33 31 |Right 304 286 111] B 94%
OVERALL 328 309 12.1] B 94% 0.864978
Old Peachtree @ Eastbound 32 31 |Left 314 311 18.1] B 99%
[Rock Springs (west SR 20) 32 31 |Thru 767 773 84] A 101%
(signalized) OVERALL 1081 1084 11.2] B 100% 0.074467
1 31 |Thru 528 498 359] D 94%
Westbound 1 31 |Right 53 53 314] C 100%
OVERALL 581 551 35.5] D 95% 1.02508
Intersection Total 1990 1944 182] B 98% 1.964524
14 2 Left 50 59 12.1] B 118% o
Southbound 14 2 Right 116 98 79] A 84% o
Old Peachtree @ OVERALL 166 157 45] A 95% 0.575577
Tech Ctr Pkwy Eastbound 80 2 Left 179 195 30 A 109%
(un-signalized) OVERALL 179 195 3.0] A 109% 0.962216
Intersection Total 345 352 37] A 102% 0.962216
182 4 Left 0 0 0.0] A 0% o
Southbound | 182 4 Right 0 0 0.0] A 0% o
Old Peachtree @ OVERALL 0 0 0.0] A 0% o #DIV/0! #DIV/0!
Church (stadium parking) Eastbound 3 4 Left 42 35 43] A 83% o
(un-signalized) OVERALL 42 35 43] A 83% o 0.907485
Intersection Total 42 35 43] A 83% o 0.907485
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CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM| (Sec/Veh)| LOS Percent (Within 15%) Statistic Link Intersection
184 176 |Left 51 47 06] A 92%
Southbound| 184 176 |Right 37 41 13] A 111%
Old Peachtree @ OVERALL 88 88 03] A 100% 0
Driveway J Eastbound 4 176 |Left 83 78 60] A 94%
(un-signalized) OVERALL 83 78 6.0] A 94% 0.452679
Intersection Total 171 166 30] A 97% 0.452679
144 145 |Left 92 76 36.7] D 83% o
Southbound| 144 145 |Right 15 16 60] A 107%
OVERALL 107 92 314] C 86% 1.212678
Old Peachtree @ Eastbound 8 145 |Left 15 9 12.7] B 60% O
Rock Springs (east SR 20) 8 145 |Thru 474 497 60| A 105%
(signalized) OVERALL 489 506 6.1] A 103% 0.62409
146 145 |Thru 634 571 40| A 90%
Westbound | 146 145 |Right 131 128 45] A 98%
OVERALL 765 699 41| A 91% 1.976987
Intersection Total 1361 1297 68] A 95% 3.813755
147 146 |Left 25 28 17.6] B 112%
Northbound | 147 146 |Thru 272 272 104] B 100%
147 146 |Right 74 69 103] B 93%
OVERALL 371 369 109] B 99% 0.084857
145 146 |Left 225 213 309] C 95%
Southbound| 145 146 |Thru 211 219 184] B 104%
Old Peachtree @ 145 146 |Right 40 34 132] B 85%
SR 124 OVERALL 476 466 23.7] € 98% 0.375558
(signalized) 148 146 |Left 68 71 335] C 104%
Eastbound 148 146 |Thru 434 434 118] B 100%
148 146 |Right 36 33 115] B 92%
OVERALL 538 538 146] B 100% 0
149 146 |Left 76 74 29| ¢ 97%
Westbound | 149 146 |Thru 331 371 204] € 112%
149 146 |Right 327 309 18.7] B 94%
OVERALL 734 754 20.0] B 103% 0.60003
Intersection Total 2119 2127 179] B 100% 1.060445
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Percent CORSIM of Count
CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | SAT PK|CORSIM|(Sec/Veh)| LOS Percent
1562 150 |[Left 166 180 179] B 108%
Northbound] 152 150 |Thru 647 643 240 C 99%
1562 150 |Right 126 116 8.0] A 92%
OVERALL 939 939 209] C 100%
151 150 [Left 169 173 278] C 102%
Southbound] 151 150 |Thru 418 396 19.7] B 95%
Gravel Springs Rd @ 151 150 |Right 130 146 143 B 112%
SR 124 OVERALL 717 715 205 C 100%
(signalized) 149 150 [Left 219 199 545] D 91%
Eastbound 149 150 |Thru 485 391 316] C 81%
149 150 |Right 134 138 8.7] A 103%
OVERALL 838 728 335] C 87%
1563 150 [Left 125 140 218] C 112%
Westbound 1563 150 |Thru 504 501 379] D 99%
1563 150 |Right 123 110 13.0] B 89%
OVERALL 752 751 312] C 100%
Intersection Total 3246 3133 262 C 97%

GEH
Statistic

Criteria (GEH < 5)
i Intersection

0.061014 YES

3.172784 YES

0.029781 YES
3.263578

=<
m
(7]
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CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)| LOS Percent (Within 15%) Statistic Link Intersection
130 135 |Left 38 40 135.0] F 105%
Northbound] 130 135 |Thru 1657 1707| 472] D 103%
130 135 |Right 33 33 62] A 100%
(OVERALL 1728 1780 484 D 103% 1.016292
142 135 |Left 289 296 604| E 102%
Southbound| 142 135 |Thru 1528 1514 125| B 99%
142 135 |Right 35 36 60] A 103%
SR 20 @ Gravel Springs Rd (OVERALL 1852 1848 20.1] B 100% 0.113899
(signalized) 141 135 |Left 147 142 401] D 97%
Eastbound | 141 135 |Thru 12 15 36.0] D 125% o
141 135 |Right 17 18 187] B 106%
(OVERALL 176 175 37.6] D 99% 0.061604
136 135 |Left 119 145 521] D 122% o
Westbound | 136 135 |Thru 37 31 302] € 84% o
136 135 |Right 710 681 498 D 96%
(OVERALL 866 857 495 D 99% 0.250145
Intersection Total 4622 4658| 370l D 101% 1.44194
82 130 |Left 38 37 107] B 97%
Northbound| 82 130 |Thru 1505 1568 91| A 104%
82 130 |Right 156 122 57| A 78% o
(OVERALL 1699 1725 89| A 102% 0.51372
135 130 |Left 358 358 498 D 100%
Southbound| 135 130 |Thru 1264 1270 79| A 100%
135 130 |Right 42 52 84| A 124% o
SR 20 @ Woodward Crossing (OVERALL 1664 1680 16.9] B 101% 0.319744
(signalized) 140 130 |Left 51 53 335] € 104%
Eastbound | 140 130 |Thru 27 27 487] D 100%
140 130 |Right 16 13 83| A 81% o
(OVERALL 94 93 344] C 99% 0.084365
131 130 |Left 214 201 551] E 94%
Westbound | 131 130 |Thru 19 19 36.6] D 100%
131 130 |Right 172 185 115] B 108%
(OVERALL 405 405 343] C 100% 0
Intersection Total 3862 3903 156] B 101% 0.917829
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CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)| LOS Percent Statistic Link Intersection

123 82 |Left 9 14 94| A 156%
Northbound | 123 82 |Thru 1673 1708, 19] A 102%
123 82 |Right 27 37 34| A 137%

OVERALL 1709 1759 20] A 103% 0.982756
130 82 |Left 20 10 90| A 50%
Southbound| 130 82 |Thru 1463 1452 169] B 99%
130 82 |Right 11 22 202] C 200%

ISR 20 @ Mall Grand Lane OVERALL 1494 1484/ 16.9] B 99% 0.211477
(signalized) 139 82 |Left 6 5 936| F 83%
Eastbound | 139 82 |Thru 4 4 2701 C 100%
139 82 |Right 21 22 11] A 105%
OVERALL 31 31 19.4] B 100%
132 82 |Left 25 26 517] D 104%
Westbound | 132 82 |Thru 1 1 90.0] F 100%
132 82 |Right 20 20 156|] B 100%

OVERALL 46 47 37.1] D 102% 0.119952

Intersection Total 3280 3321 93] A 101% 1.314186
26 123 |Left 64 64 91] A 100%
Northbound | 26 123 |Thru 1687 1728 26] A 102%
26 123 |Right 42 34 42] A 81%

OVERALL 1793 1824 29] A 102% 0.596044
82 123 |Left 13 12 140] B 92%
Southbound| 82 123 |Thru 1420 1409 78] A 99%
82 123 |Right 76 79 74| A 104%

SR 20 @ Plains Ct Way OVERALL 1509 1500 78] A 99% 0.189358
(signalized) 138 123 |Left 14 13 577] E 93%
Eastbound | 138 123 |Thru 2 2] 300] ¢ 100%
138 123 |Right 22 22 87| A 100%

OVERALL 38 37 2711 C 97% 0.133038
134 123 |Left 45 41 483 D 91%
Westbound | 134 123 |Thru 1 1 60] A 100%
134 123 |Right 8 11 125] B 138%

OVERALL 54 53 40.11 D 98% 0.111456

Intersection Total 3394 3414] 59] A 101% [1.0298%6} @ ]
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Percent CORSIM of Count
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CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | AMPK |CORSIM|(Sec/Veh)| LOS Percent (Within 15%)
"7 26 |Left 193 189 544] D 98%
Northbound | 117 26 |Thru 1743 1797 2386] C 103%
17 26 |Right 171 187] 64 A 109%
[OVERALL 2107 2173 248] C 103%
123 26 |Left 16 20 543 D 125% o
Southbound| 123 26 |Thru 1473 1425 346] C 97%
123 26 |Right 34 28 294| C 82% o
SR 20 @ Mall of GA Bivd [OVERALL 1523 1473 347] C 97%
(signalized) 137 26 |Left 30 21 371 D 70% o
Eastbound 137 26 [Thru 21 26 399] D 124% o
137 26 |Right 162 166 85] A 102%
[OVERALL 213 213 151] B 100%
133 26 |Left 677 659 404] D 97%
Westbound | 133 26 |Thru 34 47 235] C 138% o
133 26 |Right 20 23 72| B 115%
[OVERALL 731 729 386] D 100%
Intersection Total 4574 4588 298] C 100%
10 18 |Left 176 146 355 D 83% o
Northbound 10 18 [Thru 2206 2201 36] A 100%
[OVERALL 2382 2347 56] A 99%
20 18 hru 1946 1912 84] A 98%
Southbound| 20 18 |Right 124 130 41 A 105%
SR 20 @ Preston Hills Apts [OVERALL 2070 2042 82] A 99%
(signalized) 180 18 |Left 240 251 5771 E 105%
Eastbound 180 18 |Right 68 60 78] A 88%
[OVERALL 308 311 481] D 101%
Intersection Total 4760 4700 95] A 99%
9 10 Jreft 98 106 386] D 108%
Northbound 9 10 [Thru 1677 1636 125] B 98%
9 10 |Right 6 0] 00] A 0% o
[OVERALL 1781 1742 141] B 98%
18 10 |Left 63 67 274] C 106%
Southbound 18 10 |Thru 1696 1686 253] C 99%
18 10 |Right 255 268 15| B 105%
SR 20 @ Rock Springs Rd [OVERALL 2014 2021 236] C 100%
(signalized) 13 10 |Left 264 251 671] E 95%
Eastbound 13 10 [Thru 17 14 347] € 82% o
13 10 |Right 102 109 127] B 107%
[OVERALL 383 374 500] D 98%
27 10 |Left 80 64 167] B 80% o
‘Westbound 27 10 |Thru 91 100 253] C 110%
27 10 |Right 441 443 136] B 100%
[OVERALL 612 607 159] B 99%
Intersection Total 4790 4744 212 C 99%

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

1.167913

1.051874

0.060426
2.280213

0.586972

0503626

0.139347
1.229945

0.757317

0127283

0.376969

0.16525
1.426819
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CORSIM Nodes| Future Volumes | Delay Criteria GEH Criteria (GEH < 5
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)] LOS Percent (Within 15%) Statistic Link Intersection
17 9 Left 97 105 147] B 108%
Northbound| 17 9 [Thru 1634 1595 22] A 98%
OVERALL 1731 1700 3.0] A 98% 0.610194
Southbound] 10 9 [Thru 1613 1572 23] A 97%
10 9 Right 265 276 28] A 104%
ISR 20 @ Tech Ctr Pkwy OVERALL 1878 1848 24| A 98% 0.566744
(signalized) 1" 9 Left 147] 147] 425 D 100%
Eastbound 11 9 Right 46 45 67] A 98%
OVERALL 193] 192] 34.1] C 99% 0.058824
Intersection Total 3802 3740 43| A 98% 1.235762
ISR 20 @ Driveway C Eastbound| 175 69 |Right 30 30| 06| A 100%
(un-signalized) OVERALL 30 30| 06| A 100% 0
Intersection Total 30 30 06] A 100% 0
16 72 |Left 192] 180] 9.0] A 94%
Northbound| 16 72 |Thru 1602 1588 44] A 99%
OVERALL 1794 1768 49] A 99% 0.502421
ISR 20 @ Driveway B Southbound| 69 72 |Thru 1548 1521 29| A 98%
(signalized) 69 72 [Right 83 70 44 A 84% o
OVERALL 1631 1591 29| A 98% 0.812026
178 72 |Left 129 121 295| C 94%
Eastbound| 178 72 |Right 72 79 66| A 110%
OVERALL 201 200 205| C 100% 0.057639
Intersection Total 3626 3559 49] A 98% 1.372086
ISR 20 @ Driveway A Eastbound [ 179 16 [Right 24 24 23] A 100%
(un-signalized) OVERALL 24 24 23] A 100% 0
Intersection Total 24 24 23] A 100% 0
15 5 Left 236 212] 344] C 90%
Northbound| 15 5 [Thru 1327 1327 16.1] B 100%
15 5 Right 103] 103] 71] A 100%
OVERALL 1666 1642 179] B 99% 0.481253
16 5 Left 171 172] 746| E 101%
Southbound| 16 5 |[Thru 1342 1338 54| A 100%
16 5 Right 93 90| 35| A 97%
|SR 20 @ Old Peachtree Rd OVERALL 1606 1600 127] B 100% 0.122322
(signalized) 176 5 Left 122] 108 37.3] D 87%
Eastbound| 176 5 |[Thru 139] 117] 339| ¢ 84% o
176 5 Right 121 120] 16.6] B 99%
OVERALL 382 343 289 C 90% 1.657699
6 5 Left 60 56| 279 € 93%
Westbound 6 5 [Thru 339 318 358 D 94%
6 5 Right 345 341 98] A 99%
OVERALL 744 715 228 C 96% 0.873787
Intersection Total 4398 4300 17.7] B 98% 3.135061
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Build AM Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes Future Volumes Delay
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)| LOS Percent
67 15 |Left 11 15 200] B 136%
Northbound| 67 16 |Thru 1578 1549 30] A 98%
(OVERALL 1589 1564 32| A 98%
SR 20 @ Azalea Dr NE Southbound 5 15 |Thru 1456 1452 771 A 100%
(signalized) 5 15  |Right 67 64 61| A 96%
(OVERALL 1523 1516 76] A 100%
160 15 |Left 88 89 247] C 101%
Eastbound | 160 15 |Right 2 1 120] B 50% o
(OVERALL 90 90 246] C 100%
Intersection Total 3202 3170 59] A 99%
Southbound 15 67 |Left 24 26 145] B 108%
SR 20 @ Bentbrooke Trail (OVERALL 24 26 145] B 108%
(un-signalized) 161 67 |Left 52 42 379] E 81% o
Westbound | 161 67 |Right 94 102 15.1] B 109%
(OVERALL 146 144 21.7] C 99%
Intersection Total 170 170 206] C 100%
162 163 |Left 70 87 171] B 124% o
Northbound] 162 163 |Thru 1392 1321 51 A 95%
162 163 |Right 2 0 00] A 0% o
(OVERALL 1464 1408 59] A 96%
67 163 |Left 54 56 178] B 104%
Southbound| 67 163 |Thru 1418 1387 54| A 98%
67 163 |Right 14 10 42] A 71% o
SR 20 @ Azalea Dr (OVERALL 1486 1453 59] A 98%
(signalized) 164 163 |Left 18 17 244] C 94%
Eastbound | 164 163 |Thru 48 50 257] C 104%
164 163 |Right 179 177 92| A 99%
(OVERALL 245 244 136] B 100%
165 163 |Left 16 13 125] B 81% o
Westbound | 165 163 |Thru 11 15 176] B 136% o
165 163 |Right 105 103 98] A 98%
(OVERALL 132 131 11.0] B 99%
Intersection Total 3327 3236 67] A 97%

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

0.513422

0.146567

0
0.659988

0.328798

0.135457
0.464255

1.202703

0.701572

0.0522

0.071157
2.027631
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK | CORSIM](Sec/Veh)| LOS Percent Statistic Link Intersection
166 162 |Left 95 95 678] E 100%
Northbound] 166 162 [Thru 1070 1078 155] B 101%
166 162 |Right 28 20 45| A 71%
JOVERALL 1193 1193] 195| B 100%
163 162 |Left 94 84 443 D 89%
Southbound] 163 162 |Thru 1312 1334 220] € 102%
163 162 |Right 76 65 99| A 86%
[SR 20 @ Ridge/Russell Rd JOVERALL 1482 1483 27| C 100% 0.021207
(signalized) 167 162 |Left 231 229 305] € 99%
Eastbound | 167 162 |Thru 7 77 242| C 100%
167 162 |Right 50 51 82| A 102%
(OVERALL 358 357 259] C 100% 0.043173
168 162 |Left 7 86| 273 C 112%
Westbound| 168 162 |Thru 192 199 274] C 104%
168 162 |Right 78 60 78] A 7%
JOVERALL 347 345 240] C 99%
Intersection Total 3380 3378] 220] C 100%
30 13 |Left 70 65 109] B 93%
Northbound] 30 13 |Right 26 32] 79] A 123%
[Rock Springs @ Tech Ctr Dr (OVERALL 96 97| 73] A 101%
(un-signalized) Westbound 10 13 |Left 44 34 14] A 7%
JOVERALL 44 34 14] A 77%
Intersection Total 140 131 58] A 94% [ 1280369} ]
183 171 |Left 6 6| 100] A 100% -
Northbound] 183 171 |Right 25 25 41 A 100%
[Rock Springs @ Access G JOVERALL 31 31 19] A 100% 0 YES
(un-signalized) Westbound 13 171 |Left 128 134 38] A 105%
JOVERALL 128 134 38] A 105% 0.429669 YES
Intersection Total 159 165] 35] A 104% [ 0.429669 i
170 169 |Left 5 5 24| A 100%
Northbound] 170 169 |Right 10 10 30] A 100%
[Rock Springs @ Access H JOVERALL 15 15| 08| A 100%
(un-signalized) Westbound] 171 169 |Left 1 1 00] A 100%
JOVERALL 1 1 0.0] A 100%
Intersection Total 16 16 08] A 100%
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Build AM Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes}| Future Volumes | Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK |CORSIM|(Sec/Veh)| LOS Percent ithil Statistic Link Intersection
7 11 |Left 10| 7 771 A 70%
Northbound] 77 11 |Thru 6 7 86] A 17%
7 11 |Right 39 41 28] A 105%
OVERALL 55] 55| 21 A 100% [0 ]
Tech Ctr Pkwy @ 12 11 |Left 19| 19] 101] B 100%
Tech Ctr Dr/Access E Southbound| 12 11 [Thru 0 1) 0.0] A 0%
(un-signalized) 12 11 |Right 48 32] 68| A 67%
OVERALL 67 51 30| A 76%
Eastbound | 41 11 |Left 76 75] 35] A 99% i
OVERALL 76) 75] 35 A 99%
Westbound 9 11 |Left 53 59| 15] A 111% B
OVERALL 53] 59) 15] A 1%
Intersection Total 251 240} 41 A 96%
181 41 |Left 0 0 0.0] A 0%
Northbound] 181 41 |Thru 0 0 0.0] A 0%
181 41 [Right 0 0 00] A 0%
OVERALL 0 0 0.0] A 0% #DIV/O! [ #DIV/O!
Tech Ctr Pkwy @ 174 41 |Left 32 33| 29| A 103%
JAccess I/Parking Lot Southbound] 174 41 |Thru 0 0| 0.0] A 0%
(un-signalized) 174 41  |Right 22 21 171 A 95%
OVERALL 54] 54] 24 A 100% [0 |
Eastbound 14 41 |Left 30 22 27] A 73% B
OVERALL 30) 22) 27| A 73%
Westbound| 11 41 |Left 0 0 00] A 0%
OVERALL 0 0 0.0] A 0% #DIV/O! [ #DIV/O!
Intersection Total 84 76| 25] A 90% #DIV/0! #DIV/0!
Northbound] 12 172 |Left 72 62 07] A 86%
Tech Center Drive @ OVERALL 72 62 0.7] A 86% 0.985329 YES
Driveway F 173 172 |Left 14] 13] 371 A 93% --
(un-signalized) Westbound| 173 172 |Right 25 26 18] A 104%
OVERALL 39) 39) 12] A 100% [0 BES
Intersection Total 111 101 09] A 91% (0985329} ]
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes | Delay GEH Criteria (GEH < 5)
Intersection Approach A B | Movement | AM PK [CORSIM| (Sec/Veh)] LOS Percent Statistic Link Intersection
158 156 |Left 0 0 0.0] A 0% o
Northbound| 158 156 [Thru 86 90| 189] B 105%
158 156 [Right 334 330] 39| A 99%
(OVERALL 420 420 71 A 100% 0
157 156 |Left 18 15 372] D 83% o
Southbound] 157 156 [Thru 12 12 265] C 100%
Old Peachtree @ 157 156 [Right 2 5 36] A 250% o
Horizon Drive JOVERALL 32 32] 279] € 100% 0
(signalized) 159 156 |Left 15 16 11 A 107%
Eastbound| 159 156 [Thru 40 40 06] A 100%
159 156 |Right 1 0 0.0] A 0% o
JOVERALL 56 56| 08] A 100% 0
155 156 [Left 1160 1055 172] B 91%
Westbound| 155 156 [Thru 122 111 106] B 91%
155 156 [Right 65 68 93] A 105%
JOVERALL 1347, 1234] 16.2] B 92% 2.549809
Intersection Total 1855 1742] 137] B 94% 2.549809
154 40 |Left 342] 341 353] D 100%
Northbound| 154 40 |Right 219 217, 6.8] A 99%
[OVERALL 561 558 242| C 99% 0.10351
Old Peachtree @ Eastbound| 155 40 |Thru 342] 346 116] B 101%
Collins Hill 155 40 |Right 93 82] 38| A 88%
(signalized) JOVERALL 435 428 10.1] B 98% 0.274774
32 40 |Left 236 198 116] B 84% o
Westbound| 32 40 |Thru 1123 1027] 9.0] A 91%
[OVERALL 1359 1225 9.4] A 90% 3.017911
Intersection Total 2355 2211 13.3] B 94% 3.396195
33 31 |Left 52 56| 522] D 108%
Southbound] 33 31 |Right 593 661 423] D 111%
JOVERALL 645 717] 43.1] D 111% 2.272866
Old Peachtree @ Eastbound| 32 31 |Left 271 278 258] C 103%
[Rock Springs (west SR 20) 32 31 [Thru 404 400 79| A 99%
(signalized) [OVERALL 675 678, 152] B 100% 0.094211
1 31 [Thru 916 727 171] B 79% o
Westbound 1 31 |Right 54 40 171] B 74% o
JOVERALL 970 767 17.1] B 79% o 5.517812 o
Intersection Total 2290 2162 252| C 94% 7.884889 o
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay iteri: GEH Criteria (GEH < 5)
Intersection Approach A B Movement | AM PK | CORSIM|(Sec/Veh)| LOS Percent Statistic Link Intersection
14 2 Left 60 61 99] A 102%
Southbound] 14 2 Right 170] 145] 96] A 85%
Old Peachtree @ OVERALL 230 206 29] A 90% 1.315192
Tech Ctr Pkwy Eastbound 80 2 Left 102 99| 41 A 97%
(un-signalized) OVERALL 102] 99| 4.1 A 97% 0.243733
Intersection Total 332 305 33| A 92% 0.243733
182 4 Left 0 0 0.0] A 0% o)
Southbound| 182 4 Right 0 0 0.0] A 0% o)
Old Peachtree @ OVERALL 0 0 0.0] A 0% o) #DIV/0! | #DIV/O!
[Church (stadium parking) Eastbound 3 4 Left 0 0| 0.0] A 0% o
(un-signalized) OVERALL 0 0 0.0] A 0% o) #DIV/0! | #DIV/O!
Intersection Total 0 0 0.0] A 0% o) #DIV/0! #DIV/0!
184 | 176 |Let 31 34 05] A 110%
Southbound| 184 176 |Right 15 12 2.0] A 80% o)
Old Peachtree @ OVERALL 46 46 04] A 100% 0
|Driveway J Eastbound 4 176 |Left 91 83 59| A 91%
(un-signalized) OVERALL 91 83| 59] A 91% 0.694996
Intersection Total 137] 129| 39| A 94% 0.694996
144 | 145 [Let 103) 98 35.7] D 95%
Southbound| 144 145 |Right 7 6| 90] A 86%
OVERALL 110] 104 342| C 95% 0.471405
Old Peachtree @ Eastbound 8 145 |Left 7 3 10.0] A 43% o)
JRock Springs (east SR 20) 8 145 |Thru 319 293 25| A 92%
(signalized) OVERALL 326 296 26] A 91% 1.377946
146 145 [Thru 701 634 47] A 90%
Westbound| 146 145 |Right 277 255] 52] A 92%
OVERALL 978 889 48] A 91% 2.359738
Intersection Total 1414 1289 6.7] A 91% 4.209089
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5]
Intersection Approach A B Movement | AM PK |CORSIM| (Sec/Veh)| LOS Percent ithin 15%) Statistic Link Intersection
147 146 |Left 56 63 2171 € 113%
Northbound| 147 146 [Thru 523 529 302] € 101%
147 146 |Right 60 48 289] € 80% o
(OVERALL 639 640 29.3] C 100% 0.032292
145 146  |Left 95 70 473] D 74% o
Southbound| 145 146 |Thru 246 253 126] B 103%
Old Peachtree @ 145 146 |Right 24 32 124] B 133% o
SR 124 (OVERALL 365 355 19.4] B 97% 0.429339
(signalized) 148 146  |Left 81 73 274] € 90%
Eastbound | 148 146 |Thru 247 253 75] A 102%
148 146 |Right 40 41 69] A 103%
JOVERALL 368 367 114] B 100% 0.042582
149 146 |Left 76 64 194] B 84% o
Westbound | 149 146 |Thru 532 570] 200] B 107%
149 146 |Right 261 225 192] B 86%
JOVERALL 869 859 19.7] B 99% 0.27751
Intersection Total 2241 2221 211 € 99% 0.781723
152 150 |Left 209 220 31.8] € 105%
Northbound| 152 150 |Thru 694 682 27 ¢ 98%
152 150 |Right 94 88 44] A 94%
JOVERALL 997 990 231 C 99% 0.181223
151 150 |Left 43 49 491 D 114%
Southbound| 151 150 [Thru 224 217, 157] B 97%
Gravel Springs Rd @ 151 150 [Right 99 98 102 B 99%
SR 124 (OVERALL 366 364 18.7] B 99% 0.085436
(signalized) 149 150 |Left 115 115 220] € 100%
Eastbound | 149 150 [Thru 241 196 294] C 81% o
149 150 |Right 143 137, 55] A 96%
(OVERALL 499 448 202] C 90% 1.89671
163 150 |Left 7 98 174] B 127% o
Westbound | 153 150 |Thru 525 508 424] D 97%
163 150 |Right 89 87 151] B 98%
JOVERALL 691 693 35.4] D 100% 0.062092
Intersection Total 2553 2495 254] C 98% 2.225461
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with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh)| LOS Percent (Within 15%) | Statistic Link Intersection
130 135 |Left 67 79 121.8] F 118% o
Northbound| 130 135 |Thru 1709 1684 22| C 99%
130 135 |Right 34 39 68] A 115%
OVERALL 1810 1802 263] C 100% 0.153647
142 135 |Left 570 544 942| F 95%
Southbound| 142 135 |Thru 2581 2508 19.7] B 97%
142 135 |Right 84 85 13.8] B 101%
SR 20 @ Gravel Springs Rd OVERALL 3235 3137 324] C 97% 1.413993
(signalized) 141 135 |Left 273 266 460] D 97%
Eastbound | 141 135 |Thru 58 55 46.3] D 95%
141 135 |Right 34 43 416] D 126% o
OVERALL 365 364 455] D 100% 0.042757
136 135 |Left 134 140 41.1] D 104%
Westbound | 136 135 |Thru 30 32 519] D 107%
136 135 |Right 412 403 224] C 98%
OVERALL 576 575 286] C 100% 0.034031
Intersection Total 5986 5878 310] € 98% 1.644428
82 130 |Left 24 19 237] C 79% o
Northbound| 82 130 |Thru 1748 1743 30] A 100%
82 130 |Right 75 72 33] A 96%
OVERALL 1847 1834, 32] A 99% 0.247272
135 130 |Left 119 114 397] D 96%
Southbound| 135 130 |Thru 2615 2539 146] B 97%
135 130 |Right 15 26 18.2] B 173% o
SR 20 @ Woodward Crossing OVERALL 2749 2679 15.7] B 97% 1.094753
(signalized) 140 130 |Left 8 11 50.2] D 138% o
Eastbound | 140 130 |Thru 6 8 413] D 133% o
140 130 |Right 8 2] 12.0] B 25% o
OVERALL 22 21 43.1] D 95% 0.175412
131 130 |Left 48 52 56.5] E 108%
Westbound | 131 130 |Thru 7 7 49.7] D 100%
131 130 |Right 54 49 211] C 91%
OVERALL 109 108, 40.0) D 99% 0.078326
Intersection Total 4727 4642 115] B 98% 1.595762
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM| (Sec/Veh)| LOS Percent (Wi 15%) Intersection
123 82 |Left 99 99 281] C 100%
Northbound| 123 82 [Thru 1676 1653 303] € 99%
123 82 |Right 122 126 75] A 103%
JOVERALL 1897 1878 286] C 99% 0.35678
130 82 |Left 105 109 558] E 104%
Southbound| 130 82 |[Thru 2555 2483 109] B 97%
130 82 [Right 11 0 00] A 0%
ISR 20 @ Mall Grand Lane JOVERALL 2671 2592 12.8] B 97% 1.254284
(signalized) 139 82 |Left 60 52 265] C 87%
Eastbound | 139 82 |[Thru 16 21 406] D 131%
139 82 |Right 40 43 13.5] B 108%
(OVERALL 116 116 243] C 100%
132 82 |Left 143 126 55.3] E 88%
Westbound | 132 82 [Thru 6 5 66.0] E 83%
132 82 |Right 111 126 15.3] B 114%
|OVERALL 260 257, 359] D 99% 0.152204
Intersection Total 4944 4843 205] C 98% 1.763268
26 123 |Left 85 75 374] D 88%
Northbound| 26 123 [Thru 1820 1815 86] A 100%
26 123 [Right 136 150 44] A 110%
JOVERALL 2041 2040 94| A 100% 0.018075
82 123 |Left 92 7 708] E 84%
Southbound| 82 123 [Thru 2588 2469 36.3] D 95%
82 123 |Right 60 42 309] € 70%
SR 20 @ Plains Ct Way JOVERALL 2738 2588 37.3] D 95% 2.362278
I(signalized) 138 123 |Left 33 32 285] C 97%
Eastbound | 138 123 |Thru 7 4 15.0] B 57%
138 123 [Right 47 49 17.6] B 104%
(OVERALL 87 85 216] C 98% 0.17575
134 123 |Left 146 155 5401 D 106%
Westbound | 134 123 |Thru 19 13 38.8] D 68%
134 123 [Right 44 40 13.7] B 91%
|OVERALL 209 208, 453] D 100% 0.056523
Intersection Total 5075 4921 258] C 97%
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B_| Movement [PMPK [CORSIM](Sec/Veh)| LOS Percent (Within 15%) Tntersection

117 | 26 [Let 516 520 108.0] 101%
Northbound | 117 | 26 [Thra 1898 1919 220] C 101%
117 | 26 [Right 516 562] 67 A 109%

[OVERALL 2030] 3001 340] C 7102% 1.066675
123 | 26 [Lert 53 76 531] D 2%
Southbound| 123 | 26 |[Thru 2551|2400 376 D 94%
123 | 26 [Right 145 132 455 D 91%

SR 20 @ Mall of GA Bivd OVERALL 2779|2617 385 D 94% 2.533881
(signalized) 137 | 26 |Lett 119 705 523 D 88%
Eastoound [ 137 | 26 [Thru 109 110 404] D 101%
137 | 26 [Right 461 472 337 C 102%

[OVERALL 689 687 376] D 700% 0.062242
133 | 26 [Lert 665 654 51.7] D 98%
Westbound | 133 | 26 [Thru 31 145 296] € T11%
133 | 26 [Right 24 25 124] B 104%

OVERALL 320 324] 66| D 700% 0.113961
Tntersection Total 7218|7120 375] D 59%
10 18 |Left 157 134]  1290] F 85%
Northbound | 10 18 [Thru 2428|2403 60 A 99%

OVERALL 2585 2537 125 B 95% 0.773239
20 T8 |Thru 3325|3197 00| A 6%
Southbound| 20 18 [Right 78 79 63 A 101%

SR 20 @ Preston Hills Apts OVERALL 3503] 3376 98| A 96% 1.762699
(signalized) T80 | 18 [Let 166 172 558] E T04%
Eastoound [ 180 | 18 |Right 1 37 185 B 90%

[OVERALL 207 209 92| D 101% 0.113319

Tnfersection Total 6295 6122 23] B 97% 2649256
9 10 [Lett 86 73 524] D 85%
Northbound | 9 10 [Thra 2127 2076 146] B 98%
9 10 |Right 52 55 21| A 106%

OVERALL 2265 2204 56| B 97% 1.051255
8 0 |ett 312 285 634] E 91%
Southbound| 18 10 [Thru 2000 2791 298] € 96%
18 10 [Right 145 145 79| B 700%

SR 20 @ Rock Springs Rd OVERALL 3366|3221 321] C 96% 2.055446
(signalized) 3 0 |Left 244 722 513 D 95%
Eastbound [ 13 10 [Thra 70 ) 356] D 120%
13 10 [Right 106 113 193] B 107%
[OVERALL 620 619 34| D 700%
27 0 |ett 2 35 30.7]_C 33%
Westbound | 27 10 [Thru 133 129 478| D 7%
27 10 [Right 179 71 148 B 96%
OVERALL 354 335] 202| € 95%
Tntersection Total 6605 6370 273] C 97%
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with improvements

CORSIM Nodes

Future Volumes

‘GEH Criteria

Percent CORSIM of Count
Criteria

A B PMPK |CORSIM LOS Pe it
17 9 Left 153 127 893] F 83%
Northbound 17 9 [Thru 1913 1887 16] A 99%
[OVERALL 2066 2014 71 A 97%
Southbound 10 9 [Thru 2711 2577 164] B 95%
10 9 Right 346 333 371 A 96%
SR 20 @ Tech Ctr Pkwy [OVERALL 3057 2910 150] B 95%
(signalized) " 9 Left 352 331 487] D 94%
Eastbound 1" 9 Right 106 96 420 D 91%
[OVERALL 458 427 472 D 93%
Intersection Total 5581 5351 146] B 96%
[SR 20 @ Driveway C Eastbound 175 69 |Right 90 90 110] B 100%
(un-signalized) [OVERALL 90 90 110] B 100%
Intersection Total 90 90 11.0] B 100%
16 72 |Left 428 409 335] C 96%
Northbound 16 72 |Thru 1641 1613 71 A 98%
[OVERALL 2069 2022 124] B 98%
SR 20 @ Driveway B Southbound | 69 2 hru 2229 2138 134] B 96%
(signalized) 69 72 |Right 543 499 92| A 92%
[OVERALL 2772 2637 126] B 95%
178 72 |Left 436 406 488] D 93%
Eastbound 178 72 JRight 268 295 192] B 110%
[OVERALL 704 701 363] D 100%
Intersection Total 5545 5360 156] B 97%
SR 20 @ Driveway A Eastbound 179 16 |Right 82 82 120 B 100%
(un-signalized) [OVERALL 82 82 120] B 100%
Intersection Total 82 82 120] B 100%
15 5 Left 267 268 509] D 100%
Northbound 15 5 [Thru 1463 1477 467 D 101%
15 5 Right 55 61 313] C 111%
[OVERALL 1785 1806 46.8] D 101%
16 5 Left 533 526 50.6] D 99%
Southbound 16 5 [Thru 1589 1613 167] B 102%
16 5 Right 268 243 6.0] A 91%
SR 20 @ Old Peachtree Rd [OVERALL 2390 2382 231] C 100%
(signalized) 176 5 Left 250 246 497] D 98%
Eastbound 176 5 [Thru 605 603] 523] D 100%
176 5 Right 179 173 238] € 97%
[OVERALL 1034 1022 469] D 99%
6 5 Left 46 48] 335] C 104%
‘Westbound 6 5 [Thru 265 240 400 D 91%
6 5 Right 356 344 16.5] B 97%
[OVERALL 667 632 267] C 95%
Intersection Total 5876 5842 350] C 99%

GEH Criteria (GEH < 5)

005N S

Lo
YES
0

1.116327
G0
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Percent CORSIM of Count

GEH Criteria

CORSIM Nodes Future Volumes Delay
Intersection Approach A B Movement | PM PK |CORSIM|(Sec/Veh)| LOS Percent
67 15 |Left 12 13 678] E 108%
Northbound| 67 16 |Thru 1776 1736 336] C 98%
OVERALL 1788 1749 339] C 98%
ISR 20 @ Azalea Dr NE Southbound 5 15 |Thru 1697 1700 42| A 100%
(signalized) 5 15  |Right 115 97 30| A 84%
OVERALL 1812 1797 41] A 99%
160 15 |Left 100 101 264] C 101%
Eastbound | 160 15 |Right 6 4 315] C 67%
OVERALL 106 105 26.6] C 99%
Intersection Total 3706 3651 19.0] B 99%
Southbound 15 67 |Left 79 99 16.9] € 125%
ISR 20 @ Bentbrooke Trail OVERALL 79 99 16.9] C 125%
(un-signalized) 161 67 |Left 27 26 383] E 96%
Westbound | 161 67 |Right 44 43 158] C 98%
OVERALL 71 69 243] C 97%
Intersection Total 150 168 199] C 112%
162 163 |Left 108 125 156] B 116%
Northbound] 162 163 |Thru 1627 1648 14.8] B 101%
162 163 |Right 13 17 92] A 131%
OVERALL 1748 1790 14.8] B 102%
67 163 |Left 235 222 256] C 94%
Southbound| 67 163 |Thru 1384 1365 148] B 99%
67 163 |Right 32 28 10.5] B 88%
ISR 20 @ Azalea Dr NE OVERALL 1651 1615) 16.2] B 98%
(signalized) 164 163 |Left 27 24 27.8] € 89%
Eastbound | 164 163 |Thru 43 36 215] C 84%
164 163 |Right 98 107 11.3] B 109%
OVERALL 168 167 158] B 99%
165 163 |Left 5 3 28.0] ¢ 60%
Westbound | 165 163 |Thru 18 19 259] € 106%
165 163 |Right 133 133 99| A 100%
OVERALL 156 155 122] B 99%
Intersection Total 3723 3727 154] B 100%

Criteria
(Within 15%)

GEH
Statistic

Criteria (GEH < 5)

Link

Intersection

0.755822

0.288115

0.07943
1.123368

1.764324

0.194717
1.959041

0.81696

0.726051

0.063057

0.065442
1.67151
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Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes | Delay Criteria Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK |CORSIM] (Sec/Veh)] LOS Percent
166 162 |Left 82 80 323] € 98%
Northbound] 166 162 |Thru 1554 1559 344] C 100%
166 162 |Right 88 74 19.5] B 84%
JOVERALL 1724/ 1713 33.7] C 99% 0.216541
163 162 |Left 270 289 61.8] E 107%
Southbound] 163 162 |Thru 1135 1076 374] D 95%
163 162 |Right 39 55 177] B 141%
SR 20 @ Ridge/Russell Rd JOVERALL 1444 1420, 41.6] D 98% 0.517116
(signalized) 167 162 |Left 204 202 337] ¢ 99%
Eastbound | 167 162 |Thru 261 265 30.8] € 102%
167 162 |Right 64 62 13.7] B 97%
(OVERALL 529 529 299] C 100%
168 162 |-Left 83 88 466] D 106%
Westbound| 168 162 |Thru 135 147, 446] D 109%
168 162 |Right 108, 90 16.3] B 83%
JOVERALL 326 325 37.3] D 100%
Intersection Total 4023 3987 36.3] D 99%
30 13 |Left 50 40 86| A 80%
Northbound] 30 13 |Right 108, 107, 6.4] A 99%
Rock Springs @ Tech Ctr Dr |OVERALL 158, 147, 23] A 93%
(un-signalized) Westbound 10 13 |Left 29 21 26] A 2%
JOVERALL 29 21 26] A 72%
Intersection Total 187| 168| 24] A 90%
183 171 |Left 23 31 64| A 135%
Northbound] 183 171 |Right 92 83 51 A 90%
[Rock Springs @ Access G JOVERALL 115 114 1.7] A 99%
(un-signalized) Westbound 13 171 |Left 20 21 20] A 105%
JOVERALL 20 21 20] A 105%
Tntersection Total 135] 135] 18] A 100% [01st071) |
170 169 |Left 2 3 80| A 150%
Northbound] 170 169 |Right 5 3 6.0] A 60%
Rock Springs @ Access H JOVERALL 7 6| 401 A 86% 0.316228 A\
(un-signalized) Westbound] 171 169 |Left 8 10 18] A 125%
JOVERALL 8 10 18] A 125% 0.5547 YES
Intersection Total 15 16 26] A 107% | 05547 | ]
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Brand Properties
Build PM Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay iteri; GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM] (Sec/Veh)] LOS Percent ithil Statistic Intersection
7 11 |Left 37 39 88| A 105%
Northbound| 77 11 |Thru 23] 23] 3471 D 100%
7 11 |Right 86 83| 43] A 97%
OVERALL 146 145 103 B 99% 0.067651
[Tech Ctr Pkwy @ 12 11 |Left 38 41 98] A 108%
[Tech Ctr Dr/Access E Southbound 12 11 [Thru 0 1) 00] A 0%
|(un-signalized) 12 11 |Right 41 46 6.0] A 112%
OVERALL 79, 87| 78] A 110%
Eastbound| 41 11 |Left 40 40| 15] A 100% b
OVERALL 40 40 15 A 100% [0 RE
Westbound 9 11 |Left 228 202 31] A 89% b
OVERALL 228] 202] 31 A 89% YES
Intersection Total 493] 474] 61] A 96%
181 41 |Left 0 0 0.0] A 0%
Northbound] 181 41 [Thru 0 0 0.0] A 0%
181 41  |Right 0 0 0.0] A 0%
OVERALL 0 0 0.0] A 0% #DIV/O! | #DIV/O!
[Tech Ctr Pkwy @ 174 41 |Left 99 100 49] A 101%
JAccess I/Parking Lot Southbound 174 41 |Thru 0 0 0.0] A 0%
|(un-signalized) 174 41  |Right 23] 21 29] A 91%
OVERALL 122 121 45] A 99% YES
Eastbound| 14 41 |Left 34 28 1.1 A 82% b
OVERALL 34 28 1.1] A 82% YES
Westbound| 11 41 |Left 133 124] 20] A 93% B
OVERALL 133 124 20] A 93% YES
Intersection Total 289 273 3.0] A 94% [ 1510529] |
Northbound] 12 172 |Left 17] 11 05] A 65%
[Tech Center Drive @ OVERALL 17| 11 0.5] A 65% 1.264911
Driveway F 173 172 |Left 91 73] 23] A 80%
(un-signalized) Westbound| 173 172 |Right 48| 63 18] A 137%
OVERALL 137 136 12] A 99%
Intersection Total 154 147| 12] A 95% [ 1.334754 [ g
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Brand Properties
Build PM Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count

GEH Criteria

CORSIM Nodes Future Volumes Delay Criteria
Intersection Approach A B Movement | PM PK |CORSIM](Sec/Veh)| LOS Percent (Wi
158 156 |Left 1 0 0.0] A 0%

Northbound | 158 156 |Thru 24 32 212] ¢ 133%
158 156 |Right 1271 1264 33| D 99%
[OVERALL 1296 1296 349] C 100%
157 156 |Left 62 48 220] ¢ 7%
Southbound| 157 156 |Thru 75 87 251] ¢ 116%
Old Peachtree @ 157 156 |Right 6 8 53] A 133%
Horizon Drive [OVERALL 143 143 230] € 100%
(signalized) 159 156 |Left 1 1 0.0] A 100%
Eastbound 159 156 |Thru 191 187 237] ¢ 98%
159 156 |Right 2 5 24| A 250%
[OVERALL 194 193 231] € 99%
155 156 |Left 574 539 152] B 94%
Westbound 155 156 |Thru 103 115 134| B 112%
155 156 |Right 14 10 36| A 1%
[OVERALL 691 664 14.7] B 96%
Intersection Total 2324 2296 273] € 99%
154 40 [Lett 200 211 442] D 106%
Northbound | 154 40 [Rignt 493 481 253] C 98%
(OVERALL 693 692 31.1] C 100%
Old Peachtree @ Eastbound 155 40 |Thru 1236 1223 174] B 99%
Collins Hill 155 40 |Right 289 280 88| A 97%
(signalized) [OVERALL 1525 1503 15.8] B 99%
32 40 |Left 342 297 404] D 87%
Westbound 32 40 |Thru 390 357 32| A 92%
(OVERALL 732 654 20.1] B 89%
Intersection Total 2950 2849 205] C 97%
33 31 |Left 25 30 452] D 120%
Southbound 33 31 |Right 309 291 12| B 94%
(OVERALL 334 321 144] B 96%
Old Peachtree @ Eastbound 32 31 |Left 570 567 83| A 99%
Rock Springs (west SR 20) 32 31 |Thru 1350 1323 15] A 98%
(signalized) [OVERALL 1920 1890 3.5] A 98%
1 31 |Thru 511 470 28] A 92%
Westbound 1 31 |Right 54 59 3.1] A 109%
(OVERALL 565 529 28] A 94%
Intersection Total 2819 2740 47] A 97%

0.058671

0.844162
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Brand Properties
Build PM Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | PM PK | CORSIM| (Sec/Veh)| LOS Percent | (Within 15%) | Statistic Link Intersection
14 2 Left 60 47 14.8| B 78%
Southbound 14 2 Right 121 104 6.8] A 86%
Old Peachtree @ OVERALL 181 151 46] A 83%
Tech Ctr Pkwy Eastbound 80 2 Left 230 211 42| A 92%
(un-signalized) OVERALL 230 211 42] A 92%
Intersection Total 411 362 44] A 88% 1.037307
182 4 Left 0 0 0.0] A 0%
Southbound 182 4 Right 0 0 00] A 0%
Old Peachtree @ OVERALL 0 0 0.0] A 0% #DIV/0! | #DIV/O!
[Church (stadium parking) Eastbound 3 4 Left 42 42 53] A 100%
(un-signalized) OVERALL 42 42 53] A 100% 0
Intersection Total 42 42 53] A 100%
184 176 |Left 73] 76 06] A 104%
Southbound 184 176 |Right 56 53] 14] A 95%
Old Peachtree @ OVERALL 129 129 04] A 100%
|Driveway J Eastbound 4 176 |Left 71 56 74] A 79%
(un-signalized) OVERALL 71 56 74] A 79%
Intersection Total 200] 185] 25] A 93% 1.507557
144 145 |Left 208 187 242| C 90%
Southbound 144 145 |Right 11 12 70| A 109%
OVERALL 219 199| 23.1] C 91% 1.120664
Old Peachtree @ Eastbound 8 145 |Left 31 24 218] C 7%
JRock Springs (east SR 20) 8 145 |Thru 1013 967 15.5] B 95%
(signalized) OVERALL 1044 991 15.7] B 95% 1.350784
146 145 |Thru 559 536 93] A 96%
Westbound| 146 145 |Right 134] 125] 88| A 93%
OVERALL 693 661 92| A 95% l
Intersection Total 1956 1851 142] B 95%





image263.png
Brand Properties
Build PM Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria Criteria (GEH < 5]
Intersection Approach A B Movement | PM PK |CORSIM| (Sec/Veh)| LOS Percent Intersection
147 146 |Left 29 32 326] C 110%
Northbound] 147 146 |Thru 324 327] 152] B 101%
147 146 |Right 79 75 16.6] B 95%
OVERALL 432 434, 16.7] B 100% 0.078507
145 146 |Left 301 259 446] D 86%
Southbound| 145 146 |Thru 755 762] 282| C 101%
Old Peachtree @ 145 146 |Right 59 45 284] C 76%
SR 124 OVERALL 1115, 1068 322|] C 96% 1.207028
|(signalized) 148 146 |Left 7 73 49.8] D 95%
Eastbound | 148 146 |Thru 617 622 27| C 101%
148 146 |Right 62 54 233] C 87%
OVERALL 756 749 254] C 99% 0.208191
149 146 |Left 98 85 67.3] E 87%
Westbound | 149 146 |Thru 340 364 36.0] D 107%
149 146 |Right 291 269 343] C 92%
OVERALL 729 718 39.1] D 98% 0.333486
Intersection Total 3032 2967 299] C 98% 1.827213
152 150 |Left 201 206 255] C 102%
Northbound] 152 180 |Thru 326 334 274] C 102%
152 150 |Right 74 60 68] A 81%
OVERALL 601 600 247] C 100% 0.033315
151 150 |Left 118 115 19.5] B 97%
Southbound| 151 180 |Thru 518 503 268] C 97%
Gravel Springs Rd @ 151 150 |Right 140 156 206] C 111%
SR 124 OVERALL 776 774 245] C 100% 0.058646
|(signalized) 149 150 |Left 165 170 425] D 103%
Eastbound | 149 180 |Thru 517 473 306] C 91%
149 150 |Right 267 247, 11.4] B 93%
OVERALL 949 890 275] C 94% 1.580231
1563 150 |Left 234 256 295] C 109%
Westbound | 153 180 |Thru 479 455 38.0] D 95%
163 150 |Right 53 58 82| A 109%
OVERALL 766 769 329] C 100% 0.088446
Intersection Total 3092 3033] 275] C 98% | 1.760638 i
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A-1 Old Peachtree Rd to Lawrenceville-Suwanee Rd 8L-0 D 131,300             0 131,300             20.0% 5,223                   4.0% no

A-2 Lawrenceville-Suwanee Rd to I-985 8L-0 D 131,300             0 131,300             20.0% 5,223                   4.0% no

A-3 I-985 to SR 20 4L-0 D 62,600               0 62,600               20.0% 5,223                   8.3% yes

A-4 SR 20 to Hamilton Mill Rd 4L-0 D 62,600               0 62,600               8.0% 2,089                   3.3% no

B-1 south of SR 316 4L-2 D 32,500               1,625                 32,500               8.0% 2,089                   6.4% no

B-2 SR 316 to Braselton Hwy 4L-2 D 32,500               1,625                 32,500               14.0% 3,656                   11.2% yes

B-3 Braselton Hwy to Ridge Rd  4L-1 D 35,000               1,750                 35,000               14.0% 3,656                   10.4% yes

B-4 Ridge Rd to Old Peachtree Rd 4L-1 D 35,000               1,750                 35,000               17.0% 4,440                   12.7% yes

B-5 Old Peachtree Rd to I-85 4L-1 D 35,000               1,750                 35,000               45.0% 11,752                 33.6% yes

B-6 I-85 to Gravel Springs Rd 6L-4 D 48,900               2,445                 48,900               17.0% 4,440                   9.1% yes

C-1 east of SR 20 4L-2 D 32,500               1,625                 32,500               4.0% 1,045                   3.2% no

C-2 between SR 20 and Collins Hill Rd 4L-2 D 32,500               1,625                 32,500               5.0% 1,306                   4.0% no

C-3 west of Collins Hill Rd 4L-2 D 32,500               1,625                 32,500               8.0% 2,089                   6.4% no

D-1 between SR 20 and Ridge Rd 2L-1 D 16,600               830                    17,430               1.0% 261                      1.5% no

D-2 between Ridge Rd and Old Peachtree Rd 2L-1 D 16,600               830                    17,430               4.0% 1,045                   6.0% no

D-3 between Old Peachtree Rd and SR 324 2L-1 D 16,600               830                    17,430               8.0% 2,089                   12.0% yes

D-4 north of Gravel Springs Rd 2L-1 D 16,600               830                    17,430               3.0% 783                      4.5% no

E-1 between Horizon Drive and I-85 4L-4 D 32,500               1,625                 32,500               8.0% 2,089                   6.4% no

E-2 between I-85 and Satellite Blvd 4L-4 D 32,500               1,625                 32,500               12.0% 3,134                   9.6% yes

E-3 north of Satellite Blvd 4L-4 D 32,500               1,625                 32,500               4.0% 1,045                   3.2% no

F-1 Old Peachtree Rd to SR 20 2L-1 D 10,900               545                    11,445               2.0% 522                      4.6% no

F-2 SR 20 to Old Peachtree Rd 2L-1 D 10,900               545                    11,445               8.0% 2,089                   18.3% yes

G-1 south of SR 124 2L-1 D 10,900               545                    11,445               3.0% 783                      6.8% no

G-2 SR 124 to Rock Springs Rd 2L-1 D 10,900               545                    11,445               15.0% 3,917                   34.2% yes

G-3 Rock Springs Rd to SR 20 2L-1 D 10,900               545                    11,445               13.0% 3,395                   29.7% yes

G-4 SR 20 to Rock Springs Rd 2L-1 D 10,900               545                    11,445               15.0% 3,917                   34.2% yes

G-5 Rock Springs Rd to Collins Hill Rd 2L-1 D 10,900               545                    11,445               18.0% 4,701                   41.1% yes

G-6 Collins Hill Rd to Horizon Dr 2L-1 D 10,900               545                    11,445               10.0% 2,612                   22.8% yes

G-7 Horizon Dr to Horizon Dr 2L-1 D 10,900               545                    11,445               1.0% 261                      2.3% no

Horizon Dr

H-1 Old Peachtree Rd to Lawrenceville Suwanee Rd 4L-1 D 23,800               1,190                 23,800               7.0% 1,828                   7.7% yes

Tech Center Pkwy

I-1 SR 20 to Old Peachtree Rd 2L-1 D 10,900               545                    11,445               8.0% 2,089                   18.3% yes

Tech Center Dr

J-1 Tech Center Pkwy to Rock Springs Rd 2L-0 D 14,600               730                    15,330               10.0% 2,612                   17.0% yes

K-1 south of Old Peachtree Rd 2L-1 D 10,900               545                    11,445               7.0% 1,828                   16.0% yes

K-2 south of SR 316 2L-1 D 10,900               545                    11,445               2.0% 522                      4.6% no

L-1 east of SR 20 2L-1 D 10,900               545                    11,445               2.0% 522                      4.6% no

L-2 west of SR 20 2L-1 D 10,900               545                    11,445               2.0% 522                      4.6% no

Note:  Shaded rows indicate an impact of greater than 7%.

State Route 20

Collins Hill Rd

Rock Springs Rd

State Route 316

Table 3

Presumptive Impact/Significance Threshold

Interstate 85

State Facilities

SR 124

Old Peachtree Rd

Lawrenceville Suwanee Rd

Ridge Rd/Russell Rd

Non-State Facilities
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Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM| (Sec/Veh)| LOS Percent | (Within 15%) Statistic Link Intersection
130 135  |Left 144 134 1329] F 93%
Northbound] 130 135 |Thru 1303 1367 285| C 105%
130 135 |Right 70 90| 54] A 129%
OVERALL 1517 1591 36.0] D 105% 1.538831
142 135  |Left 304 284 36.3] D 93%
Southbound| 142 135 |Thru 2562 2554 201] B 100%
142 135 |Right 111 112 13.7] B 101%
SR 20 @ Gravel Springs Rd OVERALL 2977 2950, 214] C 99% 0.404656
(signalized) 141 135  |Left 226 220 554] E 97%
Eastbound | 141 135 |Thru 90 87| 42.8] D 97%
141 135 |Right 72 83| 437] D 115%
OVERALL 388 390 50.1] D 101% 0.082832
136 135 |Left 185 202 372 D 109%
Westbound | 136 135 |Thru 105 117, 407] D 111%
136 135 |Right 425 399 17.2] B 94%
OVERALL 715 718 26.7] C 100% 0.091542
Intersection Total 5597 5649 282] C 101% 2.11786
82 130 |Left 70 62 589] E 89%
Northbound| 82 130 [Thru 1208 1278 225] C 106%
82 130 |Right 285 301 78] A 106%
OVERALL 1561 1641 212 C 105% 1.639324
135 130 |Left 544 523 440] D 96%
Southbound| 135 130 [Thru 2239 2325 143] B 104%
135 130 |Right 36 32] 16.9] B 89%
SR 20 @ Woodward Crossing OVERALL 2819 2880 19.8] B 102% 0.934708
(signalized) 140 130 |Left 32 36| 335] C 113%
Eastbound | 140 130 [Thru 25 23 59.0] E 92%
140 130 |Right 30 27, 127] B 90%
OVERALL 87 86| 33.8] C 99% 0.087706
131 130 |Left 307 295 47.8] D 96%
Westbound | 131 130 [Thru 40 37| 370l D 93%
131 130 |Right 279 294 159] B 105%
OVERALL 626 626 321] C 100%
Intersection Total 5093 5233 219] C 103% [ 2661738} ]





image265.png
Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Critel GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM| (Sec/Veh)| LOS Percent 15%) Statistic Link Intersection
123 82 |Left 74 80 329] € 108%
Northbound| 123 82 |Thru 1367 1442 69] A 105%
123 82 |Right 125 137, 53] A 110%
OVERALL 1566 1659 8.0] A 106% 1.900137
130 82 |Left 295 271 56.2] E 92%
Southbound| 130 82 |Thru 2275 2362 171] B 104%
130 82 |Right 6 0 00| A 0% o
SR 20 @ Mall Grand Lane OVERALL 2576 2633 211 C 102% 0.913609
(signalized) 139 82 |Left 62 55 455 D 89%
Eastbound | 139 82 |Thru 18 20 540] D 111%
139 82 |Right 50 54 82| A 108%
OVERALL 130 129 312] C 99% 0.071703
132 82 |Left 190 171 507] D 90%
Westbound | 132 82 |Thru 13 12 425 D 92%
132 82 |Right 132 153 106] B 116% o
OVERALL 335 336 321] C 100% 0.044588
Intersection Total 4607 4757 176] B 103% 2.930037
26 123 |Left 171 152 333] C 89%
Northbound| 26 123 |Thru 1466 1597| 242] C 109%
26 123 |Right 395 418 109] B 106%
OVERALL 2032 2167 223 C 107% 2.418633
82 123 |Left 135 114 438 D 84% o
Southbound| 82 123 |Thru 2278 2312 46.1] D 101%
82 123 |Right 102 110 46.2] D 108%
SR 20 @ Plains Ct Way OVERALL 2515 2536 46.0] D 101% 0.34143
(signalized) 138 123 |Left 22 21 346] C 95%
Eastbound | 138 123 |Thru 20 18 493 D 90%
138 123 |Right 38 39 16.2] B 103%
OVERALL 80 78 28.8] C 98% 0.18334
134 123 |Left 183 189 36.6] D 103%
Westbound | 134 123 |Thru 30 24 430 D 80% o
134 123 |Right 78 75 14.4] B 96%
OVERALL 291 288) 31.3] C 99% 0.143839
Intersection Total 4918 5069 348] C 103% 3.087241
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Brand Properties
Build Saturday Peak Hour Intersection Level of Service

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach | A B Movement | SATPK[CORSIM] (SeciVeh)] Los Percent Statistic [ Link Tntersection
117 | 26 JLeft 500 550]  1133] F 108%
Northbound | 117 | 26 [Thru 1723|1865 319 € 108%
117 | 26 |Right 427 484 58] A 113%
[OVERALL 2650] 2899 35] D 7109% 3.744291
123 | 26 |Lert 126 120 610] E 95%
Southbound| 123 | 26 [Thru 2054 2043 513] D 99%
123 | 26 |Right 319 340 557] E 107%
SR 20 @ Mall of GA Bivd OVERALL 2499|2503 524] D 700% 0.065315
(signalized) 137 | 26 |Lert 252 245 32| D 97%
Eastoound | 137 | 26 [Thu 216 213 455] D 99%
137 | 26 |Right 502 511 266] C 7102%
[OVERALL 970 969 350] C 700% 0.026221
133 | 26 |Lert 578 561 500] D 97%
Westbound | 133 | 26 [Thru 157 162 31| D 103%
133 | 26 |Right 57 [ 135 B 119%
[OVERALL 792 791 55| D 700% 0.029019
Tntersection Total 6020] 7162 757] D 103%
10 18 |Left 112 98 637] E 88%
Northbound | 10 18 |Thru 2649 2626 22| A 99%
OVERALL 2761 2724 64| A 99%
20 T8 [Thru 3167 2080 2 54%
Southbound| 20 18 |Right 202 199 54 A 99%
SR 20 @ Preston Hills Apts OVERALL 3360] 3185 69| A 95%
(signalized) T80 T8 [en 795 203 593] E 104%
Eastbound | 180 18 |Right 5 40 120 B 89%
OVERALL 240 243 515] D 7101%
Tntersection Total 6370|6152 EX ) 97%
9 10 |Left 91 83 672] E 91%
Northbound | 9 10 |Thru 2283|2243 97| B 98%
9 10 |Right 24 24 25| A 100%
[OVERALL 2398|2350 212] C 98% 0.803017
8 0 |Left 56 758 389] D T01%
Southbound| 18 10 |Thru 2735 2600 82| B 95%
18 10 |Right 211 235 10| B T11%
SR 20 @ Rock Springs Rd [OVERALL 3102] 2093 57| B 96% 1.607379
(signalized) 3 0 |Left 336 327] 616] E 97%
Eastbound | 13 10 |Thru 38 30 316| C 79%
13 10 |Right 99 16 204] € T17%
[OVERALL a73 473 296] D 700%
27 0 |Left 77 36 355] D 52%
Westbound | 27 10 |Thru 36 3 396] D 119%
27 10 |Right 222 224 43| B 101%
[OVERALL 302 303] 204] C 700% 0.046958
Tnfersection Tofal 6275|6110 22| © 98% 2457355 |
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Build Saturday Peak Hour Intersection Level of Service

Brand Properties

with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach [ A B | Movement [SATPKJCORSIM]|(Sec/Veh)| LOS Percent i Tink Tnfersection
17 9 |Left 202 214 209] C 106%
Northbound [ 17 9 [t 2157 2136 18] B 99%
OVERALL 2350 2350 34| B 7100% 0.151394
Southbound| 10 5 [thru 2507|2332 20| B 93%
10 9 [Rioht 371 374] 24| A 101%
SR 20 @ Tech Ctr Pkwy OVERALL 2878|2706 126] B 94% 2644217
(signalized) i T |cet 241 242 78| D T00%
Eastbound | 11 9 [rioht 62 61 138 B 98%
OVERALL 303 303] 410| D 100%
Tnfersection Total 5540 5350 46| B 9% [zroser |
SR 20 @ Driveway C Eastbound | 175 | 60 [Right 102 102 96 A 100% n_
(un-signalized) [OVERALL 102 102 96| A 700% YES
Tfersection Total 702 702 96| A T00%
16 72 Lot 472 432 59.0] E 92%
Northbound [ 16 72 [Thru 1949|1985 69| A 102%
OVERALL 2421|2417 62| B 700% 0.066395
SR 20 @ Driveway B Southbound| 60 72 [Thru 1854 1762 57| € 56%
(signalized) 69 72 [Right 667 552] 98] B 83%
OVERALL 2521 2334 243] C 93% 3.079259
178 | 72 |Ler 210 363] 563] E 39%
Eastbound | 178 | 72 |Right 269 310] 03] B 115%
[OVERALL 679 673 351] D 99% 0.188283
Tnfersection Tofal 5621| 5424 221] C 96%
SR 20 @ Driveway A Eastbound | 179 | 16 |JRight 95 94 89] A 99%
(un-signalized) OVERALL 95 94 39| A 99% YES
Tntersection Total 55 57 59| A 59%
15 5 |Lett 236 229 520] D 97%
Northbound [ 15 5 [thru 1743|1714 204| € 98%
15 5 [Rioht 25 20 57 A 80%
OVERALL 2004] 1963 240] C 95% 0.75037
6 5 |Lent 364 359 734 E 99%
Southbound| 16 5 [thru 1433|1465 90[ A 102%
16 5 [Rioht 270 257 65| A 95%
SR 20 @ Old Peachtree Rd OVERALL 2067|2081 798| B 701% 0051144
(signalized) 76 5 |Lett 255 256 676] E T00%
Eastbound | 176 5 [thru 215 205 339] € 95%
176 5 [Rioht 105 99 53] B 94%
OVERALL 575 560 760] D 97% 0.512989
S I 50 62 85| D T03%
Westbound | 6 5 [thru 285 265 571 E 93%
6 5 [Rioht 423 12 46| B 7%
OVERALL 768 739 327] € 96% 0.859849
Tntersection Total 5414|5343 259] C 59%
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Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK |CORSIM| (Sec/Veh)| LOS Percent (Wi Statistic Link Intersection
67 15 |Lett 6 0 00 A 0%
Northbound | 67 15 [Thru 1846 1793 15| A 7%
OVERALL 1852 1793 15| A 97% 1.125393
SR 20 @ Azalea Dr NE Southbound| 5 [E 1476] 1505 23]_A 102%
(signalized) 5 15 [Right 65 66 5] A 102%
|[OVERALL 1541 1571 24] A 102% 0.62197 w
160 15 |Leht 95 96 36.0| D 101%
Eastbound | 160 15 |Right 4 3 18.0] B 75%
|[OVERALL 99 99 355 D 100%
Intersection Total 3492 3463 29] A 99% -
Southbound] 15 67 JLeft 60 73 13.8] B 122% I
SR 20 @ Bentbrooke Trail |OVERALL 60 73 138] B 122% 1.323365 IR
(un-signalized) 161 67 |Left 36 30 370] E 83% -
Westbound | 161 67 [Right 75 79 113 B 105%
|OVERALL 11 109 184] C 98% YES
Tntersection Total 71 182 165] C 106% 47883
162 | 163 |Let 84 98 16.8] B 117%
Northbound | 162 | 163 |Thru 1612 1589 45 A 99%
162 | 163 |Right 14 15 28] A 107%
|OVERALL 1710] 1702 52| A 100% 0.158083 [N
67 163 |Lett 73 77 38| B 105%
Southbound| 67 163 [Thru 1308 1207 19 A 99%
67 163 [Right 26 27 29| A 104%
SR 20 @ Azalea Dr NE |[OVERALL 1407|1401 26| A 100% 0130698 [IINT=CN
(signalized) 164 | 163 |Left 30 17 191] B 57%
Eastbound | 164 | 163 [Thru 16 12 18.0] B 75%
164 | 163 |Right 82 99 59| A 121%
|[OVERALL 128 128 88| A 100% | YES |
165 | 163 |Left 5 3 80| B 60%
Westbound | 165 | 163 [Thru 16 24 19.0] B 150%
165 | 163 |Right 107 100 89| A 93%
|OVERALL 128 127 11| B 99% 0.072263
Intersection Total 3373 3358 45] A 100% [0.361044 F ]





image269.png
Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes Delay Criteria
Intersection Approach A B Movement | SAT PK|CORSIM| (Sec/Veh)] LOS Percent

166 162 |Left 89 79 39.9] D 89%
Northbound| 166 162 [Thru 1319 1341 296] C 102%
166 162 |Right 80 62 109] B 78%

OVERALL 1488 1482] 204] C 100% 0.127086
163 162 |Left 159 152 49.7] D 96%
Southbound] 163 162 [Thru 985 1020 134] B 104%
163 162 |Right 159 140 6.1 A 88%

[SR 20 @ Ridge/Russell Rd OVERALL 1303, 1312] 16.8] B 101% 0.203341
(signalized) 167 162 |Left 183 190 333] € 104%
Eastbound | 167 162 [Thru 163 155 326] C 95%
167 162 |Right 40 41 85| A 103%
OVERALL 386 386 304] C 100%
168 162 |Left 146 167, 36.7] D 114%
Westbound| 168 162 |Thru 113 110 295] C 97%
168 162 |Right 154 136 12.4] B 88%
OVERALL 413, 413, 26.8] C 100%
Intersection Total 3590 3593] 246] C 100%
30 13 |Left 47 39| 108] B 83%
Northbound| 30 13  |Right 158, 149 6.5] A 94%
IRock Springs @ Tech Ctr Dr OVERALL 205, 188, 22] A 92%
(un-signalized) Westbound| 10 13 |Left 71 88| 25] A 124%
OVERALL 71 88| 25] A 124%
Intersection Total 276 276 23] A 100%

183 171 |Left 1 0 0.0] A 0%

Northbound| 183 171 |Right 5 5 24| A 100%

IRock Springs @ Access G OVERALL [ 5| 0.0] A 83% 0.342997
(un-signalized) Westbound| 13 171 |Left 11 13 18] A 118%

OVERALL 11 13 18] A 118% 0.478091
Intersection Total 17 18 13] A 106%
170 169 |Left 3 4 45| A 133%
Northbound| 170 169 |Right 5 4 135] B 80%
IRock Springs @ Access H OVERALL 8 8| 23] A 100%
(un-signalized) Westbound| 171 169 |Left 7 8 08| A 114%
OVERALL 7 8 08| A 114%
Intersection Total 15 16 15] A 107%





image270.png
Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes| Future Volumes | Delay Ci a GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK]CORSIM](Sec/Veh)] LOS Percent Statistic Link Intersection
7 11 |Left 47| 49| 14.4] B 104%
Northbound| 77 11 |Thru 146 142 139] B 97%
7 11 |Right 158 158, 35| A 100%
(OVERALL 351 349 93] A 99% 0.087246 -IE
Tech Ctr Pkwy @ 12 11 |Left 12 18] 16.3] C 150%
Tech Ctr Dr/Access E Southbound| 12 11 |Thru 84 92 133] B 110%
(un-signalized) 12 11 |Right 21 19 95| A 90%
|OVERALL 117 129 132] B 110%
Eastbound | 41 1 |Lert 34 32 28] A 1% ]
|OVERALL 34 32 28] A 94%
Westbound 9 11 |Left 331 341 28] A 103% Lo
|OVERALL 331 341 28] A 103% 0.446544
Intersection Total 833 851 7.0] A 102%
181 41 JLeft 0 0 0.0] A 0%
Northbound| 181 41 [Thru 0 0 0.0] A 0%
181 41 |Right 0 0 00] A 0%
|OVERALL 0 0 0.0] A 0% #DIV/O! [ #DIV/O!
Tech Ctr Pkwy @ 174 41 Left 8 6 8.0] A 75%
|Access I/Parking Lot Southbound| 174 41 [Thru 0 0 0.0] A 0%
(un-signalized) 174 41 [Right 9 11 16] A 122%
|OVERALL 17| 17| 39] A 100% YES
Eastbound 14 41 Left 11 9 20] A 82% b
|OVERALL ik 9 20 A 82% YES
Westbound| 11 T |LeRt 133 153 29| A T15% 0
|OVERALL 133 153 29 A 115% YES
Intersection Total 161 179] 3.0] A 111% [ 1.889778] ]
Northbound] 12 172 |Left 9 6 1.0 A 67% ]
Tech Center Drive @ |OVERALL 9 [ 1.0] A 67% 0.866025 YES
Driveway F 173 172 |Left 8 8 15] A 100%
(un-signalized) Westbound| 173 172 |Right 8 8 38| A 100%
|OVERALL 16| 16| 08] A 100% 0 YES
Intersection Total 25| 22 0.8] A 88% [ 0.866025] i ]





image271.png
Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK | CORSIM | (Sec/Veh)] LOS Percent (Within 15%) Statistic Link Intersection
158 156 |Left 2 0 0.0] A 0% o
Northbound | 158 156 |Thru 6 " 49| A 183% o
158 156 |Right 736 733 57] A 100%
OVERALL 744 744 57] A 100% 0
157 156 |Left 15 18 66.7] E 120% o]
Southbound| 157 156 |Thru 22 18 10.0] A 82% o
[Old Peachtree @ 157 156 |Right 1 2 60] A 200% o
[Horizon Drive OVERALL 38 38 36.6] D 100% 0
(signalized) 159 156 |Left 0 0 0.0] A 0% o
Eastbound 159 156 [Thru 102 100 287] C€ 98%
159 156 |Right 3 5 24| A 167% o
OVERALL 105 105 275] C 100% 0
155 156 |Left 690 649 378] D 94%
Westbound 155 156 |Thru 106 116 259] C 109%
155 156 |Right 14 16 16.1] B 114%
OVERALL 810 781 356] D 96% 0.836984
Intersection Total 1697 1668 218] € 98% 0.836984
154 40 |Let 286 281 436] D 98%
Northbound | 154 40 [Right 446 449 124] B 101%
OVERALL 732 730 256] C 100% 0.060385
[Old Peachtree @ Eastbound 155 40 |Thru 594 612 104] B 103%
|co||ins Hill 155 40 |Right 209 215 42| A 103%
(signalized) OVERALL 803 827 8.8] A 103% 0.688106
32 40 |Left 297 260 147] B 88%
Westbound 32 40 |Thru 498 493 40] A 99%
OVERALL 795 753 76] A 95% 1.227095
Intersection Total 2330 2310 137] B 99% 1.975585
33 31 |Lett 24 20 228] € 83% o)
Southbound 33 31 |Right 304 275 109] B 90%
OVERALL 328 295 11.7] B 90% 1.513348
[Old Peachtree @ Eastbound 32 31 |Left 314 312 16.7] B 99%
|Rock Springs (west SR 20) 32 31 |Thru 767 773 84] A 101%
(signalized) OVERALL 1081 1085 10.8] B 100% 0.099274
1 31 |Thru 528 503 46.0] D 95%
Westbound 1 31 |Right 53 55 374] D 104%
OVERALL 581 558 45.2] D 96% 0.784293
Intersection Total 1990 1938 208] C 97% 2.396915
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Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM|(Sec/Veh)| LOS Percent (Within 15%) Statistic Link Intersection
14 2 Left 50 60 140| B 120%
Southbound| 14 2 Right 116 99 75| A 85%
Old Peachtree @ OVERALL 166 159 53] A 96% 0.446758
Tech Ctr Pkwy Eastbound 80 2 Left 179 191 31] A 107%
(un-signalized) OVERALL 179 191 3.1 A 107% 0.724286
Intersection Total 345 350 41] A 101% 0.724286
182 4 Left 0 0 0.0] A 0%
Southbound| 182 4 Right 0 0 0.0] A 0%
Old Peachtree @ OVERALL 0 0 0.0] A 0% #DIV/0! #DIV/0!
Church (stadium parking) Eastbound 3 4 Left 42 36 47] A 86%
(un-signalized) OVERALL 42 36 471 A 86% 0.774597
Intersection Total 42 36 471 A 86%
184 176 |Left 51 47 08] A 92%
Southbound| 184 176 |Right 37 41 18] A 111%
Old Peachtree @ OVERALL 88 88 04] A 100%
Driveway J Eastbound 4 176 |Left 83 80 59] A 96%
(un-signalized) OVERALL 83 80 59] A 96% 0.270501
Intersection Total 171 168 30] A 98%
144 145 |Left 92 80 335] C 87%
Southbound| 144 145 |Right 15 21 74] A 140%
OVERALL 107 101 280] C 94% 0.478091
Old Peachtree @ Eastbound 8 145 |Left 15 12 85| A 80%
Rock Springs (east SR 20) 8 145 |Thru 474 499 47] A 105%
(signalized) OVERALL 489 511 48] A 104% 0.806288 hiﬁ
146 145 |Thru 634 571 40| A 90%
Westbound | 146 145 |Right 131 128 44] A 98%
OVERALL 765 699 4.1 A 91% 1.976987
Intersection Total 1361 1311 62] A 96%
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Brand Properties
Build Saturday Peak Hour Intersection Level of Service
with improvements

Percent CORSIM of Count GEH Criteria
CORSIM Nodes Future Volumes Delay Criteria GEH Criteria (GEH < 5)
Intersection Approach A B Movement | SAT PK|CORSIM|(Sec/Veh)| LOS Percent Statistic Link Intersection

147 146 |Left 25 28 16.5] B 112%
Northbound| 147 146 |Thru 272 272 104] B 100%
147 146 |Right 74 69 99] A 93%

OVERALL 371 369 10.7] B 99% 0.084857
145 146 |Left 225 211 264] C 94%
Southbound| 145 146 |Thru 211 214 172] B 101%
Old Peachtree @ 145 146 |Right 40 37 12.8] B 93%

SR 124 OVERALL 476 462 21.1] C 97% 0.526524
(signalized) 148 146 |Left 68 71 413] D 104%
Eastbound | 148 146 |Thru 434 434 122] B 100%
148 146 |Right 36 33 12.0] B 92%
OVERALL 538 538 16.0] B 100%
149 146 |Left 76 73 224] C 96%
Westbound | 149 146 |Thru 331 372] 211] C 112%
149 146 |Right 327 309 19.2] B 94%

OVERALL 734 754 205] C 103% 0.60003
Intersection Total 2119 2123 178] B 100%
152 150 |Left 166 180 177] B 108%
Northbound| 152 180 |Thru 647 643 239] C 99%
152 150 |Right 126 116 8.0] A 92%
OVERALL 939 939 208] C 100%
151 150 |Left 169 173 258] C 102%
Southbound| 151 180 |Thru 418 396 19.8] B 95%
Gravel Springs Rd @ 151 150 |Right 130 146 147] B 112%

SR 124 OVERALL 717 715 202] C 100% 0.061014
(signalized) 149 150 |Left 219 204 48.7] D 93%
Eastbound | 149 180 |Thru 485 391 284] C 81%
149 150 |Right 134 135 80] A 101%

OVERALL 838 730 303] C 87% 3.113802
1563 150 |Left 125 140 209] C 112%
Westbound | 153 180 |Thru 504 501 379] D 99%
163 150 |Right 123 110 13.5] B 89%

OVERALL 752 751 31.1] C 100% 0.029781

Tntersection Total 3246 3135 253] C 7% 3204596} |
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 PBS&J

PROJECT:

Technology Center of Georgia

CLIENT:

Brand Properties

        DATE:

PARCEL IDENTIFICATION:

Hotel

LAND USE

ITE LAND USE CODE:

310

Land Use:

HOTEL

Trip Rate Units - Trips Per Room

 

Total Number of Rooms:

300

TRIP END CALCULATION

DIRECTIONAL DISTRIBUTION

         PERCENT          TRIPS

IN OUT IN OUT

DAILY

AVERAGE TRIP RATE: 8.17

TRIP ENDS (AVG. TRIP RATE) = 2,451

TRIP END EQUATION

Trip Ends = 8.95 * Rooms  - 373.16

Daily Trip Ends = 2,312

50 50 1,156 1,156

AM PEAK HOUR

AVERAGE TRIP RATE: 0.56

TRIP ENDS (AVG. TRIP RATE) = 168

TRIP END EQUATION

Ln(Trip Ends) = 1.240*Ln(Rooms) - 2.00

AM Peak Trip Ends = 160

61 39 98 62

PM PEAK HOUR

AVERAGE TRIP RATE: 0.59

TRIP ENDS (AVG. TRIP RATE) = 177

TRIP END EQUATION

(Trip Ends) = Avg. Trip Rate * No. of Rooms

PM Peak Trip Ends = 177

53 47 94 83

Source: TRIP GENERATION 7th Edition, ITE 2003

Aug 2008

TRIP GENERATION ANALYSIS
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 PBS&J

PROJECT:

Technology Center of Georgia

CLIENT:

Brand Properties

        DATE:

PARCEL IDENTIFICATION:

Hotel Saturday

LAND USE

ITE LAND USE CODE:

310

Land Use:

HOTEL

Trip Rate Units - Trips Per Room

 

Total Number of Rooms:

300

TRIP END CALCULATION

DIRECTIONAL DISTRIBUTION

         PERCENT          TRIPS

IN OUT IN OUT

DAILY

AVERAGE TRIP RATE: 10.50

TRIP ENDS (AVG. TRIP RATE) = 3,150

TRIP END EQUATION

Trip Ends = not given

Daily Trip Ends = 3,150

50 50 1,575 1,575

PEAK HOUR OF GENERATOR

AVERAGE TRIP RATE: 0.72

TRIP ENDS (AVG. TRIP RATE) = 216

TRIP END EQUATION

Trip Ends = 0.694* Rooms + 4.319

AM Peak Trip Ends = 213

56 44 119 94

 

AVERAGE TRIP RATE: -

TRIP ENDS (AVG. TRIP RATE) = 0

TRIP END EQUATION

(Trip Ends) = Avg. Trip Rate * No. of Rooms

PM Peak Trip Ends = -

53 47 0 0

Source: TRIP GENERATION 7th Edition, ITE 2003

Aug 2008

TRIP GENERATION ANALYSIS
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 PBS&J

PROJECT:

Technology Center of Georgia

CLIENT:

Brand Properties

        DATE:

Aug 2008

PARCEL IDENTIFICATION:

Commercial

LAND USE

ITE LAND USE CODE:

820

Land Use:

SHOPPING CENTER 

Trip Rate Units - Trips Per 1000 Square Feet Gross Leasable Area

Gross Square Feet For Site (In Thousands):

351.0

TRIP END CALCULATION

DIRECTIONAL DISTRIBUTION

         PERCENT          TRIPS

IN OUT IN OUT

DAILY

AVERAGE TRIP RATE: 42.94

TRIP ENDS (AVG. TRIP RATE) = 15,072

TRIP END EQUATION

Ln(Trip Ends) = 0.65 * Ln(Sq. Ft. in 1000's) + 5.83

Daily Trip Ends = 15,360

50 50 7,680 7,680

AM PEAK HOUR

AVERAGE TRIP RATE: 1.03

TRIP ENDS (AVG. TRIP RATE) = 362

TRIP END EQUATION

Ln(Trip Ends) = 0.60 * Ln(Sq. Ft. in 1000's) + 2.29

AM Peak Trip Ends = 332

61 39 203 129

PM PEAK HOUR

AVERAGE TRIP RATE: 3.75

TRIP ENDS (AVG. TRIP RATE) = 1,316

TRIP END EQUATION

Ln(Trip Ends) = 0.66 * Ln(Sq. Ft. in 1000's) + 3.40

PM Peak Trip Ends = 1,434

48 52 688 746

Source: TRIP GENERATION 7th Edition, ITE 2003

TRIP GENERATION ANALYSIS
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 PBS&J

PROJECT:

Technology Center of Georgia

CLIENT:

Brand Properties

        DATE:

Sept 2008

PARCEL IDENTIFICATION:

Commercial Saturday

LAND USE

ITE LAND USE CODE:

820

Land Use:

SHOPPING CENTER 

Trip Rate Units - Trips Per 1000 Square Feet Gross Leasable Area

Gross Square Feet For Site (In Thousands):

351.0

TRIP END CALCULATION

DIRECTIONAL DISTRIBUTION

         PERCENT          TRIPS

IN OUT IN OUT

DAILY

AVERAGE TRIP RATE: 49.97

TRIP ENDS (AVG. TRIP RATE) = 17,539

TRIP END EQUATION

Ln(Trip Ends) = 0.628 * Ln(Sq. Ft. in 1000's) + 6.229

Daily Trip Ends = 20,122

50 50 10,061 10,061

PEAK HOUR OF GENERATOR

AVERAGE TRIP RATE: 4.97

TRIP ENDS (AVG. TRIP RATE) = 1,744

TRIP END EQUATION

Ln(Trip Ends) = 0.651 * Ln(Sq. Ft. in 1000's) + 3.773

AM Peak Trip Ends = 1,975

52 48 1,027 948

PM PEAK HOUR

AVERAGE TRIP RATE: -

TRIP ENDS (AVG. TRIP RATE) = 0

TRIP END EQUATION

Ln(Trip Ends) = 0.66 * Ln(Sq. Ft. in 1000's) + 3.40

PM Peak Trip Ends = -

48 52 0 0

Source: TRIP GENERATION 7th Edition, ITE 2003

TRIP GENERATION ANALYSIS
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POST, BUCKLEY, SCHUH & JERNIGAN, INC.

PROJECT:

Technology Center of Georgia

CLIENT:

Brand Properties

        DATE:

July 2008

PARCEL IDENTIFICATION:

Office

LAND USE

ITE LAND USE CODE:

710

Land Use:

GENERAL OFFICE BUILDING

Trip Rate Units - Trips Per 1000 Square Feet Gross Floor Area

Gross Square Feet For Site (In Thousands):

617.0

TRIP END CALCULATION

DIRECTIONAL DISTRIBUTION

         PERCENT          TRIPS

IN OUT IN OUT

DAILY

AVERAGE TRIP RATE: 11.01

TRIP ENDS (AVG. TRIP RATE) = 6,793

TRIP END EQUATION

Ln(Trip Ends) = 0.77 * Ln(Sq. Ft. in 1000's) + 3.65

Daily Trip Ends = 5,416

50 50 2,708 2,708

AM PEAK HOUR

AVERAGE TRIP RATE: 1.55

TRIP ENDS (AVG. TRIP RATE) = 956

TRIP END EQUATION

Ln(Trip Ends) = 0.80 * Ln(Sq. Ft. in 1000's) + 1.55

AM Peak Trip Ends = 804

88 12 708 96

PM PEAK HOUR

AVERAGE TRIP RATE: 1.49

TRIP ENDS (AVG. TRIP RATE) = 919

TRIP END EQUATION

Trip Ends = 1.12 * (Sq. Ft. in 1000's) + 78.81

PM Peak Trip Ends = 770

17 83 131 639

Source: TRIP GENERATION 7th Edition, ITE 1997

TRIP GENERATION ANALYSIS
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POST, BUCKLEY, SCHUH & JERNIGAN, INC.

PROJECT:

Technology Center of Georgia

CLIENT:

Brand Properties

        DATE:

Apr 2008

PARCEL IDENTIFICATION:

Multi-Family

LAND USE

ITE LAND USE CODE:

230

Land Use:

RESIDENTIAL CONDOMINIUM/TOWNHOUSE

Trip Rate Units - Trips Per Dwelling Unit

 

Total Number of Dwelling Units:

610

TRIP END CALCULATION

DIRECTIONAL DISTRIBUTION

         PERCENT          TRIPS

IN OUT IN OUT

DAILY

AVERAGE TRIP RATE: 5.86

TRIP ENDS (AVG. TRIP RATE) = 3,575

TRIP END EQUATION

Ln(Trip Ends) = 0.850 * Ln(Dwelling Units) + 2.564

Daily Trip Ends = 3,027

50 50 1,514 1,513

AM PEAK HOUR

AVERAGE TRIP RATE: 0.44

TRIP ENDS (AVG. TRIP RATE) = 268

TRIP END EQUATION

Ln(Trip Ends) = 0.800*Ln( Dwelling Units) + 0.26

AM Peak Trip Ends = 219

17 83 37 182

PM PEAK HOUR

AVERAGE TRIP RATE: 0.52

TRIP ENDS (AVG. TRIP RATE) = 317

TRIP END EQUATION

Ln(Trip Ends) = 0.82* Ln(Dwelling Units) + 0.32

PM Peak Trip Ends = 265

67 33 178 87

Source: TRIP GENERATION 7th Edition, ITE 2003

TRIP GENERATION ANALYSIS
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POST, BUCKLEY, SCHUH & JERNIGAN, INC.

PROJECT:

Technology Center of Georgia

CLIENT:

Brand Properties

        DATE:

Sept 2008

PARCEL IDENTIFICATION:

Multi-Family (Saturday)

LAND USE

ITE LAND USE CODE:

230

Land Use:

RESIDENTIAL CONDOMINIUM/TOWNHOUSE

Trip Rate Units - Trips Per Dwelling Unit

 

Total Number of Dwelling Units:

610

TRIP END CALCULATION

DIRECTIONAL DISTRIBUTION

         PERCENT          TRIPS

IN OUT IN OUT

DAILY

AVERAGE TRIP RATE: 5.67

TRIP ENDS (AVG. TRIP RATE) = 3,459

TRIP END EQUATION

Trip Ends = 3.615 * Dwelling Units + 427.925

Daily Trip Ends = 2,633

50 50 1,317 1,316

PEAK HOUR OF GENERATOR

AVERAGE TRIP RATE: 0.47

TRIP ENDS (AVG. TRIP RATE) = 287

TRIP END EQUATION

Trip Ends = 0.286*Dwelling Units + 42.627

AM Peak Trip Ends = 217

54 46 117 100

PM PEAK HOUR

AVERAGE TRIP RATE: -

TRIP ENDS (AVG. TRIP RATE) = 0

TRIP END EQUATION

Ln(Trip Ends) = 0.82* Ln(Dwelling Units) + 0.32

PM Peak Trip Ends = -

67 33 0 0

Source: TRIP GENERATION 7th Edition, ITE 2003

TRIP GENERATION ANALYSIS
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Exit to External

6951

Total Internal External

Enter 7680 882 6798

6798 Exit 7680 729 6951

Enter from External

Total 15360 1611 13749

% 100% 10% 90%

3% 230 11% 845

15% 406 33% 499

4% 307 9% 691

22% 596 38% 575

0% 0 0% 0

Exit to External Enter from External

2356 969

Total Internal External Total Internal External

Enter 2708 230 2478 Enter 1513 544 969

2478 Exit 2708 352 2356 Exit 1514 575 939 939

Enter from External

Total 5416 582 4834 2% 54 3% 45 Total 3027 1119 1908

Exit to External

% 100% 11% 89% % 100% 37% 63%

Land Use A Land Use B Land Use C Total

6798 2478 969 10245

6951 2356 939 10246

13749 4834 1908 20491

15360 5416 3027 23803

Daily Traffic Multi-Use Trip Generation Calculations

ITE LU Code 820

Size 351,000                      

Demand Demand

230 499

Balanced Balanced

Demand Demand

Demand Demand

307 575

Balanced Balanced

Demand Demand

0

ITE LU Code 710 Demand Balanced Demand ITE LU Code 230

Size 617,000                      



Size 610                               

45

Demand Balanced Demand

Net External Trips for a Multi-Use Development



Enter

Exit

Total Internal Capture

Single-Use Trip Gen. Est.

14%


image282.emf
Exit to External

114

Total Internal External

Enter 203 20 183

183 Exit 129 15 114

Enter from External

Total 332 35 297

% 100% 11% 89%

3% 4 12% 15

31% 219 31% 11

2% 4 8% 16

29% 28 53% 96

0% 0 0% 0

Exit to External Enter from External

91 25

Total Internal External Total Internal External

Enter 708 4 704 Enter 37 12 25

704 Exit 96 5 91 Exit 182 16 166 166

Enter from External

Total 804 9 795 2% 2 2% 1 Total 219 28 191

Exit to External

% 100% 1% 99% % 100% 13% 87%

Land Use A Land Use B Land Use C Total

183 704 25 912

114 91 166 371

297 795 191 1283

332 804 219 1355

Total Internal Capture

Single-Use Trip Gen. Est.

5%

Net External Trips for a Multi-Use Development



Enter

Exit

1

Demand Balanced Demand

Demand ITE LU Code 230

Size 617,000                      



Size 610                             

0

ITE LU Code 710 Demand Balanced

Balanced Balanced

Demand Demand

Demand Demand

4 16

Balanced Balanced

Demand Demand

Demand Demand

4 11

AM Peak Multi-Use Trip Generation Calculations

ITE LU Code 820

Size 351,000                      


image283.emf
Exit to External

669

Total Internal External

Enter 688 60 628

628 Exit 746 77 669

Enter from External

Total 1434 137 1297

% 100% 10% 90%

3% 22 12% 90

31% 41 31% 55

2% 14 8% 55

29% 185 53% 46

0% 0 0% 0

Exit to External Enter from External

621 119

Total Internal External Total Internal External

Enter 131 22 109 Enter 178 59 119

109 Exit 639 18 621 Exit 87 46 41 41

Enter from External

Total 770 40 730 2% 13 2% 3.56 Total 265 105 160

Exit to External

% 100% 5% 95% % 100% 40% 60%

Land Use A Land Use B Land Use C Total

628 109 119 856

669 621 41 1331

1297 730 160 2187

1434 770 265 2469

Enter

Internal Capture

11%

Net External Trips for a Multi-Use Development

Single-Use Trip Gen. Est.

Total

Exit

PM Peak Multi-Use Trip Generation Calculations

Balanced

Demand

Demand

46

Demand

Balanced

Demand

Demand

22

Demand

14

0

4

Balanced

Demand

Demand

Demand

Balanced

Balanced

55

Size 617,000                      

Demand



ITE LU Code 230

Size 610                             

820

351,000                      

Demand



ITE LU Code

Size

Demand Balanced

ITE LU Code 710
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General Project Information

Project name The Village at Gwinnett Stadium DRI number 1950
Local jurisdiction Gwinnett Local government action requested [Zoning

Project description (include acreage) | | I
A mixed use development comprised of 73.5 acres surrounding the Gwinnett County Minor League Baseball Stadium. The proposed project will likely
contain office, commercial, hotel and residential land uses.

Project phasing/buildout 1/2012 |
Project location Northern portion of Gwinnett County, west of SR 20 and just south of Interstate 85 between Rock Springs and Old
Peachtree Roads.

Current description of the site |The proposed site, which encompasses the Gwinnett County Minor League Baseball Stadium is predominately
undeveloped. There are two residences on the 73.50 acre site with auxillary structures.

Is any portion of the project built or under construction? Describe.
The project surrounds the current construction of the Gwinnett County Minor League Baseball Stadium. The Stadium's surface parking areas are
currently being constructed on the site.

Affected local governments (3 miles of project site)
The proposed project lies in unincorporated Gwinnett; however, the Cities of Buford and Suwanee are within 3 miles.

Adjacent/surrounding land uses and development |

Adjacent land uses include commercial/retail, multifamily residential, a church facility, industrial warehouses, office space and the Gwinnett County
Minor League Baseball Stadium.

New taxes generated by the project $4,398,239 (not including potential sales taxes)
Expected annual local tax revenues $4,398,239
Site access roads Access has been proposed from State Route 20, Old

Peachtree Road, Rock Springs Road, Tech Center
Parkway and Tech Center Drive. These access
locations will work to disperse the project generated
traffic and mitigate traffic impacts caused by the
proposed development.

Number of site driveways proposed Total nine (9) access locations, labeled A thru J.
Access E was eliminated as a recommended condition
from GRTA's findings on DRI #1725.

Total traffic volume to be generated by the proposed development 26,115/1,515/2,646 (ADT/AM Peak/PM Peak)
Estimated water supply demand to be generated by project 0.427 MGD Sufficient water capacity available Yes
Estimated sewage flow to be generated by project 0.371 MGD Sufficient wastewater capacity available Yes
Estimated solid waste generated by the project annually 2,908 tons/yr Sufficient landfill capacity available Yes
Number of students expected to be generated by the project: 175 Students|
Schools expected students to attend and capacity: | Rock Springs Elementary| 1,476
Collins Hill Cluster will add several schools in 2009 to increase Creekland Middle| 2,500
capacity. Capacity figures are not available for 2008-09. Those

provided are for the 2007-08 school year. See DRI Impact Analysis Collins Hill High| 3,000
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GRTA Criteria

ARC Score

Comments

1. Unified Growth Policy Map

A. Is the development consistent with the UGPM and the

The UGPM illustrates this site within a Mega
Corridor, which allows for a mixed use town center.

Developments Type Matrix? Yes| 3
- 3 points: Yes
B. Is the development consistent with the Regional Ye|§-_ The P’°J'_e°|: '“5_31‘5 and :‘:PFB”‘S Iseve;aARDP
Py 2 policies especially with regard to Develope: reas
Devel_oprr_]ent Plan Policies? and Housing & Neighborhood policies. The DRI will
- 3 points: Yes contribute to the jobs-housing balance in the
Yes 3 immediate area, providing housing, services, and

employmen

2. Metro North Georgia Water Planning District (MNGWPD) Plan Compliance

A. |s there adequate water provisions available and

Yes. Water line is adjacent to the site. See DRI
Impact Analysis for details.

access points align with existing or planned median breaks.
If no median exists or is planned, all access points align with
existing opposing access points.

accessible to the site? N/A| 3

- 3 points: Yes

B. Is there adequate sewer capacity available and accessible Yes. Sewer line traverses the site. See DRI Impact

to the site? N/A 3 Analysis for details.

- 3 points: Yes

C. Does the development incorporate stormwater best Yes. The development will incorporate stormwater

management practices from the State of Georgia Manual? :Zf;,::::aggz.:::,g;aﬁﬁ: 'r:‘:n:;’::’v';iﬁf::"' and

- 3 points: Yes N/A'| 3 |underground facility in accordance with Gwinnett
County stormwater ordinances.

3. Regional Transportation Plan (RTP) Goals & Objectives

A. Is the development located on or within half a mile of a State Route 20 is on the SRTS. There are not any

roadway designated on the Regional Strategic Transportation access breaks on the east side of State Route 20,
between Old Peachtree Road and Rock Springs

System (RSTS)? Road.

« 3 points: Located on the RSTS or within 1/2 mile and all Yes| 3
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GRTA Criteria

Comments

ARC Score

4. RTP and Transportation Improvement Program (TIP)

IA. Are the transportation impacts identified consistent with
the TIP/RTP?
- 3 points: Yes

|Additional capacity is required for State Route 20 for
the no-build condition by the year 2012. The
proposed project has identified this improvement,
'which has been partially addressed with GDOT
Project GW-020D. This planned transportation
improvement schedules to widen State Route 20
from four to eight lanes, beginning at Rock Springs
Road and ending at Interstate 85 by the year 2030.

Regional Freight Mobility Plan?
- 3 points: Yes

Yes | 3 |GDOT project GW-020B plans to widen State Route
20 from four to six lanes from Gravel Springs Road
to Interstate 985, by the year 2020. GDOT project
GW-020C plans to widen State Route 20 from six to
eight lanes from Interstate 85 to Gravel Springs
Road by the year 2030.
5. Livable Centers Initiative (LCI)
A. Is the development located in an LCI Study area? The proposed project is not located in an LCI Study
- 3 points: The project is located in an LCI Study Area and Area.
meets the intent of the Study. No | O
6. Regionally Adopted Plans
A. If the development is located within a transportation study Not applicable.
area, indicate which study area. N/A | N/A
B. Is the development consistent with the recommendations Not included in any sub-area or multi-modal corridor
set forth in any sub-area or multi-modal corridor study? study.
- 3 points: Yes N/A |0
C. Is the proposed development consistent with the Atlanta Not applicable.
N/A | N/A
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GRTA Criteria

ARC Score

Comments

7. Regionally and Locally Adopted Plans

A. Is the development consistent with the host local
government's Future Development Map or other comparable
document?

« 3 points: Yes

Not entirely. The Future Development Map
recommends commercial/retail on most of the site
'with a small pocket of office/professional and some|
light industrial uses on this site. The rezoning to
MUO (Mixed Use Overlay District) will
'accommodate the commercial/retail, office, hotel ag
(well as proposed residential uses. Following the

addressed?

No | O

rezoning, if approved, the map will be updated to
reflect a mixed use category. It should be noted,
there are a mixture of residential and non-residentig
uses existing and planned in the vicinity of the site.

B. Is the development consistent with the local government's All local government projects will be incorporated

trans : 2 into the "Build" transportation network and any

p_ortatlon plans Yes | 3 deficiencies as a result of the proposed
- 3 points: Y g
points: Yes development have been identified.

C. Is the development consistent with any local government Yes. The project is consistent with the Mall of

sub area plans? Yes 3 Georgia Overlay District

« 3 points: Yes

D. Is the development consistent with any adjacent or Yes. The development is located within three miled

potentially affected local government's Future Development from the cities of Buford and Suwanee. SR 20 has

Map? been designated for more intense land uses in the

ap? . N/A 3 future. Incorporating a mixture of opportunities for

* 3 points: Yes housing and employment will provide a balance of
land uses within the study area.

E. Do local regulations impact the ability of the project to Not with regard to planning; however, local

meet GRTA's DRI Review Criteria? regulations may be contrary to the transportation

) No | N/A improvement recommendations.
F. Is the development consistent with other regional and/or Yes. The development is consistent with the Mall 9
local policies/adopted plans that have not been fully N/A | N/A |Georgia Overlay District ordinance.

Section Score| N/A T 30 |
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1. Protection of Critical Environmental Areas

GRTA Criteria

ARC Score

Comments

IA. Does the development avoid critical historical and

lenvironmental areas (State Planning Part V Criteria, small
ater supply watersheds, etc)?

* 3 points: Yes, the development avoids critical historical and

lenvironmental areas

N/A

Yes. There are no critical historical sites identified
on the site. The project is within the Chattahoochee]
River water supply basin, which is a large water
'supply watershed and therefore not subject to small
water supply watershed impervious limits.

B. Does the development encroach upon habitat currently
under or flagged for conservation under a regional or state
conservation or green infrastructure plan?

* 3 points: No.

N/A

No. The environmental delineations have indicated
no such encroachments.

C. Is the development located on land physically suitable for
[development (avoids steep slopes greater than 20%,
floodplains, stream corridors, groundwater recharge areas?

+ 3 points: Yes, the development is located on land physically
suitable for development.

+ 2 points: The development is avoiding land on the site that
is not suitable for development and is taking the appropriate
mitigation measures.

N/A

Yes. The development is avoiding land on the site
that is not suitable for development and is taking
the appropriate mitigation measures.

D. Is site clearing restricted only to areas where absolutely
necessary fro construction access, buildings, road, and
utilities?

* 3 points: Yes.

N/A

No.Due to the ongoing construction, the site has
been cleared beyond those limited areas.

2. Conservation

IA. How much land is being preserved as open space?
+ 3 points: 50% of the site is preserved as open space
+ 2 points: 40% of the site is preserved as open space
* 1 points: 30% of the site is preserved as open space.

N/A

33.6% of the site is calculated as open space.

B. Does/will the development incorporate native plant and
drought tolerant landscaping?

+ 3 points: All landscaping is drought tolerant and native.

* 2 points: All landscaping is drought tolerant.

+ 2 points: No invasive plant species are used as identified by
the local Cooperative Extension Service.

N/A

N/A

The landscape pallette has not been determined.

C. The development does not have built-in irrigation
systems?

* 3 points: The development does not provide single family
residential homes with built-in irrigation systems.

+ 2 points: The development does not use irrigation systems
in common areas.

+ 1 point: The development only uses drip irrigation systems
minimally in common areas.

N/A

N/A

The irrigation system, or lack there of, has not been
determined.
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D. Does the development exclude ornamental water features
and fountains?

[+ 3 points: The applicant will not install or facilitate
installations of any ornamental water features or fountains.

N/A

ARC Score

N/A

The concept has some water features shown on the|
plan, but the intent is to utilize these features in the
stormwater management program.

E. Does the development include permeable pavement in
driveways and parking areas?

+ 3 points:75% of driveways and parking areas use
permeable pavement.

+ 2 points: 50% of driveways and parking areas use
permeable pavement.

+ 1 point: All driveways use permeable pavement.

N/A

N/A

Pavement surfaces have not been determined

F. Does the applicant limit turf in public/common areas?

[+ 3 points: Turf does not exceed 40% of the landscapable
areas and turf is not installed in area less than 8 feet wide or
on slopes greater than 4:1.

+ 2 points: Turf is not installed in areas less than 8 feet wide
or on slopes greater than 4:1.

N/A

N/A

The landscape pallette has not be determined.

G. For developments that include a multi-family components,
does the applicant use sub-unit metering?

[+ 3 points: The applicant will provide for sub-unit metering for
all multi-family buildings.

N/A

N/A

The type of metering of units has not been
determined.

3. Stormwater Management

JA. Does the development have a stormwater management
plan?

+ 3 points: The stormwater management plan will result in a
25% decrease in the rate and quantity of post-development
development stormwater runoff when compared with pre-
development stormwater rates and quantities.

+ 2 points: The development maintains stormwater volume
rates such that post-development development does not
lexceed the pre-development development (based on the 2
year, 24 hour peak discharge volume)

N/A

N/A

Yes. The stormwater management plan will comply
'with Gwinnett County Stormwater ordinances and
currently includes sub-surface BMP facilities.
Pre/Post Construction volume rates are yet to be
determined.

|4. Buffers

JA. Will the proposed development require a stream buffer
variance under any applicable ordinances?

+ 3 points: The development does not require a stream buffer
variance.

N/A

N/A

The stream buffer variance applied for this site in
the previous DRI (#1725) is also in effect for this
project.





